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RELEASABLE
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065998

DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 8010
NIIN: 00N032075
Manufacturer's CAGE: 11111
Part No. Indicator: B
Part Number/Trade Name: 120 BRUSHING THINNER, 12120

General Information

Item Name:
Company's Name: PETTIT PAINT
Company's Street: 36 PINE 5T
Company's P. O. Box:
Company's City: ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-S48-2700;800-424-9300(CHEMTREC)
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 002
Tot Safety Entries This Stk#: 002
Status: SMJ
Date MSDS Prepared: 01NOV91
Safety Data Review Date: 10APR96
Supply Item Manager:
MSDS Preparer's Name: C.A. HOPE
Preparer's Company: SAME
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BZPXF
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code:
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00N032075

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information
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Proprietary: NO
Ingredient: SOLVENT NAPHTHA (PETROLEUM) MEDIUM ALIPHATIC; (AROMATIC &
ALIPHATIC SOLVENT NAPHTHA)
Ingredient Sequence Number: 01
Percent: 100
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1003692SN
CAS Number: 64742-88-7
OSHA PEL: N/K (FP N)
ACGIH TLV: N/K (FP N)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: SUPDAT:EFTS FROM OVEREXP TO THIS MATL. TREATMENT SHOULD BE
DIRECTED AT THE CONTROL OF SYMPS & THE CLINICAL CNDTN.
Ingredient Sequence Number: 02
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: SPILL PROC:MATLS. THIS PROD RELS INTO ENVIRON MUST BE REPORTED
TO THE NRC (1-800-424-8802). WHEN THIS PROD IS (ING 4)
Ingredient Sequence Number: 03
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 3:SPILLED OR LEAKED, THE REPORTABLE QUANTITY IS 100 LBS OR
MORE.
Ingredient Sequence Number: 04
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N

Report for NIIN: 00N032075

NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: OTHER PREC:FROM PHYSICAL DMG. KEEP CNTNRS CLSD WHEN MATL IS
NOT IN USE. NAINTAIN GOOD HOUSEKEEPING. GROUND & BOND(ING 6)
Ingredient Sequence Number: 05
Percent: N/K
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Confidential Business Information BRIXINHOUSEOOl282



065998

Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 5:DRUMS. DO NOT USE PRESS TO EMPTY DRUMS. KEEP AWAY FROM
HEAT & OPEN FLAME. DO NOT USE W/OUT FULLY lING 7)
Ingredient Sequence Number: 06
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 6:UNDERSTANDING REACTIVITY DATA SECTION. CAUTION: COMBUST
LIQ & VAP. HARMFUL IF INHALED/SWALLOWED. MAY CAUSE lING 8)
Ingredient Sequence Number: 07
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 7:IRRIT TO SKIN & EYES. USE W/ADEQ VENT. EMPTY CNTNRS MAY
RETAIN PROD RESIDUE INCL FLAMM/EXPLO VAPS. DO NOT lING 9)
Ingredient Sequence Number: 08
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922

Report for NIIN: 00N032075

CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 8:CUT, DRILL, GRIND/WELD ON/NEAR FULL, PARTIALLY FULL/
EMPTY PROD CNTNRS. DO NOT USE UNTIL MFR'S PRECS HAVE lING 10)
Ingredient Sequence Number: 09
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
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Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 9:BEEN READ & UNDERSTOOD.
Ingredient Sequence Number: 10
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: RESP PROT:APPROVED AIR PURIFYING OV/FILTER UNITS OK.
Ingredient Sequence Number: 11
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: VENT:BELOW FLAMM VAP CONeS. LOC EXHST IS NEe FOR USE IN
ENCLSD/CONFINED SPACES. SEE OSHA REQUIREMENTS/NIOSH lING 13)
Ingredient Sequence Number: 12
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE

Report for NIIN: OON032075

Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 12: PUBLICATION 87-113 " .... CONFINED SPACES".
Ingredient Sequence Number: 13
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: PROT GLOVES:GLOVES (HEAVY DUTY NEOPRENE/EQUAL). PERMEATION/
DEGRADATION VALUES OF CHEM MIXTS CANNOT BE PREDICTED lING 15)
Ingredient Sequence Number: 14
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
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NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 14:FROM PURE COMPONENTS/CHEM CLASSES. THUS, THESE MATLS
ARE NORMALLY BEST ESTIMATES BASED ON AVAIL PURE (ING 16)
Ingredient Sequence Number: 15
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 15:COMPONENT DATA. SIGNIFICANT DIFF IN CHEM BREAKTHROUGH
TIME HAS BEEN REPORTED FOR GENERICALLY SIMILAR (ING 17)
Ingredient Sequence Number: 16
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Report for NIIN: OON032075

Proprietary: NO
Ingredient: ING 16:GLOVES FROM DIFFERENT MANUFACTURERS.
Ingredient Sequence Number: 17
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: EYE PROT:& FULL LENGTH FACESHIELD (FP N) .
Ingredient Sequence Number: 18
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: OTHER PROT EQUIP:FOOTWEAR. DEPENDING ON WORKING CNDTNS, I.E.,
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CONT POTNTL, WEAR RESIST PROT GARMENTS SUCH AS lING 2)
Ingredient Sequence Number: 19
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 19:HEAD/NECK COVER, APRONS, JACKETS, PANTS, COVERALLS,
BOOTS, ETC.
Ingredient Sequence Number: 20
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: HYGIENE PRACT:TOBACCO PRODS/REST ROOMS. DO NOT WEAR CONTAM
CLTHG. DISCARD CONTAM FOOTWEAR. DO NOT WEAR CONTACT lING 22)

Report for NIIN: OON032075

Ingredient Sequence Number: 21
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 21:LENS W/OUT PROPER EYE PROTECTION WHEN USING THIS
PRODUCT.
Ingredient Sequence Number: 22
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: LIQUID W/TYPICAL SOLVENT ODOR.
Boiling Point: >320F,>160C
Melting Point: N/A
Vapor Pressure (MM Hg/70 F): N/K
Vapor Density (Air=l): >1
Specific Gravity: 0.85 (FP N)
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Decomposition Temperature: N/K
Evaporation Rate And Ref: <1 (ETHER=l)
Solubility In Water: NEGLIGIBLE
Percent Volatiles By Volume: 100
Viscosity:
pH: NIA
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligau5s):
Corrosion Rate (IPYj: N/K
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: 122F,SOC
Flash Point Method: Tee
Lower Explosive Limit: N/K
Upper Explosive Limit: N/K
Extinguishing Media: USE CARBON DIOXIDE, DRY CHEM, WATER SPRAY, ALCOHOL/
UNIVERAL TYPE FOAMS AS PER MFR'S RECS. WATER MAY BE INEFFECTIVE.
Special Fire Fighting Proc: USE NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT IFP N). USE WATER TO COOL FIRE-EXPOSED CONTAINER, STRUCTURE OR

Report for NIIN: OON032075

PROTECT PERSONNEL.
Unusual Fire And Expl Hazrds: HEAT/FIRE CNDTNS:VAPS FORM FLAMM/EXPLO MIXTS
IN AIR. VAPS HEAVY, MAY TRAVEL (GROUND, PIT, SEWERS) TO IGNIT SOURCE-FLASH.
OPENlcLSD CNTNRS MAY CONTAIN ISUPDAT)

Reactivity Data

Stability: YES
Cond To Avoid (Stability): AVOID HEAT, SPARKS & OPEN FLAMES.
Materials To Avoid: AVOID OXIDIZING AGENTS.
Hazardous Decomp Products: CARBON MONOXIDE, CARBON DIOXIDE UPON THERMAL
DECOMPOSITION.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT

Health Hazard Data

LDSO-LCSO Mixture: NONE SPECIFIED BY MANUFACTURER.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES
Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: EYE:DIRECT CONTACT W/LIQUID OR VAPOR MAY
CAUSE IRRITATION. SKIN:PROLONGED &IOR REPEATED CONTACT MAY CAUSE DEFATTING
CHARACTERIZED BY REDNESS, CRACKING, BLISTERING, IRRITATION & DERMATITIS.
INHALATION:INHALATION OF HIGH CONCENTRATIONS OF VAPORS MAY CAUSE
RESPIRATORY TRACT IRRITATION & CENTRAL NERVOUS lEFTS OF OVEREXP)
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT
Signs/Symptoms Of Overexp: HLTH HAZ:SYSTEM DEPRESS CHARACTERIZED BY HDCH,
WEAKNESS, DIZZ, INCOORDINATION & POSSIBLE COLLAPSE. INGESTION:MAY CAUSE
GASTROINTESTINAL DISTURBANCES SUCH AS NAUSEA, VOMITING, DIARRHEA & EFFECTS
SIMILAR TO THOSE DESCRIBED UNDER INHALATION. ASPIRATION OF THIS PRODUCT
INTO LUNG MAY CAUSE CHEM PNEUM WHICH CAN BE FATAL.
Med Cond Aggravated By Exp: INDIVIDUALS W/PRE-EXISTING DISEASE IN/ HISTORY
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OF AILMENTS INVOLVING SKIN, EYE, RESP TRACT, LIVER, KIDNEY, eNS ARE AT A
GREATER THAN NORMAL RISK OF DEVELOPING ADVERSE EFTS WHEN EXPOS TO THIS
MATL.
Emergency/First Aid Proc: EYES:IMMED FLUSH W/LG AMTS OF WATER FOR AT LST
15 MINS. SEEK MED AID. SKIN:WASH THORO W/SOAP & WATER. IF REDNESS, ITCH,
BURNING/OTHER SYMPS DEVELOP/PERSIST, SEEK MED AID. WASH CONTAN CLTHG BEFORE
REUSE. INHAL:REMOVE FROM EXPOS. IF BRTHG HAS STOPPED/IS DFCLT, ADMIN ARTF
RESP/OXYG AS INDICATED. SEEK MED AID. INGEST:DO NOT INDUCE VOMIT. GIVE 1
GLASS OF MILK/1-2 OZ 130-60G) OF ACTIVATED ISUPP DATA)

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: STOP SPILL/LEAK IF NO RISK INVOLVED. AVOID
BRTHG VAPS. ELIM ALL SOURCES OF IGNIT. VENTILATE AREA. AVOID CONT W/HOT LIQ
& FUMES. TAKE UP CAREFULLY TO AVOID HEAT & SPKS. USE INERT ABSORB TO
COMPLETE CLEAN-UP. THIS MATL REACTS W/OXIDIZING lING 3)
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.

Report for NIIN: OON032075

Waste Disposal Method: THIS PRODUCT IS A U.S. EPA DEFINED IGNITABLE
HAZARDOUS WASTE. DISPOSE OF AS AN IGNITABLE WASTE I/A/W LOCAL, STATE &
FEDERAL REGULATIONS.
Precautions-Handling/Storing: AVOID PRLNG/RPTD CONT W/SKIN OR EYES. AVOID
PRLNG/RPTD BRTHG OF VAPS, MISTS/FUMES. HANDLE & USE I/A/W OSHA 29 CFR
1910.106/LOCAL CODES.
Other Precautions: SPRAY PAINT I/A/W OSHA 29 CFR 1910.107. OBSERVE GOOD
PERSONAL HYGIENE PRACTICES & REC PROCS. STORE IN AREAS/BLDGS DESIGNED TO
COMPLY W/OSHA 1910.106. KEEP IN CLSD, LABELED CNTNR W/IN COOL IWELL SHADED)
, DRY, VENTILATED AREA. PROT (ING 5)

Control Measures

Respiratory Protection: IF VENT DOES NOT MAINTAIN INHAL EXPOS BELOW
PELITLV), USE NIOSH/MSHA APPRVD UNITS AS PER CURRENT 29 CFR 1910.134,
INSTRUCTIONS/WARNINGS & NIOSH/MSHA APPRVD RESP DECISION LOGIC - PUB.
#87.108. IF W/IN OSHA PROT FACTOR, NIOSH/MSHA lING 11)
Ventilation: PROVIDE SUFFICIENT GEN/LOC EXHST VENT IN PATTERN/VOL TO
CONTROL INHAL EXPOS BELOW CURRENT EXPOS LIMS & AREAS lING 12)
Protective Gloves: INDUS RESIST FLEXIBLE-TYPE (ING 14)
Eye Protection: ANSI APPROVED CHEM WORKERS GOGGS(ING 18)
Other Protective Equipment: EYE WASH FOUNTAIN & DELUGE SHOWER WHICH MEET
ANSI DESIGN CRITERIA IFP N). WEAR INDUS-TYPE WORK CLTHG & SFTY lING 19)
Work Hygienic Practices: WASH EXPOS AREAS PROMPTLY & THORO AFTER SKIN CONT
FROM WORKING W/THIS PROD & BEFORE EATING, DRINKING, USING lING 21)
Suppl. Safety & Health Data: EXPLO HAZ:FLAMM/EXPLO VAPS. CLSD CNTNRS MAY
EXPLODE WHEN EXPOS TO EXTREME HEATIFIRE). UNDER FIRE CNDTNS, MAY EMIT
IRRIT/TOX GAS &/OR FUMES. FIRST AID PROC:CHARCOAL IN WATER TO VICTIM AS
TOLERATED. SEEK MED AID. DO NOT ATTEMPT TO GIVE ANYTHING BY MOUTH TO UNCON
PERS. NOTE TO MD:THERE IS NO SPECIFIC ANTIDOTE FOR lING 2)

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:
DOT Proper Shipping Name:
DOT Class:
DOT ID Number:
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DOT Pack Group:
DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UJ:\f Number:
IMO UJ:\f Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UN ID Number:
lATA Proper Shipping Name:

Report for NIIN: OON032075

lATA UN Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:
AFI Class:
AFI ID Number:
AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 10APR96
Label Date: 27FEB96
MFR Label Number:
Label Status: G
Common Name: 120 BRUSHING THINNER, 12120
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Chronic Hazard: NO
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate: X
Acute Health Hazard-Severe:
Contact Hazard-None:

Report for NIIN: OON032075

Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:
Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: COMBUSTIBLE. ACUTE:EYE:IRRITATION. SKIN:
DEFATTING CHARACTERIZED BY REDNESS, CRACKING, BLISTERING, IRRITATION &
DERMATITIS. INHALATION:RESPIRATORY TRACT IRRITATION & CENTRAL NERVOUS
SYSTEM DEPRESSION WITH HEADACHE, WEAKNESS, DIZZINESS, INCOORDINATION &
POSSIBLE COLLAPSE. INGESTION:GASTROINTESTINAL DISTURBANCES, NAUSEA,
VOMITING & DIARRHEA. ASPIRATION INTO LUNGS MAY BE FATAL. CHRONIC:NONE
LISTED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT
Label Street: 36 PINE ST
Label P.O. Box:
Label City: ROCKAWAY
Label State: NJ
Label Zip Code: 07866
Label Country: US
Label Emergency Number: 800-548-2700;800-424-9300 (CHEMTREC)
Year Procured:
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Page 1 of 3 Tuesday, June 21,2005

MSDS - Material Safety Data Sheet
Product Name: 409 All Purpose Cleaner (Green)

MSDS No.: 0000761

IL Basic Information:

Manufacturer: The Clorox Company

Address:

City, 51 Zip:

Emergency Contact:

Emergency Telephone Number:

Contact:

Information Telephone Number:

NFPA
File

Health

Last Update:

Chemical state:

Chemical Type:

III. Ingredients:

D Trade Secret

[K] Liquid

D Pure

Expiration Date:

D Gas

[K] Mixture

DSOlid

Flammability

Reecfiviljr

Pels. Protection

111-76-2 Ethylene Glycol Monobutyl Ether

CAS No. Chemical Name

EHS IARC

% Range
OSHA
PEL

ACGIH
TLV

other
Limits

IIII. Hazardous Identification:
Hazard Category:

D Acute D Chronic

Hazardous Identification Information:

In: FirstAidMeasures:

Route(s) of Entry:

Health Hazards (Acute and Chronic):

Signs and Symptoms:

Mild eye irritant

Medical Conditions Generally Aggravated by Exposure:

Emergency and First Aid Procedures:

DFire D Pressure D Reactive

Eyes: Imediately flush eyes with plenty of water. If irritation persist, see MD.
Skin: Wash with water.
Ingestion:No apparent hazard.
Inhalation: Remove to fresh air.

Confidential Business Information BRIXINHOUSE001291



Page 2 of 3 Tuesday, June 21, 2005

MSDS - Material Safety Data Sheet
Product Name: 409 All Purpose Cleaner (Green)

MSDS No.: 0000761

Other Health Warnings:

IV. Fire Fighting Measures:

Flash Point:

F.P. Method:

Fire Extinguishing Media:

Special Fire Fighting Procedures:

Unusual Fire and Explosion:

Lower Explosive Limit: Upper Explosive Limit:

IVI. Accidental Release Measures:

Steps to be Taken in Case Material is Released or Spilled:

Absorb and containerize. Wash residual down to sanitary sewer.

IVII. Handling andStorage:

Precautions to be Taken:

Other Precautions:

IVIII. Exposure Controls/Personal Protection:

Ventilation Requirements:

Personal Protective Equipment:

IlX Physical and Chemical Properties:

Boiling Point:

Evaporation Rate (Butyl Acetate = 1):

Specific Gravity (H20 = 1): 1.01500

Solubility In Water: complete

Other Information:

Melting Point:

Vapor Pressure (mm Hg.):

Vapor Density (AIR = 1):

Appearance and Odor:

Confidential Business Information BRIXINHOUSEOOl292



Page 3 of 3 Tuesday, June 21, 2005

MSDS - Material Safety Data Sheet
Product Name: 409 All Purpose Cleaner (Green)

MSDS No.: 0000761

Ix Stability and Reactivity:

Stability:

Incompatibility (Materials to Avoid):

Decomposition/By Products:

Hazardous Polymerization:

IXI. Toxicological Information:

IXII. Ecological Information:

IXIII. Disposal Considerations:

IXIV. Transport Information:

IXv. Regnlatory Information:

IXVI. Other Information:
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MSDS Name: DEVCON® 5 Minute® Epoxy amber [1: 1]
Manufacturer Name: ITW Devcon
Stock Number: 14210

IComponents:

[ 5-MINUTE EPOXY RESIN

I 5-MINUTE EPOXY HARDENER
rrw Performance Polymers (Finished Goods) Product Code:

14210

~ PRINT i~ EMAIL ~ GLOSSA ~Y

View Section: Z .!!

SECTION 1: CHEMICA " ~RODUCI an a COM~ANY IDENIIBCATION 14210

NFPA

prod uct Name:

Stock No.:

Manufacture rNa me:

Address:

prod uct Description:

Business Ph ooe:

em erce rcv Ph ooe:

5-MINUTE EPOXY HARDENER

14210

ITYV Devcon

30 Endlco tt St.

DanversMA01923

The fcdo wln q informati oo applies to the hardener ccmponent
of the two-part kit and to lTeshly mixed resin and hardener.
After cu-rro. ths product i s not hazard oos.

(978) 777-1100

(800) 424-9300

HMIS

HEALTH

* Chronic Health Efferts

To Top of pag e ~

SECTION 2 : COMPOSITION , INRJRMATION ON INGREDIENTS 14210

Ingredient Name

Trade secret.

CAS#

~!A

Confidential Business Information

Ingredient Percent

60 -100 by Weight

BRIXINHOUSE001294
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SECTION 3 : HAZARDS IDENTIEICATION 14210

Emergency Overview: WARNING! Potential Sensitizer. Irritant.

Applies to hazardous ingredients:

Route of Exposure: Eyes. Skin. Inhalation. Ingestion

Potential Health Effects:

Eye Contact:

Skin Contact:

Inhalation:

Ingestion:

Chronic Skin Contact:

Ta rget Organs:

SignsjSym ptoms:

Aggravation of Pre-Existing
Conditions:

Can cause severe eye irritation and burns. Eye contact may cause permanent
damage or blindness.

Causes severe skin irritation. May cause permanent skin damage. Allergic
reactions are possible.
May cause skin sensitization, an allergic reaction, which becomes evidenton
reexposure to this material.

Vapor or mist may cause severe respiratory system irritation. May cause
respiratory sensitization with a sth m a-like symptom s in susceptible individuals.

Causes irritation, a burning sensation of the mouth, throat and gastrointestinal
tract and abdominal pain.

Prolonged skin contact may lead to burning associated with severe reddening,
swelling, and possible tissue destruction

Eyes. Skin. Respiratory system. Digesti ve system.

Overexposure may cause eye watering ordiscomfort, redness and swelling.

Individualswith pre-existing skin disorders, asthma, allergies or known
sensitization may be more su see ptib Ie to th e e ffe cts of th is prod uct.

To Top of page

SECTION 4 FIRST AID MEASURES 14210

Eye Contact: 1mmed iate IV fI ush eves with pie ntv of wate r for at lea st 15 to 20 mi nutes. Ensu re
adequate flushing of the eyes by separating the eyelids with fingers. Get
immediate medical attention.

Skin Contact:

Inh a latio n :

Ingestion:

1mmed iate Iy wa sh skin with pie nty of soa p and water for 15 to 20 minutes, wh ile
rem ov ing conta min ate d cloth ing an d sh oes. Get m ed ica I a ttentio n if i rrita tion
develops or persists.

If inhaled, remove to fresh air. If not breathing, give artificial respiration or gi ve
oxygen by trained personnel. Seek immediate medical attention.

If swallowed, do NOT induce vom iting. Call a physician or poison control center
immediately. Nevergive anything by mouth to an unconscious person.

To Top of page !

14210SECTION 5 f I RE FIGHJING f':1 EASU RES .....~

Flash Point:

Flash Point Method:

Upper Flammable or Explosive
Limit:

Lower Flammable or Explosive
Limit:

Auto Ignition Temperature:

Flammability Class:

Extinguishing Media:

Unsuitable Media:

Fire Fighting Instructions:

Protective Equipment:

>200 OF (93.3 0 C)

Pensky-Martens Closed Cup

Notdetermined.

Notdetermined.

Notdetermined.

Class I1IB.

Use carbon dioxide (C02) or dry chem ical when fighting fires involving this
mate ria I.

Water or foam may cause frothing.

Evacu a te area of unprotected personnel. Use cold water spray to cool fire
exposed containers to minimize risk of rupture. Do not enter confined fire space
with au t fu II prate ctive g ea r. If possib Ie, co nta in fire r un -off wa ter.

As in any fire, wear self-contained breathing apparatus pressure-demand,
MSHAjNIOSH (approved orequivalent) and full protecti ve gear.

To Top of page

14210SECTION 6 : ACCIDEN1& RE CEASE f':1 EASURES ......~

Lea k Response:

Personal Precautions:

SpillCleanup Measures:

Avoid personal contact and breathing vapors or mists. Ventilate area. Use proper
personal protective equipment as listed in section 8.

Evacu a te area and keep unnecessary and unprotected personnel from entering
the spill area.

P@ellfidi!rrttaliBlIsm.es-~ilinmntra:timFor earth), then place in a 9RlIR1NHOUSE001295



Environmental Precautions:

Large Spill:

waste container. Provide ventilation. Clean up spills im mediately observing
precautions in the protective equipment section. After removal, flush spill area
with soap and water to remove trace residue.

Avoid runoff into storm sewers, ditches,and waterways.

Pump or sh ov el to sto rag elsa Iva ge v esse Is.

To Top of page

SECTION"1 HANDUNG ana STORAGE 14210

Handling:

Storage:

Hy gie ne Practice s:

Special Handling Procedures:

Use with adeq ua te ventilation. Avoid breathing vapor, aerosol or mist.

Store in a cool, dry, well v en ttla te d area away from sourcesofheatand
incompatible materials. Keep container tightly closed when not in use. Do not
store in reactive metal containers. Keep away from acids, oxidizers.

Wash thoroughly after handling.

Provide a pp ro prta te ventilation/respiratory protection against decomposition
products (see Section 10) during welding/flame cutting operations and to protect
against dust during sanding/grinding of cured product.

To Top of page

SECTION 8 : EXflOSURE CONTROLS, flERSONAL flRO:rECI IO N 14210

Engineering Controls:

Skin Protection Description:

Ha nd Protection Description:

Eye/Face Protection:

Respira tory Protection:

other Protective:

Use appropriate engineering control such as process enclosures, local exhaust
ventilation, general dilution ventilation, or other engineering controls to control
airborne levels below recommended exposure limits. Where such systems are
not effective wearsuitable personal protective equipment, which performs
sa tisfacto rily a nd me ets OSHA or oth e r recogn ize d stan d ards. Co nsu It with I oca I
proced u re s for se lectio n, tra in ing, ins pe cti on an d main ten an ce of th e pe rsona I
protecti ve equipment.

Wear appropriate protective gloves and other protecti ve apparel to prevent skin
contact.

Wear appropriate protective gloves. Consult glove manufacturer's data for

permeability data.

Wear appropriate protective glasses or splash goggles as described by 29 CFR
1910.133, OSHA eye and face protection regulation, or the European standard
EN 166.

ANIOSH approved air-purifying respirator with an organic vapor/particulates
combination cartridge orcanister may be permissible under certain
circumstances where airborne concentrations are expected to exceed exposure
limits. Protection provided by air purifying respirators is limited. Use a positive
pressure airsupplied respirator if there is any po te nttal for an uncontrolled
release, exposure levels are not known, or any other circumstances where air
purifying respirators may not provide adequate protection.

Facilities storing or utilizing this material should be equipped with an eyewash
and a deluge shower safety station.

Only established PEL and TLV values for the ingredients are listed below

To Top of page

14210SECTION 9 flHYSICAL ana CHEMICAL flROfl ERTIES .....~

Color: Clea r to slig ht yellow.

Odor: Mercaptan.

Physica I State: Liquid.

pH: 9.5 @ 5 Percent Solution

Vapor Pressure: «1 m mHg @70°F

Vapor De nsity: Notdetermined.

Boiling Point: Notdetermined.

Melting Point: Notdetermined.

Solubility in Water: Neglig ible.

Specific Gravity: 1.13

Evaporation Point: Notdetermined.

Percent Vola tile:

Volatile Organic Compound

Content:

o

o giL

Molecular Form ula: Varies

Confidential Business Information BRIXINHOUSEOO I296



Molecular Weight:

Percent Solids by Weight

Varies

100

To Top of page

SECTION 10 : STABILITY ana REACTIVITY 14210

Chemica I Stability:

Conditions toAvoid:

Incompatibilities with other
Materials:

Hazardous Polymerization:

Stable under normal temperatures and pressures.

Extrem e hea t, spa r ks, and 0 pe n flam e. In com pa tibl e ma teria Is, oxid ize rs and
oxidizing conditions.

Oxidizers, acids, and chlorinated organic compounds. Reactive metals (e.g.
sodium, calcium, zinc). Sodium/calcium hypochloritE. Nitrous acid/ oxlde ,
nitrites. Peroxides. Materials reactive with hydroxyl compounds.

Not reported.

To Top of page

SECTION 11 TOXICOLOGICAL INFORMATION 14210

Th Thp pfpage

SECTION 12 ECOLOGICAL INFORMATION 14210

Ecotoxicity:

Environmental Fate:

No ecotoxicity data was found for the product.

No environmental information found for this product.

To Top of page

14210SECTION 13 DISflOSA[ CONSIDERATIoNS:- ~

Wa ste Disposal:

RCRA Hazard Class:

Consult with the US EPA Guidelines listed in 40 CFR Part 261.3 for the
classifications of hazardous waste prior to disposal. Furthermore, consult with
your state and local waste requirements or quldellne s, if applicable, to ensure
compliance. Arrange disposal in accordance to the EPAand/or state and local
quld elln e s .

None

To Top of page •

14210SECTION 14 : J RA NSflOR1 IN EOR~ATION ......_

DOT Shipping Name:

DOT UN Number:

DOT Hazard Class:

DOT Packing Group:

lATA Shipping Name:

NAERG Num ber:

Technical Name

Non-regulated

NfA

NfA

NfA

Non-regulated

NfA

NfA

To Top of page

14210SECIIOI'J 15: REGOlA10RY INEORMAlIO""I'J'- .........

Ap plies to all ingredients:

TSCA8(b): Inventory Status:

Comments:

Canadian Regulations

All of the consti tue nts of th is prod uct are eithe r TSCA I isted or exem pt from
listing.

WARNING: This product contains a chemical known to the State of California to
cause cancera nd birth defects or other reproductive harm.

WHMIS Hazard Class(es): D2B
All com po ne nts of th is prod uct are 0 n th e Ca nad ian Dome stic Substa nce s List.

To Top of page !

SECTION 16 ADDITIONAL INFORMATION 14210

HMIS:

Health Hazard:

Fire Hazard:

3*
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Actio corp o-enon

i

10/10/2006

Reactivity:

Personal Protection:

NFPA:

He al th:

Fire Ha zard :

Reac tivi ty:

MSDS Revision Date:

MSDS Autf-or:

Disclaimer:

This Heal th and Safety Informati oo is correct to the best of our knowle dge and beliefat the date of tts pu brcenon
ru t we cannot accept liability fa- any loss, injury or damage wh ich may recut from its use. The rntc-me s co o ven in
the Data Shee tisdesigned corv asa onc ence f a- safe han ding, storage and the use of the scoste rce . It is ro t a
ope cifica ti m n or doe sit guara ntee any spe ctfic prope rtie s. !'III chem icals stoutc be handled corv by compete nt
pe rs o-mel, within a controlled envirooment.

Copy right@ 19 9 6 -2006 Actio Softwa re Corporation. All Rights Rese rye d.

To Top of pag e (Q.
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View Section
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SECTION 1: CHEMICAL: PRODlJCT. ana COMPANY IDENTIFICATION 14211)

NFPA

pro duc t Name:

Stock No.:

Manufacture rNa me:

Address:

prod uct Description:

Business Phoo e:

em erce rcv Ph ooe:

5-MINUTE EPOXY RESIN

142 10

ITY\I Devcon

30 Endlco tt St.

DanversMA01923

The fcdo wln q informati oo applies to th e hardener ccmponent
of the t wo-part kit and to lTeshly mixed resin and hardener.
After cu-rro. ths product i s not hazard oos.

(978) 777-1100

(800) 424-9300

HMIS

* Chronic Health Efferts

To Top of pag e (Q.

SECTION Z : COi'1~OSIIION , INBJRMATION ON INGREDIENTS 1'1-2 10

Ingredient Name

Bis phe ml A d g ly d dy l ether resin

CAS#

25068-38 -6

Confidential Business Information

Ingredient Percent

60-100 by Weight

BRIXINHOUSEOOI298



SECTION 3 : HAZARDS IDENTIEICATION

To Top of page

14210

Emergency Overview: WARNING! Potential Sensitizer. Irritant.

Applies to hazardous ingredients:

Route of Exposure: Eyes. Skin. Inhalation. Ingestion

Potential Health Effects:

Eye Contact:

Skin Contact:

Inhalation:

Ingestion:

Chronic Skin Contact:

Ta rget Organs:

SignsjSym ptoms:

Aggravation of Pre-Existing

Conditions:

Can cause moderate irritation, burning sensation, tearing, redness, and swelling.
Overexposure may cause lacrimation, conjunctivitis, corneal damage and
permanent injury.

Can cause skin irritation; itching, redness, rashes, hives, burning, and swelling.
Allergic reactions a re possible.
May cause skin sensitization, an allergic reaction, which becomes evidenton
reexposure to this material.

Respiratory tract irritant. High concentration may cause dizziness, headache, and
anaesthetic effects. May cause respiratory sensitization with asthma-like
symptoms in susceptible individuals.

Causes irritation, a burning sensation of the mouth, throat and gastrointestinal
tract and abdominal pain.

Prolonged skin contact may lead to burning associated with severe reddening,
swelling, and possible tissue destruction.

Eyes. Skin. Respiratory system. Digesti ve system.

Overexposure can cause headaches, dizziness, nausea, and vomiting.

Individualswith pre-existing skin disorders, asthma, allergies or known
sensitization may be more su see ptib Ie to th e e ffe cts of th is prod uct.

To Top of page

SECTION 4 FIRST AID MEASURES 14210

Eye Contact: 1mmed iate IV fI ush eves with pie ntv of wate r for at lea st 15 to 20 mi nutes. Ensu re
adequate flushing of the eyes by separating the eyelids with fingers. Get
immediate medical attention.

Skin Contact:

Inh a latio n :

Ingestion:

1mmed iate Iy wa sh skin with pie nty of soa p and water for 15 to 20 minutes, wh ile
rem ov ing conta min ate d cloth ing an d sh oes. Get m ed ica I a ttentio n if i rrita tion
develops or persists.

If inhaled, remove to fresh air. If not breathing, gi ve artificial respiration or give
oxygen by trained personnel. Seek immediate medical attention.

If swallowed, do NOT induce vom iting. Call a physician or poison control center
immediately. Nevergive anything by mouth to an unconscious person.

To Top of page

SECTION 5 f I RE FIGRJING f':1 EASU RES 14210

Flash Point:

Flash Point Method:

Upper Flammable or Explosive
Limit:

Lower Flammable or Explosive
Limit:

Auto Ignition Temperature:

Extinguishing Media:

Unsuitable Media:

Fire Fighting Instructions:

Protective Equipment:

Unusual Fire Hazards:

>400 OF (204.4°C)

Pensky-Martens Closed Cup

Notdetermined.

Notdetermined.

Notdetermined.

Use carbon dioxide (C02) or dry chem ical when fighting fires involving this
mate ria I.

Water or foam may cause frothing.

Evacu a te area of unprotected personnel. Use cold water spray to cool fire
exposed containers to minimize risk of rupture. Do not enter confined fire space
with au t fu II prate ctive g ea r. If possib Ie, co nta in fire r un -off wa ter.

As in any fire, wear self-contained breathing apparatus pressure-demand,
MSHAjNIOSH (approved orequivalent) and full protecti ve gear.

Sealed containers at elevated temperatures may rupture explosively and spread
fire due to polymerization.. Heating above 300 deg F in the presence of air may
cause slow oxidative decomposition and above 500 deg F may cause
polym eriza tion.

To Top of page

SECTION 6 : ACCIDEN1& RE CEASE f':1 EASURES 14210

Lea k Response: A~Wllmj;11Bu5~~Jm~i\!Wn,rmists. Ventilate area. UsBRHHNHOUSE001299



Personal Precautions:

SpillCleanup Measures:

Environmental Precautions:

Large Spill:

personal protective equipment as listed in section 8.

Evacu a te area and keep unnecessary and unprotected personnel from entering
the spill area.

Absorb spill with inert material (e.g., dry sand or e ar th), then place in a chemical
waste container. Provide ventilation. Clean up spills im mediately observing
precautions in the protective equipment section. After removal, flush spill area
with soap and water to remove trace residue.

Avoid runoff into storm sewers, ditches,and waterways.

Pump or sh ov el to sto rag elsa Iva ge v esse Is.

Th Thp pfpage <Q.

14210SECTION 7. HANDLING ana STORAGE ....._

Handling:

Storage:

Hy gie ne Practice s:

Special Handling Procedures:

Use with adeq ua te ventilation. Avoid breathing vapor, aerosol or mist.

Store in a cool, dry, well v en ttla te d area away from sourcesofheatand
incompatible materials. Keep container tightly closed when not in use.

Wash thoroughly after handling.

Provide a pp ro prta te ventilation/respiratory protection against decomposition
products (see Section 10) during welding/flame cutting operations and to protect
against dust during sanding/grinding of cured product.

To Top of page !

SECTION 8 : EXPOSURE CONTROLS, PERSONAL PROTECTION 14210

Engineering Controls:

Skin Protection Description:

Ha nd Protection Description:

Eye/Face Protection:

Respira tory Protection:

other Protective:

Use appropriate engineering control such as process enclosures, local exhaust
ventilation, general dilution ventilation, or other engineering controls to control
airborne levels below recommended exposure limits. Where such systems are
not effective wearsuitable personal protective equipment, which performs
sa tisfacto rily a nd me ets OSHA or oth e r recogn ize d stan d ards. Co nsu It with I oca I
proced u re s for se lectio n, tra in ing, ins pe cti on an d main ten an ce of th e pe rsona I
protective equipment.

Wear appropriate protective gloves and other protective apparel to prevent skin
contact.

Wear appropriate protective gloves. Consult glove manufacturer's data for
permeability data.

Wear appropriate protective glasses or splash goggles as described by 29 CFR
1910.133, OSHA eye and face protection regulation, or the European standard
EN 166.

ANIOSH approved air-purifying respirator with an organic vapor/particulates
combination cartridge orcanister may be permissible under certain
circumstances where airborne concentrations are expected to exceed exposure
limits. Protection provided by air purifying respirators is limited. Use a positive
pressure airsupplied respirator if there is any po te nttal for an uncontrolled
release, exposure levels are not known, or any other circumstances where air
purifying respirators may not provide adequate protection.

Facilities storing or utilizing this material should be equipped with an eyewash
and a deluge shower safety station.

Only established PEL and TLV values for the ingredients are listed below

To Top of page

SECIION 9 PHYSICA[ ana CHEfvlICA[ PROPERTIES 14210

Color: Clea r.

Odor: Little.

Physica I State: Viscous Iiqu id.

pH: Neutral.

Vapor Pressure:

Vapor De nsity:

Boiling Point:

0.03 mmHg@17PF

>1 (air = 1)

>500 of (260°C)

Melting Point: Notdetermined.

Solubility in Water: Neglig ible.

Specific Gravity: 1.17

Evaporation Point: «1 (butyl acetate = 1)

Percent Vola tile:

Volatile Organic Compound

o
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Content:

Molecular Form ula:

Molecular Weight:

Percent Solids by Weight

Varies

Varies

100

To Top of page

SECTION 10 : STABILITY ana REACTIVITY 14210

Chemica I Stability:

Conditions toAvoid:

Incompatibilities with other
Materials:

Hazardous Polymerization:

Stable under normal temperatures and pressures.

Extrem e hea t, spa r ks, and ope n flam e. In com pa tibl e ma teria Is, oxid ize rs and
oxidizing conditions. Heating resin above 300 F in the presence of air may cause
slow oxidative decomposition.

Strong Lewisor mineral acids, strong oxidizing agents, strong mineral and
organic bases (especially primary and secondary aliphatic amines).

Not reported.

To Top of page

SECTION 11 : TOXICOLOGICAL INEORMATION

BisD he no I A diglycidyl ether res in :

Skin Effects: Skin - rat LD: >2 gmjkg - [Nutritional and Gross Metabolic - other changes]
(RTECS)

14210

Ingestion Effects: Oral - rat LD: >5 gmjkg - [Nutritional and Gross Metabolic - other changes]

(RTECS)

To Top of page

SECTION 12 ECOLOGICAL INFORM,iI,IION 14210

Ecotoxicity:

Environmental Fate:

No ecotoxicity data was found for the product.

No en vironmental information found for this product.

Th Thp pfpage

SECTION 13 DISPOSAL CONSIDERATIONS 14210

Wa ste Disposal:

RCRA Hazard Class:

Consult with the US EPA Guidelines listed in 40 CFR Part 261.3 for the
classifications of hazardous waste prior to disposal. Furthermore, consult with
your state and local waste requirements or quldellne s, if applicable, to ensure
compliance. Arrange disposal in accordance to the EPAandjor state and local
quld elln e s .

None

To Top of page

SECTION 14 : YRMSf>OR1 INEORMATION 14210

DOT Shipping Name:

DOT UN Number:

DOT Hazard Class:

DOT Packing Group:

lATA Shipping Name:

NAERG Num ber:

Technical Name

Non-regulated

NfA

NfA

NfA

Non-regulated

NfA

NfA

To Top of page

SECTION 15 : REGOlAlORY INEORMATION 14210

Ap plies to AilIng red ien ts :

TSCA 8(b): Inve ntory Status: All of the consti tue nts of th is prod uct are eithe r TSCA I isted or exem pt from
listing.

BisD he no I A diglycidyl ether res in :

TSCA8(b): Inventory Status: Listed

EC Number: 603-074-00-8

Com me nts: v(i\l'JIlItiidelltiabBusiueB!ilifulf<Ol1m~t<ioI1<now n to the Sta te ofC, IifoBRIXINHOUSE001301



Canadian Regulations

cause cancera nd birth defects or other reproductive harm.

WHMIS Hazard Class(es): D2B
All com po ne nts of th is prod uct are 0 n th e Ca nad ian Dome stic Substa nce s List.

To Top of page !

14210SECIIOI'J 16 i\;DDIIIO I'JAt: INEORMAlIO'"'I'J>- -"'.......

HMIS:

Health Hazard:

Fire Hazard:

Reacti v ity:

Persona I Protection:

2*

1

1

x
NFPA:

Health:

Fire Hazard:

Reacti v ity:

MSDS Rev ision Date:

MSDS Author:

2

1

1

10/10/2006

Actio Corporation

Discla ime r:

Th is Health an d Safety Info rm a tion is co rre ct to the best of 0 u r k nowled ge an d beli ef a t ttl e da te of its p u bl icatio n
but we cannot accept liability for any loss, injury or damage which may result from its use. The information given in
the Data Sheet is desig ned on Iy a sa gu idance for sa fe ha ndling, stora ge a nd the use of the substa nce. It is not a
specification nor does it guarantee any specific properties. All chem icals should be handled only by competent
personnel, within a controlled environment.

Copyright© 1996-2006 Actio Software Corporation. All Rights Reserved.

To Top of page
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084224

DOD Hazardous Materials Information System
DoD 60S0.S-L

AS OF July 1998
FSC: 8010
NIIN: 00NOS3414
Manufacturer's CAGE: ACEHA
Part No. Indicator: B
Part Number/Trade Name: 7 ACRYLIC FLAT LATEX HOUSE PAINT, l03A127

General Information

Item Name:
Company's Name: ACE HARDWARE CORP
Company's Street: 21901 S CENTRAL AVE
Company's P. O. Box:
Company's City: MATTSON
Company's State: IL
Company's Country: US
Company's Zip Code: 60443
Company's Emerg Ph #: 708-990-6600
Company's Info Ph #: 708-720-0600
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 002
Tot Safety Entries This Stk#: 003
Status: SMJ
Date MSDS Prepared: 01JUL94
Safety Data Review Date: 24JUL95
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BYGJF
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: NK
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00N053414

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information

Page 1
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084224

Proprietary: NO
Ingredient: TITANIUM DIOXIDE
Ingredient Sequence Number: 01
Percent: 24.9
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: XR2275000
CAS Number: 13463-67-7
OSHA PEL: 15 MG/M3 TDUST
ACGIH TLV: 10 MG/M3 TDUST
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: NEPHELINE SYENITE
Ingredient Sequence Number: 02
Percent: 28.8
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 1003350NE
CAS Number: 37244-96-5
OSHA PEL: N/K IFP N)
ACGIH TLV: 5 MG/CUM IMFR)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: SILICA, AMORPHOUS, DIATOMACEOUS EARTH; (DIATOMACEOUS SILICA)
Ingredient Sequence Number: 03
Percent: 2.3
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: VV7311000
CAS Number: 61790-53-2
OSHA PEL: 20 MPPCF; Z-3
ACGIH TLV: 10 MG/M3 TDUST
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: SILICA GEL; (AMORPHOUS SILICA)
Ingredient Sequence Number: 04
Percent: 1.2
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: VV7310000
CAS Number: 112945-52-5
OSHA PEL: 6 MG/M3
ACGIH TLV: 10 MG/M3

Report for NIIN: 00N053414

Other Recommended Limit: N/K

Proprietary: NO
Ingredient: 1,2-PROPANEDIOL; (PROPYLENE GLYCOL)
Ingredient Sequence Number: 05
Percent: 2.3
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: TY2000000
CAS Number: 57-55-6
OSHA PEL: N/K IFP N)

Page 2
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084224

ACGIH TLV: N/K (FP N)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: IRON (III) OXIDE; (IRON OXIDE)
Ingredient Sequence Number: 06
Percent: 6.0
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: N07400000
CAS Number: 1309-37-1
OSHA PEL: 10 MG/M3 (FE)
ACGIH TLV: 5 MG(FE)/M3 FUME, B2
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: HYDRATED IRON OXIDE
Ingredient Sequence Number: 07
Percent: 3.9
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 100532010
CAS Number: 20344-49-4
OSHA PEL: N/K (FP N)
ACGIH TLV: N/K (FP N)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: AMMONIA (SARA 302/313) (CERCLA)
Ingredient Sequence Number: 08
Percent: <0.1
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: B00875000
CAS Number: 7664-41-7
OSHA PEL: 50 PPM
ACGIH TLV: 25 PPM/35 STEL
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ALUMINUM HYDROXIDE
Ingredient Sequence Number: 09

Report for NIIN: 00N053414

Percent: 0.9
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: BD0940000
CAS Number: 21645-51-2
OSHA PEL: N/K (FP N)
ACGIH TLV: N/K (FP N)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: PALYGORSKITE; (MAGNESIUM ALUMINUM SILICATE)
Ingredient Sequence Number: 10
Percent: 0.3
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: RT6400000
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CAS Number: 12174-11-7
OSHA PEL: 15 MG/M3 (MFR)
ACGIH TLV: 10 MD/M3 (MFR)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: MINERAL OIL, PETROLEUM DISTILLATES, SOLVENT REFINED (SEVERE)
HEAVY PARAFFINIC; (ALIPHATIC PETROLEUM DISTILLATE)
Ingredient Sequence Number: 11
Percent: 0.5
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: PY8040501
CAS Number: 64741-88-4
OSHA PEL: N/K (FP N)
ACGIH TLV: N/K (FP N)
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: COLORED PIGMENTED LIQUID WITH SLIGHT AMMONIA ODOR.
Boiling Point: 212F,lOOC
Melting Point: N/A
Vapor Pressure (MM Hg/70 F): N/A
Vapor Density (Air=l): HVR/AIR
Specific Gravity: 1.26 (H*20=1)
Decomposition Temperature: N/K
Evaporation Rate And Ref: SUPP DATA
Solubility In Water: INSOLUBLE
Percent Volatiles By Volume: N/K
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligauss):
Corrosion Rate (IPY): N/K
Autoignition Temperature:

Report for NIIN: OON053414

Fire and Explosion Hazard Data

Flash Point: 199F,93C
Flash Point Method: PMCC
Lower Explosive Limit: N/A
Upper Explosive Limit: N/A
Extinguishing Media: NON-COMBUSTIBLE-FOR DRY SOLIDS USE WATER, FOAM CO*2,
DRY CHEMICALS.
Special Fire Fighting Proc: USE NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT (FP N). WATER MAY BE USED TO COOL CLOSED CONTAINERS.
Unusual Fire And Expl Hazrds: CLOSED CONTAINERS EXPOSED TO EXTREME HEAT
MAY RUPTURE DUE TO PRESSURE BUILD-UP. CONTENTS MAY SPATTER IF TEMPERATURE
EXCEEDS 212F.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE SPECIFIED BY MANUFACTURER.
Materials To Avoid: NO HAZARDOUS REACTIONS ARE EXPECTED UNDER NORMAL USE.
Hazardous Decomp Products: CARBON DIOXIDE AND CARBON MONOXIDE.
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Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT.

Health Hazard Data

LDSO-LCSO Mixture: NONE SPECIFIED BY MANUFACTURER.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES
Route Of Entry - Ingestion: NO
Health Haz Acute And Chronic: ACUTE:IN A CONFINED AREA VAPORS IN HIGH
CONCENTRATION ARE ANESTHETIC. IRRITANT TO UPPER RESPIRATORY SYSTEM. SIGNS
AND SYMPTOMS OF EXPOSURE:LIGHTHEADEDNESS AND STAGGERED GAIT. CHRONIC
PROBLEMS WITH RESPIRATORY SYSTEM MAY BE AGGRAVATED BY EXPOSURE TO VAPORS.
Carcinogenicity - NTP: NO
Carcinogenicity - IARe: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT.
Signs/Symptoms Of Overexp: SEE HEALTH HAZARDS.
Med Cond Aggravated By Exp: CHRONIC PROBLEMS WITH RESPIRATORY SYSTEM MAY
BE AGGRAVATED TO EXPOSURE TO VAPORS.
Emergency/First Aid Proc: INGEST:CALL MD IMMEDIATELY (FP N). INHAL: REMOVE
FROM EXPOSURE-RESTORE BREATHING-KEEP WARM AND QUIET. SKIN:WASH WITH SOAP
AND WATER. EYES:FLUSH WITH WATER FOR @ LEAST 15 MINUTES. GET MEDICAL AID.
LAUNDER CONTAMINATED CLOTHING BEFORE REUSE.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: REMOVE ALL SOURCES OF IGNITION. VENTILATE
AND REMOVE WITH INERT ABSORBENT.
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Method: INCINERATE IN APPROVED FACILITY. DO NOT INCINERATE
CLOSED CONTAINERS. DISPOSE OF IN ACCORDANCE WITH FEDERAL, STATE AND LOCAL

Report for NIIN: OON053414

REGULATIONS REGARDING POLLUTION.
Precautions-Handling/Storing: DOL STORAGE CATEGORY 3B.
Other Precautions: KEEP OUT OF REACH OF CHILDREN.

Control Measures

Respiratory Protection: NIOSH/MSHA APPROVED RESPIRATOR APPROPRIATE FOR
EXPOSURE OF CONCERN IFP N) .
Ventilation: LOCAL EXHAUST:PREFERABLE. MECHANICL (GENERAL) :ACCEPTABLE.
Protective Gloves: IMPERVIOUS GLOVES (FP N) .
Eye Protection: ANSI APPRVD CHEM WORKERS GOGGLES (FP N) .
Other Protective Equipment: ANSI APPRVD EMERGENCY EYE WASH & DELUGE SHOWER
IFP N).

Work Hygienic Practices: AVOID BREATHING VAPOR OR SPRAY MIST. AVOID
CONTACT WITH SKIN OR EYES.
Suppl. Safety & Health Data: EVAP RATE:SLOWER THAN ETHER (BUTYL ACETATE
1) .

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:
DOT Proper Shipping Name:
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DOT Class:
DOT ID Number:
DOT Pack Group:
DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UJ:\f Number:
IMO UJ:\f Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UJ:\f ID Number:
lATA Proper Shipping Name:
lATA UJ:\f Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:
AFI Class:
AFI ID Number:
AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:

Report for NIIN: OON053414

N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 24JUL95
Label Date: 21JUL95
MFR Label Number:
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Label Status: G
Common Name: 7 ACRYLIC FLAT LATEX HOUSE PAINT, l03A127
Chronic Hazard: YES
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate: X
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:
Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: COMBUSTIBLE. ACUTE:IN A CONFINED AREA VAPORS
IN HIGH CONCENTRATION ARE ANESTHETIC. IRRITANT TO UPPER RESPIRATORY SYSTEM.

Report for NIIN: OON053414

SIGNS AND SYMPTOMS OF EXPOSURE:LIGHTHEADEDNESS AND STAGGERED GAIT. CHRONIC:
NONE LISTED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: ACE HARDWARE CORP
Label Street: 21901 S CENTRAL AVE
Label P.O. Box:
Label City: MATTSON
Label State: IL
Label Zip Code: 60443
Label Country: US
Label Emergency Number: 708-990-6600
Year Procured:
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DOD Hazardous Materials Information System
DoD 60S0.S-L

AS OF July 1998
FSC: 7930
NIIN: 0 OFO 027 82
Manufacturer's CAGE: 13091
Part No. Indicator: A
Part Number/Trade Name: AC 500

General Information

Item Name: ACID METAL CLEANER
Company's Name: ROCHESTER MIDLAND
Company's Street: 333 HOLLENBECK 5T
Company's P. O. Box: 1515
Company's City: ROCHESTER
Company's State: NY
Company's Country: US
Company's Zip Code: 14603-1515
Company's Emerg Ph #: 716-266-2250
Company's Info Ph #: 716-266-2250
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: F
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 001
Status: SE
Date MSDS Prepared: 15DEC88
Safety Data Review Date: 28MAY93
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company: ROCHESTER MIDLAND
Preparer's St Or P. O. Box: 333 HOLLENBECK ST
Preparer's City: ROCHESTER
Preparer's State: NY
Preparer's Zip Code: 14603-1515
Other MSDS Number:
MSDS Serial Number: BBLSC
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code:
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00F002782

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information
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Proprietary: NO
Ingredient: PHOSPHORIC ACID
Ingredient Sequence Number: 01
Percent: 56
Ingredient Action Code:
Ingredient Focal Point: F
NIOSH (RTECS) Number: T86300000
CAS Number: 7664-38-2
OSHA PEL: 1 MGICUM
ACGIH TLV: 1 MG/CUM
Other Recommended Limit: 1 MG/CUM

Physical/Chemical Characteristics

Appearance And Odor: VISCOUS LIGHT AMBER LIQUID W/MILD ODOR.
Boiling Point: 245F
Melting Point: N/K
Vapor Pressure (MM Hg/70 F): AS WATER
Vapor Density (Air=l): AS WATER
Specific Gravity: 1.37
Decomposition Temperature: N/K
Evaporation Rate And Ref: LESS THAN WATER
Solubility In Water: COMPLETE
Percent Volatiles By Volume: 30-35%
Viscosity:
pH: <1
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligau5s):
Corrosion Rate (IPYj: N/K
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: NONE
Flash Point Method: N/P
Lower Explosive Limit: N/K
Upper Explosive Limit: N/K
Extinguishing Media: AS FOR SURROUNDING FIRE. PRODUCT WILL NOT BURN.
Special Fire Fighting Proc: USE SCBA. COOL EXPOSED CONTAINERS W/WATER
SPRAY.
Unusual Fire And Expl Hazrds: CAN REACT W/METALS TO GENERATE HYDROGEN.
THIS GAS IS FLAMMABLE &IOR EXPLOSIVE IN THE PRESENCE OF AN IGNITION SOURCE.

Report for NIIN: OOF002782

Reactivity Data

Stability: YES
Cond To Avoid (Stability): N/K
Materials To Avoid: DON'T MIX W/ALKALINE OR CHLORINE CONTAINING CLEANERS.
METALS SUCH AS ALUMINUM OR ZINC.
Hazardous Decomp Products: HYDROGEN
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): N/K

Health Hazard Data

LDSO-LCSO Mixture: N/K
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Route Of Entry - Inhalation: YES
Route Of Entry - Skin: NO
Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: EYES: CORROSIVE & ALSO TO THE MUCOUS
MEMBRANES. SKIN: SEVERE IRRITATION, BURNING. INGESTION: HARMFUL,
IRRITATION, SWELLING & TISSUE DAMAGE TO MOUTH, THROAT & ESOPHAGUS.
INHALATION: IRRITATING TO NOSE & THROAT.
Carcinogenicity - NTP: NO
Carcinogenicity - IARe: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NONE
Signs/Symptoms Of Overexp: N/K
Med Cond Aggravated By Exp: RESPIRATORY
Emergency/First Aid Proc: EYES/SKIN: FLUSH W/PLENTY OF WATER FOR AT LEAST
15 MINS. INGESTION: DON'T INDUCE VOMITING. DILUTE BY DRINKING SEVERAL
GLASSES OF MILK OR WATER. INHALATION: REMOVE TO FRESH AIR. OBTAIN MEDICAL
ATTENTION IN ALL CASES.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: SMALL SPILLS: FLUSH W/PLENTY OF WATER. LARGE
SPILLS: DIKE TO PREVENT RUNOFF, RECLAIM ALL POSSIBLE. NEUTRALIZE RESIDUES
W/SODA ASH OR LIME W/ADEQUATE VENTILATION & FLUSH W/WATER.
Neutralizing Agent: SODA ASH OR LIME
Waste Disposal Method: TRAINED & PROPERLY EQUIPPED PERSONNEL MAY DILUTE &
NEUTRALIZE WASTE VERY CAREFULLY W/DILUTE ALKALI IN ACCORDANCE W/FEDERAL,
STATE & LOCAL REGULATIONS.
Precautions-Handling/Storing: DON'T MIX W/CHLORINE SANITIZERS. STORE AS
ACID MATERIAL IN A COOL, DRY AREA AWAY FROM OXIDIZERS. DON'T REUSE EMPTY
CONTAINERS.
Other Precautions: READ & FOLLOW LABEL DIRECTIONS. AVOID BREATHING SPRAY
MISTS. KEEP OUT OF REACH OF CHILDREN.

Control Measures

Respiratory Protection: NONE NORMALLY REQUIRED. USE NIOSH APPROVED ACID
RESPIRATOR IF SPRAY MIST IN AIR.
Ventilation: NOT NORMALLY REQUIRED. LOCAL EXHAUST W/CORROSION RESISTANT &
EXPLOSION PROOF EQUIPMENT.

Report for NIIN: OOF002782

Protective Gloves: RUBBER OR PLASTIC
Eye Protection: GOGGLES
Other Protective Equipment: RUBBER OR PLASTIC TO PREVENT PROLONGED SKIN
CONTACT.
Work Hygienic Practices: REMOVE/LAUNDER CONTAMINATED CLOTHING BEFORE
REUSE.
Suppl. Safety & Health Data: N/K

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:
DOT Proper Shipping Name:
DOT Class:
DOT ID Number:
DOT Pack Group:
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DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UJ:\f Number:
IMO UJ:\f Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UJ:\f ID Number:
lATA Proper Shipping Name:
lATA UJ:\f Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:
AFI Class:
AFI ID Number:
AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:

Report for NIIN: 00F002782

Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 28MAY93
Label Date: 20MAY93
MFR Label Number: N/K
Label Status: F
Common Name: AC 500
Chronic Hazard: NO
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Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate: X
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight:
Contact Hazard-Moderate: X
Contact Hazard-Severe:
Fire Hazard-None: X
Fire Hazard-Slight:
Fire Hazard-Moderate:
Fire Hazard-Severe:
Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: EYES: CORROSIVE & ALSO TO THE MUCOUS
MEMBRANES. SKIN: SEVERE IRRITATION, BURNING. INGESTION: HARMFUL,
IRRITATION, SWELLING & TISSUE DAMAGE TO MOUTH, THROAT & ESOPHAGUS.
INHALATION: IRRITATING TO NOSE & THROAT. TARGET ORGANS: EYES, SKIN,
DIGESTIVE TRACT.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: ROCHESTER MIDLAND
Label Street: 333 HOLLENBECK 5T
Label P.O. Box: 1515
Label City: ROCHESTER

Report for NIIN: OOF002782

Label State: NY
Label Zip Code: 14603-1515
Label Country: US
Label Emergency Number: 716-266-2250
Year Procured: UNK
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Material Safety Data Sheet
Section 1. Product and Company Identification

Product Name AIRWICK® CRYSTAL' AI R™ AIR MSDS#

FRESHENER,DISK,ALLSCENTS(GEL)
Product Description Air freshener containing a unique concentrated fragrance gel.

Validation Date 12/30/2003

Print Date 12/30/2003
Manufacturer Reckitt Benckiser North America, Inc.

Morris Corporate Center IV
399 Interpace Parkway (P.O. Box 225) ill case of Telephone: 800-228-4722
Parsippany, N.J. 07054-0225 Emergency:

Product Identifier Not available.
Transportation Chemtrec: 1-800-424-9300

Item Number 381683 Emergencies: (U.S. & Canada)

Outside the U.S & Canada
(North America), call:
703-527-3887

Formula Number 886-90 (F/F 381683) Mandarine & Green Tea; 886-57 (F/F 380226) Vanilla & Orchid scent

UPC Nnmber 62338-77037 & 62338-77286 (Gel on glass disc, Mandarine & Green Tea); 62338-77036 & 62338-77287 (Gel on glass disc, Vanilla & Orchid
scent).

Section 2. Composition and Information on Ingredients

Name CAS # % by Weight Exposnre Limits : TLVIPEL

1) POLYMER 25655-35-0 15-20 Not available.
2) POLYOXYALKYLENEAMINE 9046-10-0 1-3 Not available.
3) FRAGRANCE Not applicable, >80 Not available.

mixture.

Section 3. Hazards Identification

Emergency Overview CAUTION: EYE IRRITANT. Causes eye irritation. Avoid eye contact with gel. KEEP OUT OF REACH OF
CHILDREN AND PETS.

Section 4. First Aid Measures

Eye Contact In case of eye contact, immediately rinse eyes with plenty of water, remove any contact lenses and continue to
rinse eyes with water for at least 15 minutes. If irritation persists, get medical attention.

Skin Contact In keeping with good hygienic practices, wash exposed areas thoroughly with soap and water.

Inhalation Remove to fresh air.

Ingestion Remove any gel remaining in the mouth. Rinse mouth with water. Contact a physician or poison control center if
symptoms develop. NEVER give an unconscious person anything to ingest.

Continued on Next Page Confidential Business Information BRIXINHOUSEOOI 15



AIRWICK® CRYSTAL 'AIRTM AIR Page Number: 2

FRESHENER, DISK, ALL SCENTS (GEL)

Section 5. Fire and Explosion Data

Flammability See Section 14 for any Shipping Classifications.

Flash Point None.

Explosive Limits in Air Not available.

Products of Combustion None known.

Fire and Explosion Hazards None known.

Fire Fighting Media Use water spray, foam, dry chemical or carbon dioxide, as suitable, for the surrounding fire.
and Instructions

Special Fire Fighting Wear self-contained breathing apparatus and protective clothing appropriate for fighting a chemical fire.
Instructions

Section 6. Accidental Release Measures

Accidental Spill Single disk: Pick-up and reuse or discard if damaged or broken. Clean up any broken glass and gel then
discard in the household trash.

Large spills: Clean up any broken glass and gel. Rinse area well with water and dry to avoid slippery
conditions. Dispose of in accordance with local, state and federal regulations for non-hazardous materials.

Section 7. Handling and Storage

Handling and Storage CAUTION EYE IRRITANT. Causes eye irritation. Avoid eye contact with gel.

Warnings: Avoid prolonged contact with gel itself. Do not place device with the perfumed side facing down.
Do not place on a varnished surface. Do not expose to direct sunlight or near a source of heat.

Store in original container in cool, dry, frost free secure area, inaccessible to children and pets. Protect from
f.reezing. KEEP OUT OF REACH OF CHILDREN AND PETS.

Section 8. Exposure Controls/Personal Protection

Ventilation Requirements No specific controls are needed.

Eye Protection None required under normal use conditions. Emergency responders should wear full eye and face protection.

Skin Protection None required under normal use conditions. Emergency responders should wear impermeable gloves.

Respiratory Protection None required.

Other Protection None required.

Work/Hygienic Practices Washing with soap and water after use is recommended as good hygienic practice to prevent possible skin
irritation and/or eye irritation from hand contact.

Continued on Next Page Confidential Business Information BRIXINHOUSEOOI 16



AIRWICK® CRYSTAL 'AIRTM AIR Page Number: 3

FRESHENER, DISK, ALL SCENTS (GELJ

Section 9. Physical and Chemical Properties

Description Solid. (Transparent rubbery geL) Odor Mandarine & Green Tea = Fruity / Floral/Musk
/Woody.
Vanilla & Orchid = Creamy vanilla / Musk /
Floral.

pH Not available. Color Mandarine & Green Tea =Green;
Vanilla & Orchid =Lt. amber golden color.

Boiling/Condensation Point Not available.

Specific Gravity Not available.

Vapor Pressure Not available.

Vapor Density Not available.

Viscosity Not available.

Solubility Complete.

Physical Chemical Comments Not available.

Section 10. Stability and Reactivity Data

Chemical Stability The product is stable.

Conditions of Instability None known.

Incompatibility with Various None known.
Substances

Hazardous Decomposition None known.
Products

Hazardous Polymerization Will not occur.

Section 11. Toxicological Information

Exposure effects

Eye Contact Eye irritant.

Skin Contact Not a primary skin irritant.

Inhalation Not tested for inhalation toxicity.

Ingestion Not orally toxic.

Carcinogenicity Not listed as carcinogenic by OSHA, NTP or IARC.

Section 12. Ecological Information

Ecotoxicity Not available.
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AIRWICK® CRYSTAL 'AIRTM AIR Page Number: 4

FRESHENER, DISK, ALL SCENTS (GEL)

Section 13. Disposal Considerations

Waste Disposal Small quantities of waste: Discard absorbed material in trash collection. Spent gadget may be disposed of with
normal household waste.

Large quantities: Contain and collect for evaluation and disposal according to local, state and federal
regulations.

Section 14. Transport Information

DOT Classification Not regulated by DOT (United States).

Proper Shipping Name Not applicable.

DOT Identification Number Not applicable.

Packing Group Not applicable.

Maritime Transportation Not applicable.

Hazardous Substances Not applicable.
Reportable Qnantity

Special Provisions for Not applicable.
Transport

TDG Classification Not regulated by TOG.

ADR Classification Not applicable.

IMDG Classification Not regulated by IMDG.

lATA Classification Not regulated by lATA

Section 15. Regulatory Information

Federal and State SARA Title III, Section 313 Toxic ChemicalNotification & Release Reporting:
Regulations

None

Califomia Proposition65: This product contains the following ingredients which require a warning under the Safe
Drinking Water & Toxic EnforcementAct:
1) None

Other Classifications WHMIS (Canada) Not controlled under WHMIS (Canada).

Continued on Next Page Confidential Business Information BRIXINHOUSEOOI 18



AIRWICK® CRYSTAL 'AIRTM AIR
FRESHENER, DISK, ALL SCENTS

Page Number: 5

Section 16. Other Information

HMIS (U.S.A.) 2

o
¥mWWIIIIIIIIIIr"o"1
Personal Protection :-B- !

:_----'

National Fire Protection
Association (U.S.A.)

Health <®>
Fire Hazard

o
2 0 Reactivity

Specific hazard

Validated by Product Safety ou 12/30/2003.

Notice to Reader

NFPA Aerosol Level

Priuted 12/30/2003.

Not applicable.

To the best of our knowledge, the information contained herein is accurate. However, neither the above named supplier nor any of its subsidiaries assumes any liability whatsoever for the accuracy or completeness of the
information contained herein. Final determination ofsuitability ofany material is the sole responsibility ofthe user. AU materials may present unknown hazards and should be used with caution. Although certain hazards are
described herein, we cannot guarantee that these are the only hazards that exist.
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BIOBORJF®

Material Safety Data Sheet
Effective 1/112004

1. CHEMICAL PRODUCT AND COMPANY INFORMATION

Emergency Telephone Number 1-800-424-9300

For customer serviceltechnical information, contact:
Hammonds Fuel Additives, Inc.
15760 West Hardy, Suite 400
Houston TX 77060-3147
(800)548-9166

Health
Fire
Reactivity

Product Information:
Generic Description:
Product Use:

BioborJF®
Substituted Dioxaborinanes
Biocide

TSC4 NO.: n/a

Pesticide-exempt from TSCA

Inventory under TSCA § (2) (8) (ii)

CAS NO: 8063-89-6
EPA REG. NO.652217-1

HAZARD RATINGS
HMIS NFPA

1 1
2 2
o 0

*=Chronic
ChemTrec Emergency
(800)424-9300

2. COMPOSITION/INFORMATION ON INGREDIENTS

Common Name CA5# Approximate % (w/w)

Substituted dioxaborinanes
Naphtha
Non-hazardous and other ingredients below reportable levels

See below*
8030-30-6

95.0
4.5

Balance

*2,2' - (1-methyltrimethylenedioxy) bis - (4-methyl-1, 3, 2-dioxaborinane);
2,2' - oxybis (4,4,6 - trimethyl-1, 3, 2-dioxaborinane) (CAS No. 8063-89-6).

3. HAZARDS IDENTIFICATION

EMERGENCY OVERVIEW COMBUSTIBLE LIQUID AND VAPOR (FLAMMABLE IF SHIPPED BY AIRIVESSEL).
INHALATION MAY CAUSE DIZZINESS, HEADACHE AND INCOORDINATION. INGESTION CAN CAUSE DIZZINESS,
FAINTNESS, HEADACHE AND INCOORDINATION. MAY CAUSE RESPIRATORY TRACT IRRITATION. MAY
CAUSE DIGESTIVE TRACT IRRITATION. INGESTION MAY CAUSE NAUSEA, VOMITING, PAIN, UPSET STOMACH,
DIARRHEA INHALATION MAY CAUSE NAUSEA, VOMITING, UPSET STOMACH. MAY CAUSE EYE IRRITATION.
MAY CAUSE SKIN IRRITATION. PROLONGED OR REPEATED CONTACT MAY DRY SKIN AND CAUSE
IRRITATION. See sections 3,5, & 6.

PRIMARY ROUTE OF EXPOSURE: Eye. Skin. Inhalation (breathing).

EYE CONTACT: May cause slight to mild irritation. May cause corneal opacity (clouding of the eye surface). Can
cause burning sensation, tearing, and redness.

SKIN CONTACT: May cause slight to mild irritation. Prolonged or repeated contact may dry the skin and lead to
irritation (Le. dermatitis).

INHALATION (Breathing): (Irritating to the eyes, nose and respiratory tract: Can cause dizziness, headaches, and
incoordination. Nausea, vomiting and stomach upset can occur.
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INGESTION (Swallowing): (Irritating to the mouth, throat and stomach. May cause nausea, committing, pain and
stomach upset (e.q., diarrhea). Can cause dizziness, faintness, headache and incoordination.]

TARGET ORGANS/CHRONIC EFFECTS: Eyes. Skin.

CONDITIONS AGGRAVATED BY EXPOSURE: Skin.

CARCINOGENICITY:

Substituted dioxaborinanes
Naphtha

4. FIRST AID MEASURES

ACGIH
No
No

IARC
No
No

NTP
No
No

OSHA
No
No

EYE CONTACT:
irritation persist.

Immediately flush eyes with plenty of water for at least 15 minutes. Get medical attention if

SKIN CONTACT: Immediately flush with water. Remove contaminated clothing and shoes. Get medical attention
if irritation persists. Professionally wash clothing and shoes before re-use.

INHALATION (Breathing): Remove to fresh air. If symptoms develop, seek immediate medical attention. If not
breathing, give artificial respiration.

INGESTION (Swallowing): Seek medical attention. Immediately induce vomiting, as directed by medical personnel.
Never give anything by mouth to an unconscious person.

NOTES TO PHYSICIANS: Treatment should be directed at preventing absorption, administering to symptoms (if
they occur), and providing supportive therapy.

5. FIRE FIGHTING METHODS

Flash Point 102° F 38.8° C
Explosive limits LEL ('!o) Not Determined UEL ('!o) Not Determined
Autoignition .......Not determined

Method.. Tagliabue Closed Cup

HAZARDOUS COMBUSTION AND DECOMPOSITION PRODUCTS: Smoke, soot, and toxic/irritating fumes (i.e.,
carbon dioxide, carbon monoxide, etc.).

FIRE AND EXPLOSION HAZARDS: High temperatures can cause sealed containers to rupture due to a buildup of
internal pressure. Cool with water. Vapors can travel to a source of ignition (flame, electric motor, hot surface, cigarette
etc.) and flash back. During a fire, irritating and highly toxic gases may be generated during combustion or
decomposition.

FIRE FIGHTING PROCEDURES/EQUIPMENT: Fire fighters and others who may be exposed to the products of
combustion should be equipped with NIOSH-approved positive pressure self-contained breathing apparatus (SCBA) and
full protective clothing.

Page 2
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6. ACCIDENTAL RELEASE MEASURES

EVACUATION:
sources of ignition.

Isolate hazard area. Keep unnecessary and unprotected personnel from entering. Eliminate all

CONTAINMENT: Safely stop discharge. Contain materiel, as necessary, with a dike or barrier. Stop material from
contaminating soil, or from entering sewers or bodies of water.

CLEAN-UP/PERSONAL PROTECTION EQUIPMENT: Appropriate safety measures and protective equipment should
be used. Use supplied air respirator or self-contained breathing apparatus in enclosed spaces, or if airborne exposure
limits can be exceeded. See Section 8.

COLLECTION AND DISPOSAL: Stop discharge, if safe to do so. Use proper protective equipment. Use non­
sparking tools and/or explosion-proof equipment. Stop ignition sources. Cover spills with absorbent clay or sawdust and
place in closed chemical waste containers. Dispose of according to applicable local, state and federal regulations.

REPORTING: Spills of this material in excess of a component's RQ must be reported to the National Response
Center (800-424-8802) and to the appropriate state and local emergency response organizations.

7. HANDLING AND STORAGE

STORAGE CONDITIONS: Store in cool, dry, well ventilated area away from heat, ignition sources, and direct
sunlight. Keep containers tightly closed. WARNING: Hot organic chemical vapors or mists can suddenly, and without
warning, combust when mixed with air. Ignition can occur at typical elevated temperature process conditions. Any use in
such processes should be evaluated thoroughly to assure safe operating conditions.

TRANSFER: Containers should be supported and grounded before opening, dispensing, mixing, pouring and
emptying. Open with non-sparking tools. If container is warm, open bung slowly to release internal pressure.

PERSONAL HYGIENE: Wash thoroughly after handling, especially before eating, drinking, smoking and using
restroom facilities. Wash contaminated goggles, faceshield and gloves. Professionally launder contaminated clothing
before re-use.

EMPTY CONTAINER PRECAUTIONS: Attention l This container hazardous when empty. Follow label warnings
even after container is emptied since empty containers may retain product residues. Do not use heat, sparks, open
flames, torches, cigarettes on or near empty container. Do not reuse empty container without professional cleaning for
food, clothing, or products for human or animal consumption or where skin contact can occur.

8. EXPOSURE CONTROLS/PERSONAL PROTECTION

EXPOSURE GUIDELINES:

ACGIH - TLV - No regulated ingredients.

OSHA - PEL
Naphtha Page 3
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ENGINEERING CONTROLSNENTILATION: Local exhaust ventilation is recommended when vapors, mists or dusts
can be released in excess of established airborne exposure limits (TLVs or PELs).

EYE PROTECTION: Wear chemical splash goggles. An eye wash facility should be readily available.

SKIN PROTECTION: Wear protective clothing and appropriate impervious gloves. Because a variety of protective
gloves exist, consult glove manufacturer to determine the proper type for a specific operation.

RESPIRATORY PROTECTION: Avoid breathing vapor and/or mists. Wear NIOSH/MSHA-approved equipment.
Determine the appropriate type of consulting the respirator manufacturer. High airborne concentrations may necessitate
the use of self-contained breathing apparatus (SCBA)

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance
Physical State
pH
Vapor Density
VOC Material
%Non-Vol (wlw)

Yellow
Liquid
Not Appl icable
> 1 Air = 1
Not Determined
95

Odor
Solubility
Boiling Point
Evaporation Rt. .
Specific Gravity:

Aromatic
Moderately soluble
529 0 F 276.1 0 C
< 1 (n-Butyl alcohol)
1.05

NOTE The physical data presented above are typical values and should not be construed as a specification.

10. STABILITYAND REACTIVITY

CHEMICAL STABILITY
HAZARDOUS POLYMERIZATION
CONDITIONS TO AVOID
INCOMPATIBILITY WITH OTHER MATERIALS

11. TOXICITYINFORMATION

COMPONENTS

Stable under normal conditions of use.
Will not occur.
High temperatures.

Water. Oxidizers.

Substituted dioxaborinanes:
Eye, skin, and respiratory tract irritant.

Oral LD50

Dermal LD50

Naphtha
Eye, skin, and respiratory tract irritant.

12. ECOLOGICAL INFORMATION

No data are available on this product.

Rat
Rabbit

3.16 ml/Kg
9.1 ml/Kg

Page 4
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13 DISPOSAL CONSIDERATIONS

DISPOSAL
ignitability.

When a decision is made to discard this material as supplied, it meets RCRA's characteristic definition of

GENERAL STATEMENTS
different.

Federal regulations may apply to empty container. State and/or local regulations may be

GENERAL RECOMMENDATIONS: Of the methods of disposal currently available, it is recommended that an
alternative be selected according to the following order of preference, based upon environmental acceptability: (1)
recycle or rework, if feasible; (2) incinerate at an authorized facility; or (3) treat at an acceptable waste treatment facility.

SPECIAL INSTRUCTIONS
guidance is required.

Be sure to contact the appropriate government environmental agencies if further

14. TRANSPORT INFORMATION

Flammable liquids, n.o.s. (petroleum naphtha)
49 CFR

Y
lATA

Y
IMO
Y

DOT Label
DOT Label No.
Hazard Class
Packing Group

Flammable Liquid UN/NA Id Num
L152 (For Canadian Shipments F 154)
3 (IATA/49 CFR) 3.3 (IMO)
III WHMIS Label

UN 1993

F 152

15. REGULATORYINFORMATION

FEDERAL

This product is considered hazardous under the OSHA Hazard Communication Standard (29 CFR 1910.1200).

SARA Title III - Section 311/312 - Hazard Categories

y- Fire Hazard
N - Sudden Release of Pressure Hazard
N - Reactivity Hazard
Y - Immediate (acute) Health Hazard
N - Delayed (chronic) Health Hazard

Ozone-Depletiing Chemicals - No regulated ingredients.

SARA Section 302 Extremely Hazardous Mat - No regulated ingredients.

SARA Section 313 Toxic Chemicals - No regulated ingredients.

Page 5
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STATE RIGHT-TO-KNOW

Pennsylvania - New Jersey R-T-K
Substituted dioxaborinanes
Naphtha
Non-hazardous trade secret ingredient(s)

8063-89-6
8030-30-6
Proprietary Balance

95.0
4.5

California - California Proposition 65
WARNING: This product contains a chemical(s) known to the State of California to cause cancer.

Arsenic 7440-38-2
Cancer Hazard.

"Trace = present at lessthan 0.01 percent.

CONEG - No data available.

Trace *

CANADA
This is a "controlled product" under the Canadian Workplace Hazardous Materials Information System (WHMIS).

Class B Division 3

CEPA - NPRI - No regulated ingredients.

16. OTHER INFORMATION

Class D Division 2 Sub-division B

USER'S RESPONSIBILITY: A bulletin such as this cannot be expected to cover all possible individual situations. As the
user has the responsibility to provide a safe workplace, all aspects of an individual operation should be examined to
determine if, or where, precautions - in addition to those described herein - are required. Any health hazard and safety
information herein should be passed on to your customers or employees, as the case may be.

DISCLAIMER OF LIABILITY: The information contained herein is, to the best of our knowledge and belief, accurate.
However, since the conditions of handling and use are beyond our control, we make no guarantee of results, and assume
no liability for damages incurred by use of this material. All chemicals may present unknown health hazards and should
be used with caution. Although certain hazards are described herein, we cannot guarantee that these are the only
hazards which exist. Final determination of suitability of the chemical is the sole responsibility of the user. No
representations or warranties, either expressed or implied, of merchantability, fitness for a particular purpose or any other
nature are made hereunder with respect to the information contained herein or the chemical to which the information
refers. It is the responsibility of the user to comply with all applicable federal, state and local laws and regulations.

Page 6
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PRIDE
ENTERPRISES

DESCRIPTION: PRIDE'S BLEAC H 5.25% is a premium, general purpose liquid bleach for use on kitchen sinks and countertops,
floors, vinyl, woodwork, appliances and laundry. The chlorine percentage, as the active ingredient, decreases in effectivenesswith time
in storage; therefore it is important to rotate stock on a first in/first out basis.

DIRECTIONS:

.:. LAUNDRY USE
)0> Use for white and fast colors only.
)0> Use 1 cup of BLEACH 5.25% in a standard home-style washer
)0> For extra large or lfldustrial-style washers, use 1 cup per 10 pounds ofwash load.
)0> To hand wash or pre-treat stains and heavy soils, rinse with clean warm water first to remove loose dirt then soak garments for

5 minutes in water with a I;' cup bleach.
)0> Rinse thoroughly before washing.
)0> In automatics, bleach should be added to suds water.

.:. GENERAL USE:
)0> Use % cup ofBLEACH 5.25% per gallon ofwarm water.
)0> Let stand 5 minutes before rinsing.
)0> For prolong use, wear gloves.
)0> As a disinfectant, add 1/8 cup ofBLEACH 5.25% per gallon ofwarm water.
)0> Do not use on silverware, copper, aluminum, or iron vessels.
)0> Do not use with other toilet bowl cleaners or other household chemicals

PACKAGING: SIZE
4/1 gallon case
55 gallon barrel

CATALOG #
64405204
64400255

Appearance:
Color:
Odor:
pH:
Specific Gravity'
Viscosity'
Chlorine Percent ht:

Clear Liquid
Yellow
Strong Chlorine
>12.0
1.060 - 1.080
<10
>5.25%

PRIDE ENTERPRISES
P. O. Box 1425 Avon Park, FL 33826

Phone: 863-452-3872 Fax: 863-452-3878 www.pride-enterprises.org

CONTROLLED

Confidential Business Information
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Prepared By: D. Wilson
MATERIAL SAFETY DATA SHEET

(Prepared According to 29 CFR 1910.1200) Effective Date: 08/10/05

CHEMICAL NAME
Sodium Hydroxide
Sodium Hypochlorite

CAS#
1310-73-2
7581-52-9

wr ss
<30
N.A.

PEL
2 rug/ill

N.A.

TWA-lLV
N.A.
N.A

STEL-lLV
N.A.
N.A.

BoilingPoint: >212°F SpecificGravity: 1.060-1.080
Vapor Pressure: 17mm@20°C VaporDensity(Air=I): <1
% Volatile:57% pH: >12.0
Solubility in Water: complete Evaporation Rate (Water=I): >1
Physical Description: clearyellowliquid, strongchlorine odor

EffectsofOverexposure
Skin: Corrosive and irritating; chemical burnsmayresultfrom contact.
Eyes: Corrosive, contactwitheyesis painfuland irritating and will causechemical
burns,severe irritant.
Inhalation: Corrosiveand irritating to upperrespiratory tractand mucousmem­
branes.
Ingestion: Corrosive and irritatingto digestivetract, may causegastricdistress,
stomachpainsandvomiting.
First AidProcedures
Skin: Washaffectedareawith soapand water15 minutes. DO NOT attemptto
neutralize withchemicals. If burningor irritation persists, seek medical attention.
Eyes: FIusheyes15 minutes, thenget medicalattention immediately.
Inhalation: Removeto freshair. Ifsymptomspersist, seekmedical attention.
Ingestion: DO NOT INDUCEVOMITING. Drinklarge quantities ofwateror
milk. DO NOT inducevomiting. Seekmedical attention immediately.

Flash Point: none
Extinguishing Media: none
Special Firefighting Procedures: Wearprotective gear and self-contained breath­
ing apparatus.
Unusual Fire and ExplosionHazards: N.A.
Upper Explosion Limits: N.A. Lower Explosion Limits: N.A.

VentilationRequirements: mechanical
Protective Gloves: wearneoprene or rubber
Eye Protection: goggleswith sideshieldsor full-face shield
Other Protective Equipment: safetyeye bathnearby

Cleanup Procedure for Spills: CORRROSNE. Wash smallspillsto sanitary
sewerwith lotsof water. Largespills- confine spill, soak upwith approved
absorbent, anddispose of into approved container. For spills in excess of allowable
limits, notify National response Center(800)424-8802. Referto CERCLA40 CFR
302 for reportingrequirements,
Waste Disposal: Disposeof recovered material by incinerating or buryingin an
approved lnndfill in accordance with local, stale and federal regulations. or consign
wasteto a licensedhazardous wastecontractor.

SARATitle III - Section311/312- Hazard: (YiN): N
Fire:N
Sudden Release ofPressure: N
Reactivity: Y
Acute (IMMEDIATE) Health Hazard: Corrosive to skin,eyes, respiratory and
digestivetissue.
Chronic (DELAYED) Health Hazard: Corrosive to skin, eyes, respiratory and
digestivetissue.
Other: May aggravate pre-existingskin, eyeor respiratory conditions with long
term exposure.

Shipping Information
Shipping Name: Hypohclorite solutions
Hazard Class: 8
Reference: 49 CFR 172.1 01
Identification: UN 1791
Label: Corrosive

Flammability

Reactivity

1

o

o
Foremergency and medicalhelp line,call INFOTRAC at1-800-535-5053,24 hoursa day, 7 days a week [or information on all 1------------1-------1
our products and/orl\.1SDS. Obtainan l\.1SDS at www.pride-enterprises.org.MSDS/menu.lrtm or callcustomerserviceat(863)- Personal Protection
452-3872.

Thiscompanycannotanticipate all conditionsof handlingand useof'this product. Therefore, this company acceptsNo responsibility for resultsobtainedbythe
application of this information, or the safetyandsuitability of our products eitheraloneor in combination with otherproducts. It is tlteresponsibility of tlteuser to provide
a safeworkplace, usingthe healthand safety information contained hereinas a guide. Thiscompanywill acceptNO liability for damages or loss incurred fromthe
improperhandlingand use of this product.
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MATERIAL SAFETY DATA SHEET
MSDS L-112 REVISION 7

THE DIAL CORPORATION
CENTER FOR INNOVATION
15101 NORTH SCOTTSDALE ROAD
SCOTTSDALE, ARIZONA 85254-9934

MEDICAL EMERGENCIES 1-888-689-9082
CHEMTREC 1-800-424-9300 (24 Hours Daily)
OTHER INFORMATION 1-888-468-6673

SUBSTANCE IDENTIFICATION

SUBSTANCE POWDERED HAND SOAP

TRADE NAMES/SYNONYMS BORAXO® POWDERED HAND SOAP - INDUSTRIAL
BORAXO® POWDERED HAND SOAP - SPECIAL HEAVY DUTY
BORAXO® POWDERED HAND SOAP - HOUSEHOLD
BORAXO® LURON POWDERED HAND SOAP - PINK
TWENTY MULE TEAM® POWDERED HAND SOAP

CHEMICAL FAMILY Mixture

10. NUMBERS 900606 (Industrial), 900607 (Special Heavy Duty), 900608 (Twenty Mule Team),
900621(Household), 900631 (Luron)

NFPA RATINGS (Scale 0-4, where 4=high degree of hazard) HEALTH=1 FLAMMABILlTY=1 REACTIVITY=O
HMIS RATINGS (Scale 0-4, where 4=severe hazard) HEALTH=1 FLAMMABILlTY=1 REACTIVITY=O

This product is labeled in accordance with guidelines set forth in the Food, Drug, and Cosmetic Act The use pattern and
exposure in the workplace are generally not consistent with those experienced by consumers. The requirements of the
Occupational Safety and Health Administration applicable to this Material Safety Data Sheet may differ from the
requirements of the FD & C Act and as a result, this MSDS may contain additional health hazard information not pertinent
to consumer use and not found on the product label.

HAZARDOUS INGREDIENT INFORMATION

COMPONENT SODIUM SOAP CAS# 67701-11-5 & 67701-10-4
SOAP DUST = PARTICLES NOT OTHERWISE SPECIFIED
15 mg/m3 OSHA TWA (total dust); 5 mg/m3 OSHA TWA (respirable fraction)
10 mg/m3 ACGIH TWA (total dust); 3 mg/m3 ACGIH TWA (respirable fraction)

COMPONENT SODIUM BORATE DECAHYDRATE (BORAX)
10 mg/m3 OSHA TWA
5 mg/m3 ACGIH TWA

CAS# 1303-96-4

Carcinogen status of components: Not listed as carcinogenic by NTP, IARC, or OSHA.

PHYSICAL AND CHEMICAL DATA

DESCRIPTION: White or pink granular powder with a pleasant fragrance.

pH 9.1 (1 % Solution) SOLUBILITY IN WATER Approximately 5% @ 20 -c

FIRE AND EXPLOSION DATA

FIRE AND EXPLOSION HAZARD - The fire hazard for this product has not been determined. The hazard(s) of the
component(s) with the most severe hazard(s) are: Dust - air mixtures may explode.

Page 1 of 4
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FIRE FIGHTING MEDIA - Dry chemical, carbon dioxide, water spray or regular foam. For larger fires, use water spray, fog
or regular foam.

FIRE FIGHTING - Move container from fire area if you can do it without risk. Do not scatter spilled material with high ­
pressure water streams. Dike fire-control water for later disposal. Use agents suitable for type of surrounding fire.
Avoid breathing hazardous vapors, keep upwind.

HEALTH HAZARD DATA

NOTE: The acute health effects described below are those which could potentially occur for the finished product. They
are based on the toxicology information available for the finished product and/or each hazardous ingredient, and are
consistent with the product type and the likelihood of a specific route of exposure. Known chronic health effects related to
exposure to a specific ingredient are indicated.

ACUTE HEALTH EFFECTS:

INHALATION:

SKIN CONTACT:

EYE CONTACT:

INGESTION:

Dusts may cause mucous membrane and respiratory tract irritation.

Repeated or prolonged exposure can result in defatting and drying of the skin which may result
in irritation and dermatitis. Absorption of sodium borate through severely damaged skin can
result in effects and symptoms similar to those following ingestion. However, there are no cases
of poisoning from occupational exposures reported in the literature.

May cause moderate to severe irritation, with possibility of corneal injury if not removed
promptly.

Large quantities may cause nausea, vomiting, abdominal pain, diarrhea, lethargy, headache,
lightheadness, or atypical rash.

CHRONIC HEALTH EFFECTS:

No chronic health effects are expected from the intended use of these products or from foreseeable handling of them in
the workplace. Nonetheless, the following effects have been reported for a component, sodium borate, and boric acid.
Sodium borate upon entry into the body becomes boric acid.

Sodium Borate: Depending upon the dose, sodium borate and boric acid interfere with sperm production, damage
the testes and interfere with male fertility when given to animals by mouth at high doses. Depending upon the
dose, boric acid produces developmental effects, including reduced body weight, malformations and death, in the
offspring of pregnant animals given boric acid by mouth.

The above mentioned animal studies were conducted under exposure conditions leading to doses many times in
excess of those that could occur through product use or inhalation of dust in occupational settings. Moreover, a
human study of occupational exposure to sodium borate and boric acid dusts showed no adverse effect on fertility.

MEDICAL CONDITIONS GENERALLY RECOGNIZED AS BEING AGGRAVATED BY EXPOSURE: Persons with
history of chronic skin conditions.

EMERGENCY AND FIRST AID PROCEDURES

INHALATION: Remove from exposure area to fresh air immediately. Keep affected person warm and at rest. Treat
symptomatically and supportively. Contact physician or local poison control center. If breathing has stopped, give
artificial respiration, and get medical attention immediately.

SKIN CONTACT: Rinse affected area until no evidence of product remains. Get medical attention if symptoms of
overexposure, as described above for ingestion, develop or if irritation persists.

EYE CONTACT: Immediately rinse eyes with plenty of water, occasionally lifting upper and lower lids, until no
evidence of product remains. Get medical attention if pain or irritation persist.

Page 2 of 4
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INGESTION: Treat symptomatically and supportively. Maintain airway and respiration. If vomiting occurs, keep head
below hips to prevent aspiration. Dilution by rinsing the mouth and giving water or milk to drink is generally
recommended. If unconscious, the victim should not be given anything to drink. Contact physician or local poison
control center.

REACTIVITY

REACTIVITY - Stable under normal temperatures and pressures.

INCOMPATIBILITIES Strong oxidizers, zirconium.

DECOMPOSITION - Thermal decomposition may release toxic and/or hazardous gases.

POLYMERIZATION - Hazardous polymerization has not been reported to occur under normal temperatures and
pressures.

STORAGE AND DISPOSAL

Store away from incompatible substances. Observe all federal, state and local regulations when storing or disposing of
this substance.

CONDITIONS TO AVOID

Avoid contact with incompatible substances and excessive heat.

SPILL AND LEAK PROCEDURES

OCCUPATIONAL SPILL - Sweep up and place in suitable clean, dry containers for reclamation or later disposal. Do not
flush spilled material into sewer. Keep unnecessary people away.

OCCUPATIONAL PROTECTIVE EQUIPMENT

VENTILATION - Provide local exhaust ventilation to meet permissible exposure limits where generation of dust is likely to
occur.

RESPIRATOR - Air contamination monitoring should be carried out where generation of dust is likely to occur to assure
that the employees are not exposed to harmful concentrations exceeding permissible exposure limits. If respiratory
protection is required, it must be based on the contamination levels found in the workplace, must not exceed the working
limits of the respirator and be jointly approved by the National Institute for Occupational Safety and Health and the Mine
Safety and Health Administration (NIOSH-MSHA).

FOR FIRE FIGHTING AND OTHER IMMEDIATELY DANGEROUS TO LIFE OR HEALTH CONDITIONS-
Any self-contained breathing apparatus that has a full facepiece and is operated in a pressure-demand or other positive­
pressure mode. Any supplied-air respirator that has a full facepiece and is operated in a pressure-demand or other
positive-pressure mode in combination with an auxiliary self-contained breathing apparatus operated in pressure­
demand or other positive-pressure mode.

CLOTHING - Protective clothing should be worn where prolonged skin contact may occur.

GLOVES - Chemical-resistant gloves should be worn where prolonged skin contact may occur.

EYE PROTECTION - Safety glasses are not generally required during occupational conditions, unless dusty conditions are
anticipated.

REGULATORY INFORMATION

DOT FLAMMABILITY CLASSIFICATION Not applicable.
Page 3 of 4
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EPA - SARA TITLE III SECTION 313

TSCA

MSDS L-112 (Rev. 7)

Not applicable - Consumer product.

All components of this product are listed or are exempted or
excluded from listing on the U.S. Toxic Substances Control Act
(TSCA) chemical substance inventory.

The information contained herein is provided in good faith and is believed to be correct as of the date hereof. However,
The Dial Corporation makes no representation as to the comprehensiveness or accuracy of the information. It is expected
that individuals receiving the information will exercise their independent judgment in determining its appropriateness for a
particular purpose. Accordingly, The Dial Corporation will not be responsible for damages of any kind resulting from the
use of or reliance upon such information. No representations, or warranties, either expressed or implied of
merchantability, fitness for a particular purpose or of any other nature are made hereunder with respect to the information
set forth herein or to the product to which the information refers.

MSDS CREATION DATE 04/24/92
SUPERSEDES 12/29/00 Rev. 6
REVISION DATE 10/27/04
REVISION: Updated 10 Numbers, Trade Names, Physical & Chemical Data and Regulatory Sections.

Page 4 of 4
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P&G
Page 1 of4
The Procter & Gamble Company
P&G Household Care
Fabric & Home Care Innovation Center
5299 Spring Grove Avenue
Cincinnati, OR 45217-1087

MATERIAL SAFETY DATA SHEET
MSDS#:
Supersedes:

FHfFI2006/CBCA-6MUJED
FHfFI2005/ASAR/6DMHMU

SECTION I - CHEMICAL PRODUCT

Issue Date: 4/412006
Issue Date: 12/1512005

Identity: Fabric Softener Dryer Sheets

Brands: BOUNCE (all variations except Free)

P&G Telephone Number: 1-800-682-1523

or call Local Poison Control Center or your physician

Finished Product

SECTION II COMPOSITION AND INGREDIENTS

Nonionic and cationic fabric conditioning agents, perfume, and non-woven cloth

Hazardous Ingredients as defmed by OSHA, 29 CFR 1910.1200.

Chemical N arne Common Name CAS No. Composition LD50iLC50
Range

None
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BOUNCE Dryer Sheets - All Variations (Continued) Page 2 of 4

SECTION III - HAZARDS IDENTIFICATION

Potential Health Hazards (Acute and Chronic): (See Section 11 for more information)
Ingestion: Ingestion of used or unused sheet by a young child or household pet may lead to impaction of the

gastrointestinal tract. A physician or veterinarian should be consulted.
Eye Contact: Eye contact possible.

Skin Contact: Skin contact possible.

Inhalation: N/A

Signs and Symptoms of Exposure:

Ingestion: Oral ingestion may result in mild gastrointestinal irritation with nausea, vomiting or diarrhea.

Eye Contact: Prolonged instillation into the eye may result in transient superficial effects similar to those

produced by mild toilet soap.

Skin Contact: Prolonged skin contact may result in transient superficial effects similar to those produced by mild

toilet soap.

Inhalation: N/A

Potential Environmental Effects: (See Section 12 for more information)

SECTION IV - FIRST AID INFORMATION

First Aid Procedures:

Ingestion: Consult physician if ingestion of sheet is suspected to ensure the sheet passes through.
Eye Contact: Flush eyes with water
Skin Contact: N/A

Inhalation: N/A
Other: Consumer product packages have a caution statement: "Not for use on children's sleepwear or other

garments labeled as flame resistant as it may reduce flame resistance. Keep out of the reach of toddlers and
pets to avoid accidental ingestion."

SECTION V - FIRE FIGHTING INFORMATION

Flammable Properties: Keep away from open flame.

Extinguishing Media:

Suitable: CO2, water or dry chemical may be used.

Protection of Firefighters:

Specific Hazards Arising from the Material: Burning can produce carbon monoxide and/or carbon dioxide.

2
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BOUNCE Dryer Sheets - All Variations (Continued)

SECTION VI - ACCIDENTAL RELEASE MEASURES

Page 3 of 4

Personal Precautions - Occupational: Minimize dust levels while collecting product (see "Inhalation" health
effects). Prevent exposure to dust with NIOSH approved respirators with HEPA filters. Use gloves to minimize
skin contact.

Environmental Precautions: : DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL
FEDERAL, STATEIPROVINCIAL AND LOCAL REGULATIONS. Household solutions may be disposed of in
sewer. Dry product may be landfilled if per.mitted by local regulations. Discard empty container in trash.

Methods for Containment: N/A

Methods for Cleanup: N/A

SECTION VII - HANDLING AND STORAGE

Precautions To Be Taken in Handling: No special precautions for casual exposure.

Precautions To BeTaken in Storage: None required.

SECTION VIII - EXPOSURE CONTROLS, PERSONAL PROTECTION

Exposure Guidelines: No special precautions for casual exposure.

Engineering Controls: N/A

Personal Protective Equipment (PPE): N/A

Eye/Face Protection: None required.

Skin Protection: None required.

Respiratory Protection: No special precautions for casual exposure.

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

Appearance (color, physical form, shape): Opaque
white sheets. Product is perfumed.

Odor: Perfumed

Odor Threshold: N/A

Physical State: Solid

Vapor Pressure (mm Hg): N/A

Vapor Density (Air=l): N/A

Boiling Point: N/A

Partition Coefficient (n-octanol/water): N/A

Solubility in Water: Limited

Flash Point (Method Used) N/A

Explosive Limits: IEL: N/A UEL: N/A

Auto-Ignition Temperature: N/A

Decomposition Temperature: N/A

Evaporation Rate (nBuOAc=l): N/A

Specific GravitylDensity: N/A

MeltinglFreezing Point: N/A

pH:N/A

Reserve Alkalinity: N/A

SECTION X - STABILITY AND REACTIVITY

Chemical Stability: Stable

Conditions to Avoid: Open fiame

Incompatible Materials: None

Hazardous Decomposition Products: Burning can produce carbon monoxide and/or carbon dioxide.

Possibility of Hazardous Reactions: None known

3
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BOUNCE Dryer Sheets - All Variations (Continued)

SECTION XI - TOXICOLOGICAL INFORMATION

Page 4 of 4

LD50 (rats oral): The LD50 of the material with which the sheet is coated is >10.0 gm/kg.
ED50: >1.5 gmlkg (coating mixture)

If ingested, mild gastrointestinal irritation with nausea, vomiting, and diarrhea may be observed. Intestinal tract
blockage is also possible following ingestion. Eye contact with the product may produce transient, superficial
irritation.

SECTION XII - ECOLOGICAL INFORMATION

The product is intended for wide dispersive use. The active ingredients are compatible with down-the-drain
disposal route. These ingredients are not considered harmful to aquatic organisms nor to cause long-term adverse
effects in the environment at relevant environmental concentrations. The softening agents used in the product are
biodegradable.

SECTION XIII - DISPOSAL CONSIDERATIONS

Waste Disposal Method: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL FEDERAL,
STATEfPROVINCIAL AND LOCAL REGULATIONS. Sweeo uo and dispose.

SECTION XIV - TRANSPORT INFORMATION

Ground Transport (DOT): The finished product is non-hazardous under DOT.

SECTION XV - ADDITIONAL REGULATORY INFORMATION

All intentionally added components of this product are listed on the US TSCA Inventory.

Bounce dryer sheets are not subject to warning labeling under California Proposition 65.

All ingredients are CEPA approved for import to Canada by Procter & Gamble.

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products
Regulations and the MSDS contains all information required by the Controlled Products Regulations.

SECTION XVI - OTHER INFORMATION

P&G Hazard Rating:

*N/A - Not Applicable

Health: 0
Flammability:
Reactivity: 0

*N/K - Not Known

4-EXTREME
3~HIGH

2~MODERATE

l~SLIGHT

O~NOT SIGNIFICANT

Data supplied is for use only in connection with occupational safety and health.

The information contained herein has been compiled from sources considered by Procter & Gamble to be
dependable and is accurate to the best of the Company's knowledge. The information relates to the specific
material designated herein, and does not relate to the use in combination with any other material or any other
process. Procter & Gamble assumed no responsibility for injury to the recipient or third persons, for any damage to
any property resulting from misuse of the controlled product.

4
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RECIOn
BENCJ{ISER Material Safety Data Sheet

Section 1. Product and Company Identification I
Product Name BRASSO® MULTI-PURPOSE METAL MSDS# Not available.

POLISH

Product Description Multi-purpose metal polish for cleaning and polishing brass,
Validation Date 3124/2005

pewter, chrome, copper and stainless steel. Print Date 3/24/2005

Manufacturer Reckitt Benckiser North America, Inc.
Morris Corporate Center IV
399 Interpace Parkway (P.O. Box 225) In case of Telephone: 800-228-4722
Parsippany, N.J. 07054-0225 Emergencv:

Product IdentUfier Not available.
Transportation Chemtrec: 1-800424-9300

Item Number 0024708 Emergencies: (U.S. & Canada)

Outside the U.S & Canada
(North America), call:
703-527-3887

Formula Number 1341-014 (0024708)

UPCNumber 26600-06200 (8 oz.); 26600-76523 (8 oz.); 26600-05315 ( 1 gal.).

Section 2. Composition and Information on Ingredients

Name CAS # % by Weight ExposureLimits: TLVIPEL

1) PETROLEUM DISTILLATE (STODDARD 8052-41-3 25-30 TWA: 525 (mglm3
) from ACGIH (TLV) [United States]

SOLVENT) TWA: 100 (ppm) from ACGIH (TLV) [United States]
TWA: 2900 (mg/m 3

) from OSHA (PEL) [United States]
TWA: 500 (ppm) from OSHA (PEL) [United States]

2) DESULFURIZED PETROLEUM 64742-81-0 30-35 Not available.
DISTILLATE
3) SILICA, CRYSTALLINE 14808-60-7 9-12 TWA: 0.1 (mg/m 3

) from ACGIH (TLV) [United States]
Respirable.
TWA: 0.3 (mg/m3

) from OSHA (PEL) [United States]
Respirable.

4) KAOLIN 1332-58-7 10-15 TWA: 5 (mglm3) from OSHA (PEL) [United States]
Respirable.
TWA: 15 (mg/m3) from OSHA (PEL) [United States] Total
Dust.
TWA: 2 (mg/m3) from ACGIH (TLV) [ United States]
Respirable.

5) OLEIC ACID 112-80-1 7-10 Not available.
6) AMMONIUM HYDROXIDE 1336-21-6 2-3 Not available.

Section 3. Hazards Identification

EmergencyOverview DANGER: HARMFUL OR FATAL IF SWALLOWED. EYE AND SKIN IRRITANT. VAPORS HARMFUL IF
INHALED. COMBUSTIBLE. Do not ingest. DO NOT inhale. DO NOT breathe dust from dried product.
Use product in a well ventilated area. Keep away from heat, sparks and flame. Keep container closed
when not in use. Contains petroleum distillates and silica.

KEEP OUT OF REACH OF CHILDREN.

I Continued on Next Page
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BRASSO® MULTI-PURPOSEMETAL Page Number: 2

POUSH

Section 4. First AidMeasures

Eye Contact Immediately rinse eyes with water, remove any contact lenses, and continue rinsing eyes for fifteen minutes.
Call a doctor or poison control center if symptoms persist.

Skin Contact In case of skin contact, wash skin thoroughly with soap and water. If irritation persists, consult a physician.

Inhalation Remove to fresh air. If irritation persists or there is any trouble breathing, get immediate medical attention.

Ingestion If swallowed, DO NOT induce vomiting! Rinse mouth with water. IMMEDIATELY contact a physician or
poison control center. NEVER give an unconscious person anything to ingest.

Section 5. Fire and Explosion Data

Flammability Combustible. See Section 14 for any Shipping Classifications.

Flash Point CLOSED CUP: 41SC (106.7"F). (Setaflash.)

Explosive Limits in Air Not available.

Products of Combustion Not available.

Fire and Explosion Hazards Keep away from heat, sparks or open flame.

Fire Fighting Media Use water fog, foam, dry chemical or carbon dioxide. Product will float and can be reignited on surface of
and Instructions water.

Special Fire Fighting The use of a direct stream of water can spread buming liquid. Wear self-contained breathing apparatus and
Instructions full protective clothing appropriate for fighting a chemical fire.

Section 6. Accidental Release Measures

Accidental Spill Small spills: Soak up with an inert absorbent material and dispose of in an appropriate waste container.
Wipe surface residue with dry paper towels and discard into trash.

Large spills should be diked, contained and collected for later disposal according to local, state or federal
regUlations.

Section 7. Handling and Storage

Handling and Storage DANGER: HARMFUL OR FATAL IF SWALLOWED. EYE AND SKIN IRRITANT. VAPORS HARMFUL IF
INHALED. COMBUSTIBLE. Do not ingest. DO NOT inhale. DO NOT breathe dust from dried product.
Use product in a well ventilated area. Keep away from heat, sparks and flame. Keep container closed
when not in use. Contains petroleum distillates and silica.

Store in an area inaccessable to children and pets. Close container after each use. KEEP OUT OF REACH
OF CHILDREN.

Section 8. Exposure Controls/Personal Protection

Ventilation Requirements None normally required. Use sufficient ventilation to keep hazardous ingredients below their Threshold Umit
Values (see Section #2) during major spills, clean-up or fire operations.

Eye Protection Avoid contact with eyes. Emergency responders should wear full eye and face protection.

Skin Protection None required under normal use conditions. May cause mild skin irritation atter prolonged or repeated use.
Emergency responders should wear impermeable gloves.

Respiratory Protection None required.

Other Protection None required under normal use conditions. Emergency responders should wear impermeable clothing and
footwear when responding to a situation where contact with the liquid is possible.

Work/Hygienic Practices Wash thoroughly with soap and water after handling.

I Continued on NextPage
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BRASSO® MULTI-PURPOSE METAL Page Number: 3

POLISH

Section 9. Physical and Chemical Properties

Description Liquid. (Slightly viscous. Opaque liquid.) Odor Ammoniacal.

pH Not applicable. Color Beige to Tan. (Light.)

Boiling/Condensation Point 82.22 - 93.33° C (180 - 2000F)

Specific Gravity 0.97 (Water = 1)

Vapor Pressure Not available.

Vapor Density Not available.

Viscosity Not available.

Solubility Insoluble.

Physical Chemical Comments Not available.

Section 10. Stability and Reactivity Data

Chemical Stability The product is stable.

Conditions of Instability Keep away from heat and open flame.

Incompatibility with Various Strong oxidizing agents.
Substances

Hazardous Decomposition Carbon monoxide, carbon dioxide and unidentified organic compounds.
Products

Hazardous Polymerization Will not occur.

Section 11. Toxicological Information

Exposure effects

Eye Contact Eye irritant.

Skin Contact Skin irritant.

Inhalation Harmful if inhaled.

Ingestion May be harmful or fatal if swallowed.

Carcinogenicity Respirable crystalline silica is designated as an IARC Group 1 carcinogen, NTP suspect carcinogen and
OSHA suspect carcinogen. However, the silica present in this product is not in a respirable form, when used
according to label directions.

Section 12. Ecological Information

Ecotoxicity Not available.

I Continued on Next Page
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BRASSO® MULTI·PURPOSE METAL Page Number: 4

POLISH

Section 13. Disposal Considerations

Waste Disposal Dispose of in accordance with local, state and federal regulations.

Section 14. Transport Information

DOT Classification Not regulated (Non Bulk Road I Rail) see 49 CFR 173.150 (f) (2)
(3).

Proper Shipping Name Not applicable.

DOT Identification Number Not applicable.

Packing Group Not applicable.

Maritime Transportation Not applicable.

Hazardous Substances Not applicable.
Reportable Quantity

Special Provisions for IMDG liMO: See IMDG Code and EMS = F-E, S-E.
Transport ICAO I lATA: See DG Ust.

TDG Classification Not regulated (Non Bulk Road I Rail) see TOG Part 2.17.2 & Part 23.2.

ADR Classification Not applicable.

IMDG Classification UN 1993, Flammable liquid, N.O.S. (Petroleum Distillate), Class 3, PG III, limited Quantity.

lATA Classification UN 1993, Flammable Liquid, N.O.S. (Petroleum Distillate), Class 3, PG III

Section 15. Regulatory Information

Federal and State SARA Title ill, Section 313 Toxic Chemical Notification & Release Reporting:
Regulations

1) AMMONIUM HYDROXIDE Not available. 2-3 Not
avai

California Proposition 65: This product contains the fullowing ingredients which require a warning under the Safe
Drinking Water & Toxic Enforcement Act:
1) SILICA, CRYSTALLINE Not available. 10.5 Not

avai

Other Classifications WHMlS (Canada) Not a WHMIS controlled product.

Section 16. Other Information

HMIS (U.S.A.)

Personal Protection

Validated by Product Safety on 3/24/2005.

Notice to Reader

I Continued on Next Page

National Fire Protection
Association (U.S.A.)

NFPA Aerosol Level

Printed 3/24/2005.

Health

Not applicable.

FireHazanl

Reactivity

Specific hazard
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BRASSO® MULTI-PURPOSE METAL
POLISH
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MATERIAL SAFETY DATA SHEET
CARROLL COMPANY
EMERGENCY TELEPHONES

2900 West Kingsley Road
Infotrac 24Hours

Garland, TX 75041
1-800-535-5053

7/6/04
1-972-278-1304
1-800-527-5722

Health Flammability Reactivity PPE

SECTION 1 . PRODUCT 0 0 0 0

NAME: BRITE BOY Health Haz Fire Haz Reactivity Personal Protection
Product No: 492 o~ minimal O~ will not burn O~ none O~ not necessary
ProductType: Metal Polish 1~ slightly haz 1~FP>141F 1~ mild 1~ goggles

2~ hazardous 2~ FP~>73F~<141F 2~ strong 2~ goggles, gloves
3~ serious haz 3~ FP<73F 3~ goggles, gloves,
4~ severe haz 4~ BP<95F protective clothes

FP by PMCC 4~ goggles, gloves
* DGIS & respirator

SECTION 2 . HAZARDOUS INGREDIENTS
Ethanol CAS#64-17-5 WT%=5.3
Ammonia CAS#7664-41-7 WT%=1.6

SECTION 3 . HEALTH HAZARD &FIRST AID'
1.Acute Health Effect None
2. Chronic Health Effects None
3. Carcinogen NO
4.Primary Entry Routes:

a) Skin & Eyes: Prolonged contact with the skin may cause some
irritation. Eye contact may cause irritation.

b) Ingestion: May be harmful.
c) Inhalation: Not considered an entry route.

5. First Aid:
a) Skin: Remove contaminated clothing-wash skin with soap &water.

If irritation persists get medical attention.
b) Eyes: Wash eyes with large volumes ofwater for at least 15minutes

while lifting the upper and lower eyelids and rotating the eyeball.
Get medical attention if irritation persists.

c) Ingestion: Give large volumes ofwater. DO NOT INDUCE VOMITING.
Get immediate medical attention.

d)Inhalation: N/A

SECTION 4· PHYSICAL &CHEMICAL CHARACTERISTICS
1.Physical State Liquid
2. Color Light Tan Opaque
3.Odor Ammonia
4. Solubility in water Dispersible
5. Specific Gravity (H20=1.0) 1.2
6. pH 9.50
7. Freezing Point N/A
8. Flash Point None (will not burn)
9.Vapor Pressure N/A

SECTION 5 . FIRE AND EXPLOSION HAZARD
1.Flash Point None (will not burn)
2. Extinguishing Media N/A
3. Special Fire Fighting Procedures None
4. Unusual Fire & Explosion Hazard Fire fighters should observe all

precautions that apply toany fire
where chemicals are stored.

SECTION 6 . REACTIVITY DATA
1.Stability Stable
2.Conditions toAvoid None Known

SECTION 7 . SPILL OR LEAK PROCEDURES
1. If product leaks or spills - Mop up using large volume of water and

dispose tothe sanitary sewer.
2.Abide byFederal, State, and Local regulations.

SECTION 8 . PERSONAL PROTECTION
None Required

SECTION 9 . SPECIAL PRECAUTIONS
1. Store containers tightly closed and in an upright position.
2. Do not destroy ordeface the label.

SECTION 10. SECTION 313 SUPPLIER NOTIFICATION (SARA)
This product contains the following toxic chemicals subject to the reporting
requirements ofSection 313 ofthe Emergency Planning and Community
Right-To-Know Act of1986 and of40CFR 372:
Ammonia CAS# 7664-41-7 WT%=1.6

SECTION 11 . TOXICOLOGICAL INFORMATION
None

SECTION 12. ECOLOGICAL INFORMATION
None

SECTION 13. DISPOSAL CONSIDERATIONS
1. See Section 7above.

SECTION 14. DOT TRANSPORT INFORMATION
This product is NOT Regulated.

SECTION 15. OTHER REGULATORY INFORMATION
All ingredients appear on the TSCA Inventory List.
VOC content = 50grams/liter.

SECTION 16. OTHER INFORMATION
Revision on 7/6/04 In Section 3.
1.N/A = Not Applicable
2. *Dangerous Goods Identification System (DGIS)
3. PMCC = Pensky Martin Closed Cup
4.Manufacturer bel ieves that the information given here isaccurate. The

suggested procedures are based on experience and common sense
and are not necessarily all-inclusive of every conceivable
circumstance.
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MSDS Code: 720830

Status: Final

PHilliPS

W (conoco) •
Page 1/8
Date of Issue: 04-Feb-2005

MATERIAL SAFETY DATA SHEET

Cable Lube

1. PRODUCT AND COMPANY IDENTIFICATION

Product Name:
Product Code:
Intended Use:

Chemical Family:

Responsible Party:

Customer Service:
Technical Information:

Cable Lube
1044381
Multipurpose wire rope and cable lubricant. Also lubricates open or semi-enclosed
gears, pinions, guides, and sliding surfaces.
Petroleum Hydrocarbon

ConocoPhillips
600 N. Dairy Ashford
Houston, Texas
77079-1175

800-822-6457
800-766-0050

The intended use of this product is indicated above. If any additional use is known, please contact us at the Technical
Information number listed.

EMERGENCY OVERVIEW

24 Hour Emergency Telephone Numbers:
Spill, Leak, Fire or Accident Call CHEMTREC
North America (800) 424-9300
Others (703) 527-3887 (collect)

California Poison Control System (800) 356-3219

NOT CLASSIFIED AS HAZARDOUS ACCORDING TO CRITERIA OF NOHSC

Health Hazards/Precautionary Measures: Causes eye and skin irritation. Use with adequate ventilation. Avoid contact
with eyes, skin and clothing. Wash thoroughly after handling. Wear appropriate eye protection. Wear appropriate
personal protective equipment.

Physical Hazards/Precautionary Measures: Keep away from all sources of ignition. Combustible liquid and vapor.

Appearance:
Physical Form:
Odor:

NFPA 704 Hazard Class:
Health:
Flammability:
Instability:

Black
Semi-solid
Aromatic

1 (Slight)
2 (Moderate)
o (Least)

HMIS Hazard Class:
Health:
Flammability:
Physical Hazards:

1 (Slight)
2 (Moderate)
o (Least)
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MSDS Code: 720830

Status: Final

2. COMPOSITION / INFORMATION ON INGREDIENTS

Page 2/8

Date of Issue: 04-Feb-2005

HAZARDOUS COMPONENTS
Component / CAS No: Percent (% 1 ACGIH: OSHA: NIOSH: other:
Calcium Dinonylnaphthalene 0.5-2 NE NE NE NE
Sulfonate
57855-77-3

NON-HAZARDOUS COMPONENTS
Component / CAS No: Percent (% 1 ACGIH: OSHA: NIOSH: other:
Lubricant Base Oil (Petroleum) 98-100 5mg/m3TWA 5 mg/m3TWA 2500 mg/m 3 IDLH as Oil Mist, if
VARIOUS 10 mg/m 3 STEL Generated

5 mg/m3 NOHSC
TWA

The base oil for this product can be a mixture of any of the following highly refined petroleum streams: CAS 64741-88-4; CAS 64741­
89-5; CAS 64741-96-4; CAS 64741-97-5; CAS 64742-01-4; CAS 64742-52-5; CAS 64742-53-6; CAS 64742-54-7; CAS 64742-55-8;
CAS 64742-56-9; CAS 64742-57-0; CAS 64742-62-7; CAS 64742-63-8; CAS 64742-65-0; CAS 72623-83-7; CAS 72623-85-9; CAS
72623-86-0; CAS 72623-87-1

Note: State, local or other agencies or advisory groups may have established more stringent limits. Consult an industrial hygienist or
similar professional, or your local agencies, for further information.

1%=10,000 PPM.
NE=Not Established

3. HAZARDS IDENTIFICATION

Potential Health Effects:

Eye: Eye irritant. Contact may cause stinging, watering, redness, and swelling.

Skin: Skin irritant. Contact may cause redness, itching, burning, and skin damage. Prolonged or repeated contact can worsen irritation
by causing drying and cracking of the skin, leading to dermatitis (inflammation). No harmful effects from skin absorption are expected.

Inhalation (Breathing): No data available. However, inhalation is not an expected route of exposure.

Ingestion (Swallowing): No harmful effects expected from ingestion.

Signs and Symptoms: Effects of overexposure may include irritation of the respiratory tract, irritation of the digestive tract, nausea,
diarrhea.

Cancer: Inadequate evidence available to evaluate the cancer hazard of this material. See Section 11 for carcinogenicity information of
individual components, if any.

Target Organs: No data available for this material.

Developmental: No data available for this material.

Pre-Existing Medical Conditions: Conditions aggravated by exposure may include skin disorders.

4. FIRST AID MEASURES

Eye: Move victim away from exposure and into fresh air. If irritation or redness develops, flush eyes with clean water and seek medical
attention. For direct contact, hold eyelids apart and flush the affected eye(s) with clean water for at least 15 minutes. Seek medical
attention.

Skin: Remove contaminated shoes and clothing, and flush affected area(s) with large amounts of water. If skin surface is damaged,
apply a clean dressing and seek medical attention. If skin surface is not damaged, cleanse affected area(s) thoroughly by washing with
mild soap and water. If irritation or redness develops, seek medical attention.
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MSDS Code: 720830
Status: Final

Page 3/8
Date of Issue: 04-Feb-2005

Inhalation (Breathing): If respiratory symptoms develop, move victim away from source of exposure and into fresh air. If symptoms
persist, seek medical attention. If victim is not breathing, clear airway and immediately begin artificial respiration. If breathing difficulties
develop, oxygen should be administered by qualified personnel. Seek immediate medical attention.

Ingestion (Swallowing): First aid is not normally required; however, if swallowed and symptoms develop, seek medical attention.

Notes to Physician: High-pressure hydrocarbon injection injuries may produce substantial necrosis of underlying tissue despite an
innocuous appearing external wound. Often these injuries require extensive emergency surgical debridement and all injuries should be
evaluated by a specialist in order to assess the extent of injury.

Acute aspirations of large amounts of oil-laden material may produce a serious aspiration pneumonia. Patients who aspirate these oils
should be followed for the development of long-term sequelae. Inhalation exposure to oil mists below current workplace exposure limits
is unlikely to cause pulmonary abnormalities.

5. FIRE-FIGHTING MEASURES

Flammable Properties:

Flash Point:
OSHA Flammability Class:
NFPA Flam mability Class:
LEL%:
UEL%:
Autoignition Temperature:

160°F I 71°C (COC, ASTM 092)
Combustible liquid
No data
No data
No data
No data

Unusual Fire & Explosion Hazards: This material is combustible and can be ignited by heat, sparks, flames, or other sources of
ignition (e.g., static electricity, pilot lights, or mechanical/electrical equipment). May create vapor/air explosion hazard indoors, in
confined spaces, outdoors, or in sewers. Vapors are heavier than air and can accumulate in low areas. If container is not properly
cooled, it can rupture in the heat of a fire.

Extinguishing Media: Dry chemical, carbon dioxide, foam, or water spray is recommended. Water or foam may cause frothing of
materials heated above 212°F. Carbon dioxide can displace oxygen. Use caution when applying carbon dioxide in confined spaces.

Fire Fighting Instructions: For fires beyond the incipient stage, emergency responders in the immediate hazard area should wear
bunker gear. When the potential chemical hazard is unknown, in enclosed or confined spaces, or when explicitly required by DOT, a
self contained breathing apparatus should be worn. In addition, wear other appropriate protective equipment as conditions warrant (see
Section 8).

Isolate immediate hazard area, keep unauthorized personnel out. Stop spill/release if it can be done with minimal risk. Move
undamaged containers from immediate hazard area if it can be done with minimal risk.

Water spray may be useful in minimizing or dispersing vapors and to protect personnel. Cool equipment exposed to fire with water, if it
can be done with minimal risk. Avoid spreading burning liquid with water used for cooling purposes.

6. ACCIDENTAL RELEASE MEASURES

Combustible. Keep all sources of ignition away from spill/release. The use of explosion-proof electrial equipment is recommended.

Stay upwind and aVvay from spill/release. Notify persons down wind of the spill/release, isolate immediate hazard area and keep
unauthorized personnel out. Stop spill/release if it can be done with minimal risk. Wear appropriate protective equipment including
respiratory protection as conditions warrant (see Section 8).

Prevent spilled material from entering sewers, storm drains, other unauthorized drainage systems, and natural waterways. Dike far
ahead of spill for later recovery or disposal. Spilled material may be absorbed into an appropriate absorbent material.

Notify fire authorities and appropriate federal, state, and local agencies. Immediate cleanup of any spill is recommended. If spill of any
amount is made into or upon navigable waters, the contiguous zone, or adjoining shorelines, notify the National Response Center
(phone number 800-424-8802).
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7. HANDLING AND STORAGE
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Date of Issue: 04-Feb-2005

Handling: Open container slowly to relieve any pressure. Bond and ground all equipment vvhen transferring from one vessel to another.
Can accumulate static charge by flow or agitation. Can be ignited by static discharge. The use of explosion-proof electrical equipment
is recommended and may be required (see appropriate fire codes). Refer to NFPA-704 and/or API RP 2003 for specific
bonding/grounding requirements.

Do not enter confined spaces such as tanks or pits without following proper entry procedures such as ASTM 0-4276 and 29CFR
1910.146. The use of appropriate respiratory protection is advised vvhen concentrations exceed any established exposure limits (see
Sections 2 and 8).

Do not wear contaminated clothing or shoes. Keep contaminated clothing avvayfrom sources of ignition such as sparks or open flames.
Use good personal hygiene practices.

"Empty" containers retain residue and may be dangerous. Do not pressurize, cut, weld, braze, solder, drill, grind, or expose such
containers to heat, flame, sparks, or other sources of ignition. They may explode and cause injury or death. "Empty" drums should be
completely drained, properly bunged, and promptly shipped to the supplier or a drum reconditioner. All containers should be disposed
of in an environmentally safe manner and in accordance with governmental regulations.

High pressure injection of hydrocarbon fuels, hydraulic oils or greases under the skin may have serious consequences even though no
symptoms or injury may be apparent. This can happen accidentally vvhen using high pressure equipment such as high pressure grease
guns, fuel injection apparatus or from pinhole leaks in tubing of high pressure hydraulic oil equipment.

Before working on or in tanks vvhich contain or have contained this material, refer to OSHA regulations, ANSI Z49.1, and other
references pertaining to cleaning, repairing, welding, or other contemplated operations.

Storage: Keep container(s) tightly closed. Use and store this material in cool, dry, well-ventilated areas avvayfrom heat and all
sources of ignition. Post area "No Smoking or Open Flame." Store only in approved containers. Keep away from any incompatible
material (see Section 10). Protect container(s) against physical damage. Outdoor or detached storage is preferred. Indoor storage
should meet OSHA standards and appropriate fire codes.

8. EXPOSURE CONTROLS / PERSONAL PROTECTION

Engineering controls: If current ventilation practices are not adequate to maintain airborne concentrations below the established
exposure limits (see Section 2), additional engineering controls may be required. Where explosive mixtures may be present, electrical
systems safe for such locations must be used (see appropriate electrical codes).

Personal Protective Equipment (PPE):

Respiratory: A NIOSH certified air purifying respirator with a Type 95 (R or P) particulate filter may be used under conditions
vvhere airborne concentrations are expected to exceed exposure limits (see Section 2).

Protection provided by air purifying respirators is limited (see manufacturer's respirator selection guide). Use a NIOSH approved
self-contained breathing apparatus (SCBA) or equivalent operated in a pressure demand or other positive pressure mode if there
is potential for an uncontrolled release, exposure levels are not known, or any other circumstances vvhere air purifying respirators
may not provide adequate protection.

A respiratory protection program that meets OSHA's 29 CFR 1910.134 and ANSI Z88.2 requirements must be followed
vvhenever workplace conditions warrant a respirator's use.

Skin: The use of gloves impervious to the specific material handled is advised to prevent skin contact, possible irritation, and
skin damage (see glove manufacturer literature for information on permeability). Depending on conditions of use, apron and/or
arm covers may be necessary.

Eye/Face: Approved eye protection to safeguard against potential eye contact, irritation, or injury is recommended. Depending
on conditions of use, a face shield may be necessary.

Other Protective Equipment: A source of clean water should be available in the work area for flushing eyes and skin.
Impervious clothing should be worn as needed.

Suggestions for the use of specific protective materials are based on readily available published data. Users should check vvith
specific manufacturers to confirm the performance of their products.
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MSDS Code: 720830

Status: Final

9. PHYSICAL AND CHEMICAL PROPERTIES

Note: Unless otherwise stated, values are determined at 20°C (68°F) and 760 mm Hg (1 atm).

Page 5/8

Date of Issue: 04-Feb-2005

Appearance:
Physical Form:
Odor:
Odor Threshold:
pH:
Vapor Pressure (mm Hg):
Vapor Density (air=1):
Boiling Point:
Solubility in Water:
Partition Coefficient (n-octanol/water):
Specific Gravity:
Bulk Density:
Bulk Density Units
Percent Volatile:
Evaporation Rate (nBuAc=1):
Flash Point:
Test Method:
LEL%:
UEL%:
Autoignition Temperature:

10. STABILITY AND REACTIVITY

Black
Semi-solid
Aromatic
No data
Not applicable
>1
>1
> 351°F /17JOC
Insoluble
No data
0.89
7.7
Ibs/gal

Negligible
< 0.01
160°F /71 °C
(COC, ASTM D92)

No data
No data
No data

Stability: Stable under normal ambient and anticipated storage and handling conditions of temperature and pressure.

Conditions to Avoid: Extended exposure to high temperatures can cause decomposition.

Materials to Avoid (Incompatible Materials): Avoid contact with acids, oxidizing agents.

Hazardous Decomposition Products: Combustion can yield carbon oxides.

Hazardous Polymerization: Will not occur.

11. TOXICOLOGICAL INFORMATION

Chronic Data:

Lubricant Base Oil (Petroleum) - CAS: VARIOUS
Carcinogenicity: The petroleum base oils contained in this product have been highly refined by a variety of processes including
solvent extraction, hydrotreating, and dewaxing to remove aromatics and improve performance characteristics. All of the oils
meet the IP-346 criteria of less than 3 percent PAH's and therefore none are listed as a carcinogen by NTP, IARC, or OSHA.

Acute Data:

Lubricant Base Oil (Petroleum) - CAS: VARIOUS
Dermal LD50 = >2 g/kg

LC50 = No information available
Oral LD50 = >5 g/kg

Calcium Dinonylnaphthalene Sulfonate - CAS: 57855-77-3
Dermal LD50 = No information available

LC50 = No information available
Oral LD50 = No information available
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MSDS Code: 720830

Status: Final

12. ECOLOGICAL INFORMATION

Not evaluated at this time.

13. DISPOSAL CONSIDERATIONS

Page 6/8

Date of Issue: 04-Feb-2005

This material under most intended uses would become used oil due to contamination by physical or chemical impurities. RECYCLE
ALL USED OIL. While being recycled, used oil is regulated by 40 CFR 279. Use resulting in chemical or physical change or
contamination may also subject it to regulation as hazardous waste. Under federal regulations, used oil is a solid waste managed under
40 CFR 279. However, in California, used oil is managed as hazardous waste until tested to show it is not hazardous. Consult state
and local regulations regarding the proper handling of used oil. In the case of used oil, the intent to discard it may cause the used oil to
be regulated as hazardous waste.

Contents should be completely used and containers emptied prior to discard. Rinsate may be considered a RCRA hazardous waste
and must be disposed of vvith care and in compliance with federal, state and local regulations. Large empty containers, such as drums,
should be returned to the distributor or a drum reconditioner. To assure proper disposal of small empty containers, consult with state
and local regulations and disposal authorities.

14. TRANSPORTATION INFORMATION

DOT Proper Shipping Name: Not classified as hazardous

Note: Material is unregulated unless in container of 3500 gallons or more, then provisions of 49 CFR Part 130 apply for land shipment.

IMDG Shipping Description: Not regulated

ICAOIIATA Shipping Description: Not regulated

15. REGULATORY INFORMATION

U.S. Regulations:

EPA SARA 311/312 (Title III Hazard Categories)
Acute Health: Yes
Chronic Health: No
Fire Hazard: No
Pressure Hazard: No
Reactive Hazard: No

SARA - Section 313 and 40 CFR 372:
This material contains the following chemicals subject to the reporting requirements of SARA 313 and 40 CFR 372:
--None Known--

EPA (CERCLA) Reportable Quantity (in pounds):
--None Known--

CERCLAISARA - Section 302 Extremely Hazardous Substances and TPQs (in pounds):
This material contains the following chemicals subject to the reporting requirements of SARA 302 and 40 CFR 372:
-- None Knovvn --

California Proposition 65:
Warning: This material contains the following chemicals vvhich are known to the State of Calfornia to cause cancer, birth defects
or other reproductive harm, and are subject to the requirements of California Proposition 65 (CA Health & Safety Code Section
25249.5)
-- None Known --

Carcinogen Identification:
This material has not been identified as a carcinogen by NTP, IARC, or OSHA. See Section 11 for carcinogenicity information of
individual components, if any.
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MSDS Code: 720830

Status: Final

TSCA:
All components are listed on the TSCA inventory.

International Regulations:

Page 7/8
Date of Issue: 04-Feb-2005

Canadian Regulations:
This producthas been classified in accordance with the hazard criteriaof the Controlled Products Regulations (CPR) and the
MSDS contains all the information required by the CPR.

Domestic Substances List: listed
WHMIS Classification: B3-Combustible liquid
WHMIS Classification: 01 B-Materials causing immediate and serious toxic effects - Toxic Material

Australian Regulations:
References:
Regulations Specifically Applicable to the Chemical Product:
Commonwealth of Australia: Respirators must follow A51715/1716 standard for approved respirators.
New Zeland: Respirators must follow NZS 1715/1716 standard for approved respirators.
International (all countries): In the absence of local approved authorities, follow UIS. NIOSH/MSHA, UK BSI, Australian
AS1715/1716, or new Zealand NZS 1715/1716 standards.
Australia Poison Schedule: Not applicable.
NZ Dangerous Goods Class: Not applicable.

Contact Point:

ConocoPhillips lubricants Australia Ply. Ltd.
Emergency Telephone: 1-800-226626
Office Manager
Office Hours 8 a.m.-5 p.m. Monday-Friday (excluding holidays)
Tel: +61 (0) 7 5452.9900
Fax +61 (0) 7 5452.9999
Website: WN'N.aplubes.conocophillips.com

International Inventories:
All components of this material are listed on the follovving inventories:
Australian (AICS)
Canadian (DSl)
Chinese
European (EC/EINECS)
Japanese (ENCS)
Korean (ECl)
Philippine (PICCS)
United States (TSCA)
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MSDS Code: 720830
Status: Final

16. OTHER INFORMATION

Page 8/8
Date of Issue: 04-Feb-2005

Issue Date:
Previous Issue Date:
Product Code:
Reason for revision:

Previous Product Code:
MSDSCode:

04-Feb-2005
08/09/2004
1044381
Changes to Physical Properties. SEE SECTION g.
Regulatory information changed. SEE SECTION 15.
5590000000
720830

Disclaimer of Expressed and implied Warranties:
The information presented in this Material Safety Data Sheet is based on data believed to be accurate as of the date this Material
Safety Data Sheet was prepared. HOWEVER, NO WARRANTY OF MERCHANTABILITY, FITNESS FOR ANY PARTICULAR
PURPOSE, OR ANY OTHER WARRANTY IS EXPRESSED OR IS TO BE IMPLIED REGARDING THE ACCURACY OR
COMPLETENESS OF THE INFORMATION PROVIDED ABOVE, THE RESULTS TO BE OBTAINED FROM THE USE OF THIS
INFORMATION OR THE PRODUCT, THE SAFETY OF THIS PRODUCT, OR THE HA2ARDS RELATED TO ITS USE. No
responsibility is assumed for any damage or injury resulting from abnormal use or from any failure to adhere to recommended practices.
The information provided above, and the product, are furnished on the condition that the person receiving them shall make their own
determination as to the suitability of the product for their particular purpose and on the condition that they assume the risk of their use.
In addition, no authorization is given nor implied to practice any patented invention without a license.
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Page 1 of 4
Procter & Gamble
Fabric and Horne Care Division
Ivorydale Technical Center
5299 Spring Grove Avenue
Cincinnati,OH 45217-1087

MATERIAL SAFETY DATA SHEET
MSDS # DOOOOIM
Supersedes: N1A

Issue Date: 3/7/00
Issue Date: N/A

SECTION I - CHEMICAL PRODUCT

1
o
o

Health:
Flammability:
Reactivity:

4~EXTREME

3~HIGH

2~MODERATE

I~SLIGHT

Emergency Telephone Number: 24hr P&G Operator: 1-800-765-5516 or call Local Poison Control Center

Identity: Powder Automatic Dishwashing Detergent

Brands: CASCADE Powder (All Variations)

Hazard Rating:

SECTION II - COMPOSITION AND INGREDIENTS

Ingredients: Cornplexed sodium phosphates and sodium carbonate, oxygen bleaching system and enzymes, nonionic
wetting agents, sodium silicate, sodium sulfate, perfume and dye.

Under normal consumer use, this product would not constitute a hazardous product under OSHA Hazard
Communication. With increased industrial exposure this mixture, when tested as a whole, is considered an
inhalation hazard within the meaning of the OSHA Hazard Communication Standard.

Hazardous Ingredients as defined by OSHA, 29 CFR 1910.1200.

Chemical Common CAS No. Recommended Limits Composition LDSO/LC50

Name Name Range

Subtilisin Proteolytic 9014-01-1 ACGIH TLV: 0.00006 mg/m:' <1%
enzyme

SECTION III - HAZARDS IDENTIFICATION

Health Hazards (Acute and Chronic):
Inhalation: Inhalation of dust may cause mild, transient irritation.
Ingestions: Ingestion may cause vomiting and transient, moderate gastrointestinal irritation.
Eye Contact: May cause moderate, transient irritation.
Skin: May cause moderate, transient irritation, including dryness.

Signs and Symptoms of Exposure:

Ingestion: Ingestion of larger amounts leads to emesis.

Eye Contact: Stinging and burning of eye can occur unless flushed immediately with water.

Inhalation: Dust irritation is possible

Skin Contact: Mild irritation is possible with prolonged contact
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CASCADE POWDER AUTOMATIC DISHWASIDNG DETERGENT MSDS (Continued) Page 2 of 4

SECTION IV - FIRST AID INFORMATION

Emergency and First Aid Procedures:
Inhalation: Leave dusty area.
Ingestion: Give a large glassful of water or milk.
Eye Contact: Flush thoroughly with water for 15 minutes.
Skin: Rinse skin thoroughly with water.

Other: Label caution statements. Front Label: "CAUTION: Harmful if swallowed. Eye and skin irritant:

Back Label: "CAUTION: In case of eye or skin contact, flush with water. If swallowed, give a glassful of water
or mille Call a physician or poison control center. KEEP OUT OF REACH OF CHILDREN"

SECTION V - TIRE FIGHTING INFORMATION

Flash Point (Method Used): N/A Explosive Limits: IEL: N/A

Extinguishing Media: N/A

Special Fire Fighting Procedures: None.

Unusual Fire Hazards: None

UEL N/A

Conditions to Avoid: None knownUnstable:

Stable: X

Incompatibility (Materials to Avoid): None known

Hazardous DecompositionlBy Products: None known

Hazardous Polymerization: May Occur: Conditions to Avoid: None known

Will Not Occur: X

Stability

SECTION VI - ACCIDENTAL RELEASE MEASURES

Personal Precautions: None

Environmental Precautions: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL
REGULATIONS. Household solutions may be disposed of in sewer. Dry product waste may be landfilled,

Steps To Be Taken in Case Material is Released or Spilled: Minimize dust levels while collecting product (see
"Inhalation" health effects). Dispose of according to local regulations.

SECTION VII - HANDLING AND STORAGE

Precautions To Be Taken in Handling and Storing: No unusual precautions necessary. Keep product dry to
maintain free-flowing granules.

Other Precautions: None.

SECTION VIII - EXPOSURE CONTROLS, PERSONAL PROTECTION

Respiratory Protection (Specify Type): None required with normal use.
Ventilation Local Exhaust: None required with normal consumer use. Special: None

Mechanical (General): General dilution ventilation is acceptable.

Eye Protection: None required with normal consumer use.

Other: None

Protective Gloves: None required with normal use.

Industrial Setting: Protective gloves (rubber, neoprene) should be used for prolonged direct contact.

Other Protective Equipment: None required with normal use.

2
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CASCADE POWDER AUTOMATIC DISHWASIDNG DETERGENT MSDS (Continued) Page 3 of 4

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

Boiling Point of: Not known

Vapor Pressure (mm Hg): N/A

Vapor Density (Air=I): N/A

Odor Threshold: N/A

Coefficient of Water/Oil Distribution: N/A

Scooped Density: N/A

Appearance and Odor:

White granular agglomerate with blue speckles.
Product is perfumed.

Specific Gravity (H20=1): ~0.94-1.03

Percent Volatile by Volume (%): ~60-65%

Evaporation Rate (nBuOAc=I): Unknown

Freezing Point: N/A

pH (1% solution): ~11

Solubility in Water: Nearly 100%

Reserve Alkalinity: 10.8

SECTION X - STABILITY AND REACTIVITY

Possible Hazardous Reactions/Conditions: None known

Conditions to Avoid: None

Materials to Avoid: None

Hazardous Decomposition Products: None known

Other Recommendations: None

SECTION XI - TOXICOLOGICAL INFORMATION

See sections III and IV
Cascade Saturn Powder is expected to exhibit a generally low order of acute toxicity. It may be irritating to
mucous membranes and the gastrointestinal tract, but it is not known to be corrosive. It is expected to be
emetic. Estimated Acute Oral LD,o (rat): > 2 g/kg.

SECTION XII - ECOLOGICAL INFORMATION

No issues. This product is safe for septic tanks and would not pose an environmental threat unless high product
concentrations were dumped into water.

SECTION XIII - DISPOSAL CONSIDERATIONS

Waste Disposal Method: Disposal is to be performed in compliance with Federal, state and local regulations.
Household solutions may be disposed of in sewer. Dry product waste can be landfilled if local restrictions allow.

SECTION XIV - TRANSPORT INFORMATION

No transportation issues

3
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CASCADE POWER AUTOMATIC DISHWASIDNG DETERGENT MSDS (Continued) Page 4 of 4

SECTION XV - ADDITIONAL REGULATORY INFORMATION

All components are listed on the US TSCA Inventory.

This product has been classified with Hazard Criteria of the Canadian Control Products Regulation (CPR) and this
MSDS contains all information required by the Canadian Products Regulation.

SECTION XVI - OTHER INFORMATION

*N/A - Not Applicable *N/K - Not Known

The submission of this MSDS may be required by law, but this is not an assertion that the substance is hazardous
when used in accordance with proper safety practices and normal handling procedures. Data supplied is for use
only in cormection with occupational safety and health.

The information contained herein has been compiled from sources considered by Procter & Gamble to be
dependable and is accurate to the best of the Company's knowledge. The information relates to the specific
material designated herein, and does not relate to the use in combination with any other material or any other
process. Procter & Gamble assumed no responsibility for injury to the recipient or third persons, for any damage
to any property resulting from misuse of the controlled product

4
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Ingeltlon: Note)(pected to be harmful ifswallowed.
It,h.I.tlon: Notexpected to behermfullf inhaled, ContaIns a petroleum-based mineral all.Maycause respiratory
irritation or other S'ulmona,y effectsfollowing prolonged or repeated inhalation of oil mistat airborne level50 abo'lle
ttKlreeommaMfld mineraI oil mist exposure limit. symptoms of respirator; irritation mayInclude coughing and
dtffieulty breathing,

"if

Page 10f6

=
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Erma

IMMEDIATE HEAL.TH EFFECTS
Eye; Nol~Ptet.d to (:.Iu,. prclonged or significant eye irritation.
Skin: Contact with the .kln:isnotexpected tocause prolonged orsignificant irritation. Cont~ct with the skin isnot
expected toeauleanallergic akin response. Not expected tobe harmful to internal organsifabsorbed through
the skin. Hlgh-PftMure eq~iprnent Information: Aeeldental high-valoeity InjectIon u~der thesld,n of materials, 0.',
IhII~pe ma~ reiutiln sel1quB lnjwy. Seek madieal attention atonce snould an accident like thiS ~cc~r, The Initial
wound atthe InjectiOn site f;nIY not appear tobe serious atflrst but, if leftuntreated, could result Ind.sflgurement
Of. emputation ofthe affected part.

7 ~--Il
~ECT'ON 2COMPOSITION/INFORMATION ON INGREDIENTS

.--

COMPONENTS CAS NUMBER AMOUNT

t-lighty refined mineral oil (C16• C50) Mi:lCture 70 ..80%weight

Pofyurea thicKener 10- 20%weight

_CTION 1 PRODUCT AND COMPANY IDENTIFICATION

Chevron Black Pearl® GreaseEP

PtoductUte: Greaae
Ptoduet Number(I): CPS254S90, CPS26~591, CPS254592
Synonyml~ Chevron Black'Pearl!) Grease EPNLGI 0, Chevron Black PElarl~ Grease EP NLGI 1,Chevron Black
Ptl~ Grease EPNLGI 2
Company Identification
CMvronTexaco Global LUbricants
8001 BQllinger Carlyon Rd.
Sin Ramon, CA94583
Umteo States of America
WWtN.chevron-Iubricants.cem

Material Safety Data Sheet

, Transportation Emlrgencv Response
CHEMTREC: (800) 424w9300 or (703)527-3887
H,alth Emergency
ChevronTexaeo Emergency Information Center: located in theUSA. International cotleetcallsaceepted. (800)
2:11-0623 or (610) 231..Q623
PtOduct Informltlon
omitl: IlJbemsdl@ehe"rontexaco,com
Product InformltiOn~ (SOO) LUBE TEK
MSOS Reql.leets: (SOO) 4140.6737

"Material Safety Data Sheet
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_GeTtON 6 FIRE FIGHTING MEASURES

Material Safety Data Sheet

II SECT~. 4 FiRST AI~ ~EASURES •

FIRE CLASSIFICATiON:
. OSHA Classification (29 CFR 1910.1200); Notclassified by OSHA 8S flammable or combustible.

NFPA RATINGS: Health: 0 Flammability: 1 Reactivity: 0

:i:.:. F~MMABlE PROPERTIES:
;~:} .~hpoh't: (CIevehJnd Op,n Cup) 246°C (475 fiF) (Min)
(./.... ;.: A._Itnltlon: N~ Cata AvaUab\e
~~( .Flimmablllty (l:xplollvt) Limb (% by volume In Ilr'): Lower: Not Applicable Upper: NotApplicable
~ • I

:;i,:( .. Q11NOUI8HINO.MEDIA: ~,. wlter fog. foam, dry chemical or carbon dioxide (C02) to extinguish flames.
~:i:·~ .. ~OTECnON OF ~IRe FIOtiTlft$:
'ii::,IIOhtlng IllJb'uctlon,,: Thia materiel will bum.allt10ugh it isnot easily igni~ed. For fir.. 1~\Iolving this ,:"alerial.

::~;.,;:" '. ,'!~:.n.r any enclosed orconfined flre space without proper protective equipment, Including self"conlamed
/::';' '. tnQ appar.tul. ;
Pi:.' ~mbu'tlon Product;: Hj~hly dependent on combustion conditions, A complex mixture of airborne solids,
"; HQuldl. and gIS,. ineJuding carbon m<moxlde, carbon dioxide. and unidentified organic compounds will be

.;r;' evolved when this matenal unde oes combustion. CombustIon rna form oxides of: Nitro en .
'~~" . .
::i~:: ~ECTION eACCIDENTAL RELEASE MEASURES ~__
·t .: :. ctlve MtI.UrtI: Ilmlnate all sources of ignition invicinity ofspilled material. .............._,--,
(,.:., eplll Managem,nt: Stop the IOUree ofthe releas. Ifyou can do it without risk. Contain release to prevent further

If,:,,: . oontamlnetlon ofIOU. surfa98 waltr orgroundwater. Clean up spill as soon as possible. observing precautions in
~..:.. ~ure ControlaIPeraon~U Protection. Use appropriate techniques such as applying non..comb~$tible abso~bent
i~i.. "'-Itenals orpumping. 'Where feasible and appropriate t remove contaminated $011. Place contaminated materials
:'.:.' '. In·.posable contllners .nd dispose ofIn a manner consistent with applieable regulations, Clean upspills

';~.:' ~j8tetyl ob.,rYtng ;prebauti<>n8 in Exposure Contrail/Personal Protection section.
,F! "'POrting: Report 'piU, to'tocalluthorltiesand/or the U,S. Coast Guard's National Response Center at (800)
~:'i' 04 tWao2 as I ro nate or, ulrld.

.. :IIECTION 7 HANDLING ~ND STORAGE __:oJ
ILo. ... A ... ~ u .......m....a t ....r..._l.I....... Au£;~U!J.Q~ll~"aJ.~}}~ll1e~,.sl'lllfiL\~~W'm:3h:ari~! into 8ewaa~~IMrtl.Gl:PSE001355

. Eye: Nospecific first aid measures are required. Asa precaution, remove contact lenses. if worn, and nush eyes
with water.

. 'kin: Nospecific firstaid measures are required. Asa precaution, remove Clothing and shoes If contaminated, To
:::: remove the material from skin,. applya waterless hand cleaner. mineral oil, or petroleum jelly. Then washwith
~;i..!·, IQIP and water. Dilcard contaminated clothing and shoes orthoroughly clean before reuse. .
",;'.' ·lnQHtlon: No specific first aid messures are required. 00not induce vomiting. As a precaution. getmedltal
':'"'' . flUIIh.1_
c:,: ..,,~.

~'.::' Inhll.tion~ Nospecific first aid measures are required. If exposed to exeessive levels of material in the alrt move
':.>: .the exposed person to fres~ air. Getmedical attention if coughing or respiratory discomfort occurs.
.. . ~ to Physicians: In anaccident involving high..preslure equipment. this product may be injected under.tne

•. Such an accident may. result in a smalt, sometimes bloodless t puncture wound. t-towever, because of ttl
drlvlng force. material injected into a fingertip can be deposited into the palm of the hand. Within 24 hours, there is
utulUy 8 great deal ofswelling, discoloration. and intense throbbing pain. Immediate treatment at a surgical

ene center Is recommended,



BtIlIC Hazlra: tleetrOStatl~ cnarge may accumUlate ana creaie I naz;itrQQU~ wm,mrvJJ Wi IVII r Iiii I 1101111 111 ",.'"

mllterial. To minimize this hazard, bonding and grounding may be necessary but may not. by themsetves, be
IUfficient. Review an operations whiCh have the potential ofgenerating and accumulating an electrostatic charge
aMlor aftammanl. atmosphere (including tank and container fiUing, splash fining. tankcleaning. sampling.
gauging. 'Witch loading, flltering. mixing, agltat\on. and vacuum truck operations) and use appropria(e mitigating

httpS:liwW\V.cbestche vron,com/nlsdsScrver/controllcr?module~com.chevron.lubcslmsds.,., 10/26/2006
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eMmleaISt.bUlt)': Thl$ material is considered stable under normal ambient and anticipated storage and

https:llwww.cbest.chev!on.com/msdsServer/controller?modu)e~com.chevron.lubes, msds.... 10126/2006

Attentioi'1: the date below are typical values and donot constitute a specification.

Color: Black
PhplcI1 StltI: Slml-tolid
Odot: Petroleum odor
pH: NotAppUeat;lle
V.por Pr••lIrt: <1 mmHg C 40 8C (104-F)
Vapor Den.tty (Air. 1): >:1
IotUng Point: >31t,;ClC (5~"'F)

$ioIubmty~ Solublt In h~drQcarbon.; insoluble inwater
.lIns Point: ~5·C (401:IF) (Min)

. I : No d availa~e

I~OINI!ERING CONTROLS:
Ute Inawell-vuntilatrid Brea.

Material Safety Data Sheet

.IECTION 8 EXPOSURE CONTROLSfPERSCNAl PROTECTION

RAL CONSIDERATiONS:
COnsider the potential halai'dsof this material (see Section 3), applicable exposure limIts, jobactivities, end other

· subtlances in 'hework place when designing engineering controls and selecting personal protective equip'!'ent If
~eerlng controls orworkPl'8ctices arenot adequate to prevent exposure to hsrrnfullevels of this mateflsl, IhfJ
~I prob.l::tive equipment listedbelow is reccmmended The usershould read and understand all
lnetruetiona andlimitations &u~pUed with theequipment sinet proteotion ie usually prolJlded fora limited time or
under cerial,., circumstances.

nt STEL. a.llin Notation

IECTION 10 STABlLln: AND REACTIVITY

refi,*, miner. 10 m 1m3

procedures. For more information, refer toasHA Standard 29 CFR 1910,106, 'Flammable and Combustible
· l.lqulds\ National Fire Protection Association (NFPA 77, 'Recommended pf·actice on Static Electricity', and/or the
American Petroleum InstItute (API) Recommended Practioe 2003, 'Protection Against 19nitiorts Arising Out of

: Static, Lightning, and Stray Currents',
COntainer Warnings: Container js notdesigned tocontain pressure. Dcnotusepressure toempty c:ontalner orit
may rupture wIth E!)(plosive force. Empty contaIners retain product residue (solid. liquid, and/or vapor) and can be

· dangerou&. 00 not pre&iurize, cut.weld, braze, solder. drill, grind, or expose such containers to heat, flame,
.f1($, statio el$ctticity, or other sources of ignition, Theymay sxplode andcause injury or death, Empty
t6ntlllners should be completely drained, properly closed, andpromptly returned to a drum reconditioner or
d" cI 01 ro rl.

P~~ONALPROTECTIVE EQUIPMENT
· IrtIFlceProtection: Nospecial eye protection i$ normally required, INhere splashing is possible, wa~r safet)l·_lIeS wUh side shields ai a good 81fety practice,."1\ Protection; Nospecial prQteetlve elcthing is normally required. \Nhere splashing is pO$$ible. select
.. ~tl\le clothing dependif,lg on operations CQnductedt physical requirements and othersubstances in the
·~. Syggested mat_rIal. forprotoeetlvB glovesinclude: Neoprene, Nitrile Rubber, SilverShield, Viton .
.....fllory Protection: Np respiratory protection isnQrmally required,

. If UHf operaUon~g.n.~ateanoil mist, determine if airborne concentrations arebelowthe occupational exposure
,~ formineral ell mist. If ~ot. weir an apJ:lroved ~esplrator that provides adequate protection from the measured
.' conoentrations Of this matetlal. Forair"purifying I'Ispirators use a partlculate cartridge.

U"·t& positive ptehure alr~.upplvtng respirator ineiroumstences wt1ere air-purifying respirators may not provide
· acIIquat" protection.

. iiona' b Urtl Limits:
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e.4

HcT10N 1) DlSPOSAL:CONSIDERATIONS

The dtscrlption shown may notIPpIy toallshipping situations. Consult 49CF"1 or appropriate Oanger.ous GO~dS
Rlgulttion$, foradditional desoriptlon requirements (e,g., technical name) andmode-SpeCifi<i orquantity-specific
~ng requ1rernenta.
DOT StdJtplng belcrlptlon: PETROLEUM LUBRICATING GREASE\ NOT REGULATED AS A HAZARDOUS
~TERIAl

IIIOIIAfOG ShfpplngD.sCriptlon: PETR.OLEUM LUBRICATING GREASE, NOT REGULATED AS A

~RONMENTALFATE.
mlterilll il not x ~ to be readi! biod fadable.

Use mattrial forItt Intend~ purpose or recycle Ifpossible. Oil colleenon services are available for used oil
. rtqCIitlg ordisposal. P*e contaminated materials incontainers and dispose of in a manner consistent wittl
. appllelble regulations. Co~taet yoursales representative orlocal environmentilll or health authorities forapproved
~I orrecyCling methdde.

Materia) Safety Data Sheet

~dftng conditions oftemperature and pressure,
incompatIbility With Oth.r Material.: May react with strong acids orstrong oxidizing agents. such as chiorates,
nlttllel, peroxides. etc.
HPardoua Decomposition Productl~ None known (None expected)

.H rdow Pol merlzatlon: Hazardous I merlzatlon willnotoccur,

.: HenON 121!COLOGKiAL INI'ORMATION" : ' ~_._~=:.J

ECOTOXICITV .
~,to)(tcity of this material ,to aquatic organisms has not been evaluated. Consequently, this material $MQuld be

: kjin cutof sewage and drainage sysh!lms and allbodies 01 water.

IECTlON 11 TOXICOLOGICAl. INFORMATION ~......--" _:~':J

. IMMECIATI: HEALTH EFFECTS
!)fe ·lrrU.tlon: The eve irritation hazard h$ based on evaluation ofdata forsimilar materials orproduct
components
Skin trrltltiom Theskin Irritation hazard is based on evaluation of data tor similar materials Qr product
~ents,

akin Sln.ltll_tlon: The skinMnsitizatlon hazard is based onevaluation ofdatafor similar materials or ~roduct
components,

.Ac~. Oermal Toxicity: Theacutedermal toxicity hazard is based onevaluation of data forsimilar materials or
product components.
Acute Or.'Toxlc:lty: Theacute oral to)cieity hazard isbased onevaluation ofdatafor similar materials or product
eompontr'lts.
Acute inhalation Toxicity: The aeute inhalation toxicity hazard is based on evaluation of d~ti:'l for similar
mtterlals orpfOduc:t eompcnents.

ADDITIONAL TOXICOLOGY INFORMATION:
.;...: lb'- product contains petroleum base ails which may be refined byvariou$ processes including severe solvent

, ~QnlleVere hydrocra~klng, orsevere hydrotreating, None ofthe oils requires a cancer warning under the
· OSHA Hazsrd Commu~ication Standard (29 eFR 1910.1200). These ollshave not been listed In the National
· T~)(lcolagV Program (NTP) Annuel Report nor have they been classified by the International Agenoy fOl' Researeh
· ~ ClJ!'1cer (lARC) aa; ~rclt1ogenk; tohumans (Group 1)1 probably carcinogenic to humans (Group 2A), or
.~.lbty carolnoQllu,,~ to~u.manl (Group 26). These oils have notbeen classified by theAmerieen Conference of
, ~mi!~tallndu.•tfia' H~gieni$\1 (ACGI H) as: confirmed nurnan carcinogen (A1). suspected human carcinogen
..... .: ·or conti . In I e inc enwith unknown relevance to humans A3 .
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-,CTION 11 011iER INFORMATION

No components of this material were found en the regulatory lists abo\ie.

b.ttpS:IIW\i,~· .cbest.ehevrcn.comhnsdsServer/controllcr?module=com.chevron.lubes,msds ..,. lOi26/2006 ,I.

Page 50f6

wH'MI& CLASSIFICATION:
". product is t'lOt oonsldered II controlled product according to the criteria of the Canadian Controlled Products
~lltions,

RIVISION STATEMENT: This revision updates thefollowing sections et thlsMaterial Safety Data Sheet 2,8,9.16
R_vl,lon Dlte:07/0912004

CHEMICAlINVlNTORIES:
Atlcomponents complV with the foHowing ehemlclllnllentory requirements: DSL (Canada), EINECS(European
Union), TSCA (United Statffl),

DANGEROUS GOOD

ICAO/tA1A ShIpping Delcrlptlon: PETROLEUM LUBRICATING GREASE, NOT REGULATED AS A
DANGEROUS GOOD :

l!ubTtON 1~iGUL.ATORV INFORMATiON :: :~ _,_~_J

EPeRA 311/312 CATEGORIES: 1. Immediate (Acute) Health Effeots: NO
2.Delayed (Chronic) Health Effe<;ts: NO
3.Fire Hazard: NO
4. Sudden Release of Pressure Hazard: NO
5.Reactivity Hazard: NO

REGULATORY LISTS SEARCHED:
01·'-IARC Group 1 O:3aEPCRA 313
O1·2A-tARC Group 2A 04=CA Proposition 65
01..2S=tARC Group 2S 0611MA RTK
oa-NTPCareinogen ce-NJ RTK

01=PARTK

Material Safety Data Sheet

, ,
''/'',

,;'); : ,~,ormore co~n.nt. ~oe$ notcomply with the following chemical Inventory requirements: AleS (Australia),
:.:~ , II!C;SC (Chine), KEel (Korea)1 PICCS (Philippines),

t::: • JERSEY RTK CLASaIFICATlON:
~,i:'>,~r the New"'.v Rlg~t·tcH<now ActL. 1983 Chapter ~15 N.J.S,A. 34:5A·1 at. seq" the preeuct isto be
:ir:: :ldMttfted aI folloWs:' PETROLEUM OIL (Gl'$sse)

','"

A RATINGS: Heelth~ 0Ffammability: 1 Reactivity: 0

":':, _S RATINGS: Health',':Ftammabmty: 1 Reactivity: 0
, (o.wat, '.Slight. 2-Moderete j 3-High. 4·Extreme. PPE:- Personal Protection Equipment Index recommendation.

*~ Chronic EffKt IndicatOr)., TheM villu•• art ob1Sined using the guidelines or published evaluatiofi$prepared by
the National Fire Protection Auoeiatlon (NFPA) or the National Paint and Coating Association (for HMIS ratings).

LABEL RECOMMENDATION;
Leel Category: GREASE :1
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E~onMobn

ATION'

Negl g entation 10 skin atambient t~mperSlture&. Based on
.....Iment ofthe com nenta.

Mlnlmafty Toxic:, Based on test date for &truc1uflllly slmlla~'
mltorials.

Minimally TOlcic. Based ontestdata for$tructurally similar
mlt,rtale,

Negligible 'hazard fitambient/normal handling temperatures.
Sand on."esamel'ltofthe com onenls.

Minimall oxic. Based on ISSIlUiSffltimt of tne eern l'1enl$,

: Me)' ceU8t mild, short·lntingdiscomfort to eyes. Based on
, I.sesamenl ofthe com nents. __~

~na\''''\Ofmatiol'l \s aV8~ab1e by request.

'::', ,C.-oNIC/OTHER EFFECTS
':., 'Contain.: '

Synthetic bait oils: Notexpected tocause significant health effects under cot'ld!tions of nor~~1 use, based on
laboratory ItUdlelwith the same orsimilar materials, Not mutQgenlc or genoloxlo. Not sensltlzmg In test
animals and human...

i

!i,~161:1 '. ~ '>':i' ",,..,,, : lTABllJTV AND RI!ACTlVri)' :

'?:ITAS'LITV: Matenalls stable Ynder normal eonditions,s
~:':'CONDITlONS TOAVOlD: E)(cessive heat. High energy sources of Ignition.
~ ,

::""MAtERlALS TO AVOID: Strong oxldlZel1i

,i:/-HAiARDOU8 DECOMPOSITION PRODUCTS: Material does not decompose atambient temperature!,
~ , .

~;~~MAlARDOUS POLVMERIZATION: Willnotoccur,
,:4\_;:;: .. :,:..

~~~:
t
"'~>Product Name: MOBILITH SHe 220
!>',~ Oate: OSAug2005
/ P.6of8

~;.r::

I~"~.. I. Sf

""~::.. Vlscoslty~ 220 cSt (220 mmlllsec) at 40 -c
,). O.ddtzlng Propertl.,: SeeSection, 3,15, -e.
~,:.OTHeR INFORMATION
~, " Fretzlng Point: NfD

MeltingPoint: NIO

NOTE: Most physioal properties above are forthe oilcomponent In the material.
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Material Safety Data Sheet
1SECTION 1 PRODUCT AND COMPANY IDENTIFICATION

Chevron Open Gear Grease
Product Use: Grease
Product Number(s): CPS230002
Company Identification
ChevronTexaco Global Lubricants
6001 Bollinger Canyon Rd.
San Ramon, CA 94583
United States of America
www.chevron-lubricants.com

Transportation Emergency Response
CHEMTREC (800) 424-9300 or (703) 527-3887
Health Emergency
ChevronT exaco Emergency Information Center: Located in the USA International collect calls accepted. (800) 231-0623 or (510) 231-0623
Product Information
email: lubernsdS@chevrontexaco.com
Product Information: (800) LUBE TEK
MSDS Requests (800) 414-6737

1SECTION 2 COMPOSITION/ INFORMATION ON INGREDIENTS

I

160 - 80 %weight

1AMOUNT

r-----------------------r--------1 1O _30 %weight

Ir-
I-

- -5-O/'-' w-e-i-g-ht-------1

r-----------------------r--------I
I

_5 %weight

1COMPONENTS 1CAS NUMBER

1Asphalt 18052-42-4

1Highly refined mineral oil (CIS - C50) 1Mixture

1SECTION 3 HAZARDS IDENTIFICATION

1Graphite 17782-42-5

1Molybdenum disulphide 11317-33-5

************************************************************************************************************************

EMERGENCYOVERVIEW

- CAUSES EYE IRRITATION
************************************************************************************************************************

IMMEDIATE HEALTH EFFECTS
Eye: Contact with the eyes causes irritation. Symptoms may include pain, tearing, reddening, swelling and impaired vision.
Skin: Contact with the skin is not expected to cause prolonged or significant irritation. Contact with the skin is not expected to cause an allergic skin
response. Not expected to be harmful to internal organs if absorbed through the skin. High-Pressure Equipment Information: Accidental high-velocity
injection under the skin of materials of this type may result in serious injury. Seek medical attention at once should an accident like this occur. The
initial wound at the injection site may not appear to be serious at first; but, if left untreated, could result in disfigurement or amputation of the
affected part.

Ingestion: Not expected to be harmful if swallowed.
Inhalation: Not expected to be harmful if inhaled. Contains a petroleum-based mineral oiL May cause respiratory irritation or other pulmonary
effects following prolonged or repeated inhalation of oil mist at airborne levels above the recommended mineral oil mist exposure limit. Symptoms
of respiratory irritation may include coughing and difficulty breathing.

1SECTION 4 FIRST AID MEASURES

Eye: Flush eyes with water immediately while holding the eyelids open. Remove contact lenses, if worn, after initial flushing, and continue flushing
for at least 15 minutes. Get medical attention if irritation persists.
Skin: No specific first aid measures are required. As a precaution, remove clothing and shoes if contaminated. To remove the material from skin,
apply a waterless hand cleaner, mineral oil, or petroleum jelly. Then wash with soap and water. Discard contaminated clothing and shoes or
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thoroughly clean before reuse.
Ingestion: No specific first aid measures are required. Do not induce vomiting. As a precaution, get medical advice.
Inhalation: No specific first aid measures are required. If exposed to excessive levels of material in the air, move the exposed person to fresh air. Get
medical attention if coughing or respiratory discomfort occurs.
Note to Physicians: In an accident involving high-pressure equipment, this product may be injected under the skin Such an accident may result in a
small, sometimes bloodless, puncture wound. However, because of its driving force, material injected into a fingertip can be deposited into the palm
of the hand. Within 24 hours, there is usually a great deal of swelling, discoloration, and intense throbbing pain. Immediate treatment at a surgical
emergency center is recommended.

ISECTION 5 FIRE FIGHTING MEASURES

FIRE CLASSIFICATION:
OSHA Classification (29 CFR 1910.1200): Not classified by OSHA as flammable or combustible.

NFPARATINGS: Health: 0 Flammability: 1 Reactivity: 0

FLAMMABLE PROPERTIES:
Flashpoint: (Cleveland Open Cup) 204°C (399 OF) (Min)
Autoignition: > 316°C (> 601°F)
Flammability (Explosive) Limits (% by volume in air): Lower: Not Applicable Upper: Not Applicable

EXTINGillSHING MEDIA: Use water fog, foam, dry chemical or carbon dioxide (C02) to extinguish flames.

PROTECTION OF FIRE FIGHTERS:
Fire Fighting Instructions: This material will burn although it is not easily ignited. For fires involving this material, do not enter any enclosed or
confined fire space without proper protective equipment, including self-contained breathing apparatus.
Combustion Products: Highly dependent on combustion conditions. A complex mixture of airborne solids, liquids, and gases including carbon
monoxide, carbon dioxide, and unidentified organic compounds will be evolved when this material undergoes combustion. Combustion may fonn
oxides of: Nitrogen.

ISECTION 6 ACCIDENTAL RELEASE MEASURES

Protective Measures: Eliminate all sources of ignition in vicinity of spilled material.
Spill Management: Stop the source of the release if you can do it without risk. Contain release to prevent further contamination of soil, surface
water or groundwater. Clean up spill as soon as possible, observing precautions in Exposure Controls/Personal Protection. Use appropriate
techniques such as applying non-combustible absorbent materials or pumping. Where feasible and appropriate, remove contaminated soil. Place
contaminated materials in disposable containers and dispose of in a manner consistent with applicable regulations. Clean up spills immediately,
observing precautions in Exposure Controls/Personal Protection section.
Reporting: Report spills to local authorities and/or the US. Coast Guard's National Response Center at (800) 424-8802 as appropriate or required.

ISECTION 7 HANDLING AND STORAGE

Precautionary Measures: Do not get in eyes.
General Handling Information: Avoid contaminating soil or releasing this material into sewage and drainage systems and bodies of water.
Static Hazard: Electrostatic charge may accumulate and create a hazardous condition when handling this material. To minimize this hazard, bonding
and grounding may be necessary but may not, by themselves, be sufficient. Review all operations which have the potential of generating and
accumulating an electrostatic charge and/or a flammable atmosphere (including tank and container filling, splash filling, tank cleaning, sampling,
gauging, switch loading, filtering, mixing, agitation, and vacuum truck operations) and use appropriate mitigating procedures. For more information,
refer to OSHA Standard 29 CFR 1910.106, 'Flammable and Combustible Liquids', National Fire Protection Association (NFPA 77, 'Recommended
Practice on Static Electricity', and/or the American Petroleum Institute (API) Recommended Practice 2003, 'Protection Against Ignitions Arising Out
of Static, Lightning, and Stray Currents'.
Container Warnings: Container is not designed to contain pressure. Do not use pressure to empty container or it may rupture with explosive force.
Empty containers retain product residue (solid, liquid, and/or vapor) and can be dangerous. Do not pressurize, cut, weld, braze, solder, drill, grind, or
expose such containers to heat, flame, sparks, static electricity, or other sources of ignition. They may explode and cause injury or death. Empty
containers should be completely drained, properly closed, and promptly returned to a drum reconditioner or disposed of properly.

ISECTION 8 EXPOSURE CONTROLSfPERSONAL PROTECTION

GENERAL CONSIDERATIONS:
Consider the potential hazards of this material (see Section 3), applicable exposure limits, job activities, and other substances in the work place when
designing engineering controls and selecting personal protective equipment. If engineering controls or work practices are not adequate to prevent
exposure to harmful levels of this material, the personal protective equipment listed below is recommended. The user should read and understand all
instructions and limitations supplied with the equipment since protection is usually provided for a limited time or under certain circumstances.

ENGINEERING CONTROLS:
Use in a well-ventilated area.

PERSONAL PROTECTIVE EQillPMENT
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Eye/Face Protection: Wear protective equipment to prevent eye contact. Selection of protective equipment may include safety glasses, chemical
goggles, face shields, or a combination depending on the work operations conducted.
Skin Protection: No special protective clothing is normally required. Where splashing is possible, select protective clothing depending on operations
conducted, physical requirements and other substances in the workplace. Suggested materials for protective gloves include: Neoprene, Nitrile
Rubber, Viton,
Respiratory Protection: No respiratory protection is normally required.
If user operations generate an oil mist, determine if airborne concentrations are below the occupational exposure limit for mineral oil mist. If not,
wear an approved respirator that provides adequate protection from the measured concentrations of this material. For air-purifying respirators use a
particulate cartridge.
Use a positive pressure air-supplying respirator in circumstances where air-purifying respirators may not provide adequate protection.
Occupational Exposure Limits:

IComponent IAgency ITWA Is TEL ICeiling INotation

IAsphalt IACGIH 1.5 mg/m3 1-- 1-- 1--
IGraphite IACGIH 12 mg/m 3 1-- 1-- 1--
IGraphite IOSHA Z-1 15mg/m3 1-- 1-- 1--
IHighly refined mineral oil (CIS - CSO) IACGIH 15mg/m3 110 mg/m3 1-- 1--
IHighly refined mineral oil (CIS - CSO) IOSHA Z-1 15mg/m3 1-- 1-- 1--
IMolybdenum disnlphide IACGIH p mg/m 3 1-- 1-- 1--
IMolybdenum disnlphide IOSHA Z-1 15mg/m3 1-- 1-- 1--
The ACGIH TLV is 0.5 mg/m3 as the benzene extractable portion of the inhalable fraction of asphalt fume. The TLV may also be determined by
unspecified 'equivalent' methods.

ISECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Attention: the data below are typical values and do not constitute a specification.

Color: Black
Physical State: Semi-solid
Odor: Petroleum odor
pH: Not Applicable
Vapor Pressure:
Vapor Density (Air = 1): > 1
Boiling Point: No Data Available
Solubility: Negligible
Freezing Point: Not Applicable
Density: 0.97
Viscosity: No data available

ISECTION 10 STABILITY AND REACTIVITY

Chemical Stability: Material is dangerously unstable. See 'Conditions to Avoid' and/or 'Incompatibility With Other Materials' in this section.
Incompatibility With Other Materials: May react with strong acids or strong oxidizing agents, such as chlorates, nitrates, peroxides, etc.
Hazardous Decomposition Products: None known (None expected)
Hazardous Polymerization: Hazardous polymerization will not occur.

ISECTION 11 TOXICOLOGICAL INFORMATION

IMMEDIATE HEALTH EFFECTS
Eye Irritation: The eye irritation hazard is based on evaluation of data for similar materials or product components.
Skin Irritation: The skin irritation hazard is based on evaluation of data for similar materials or product components.
Skin Sensitization: The skin sensitization hazard is based on evaluation of data for similar materials or product components.
Acute Dermal Toxicity: The acute dermal toxicity hazard is based on evaluation of data for similar materials or product components.
Acute Oral Toxicity: The acute oral toxicity hazard is based on evaluation of data for similar materials or product components.
Acute Inhalation Toxicity: The acute inhalation toxicity hazard is based on evaluation of data for similar materials or product components.

ADDITIONAL TOXICOLOGY INFORMATION:
There is concern about the carcinogenicity of chemical compounds found in asphalts. The International Agency for Research on Cancer (TARC)
reviewed the carcinogenic potential of asphalts in 1985 and again in 1987. At that time, they concluded there was inadequate evidence to decide that
asphalts were carcinogenic to humans. Overall, findings from health monitoring studies of asphalt workers are not conclusive. However, asphalt
fume condensates and certain chemical components of asphalt fume have been shown to cause cancer in mice when repeatedly applied to the skin
and allowed to remain on the skin for a prolonged period of time. In addition, asphalt fume condensates have been shown to be weakly positive in
Ames mutagenicity tests. Skin contact and breathing of fumes, mists and vapors should be reduced to a minimum.
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This product contains petroleum base oils which may be refined by various processes including severe solvent extraction, severe hydrocracking, or
severe hydrotreating, None of the oils requires a cancer warning under the OSHA Hazard Communication Standard (29 CFR 1910.1200). These oils
have not been listed in the National Toxicology Program (NTP) Annual Report nor have they been classified by the International Agency for
Research on Cancer (TARC)as; carcinogenic to humans (Group I), probably carcinogenic to humans (Group 2A), or possibly carcinogenic to
humans (Group 2B). These oils have not been classified by the American Conference of Governmental Industrial Hygienists (ACGIH) as: confirmed
human carcinogen (AI), suspected human carcinogen (A2), or confirmed animal carcinogen with unknown relevance to humans (A3).

ISECTION 12 ECOLOGICAL INFORMATION

ECOTOXICITY
The toxicity of this material to aquatic organisms has not been evaluated. Consequently, this material should be kept out of sewage and drainage
systems and all bodies of water.

ENVIRONMENTAL FATE
This material is not expected to be readily biodegradable.

ISECTION 13 DISPOSAL CONSIDERATIONS

Use material for its intended purpose or recycle if possible. Oil collection services are available for used oil recycling or disposal. Place contaminated
materials in containers and dispose of in a manner consistent with applicable regulations. Contact your sales representative or local environmental or
health authorities for approved disposal or recycling methods.

ISECTION 14 TRANSPORT INFORMATION

The description shown may not apply to all shipping situations. Consult 49CFR or appropriate Dangerous Goods Regulations, for additional
description requirements (e.g., technical name) and mode-specific or quantity-specific shipping requirements.

DOT Shipping Description: PETROLEUM LUBRICATING GREASE, NOT REGULATED AS A HAZARDOUS MATERIAL

IMO/lMDG Shipping Description: PETROLEUM LUBRICATING GREASE, NOT REGULATED AS A DANGEROUS GOOD

ICAOIIATA Shipping Description: PETROLEUM LUBRICATING GREASE, NOT REGULATED AS A DANGEROUS GOOD

ISECTION 15 REGULATORY INFORMATION I

EPCRA 311/312 CATEGORIES: I. Immediate (Acute) Health Effects: YES
2. Delayed (Chronic) Health Effects: NO
3. Fire Hazard: NO
4. Sudden Release of Pressure Hazard: NO
5. Reactivity Hazard: NO

REGULATORY LISTS SEARCHED

01-I~IARC Group 1
01-2A~IARC Group 2A
01-2B~IARC Group 2B
02=NTP Carcinogen

03~EPCRA 313
04=CA Proposition 65
05~MARTK

06'=NJ RTK
07~PARTK

The following components of this material are found on the regulatory lists indicated.

Asphalt OS, 06, 07
Graphite OS, 07
Molybdenum disulphide OS, 06

CHEMICAL INVENTORIES:
All components comply with the following chemical inventory requirements: AlCS (Australia), DSL (Canada), EINECS (European Union), IECSC
(China), KECI (Korea), FlCCS (Philippines), TSCA (United States).

One or more components does not comply with the following chemical inventory requirements: ENCS (Japan).

NEW JERSEY RTK CLASSIFICATION:
Under the New Jersey Right-to-Know Act 1. 1983 Chapter 315 NJS.A 34:5A-I et. seq., the product is to be identified as follows: PETROLEUM
OIL (Grease)

WHMIS CLASSIFICATION:
Class D, Division 2, Subdivision B: Toxic Material­
Skin or Eye Irritation

ISECTION 16 OTHER INFORMATION
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NFPARATINGS: Health: 0 Flammability: I Reactivity: 0

HMIS RATINGS: Health: I Flammability: I Reactivity: 0 PPE: B
(O-Least, I-Slight, 2-Moderate, 3-High, 4-Extreme, PPE:- Personal Protection Equipment Index recommendation, *- Chronic Effect Indicator). These
values are obtained using the guidelines or published evaluations prepared by the National Fire Protection Association (NFPA) or the National Paint
and Coating Association (for HMIS ratings).

LABEL RECOMMENDATION:
Label Category: GREASE 4

REVISION STATEMENT: This revision updates the following sections of this Material Safety Data Sheet: 1-16
Revision Date: 07/16/2004

ABBREVIATIONS THAT MAY HAVE BEEN USED IN TIDS DOCUMENT:

ITLV - Threshold Limit Value ITWA - Time Weighted Average

ISTEL - Short-term Exposure Limit IPEL - Permissible Exposure Limit

ICA S - Chemical Abstract Service Number

ACGIH - American Conference ofGovemment Industrial IIMOIIMDG - International Maritime Dangerous Goods Code
Hygienists

IAPI - American Petroleum Institute IMSDS - Material Safety Data Sheet

ICVX - ChevronTexaco INFPA - National Fire Protection Association (USA)

IDOT - Department ofTransportation (USA) INTP - National Toxicology Program (USA)

IIARe - International Agency for Research on Cancer IOSHA - Occupational Safety and Health Administration

Prepared according to the OSHA Hazard Communication Standard (29 CFR 1910.1200) and the ANSI MSDS
Standard (Z400.1) by the ChevronTexaco Energy Research & Technology Company, 100 Chevron Way,
Richmond, California 94802.

The above information is based on the data of which we are aware and is believed to be correct as of the
date hereof. Since this information may be applied under conditions beyond our control and with which
we may be unfamiliar and since data made available subsequent to the date hereof may suggest
modifications of the information, we do not assume any responsibility for the results of its use. This
information is furnished upon condition that the person receiving it shall make his own determination of
the suitability ofthe material for his particular purpose.
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Material Safety Data Sheet
I SECTION 1 PRODUCT AND COMPANY IDENTIFICATION

Chevron Starting Fluid (Spray Type)

Product Use: Fuel Additive
Product Number(s): CPS213105
Company Identification
Chevron Products Company
a division of Chevron U.S.A. Inc.
6001 Bollinger Canyon Road
San Ramon, CA 94583
United States of America
www.chevronlubricants.com

Transportation Emergency Response
CHEMTREC (800) 424-9300 or (703) 527-3887
Health Emergency
Chevron Emergency Information Center: Located in the USA. International collect calls accepted. (800) 231-0623 or (510) 231-0623
Product Information
email: lubemsds@chevron.com
Product Information (800) LUBE TEK
MSDS Requests (800) 414-6737

I SECTION 2 COMPOSITION/INFORMATION ON INGREDIENTS

I COMPONENTS [I CAS NUMBER [I AMOUNT [

I Diethyl ether [160-29-7 [175 - 90 %weight [

I Toluene (methylbenzene) [1108-88-3 [13 - 9.9 %weight [

Distillates, hydrotreated light naphthenic 164742-53-6 [11 - 4.9 %weight [

I Carbon dioxide [1124-38-9 [13 - 9.9 %weight [

'=================="[[II SECTION 3 HAZARDS IDENTIFICATION

************************************************************************************************************************

EMERGENCY OVERVIEW

- EXTREMELY FLAMMABLE AEROSOL
- CONTENTS UNDER PRESSURE
- HARMFUL OR FATAL IF SWALLOWED - MAY CAUSE LUNG DAMAGE IF SWALLOWED
- MAY BE HARMFUL IF INHALED - CAUSES HEADACHE, DROWSINESS, OR OTHER EFFECTS TO THE NERVOUS SYSTEM
- CAUSES EYE IRRITATION
- BIRTH DEFECT HAZARD - CONTAINS MATERIAL THAT MAY CAUSE BIRTH DEFECTS
- MAY CAUSE DAMAGE TO
- AUDITORY SYSTEM
************************************************************************************************************************

IMMEDIATE HEALTH EFFECTS
Eye: Contact with the eyes causes irritation. Symptoms may include pain, tearing, reddening, swelling and impaired vision.
Skin: Skin contact may cause drying or defatting of the skin. Contact with the skin is not expected to cause an allergic skin
response. Symptoms may include pain, itching, discoloration, swelling, and blistering. Not expected to be harmful to internal organs
if absorbed through the skin.
Ingestion: Because of its low viscosity, this material can directly enter the lungs, if swallowed, or if subsequently vomited. Once in
the lungs it is very difficult to remove and can cause severe injury or death.
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Inhalation: Intentional misuse by deliberately inhaling this material may be harmful or fatal. Contains a petroleum-based mineral oil.
May cause respiratory irritation or other pulmonary effects following prolonged or repeated inhalation of oil mist at airborne levels
above the recommended mineral oil mist exposure limit Symptoms of respiratory irritation may include coughing and difficulty
breathing.

DELAYED OR OTHER HEALTH EFFECTS:
Reproduction and Birth Defects: Contains material that may cause birth defects.
Target Organs: Contains material that may cause damage to the following organ(s) following repeated inhalation at concentrations
above the recommended exposure limit Nervous System Auditory System
See Section 11 for additional information. Risk depends on duration and level of exposure.

Eye: Flush eyes with water immediately while holding the eyelids open. Remove contact lenses, if worn, after initial flushing, and
continue flushing for at least 15 minutes. Get medical attention if irritation persists.
Skin: Wash skin with water immediately and remove contaminated clothing and shoes. Get medical attention if any symptoms
develop. To remove the material from skin, use soap and water. Discard contaminated clothing and shoes or thoroughly clean
before reuse.
Ingestion: If swallowed, get immediate medical attention. Do not induce vomiting. Never give anything by mouth to an unconscious
person. If swallowed, get medical attention. Do not induce vomiting. Never give anything by mouth to an unconscious person.
Inhalation: Move the exposed person to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. Get
medical attention if breathing difficulties continue.
Note to Physicians: Ingestion of this product or subsequent vomiting may result in aspiration of light hydrocarbon liquid, which may
cause rmeumonitis.

[SECTION 5 FIRE FIGHTING MEASURES II

FIRE CLASSIFICATION:
OSHA Classification (29 CFR 1910 1200). Flammable aerosol.

NFPA RATINGS: Health 2 Flammability 4 Reactivity 1

FLAMMABLE PROPERTIES:
Flashpoint: (Tagliabue Closed Cup ASTM 056) -45°C (-49 OF)
Autoignition: 180°C (356 OF) (Typical)
Flammability (Explosive) Limits (% by volume in air): Lower. 1.7 Upper. 48

EXTINGUISHING MEDIA: Dry Chemical, C02, AFFF Foam or alcohol resistant foam

PROTECTION OF FIRE FIGHTERS:
Fire Fighting Instructions: For fires involving this material, do not enter any enclosed or confined fire space without proper
protective equipment, including self-contained breathing apparatus.
Combustion Products: Highly dependent on combustion conditions. A complex mixture of airborne solids, liquids, and gases
including carbon monoxide, carbon dioxide, and unidentified organic compounds will be evolved when this material undergoes
combustion.

[ SECTION 6 ACCIDENTAL RELEASE MEASURES

Protective Measures: Eliminate all sources of ignition in the vicinity of the released aerosol.
Spill Management: Clean up spills immediately, observing precautions in Exposure Controls/Personal Protection section.
Reporting: Re[Jort s[Jills to local authorities as ap[Jro[Jriate or reCluired

[ SECTION 7 HANDLING AND STORAGE II
Precautionary Measures: This material presents a fire hazard. It can catch fire and burn so vigorously and persistently that it
creates a serious hazard. Do not get in eyes, on skin, or on clothing. Do not taste or swallow. Do not breathe vapor or fumes. Wash
thoroughly after handling. Keep out of the reach of children.
General Handling Information: Avoid contaminating soil or releasing this material into sewage and drainage systems and bodies
of water.
Static Hazard: Electrostatic charge may accumulate and create a hazardous condition when handling this material. To minimize
this hazard, bonding and grounding may be necessary but may not, by themselves, be sufficient Review all operations which have
the potential of generating and accumulating an electrostatic charge and/or a flammable atmosphere (including tank and container
filling, splash filling, tank cleaning, sampling, gauging, switch loading, filtering, mixing, agitation, and vacuum truck operations) and
use appropriate mitigating procedures. For more information, refer to OSHA Standard 29 CFR 1910.106, 'Flammable and
Combustible Liquids', National Fire Protection Association (NFPA 77, 'Recommended Practice on Static Electricity', and/or the
American Petroleum Institute (API) Recommended Practice 2003, 'Protection Against Ignitions Arising Out of Static, Lightning, and
Stray Currents'.

General Storage Information: DO NOT USE 'E~JiTdl&tiarnru~~Bbs?;PflIf<8rflflffi'nlJ. or hot surfaces. USE ~xTRlIbB~~'61N367



WELL VENTILATED AREA Keep container closed when not in use.
Container Warnings: Empty containers retain product residue (solid, liquid, and/or vapor) and can be dangerous. Do not
pressurize, cut, weld, braze, solder, drill, grind, or expose such containers to heat, flame, sparks, static electricity, or other sources
of ignition. They may explode and cause injury or death.

I SECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

GENERAL CONSIDERATIONS:
Consider the potential hazards of this material (see Section 3), applicable exposure limits, job activities, and other substances in the
work place when designing engineering controls and selecting personal protective equipment If engineering controls or work
practices are not adequate to prevent exposure to harmful levels of this material, the personal protective equipment listed below is
recommended. The user should read and understand all instructions and limitations supplied with the equipment since protection is
usually provided for a limited time or under certain circumstances.

ENGINEERING CONTROLS:
Use process enclosures, local exhaust ventilation, or other engineering controls to control airborne levels below the recommended
exposure limits.

~onent [~gency [ITWA [ISTEL [Ic eili ng [INotation [

Ic arbon dioxide [IACGIH [1:000ppm 11:0000ppm 1-- [1-- [(weight) (weight)

ICarbon dioxide [IOSHA Z-1 [j9OOOfTlg/m3 [1-- [1-- [1-- [

IDiethyl ether [IACGIH [ I ~OO ppm 11:00ppm 1-- [1-- [(weight) (weight)

peihyl ether [lo SHA Z-1 [j12OOfTlg/m3 [1-- [1-- [1-- [
Distillates, hydrotreated light IACGIH [15 mg/m3 [110 mg/m3 [1-- [1-- [naphthenic

Distillates, hydrotreated light IOSHA Z-1 [15 mg/m3 [1-- [1-- [1-- [naphthenic

IToluene (methylbenzene) [IACGIH [@gp pm (weight)11-- [1-- [ISkin A4 [
IToluene (methylbenzene) [lo SHA Z-2 [ I ~OO ppm 1-- [300 ppm 11-- [(weight) (weight)

PERSONAL PROTECTIVE EQUIPMENT
Eye/Face Protection: Wear protective equipment to prevent eye contact Selection of protective equipment may include safety
glasses, chemical goggles, face shields, or a combination depending on the work operations conducted.
Skin Protection: Wear protective clothing to prevent skin contact Selection of protective clothing may include gloves, apron, boots,
and complete facial protection depending on operations conducted. Suggested materials for protective gloves include: Nitrile
Rubber, Polyvinyl Alcohol (PVA) (Note: Avoid contact with water. PVA deteriorates in water.).
Respiratory Protection: Determine if airborne concentrations are below the recommended occupational exposure limits for
jurisdiction of use. If airborne concentrations are above the acceptable limits, wear an approved respirator that provides adequate
protection from this material, such as: Supplied-Air Respirator, or Air-Purifying Respirator for Organic Vapors.
If user operations generate an oil mist, determine if airborne concentrations are below the occupational exposure limit for mineral oil
mist If not, wear an approved respirator that provides adequate protection from the measured concentrations of this material. For
air-purifying respirators use a particulate cartridge.
Use a positive pressure air-supplying respirator in circumstances where air-purifying respirators may not provide adequate
protection.
Occupational Exp.o•••s••u..re .L.lmit.•_s..:

I SECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Attention: the data below are typical values and do not constitute a specification.

Color: Colorless
Physical State: Liquid
Odor: Pungent
pH: Not Appl icable
Vapor Pressure: 538 mmHg @ 25°C (77 OF)
Vapor Density (Air =1): 2.5 (Approximate)
Boiling Point: 34.6°C (94.3°F) (Typical)
Solubility: 6 % (Approximate)
Freezing Point: -116°C (-176.8°F) (Typical)
Specific Gravity: 0.7
Viscosity: 0.24 cP @ 20°C (68°F)
Evaporation Rate: 37.5 (Approximate)
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[[ SECTION 10 STABILITY AND REACTIVITY [I

Chemical Stability: This material is considered stable under normal ambient and anticipated storage and handling conditions of
temperature and pressure.
Incompatibility With Other Materials: May react with strong acids or strong oxidizing agents, such as chlorates, nitrates,
peroxides, etc.
Hazardous Decomposition Products: None known (None expected)
Hazardous Polymerization: Hazardous ['olymerization will not occur.

[ SECTION 11 TOXICOLOGICAL INFORMATION

IMMEDIATE HEALTH EFFECTS
Eye Irritation: The eye irritation hazard is based on evaluation of data for similar materials or product components.
Skin Irritation: The skin irritation hazard is based on evaluation of data for similar materials or product components.
Skin Sensitization: The skin sensitization hazard is based on evaluation of data for similar materials or product components.
Acute Dermal Toxicity: The acute dermal toxicity hazard is based on evaluation of data for similar materials or product
components.
Acute Oral Toxicity: The acute oral toxicity hazard is based on evaluation of data for similar materials or product components.
Acute Inhalation Toxicity: The acute inhalation toxicity hazard is based on evaluation of data for similar materials or product
components.

ADDITIONAL TOXICOLOGY INFORMATION:
This product contains toluene.
GENERAL TOXICITY: The primary effects of exposure to toluene in animals and humans are on the central nervous system.
Solvent abusers, who typically inhale high concentrations (thousands of ppm) for brief periods of time, in addition to experiencing
respiratory tract irritation, often suffer permanent central nervous system effects that include tremors, staggered gait, impaired
speech, hearing and vision loss, and changes in brain tissue. Death in some solvent abusers has been attributed to cardiac
arrhythmias, which appear to be have been triggered by epinephrine acting on solvent sensitized cardiac tissue. Although liver and
kidney effects have been seen in some solvent abusers, results of animal testing with toluene do not support these as primary target
organs.
HEARING: Humans who were occupationally exposed to concentrations of toluene as low as 100 ppm for long periods of time have
experienced hearing deficits. Hearing loss, as demonstrated using behavioral and electrophysiological testing as well as by
observation of structural damage to cochlear hair cells, occurred in experimental animals exposed to toluene. It also appears that
toluene exposure and noise may interact to produce hearing deficits.
COLOR VISION: In a single study of workers exposed to toluene at levels under 50 ppm, small decreases in the ability to
discriminate colors in the blue-yellow range have been reported for female workers. This effect, which should be investigated
further, is very subtle and would not likely have been noticed by the people tested.
REPRODUCTIVE/DEVELOPMENTAL TOXICITY: Toluene may also cause mental and/or growth retardation in the children of
female solvent abusers who directly inhale toluene (usually at thousands of ppm) when they are pregnant. Toluene caused growth
retardation in rats and rabbits when administered at doses that were toxic to the mothers. In rats, concentrations of up to 5000 ppm
did not cause birth defects. No effects were observed in the offspring at doses that did not intoxicate the pregnant animals. The
exposure level at which no effects were seen (No Observed Effect Level, NOEL) is 750 ppm in the rat and 500 ppm in the rabbit.

This product contains petroleum base oils which may be refined by various processes including severe solvent extraction, severe
hydrocracking, or severe hydrotreating. None of the oils requires a cancer warning under the OSHA Hazard Communication
Standard (29 CFR 1910.1200). These oils have not been listed in the National Toxicology Program (NTP) Annual Report nor have
they been classified by the International Agency for Research on Cancer (IARC) as; carcinogenic to humans (Group 1), probably
carcinogenic to humans (Group 2A), or possibly carcinogenic to humans (Group 28). These oils have not been classified by the
American Conference of Governmental Industrial Hygienists (ACGIH) as: confirmed human carcinogen (A1), suspected human
carcinogen (A2), or confirmed animal carcinogen with unknown relevance to humans (A3).

[ SECTION 12 ECOLOGICAL INFORMATION [I

ECOTOXICITY
This material is not expected to be harmful to aquatic organisms. The ecotoxicity hazard is based on an evaluation of data for the
components or a similar material.

[I

ENVIRONMENTAL FATE
This material is not ex['ected to be readily biodegradable.

[[ SECTION 13 DISPOSAL CONSIDERATIONS

Use material for its intended purpose or recycle if possible. This material, if it must be discarded, may meet the criteria of a
hazardous waste as defined by US EPA under RCRA (40 CFR 261) or other State and local regulations. Measurement of certain
physical properties and analysis for regulated components rnav be necessary to make a correct determination. If this material is
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classified as a hazardous waste, federal law requires disposal at a licensed hazardous waste disposal facility.

[ISECTION 14 TRANSPORT INFORMATION [I

The description shown may not apply to all shipping situations. Consult 49CFR, or appropriate Dangerous Goods Regulations, for
additional description requirements (e.q., technical name) and mode-specific or quantity-specific shipping requirements.

DOT Shipping Description: AEROSOL, FLAMMABLE, N.OS(ENGINE STARTING FLUID), 2.1, UN1950
Additionallnformation:EACH CONTAINER NOT TO EXCEED 1 LITER

IMO/IMDG Shipping Description: UN1950, AEROSOLS, 2.1

ICAO/IATA Shipping Description: UN1950, AEROSOL, FLAMMABLE, ENGINE STARTING FLUID, 2.1

[ISECTION 15 REGULATORY INFORMATION

EPCRA 311/312 CATEGORIES: 1. Immediate (Acute) Health Effects YES
2. Delayed (Chronic) Health Effects YES
3. Fire Hazard: YES
4. Sudden Release of Pressure Hazard: YES
5. Reactivity Hazard: YES

[I

REGULATORY LISTS SEARCHED
01-1=IARC Group 1

01-2A=IARC Group 2A

01-2B=IARC Group 2B

02=NTP Carcinogen

03=EPCRA 313

04=CA Proposition 65

05=MA RTK

06=NJ RTK

07=PA RTK

The following components of this material are found on the regulatory lists indicated.

Carbon dioxide 05, 06, 07

Diethyl ether 05, 06, 07

Toluene (methylbenzene) 03, 04, 05, 06, 07

CERCLA REPORTABLE QUANTITIES(RQ)/EPCRA 302 THRESHOLD PLANNING QUANTITIES(TPQ):

:Component [~ponent RQ [@()Jl,ponent TPQ [IProduct RQ

[ilittlyl ether [1100 1bs [INone [ 1 ~1 1~1 ~l b~s~~~~
IToluene (methylbenzene) [11000 Ibs [INone [111111 Ibs

CHEMICAL INVENTORIES:
All components comply with the following chemical inventory requirements: AICS (Australia), DSL (Canada), EINECS (European
Union), ENCS (Japan), IECSC (China), KECI (Korea), PICCS (Philippines), TSCA (United States).

NEW JERSEY RTK CLASSIFICATION:
Refer to components listed in Section 2.

WHMIS CLASSIFICATION:
Class B, Division 5: Flammable Aerosols
Class D, Division 2, Subdivision A: Very Toxic Material ­
Teratogenicity and Embryotoxicity
Class D, Division 2, Subdivision B: Toxic Material ­
Skin or Eye Irritation

[[ SECTION 16 OTHER INFORMATION

NFPA RATINGS: Health 2 Flammability 4 Reactivity 1

II

HMIS RATINGS: Health 2* Flammability 4 Reactivity 2
(O-Least, 1-Slight, 2-Moderate, 3-High, 4-Extreme, PPE:- Personal Protection Equipment Index recommendation, »: Chronic Effect
Indicator). These values are obtained using the guidelines or published evaluations prepared by the National Fire Protection
Association (NFPA) or the National Paint and Coating Association (for HMIS ratings).
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LABEL RECOMMENDATION:
Label Category. AEROSOL 3 - AER3

REVISION STATEMENT: This revision updates the following sections of this Material Safety Data Sheet 2,3,4,5,9,14,15,16
Revision Date: December 13, 2006

ABBREVIATIONS THAT MAY HAVE BEEN USED IN THIS DOCUMENT·
ITLV - Threshold Limit Value [ITWA - Time Weighted Average [
ISTEL - Short-term Exposure Limit [IPEL - Permissible Exposure Limit [

ICAS - Chemical Abstract Service Number [

ACGIH - American Conference of Government,llMO/lMDG - International Maritime Dangerous Goods Code
IIIndustrial Hygienists I

IAPI - American Petroleum Institute [IMSDS - Material Safety Data Sheet [

ICVX - Chevron [INFPA - National Fire Protection Association (USA) [

IDOT - Department ofTransportation (USA) [INTP - National Toxicology Program (USA) [
IARC - International Agency for Research on Cancer IIOSHA - Occupational Safety and Health Administration II

Prepared according to the OSHA Hazard Communication Standard (29 CFR 1910.1200) and the ANSI
MSDS Standard (Z400.1) by the Chevron Energy Technology Company, 100 Chevron Way, Richmond,
California 94802.

The above information is based on the data of which we are aware and is believed to be correct as
of the date hereof. Since this information may be applied under conditions beyond our control and
with which we may be unfamiliar and since data made available subsequent to the date hereof may
suggest modifications of the information, we do not assume any responsibility for the results of its
use. This information is furnished upon condition that the person receiving it shall make his own
determination of the suitability of the material for his particular purpose.
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ITW Philadelphia Resins
Part No.: 101OH

Material Safety Data Sheet
Page 1

CHOCKFAST ORANGE HARDENER
This product appears in the following stock number(s):

1010U 1020U Last revised: 07/01/03

Printed: 217/2005

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Tradename: CHOCKFAST ORANGE HARDENER

General use: The following data pertain to the hardener only; properly mixed and cured epoxies are not
hazardous.

Chemical family: Aliphatic amines

MANUFACTURER
ITW Philadelphia Resins
130 Commerce Dr.
Montgomeryville, PA 18936

EMERGENCY INFORMATION

Emergency telephone number

(CHEMTREC): (800) 424-9300

Other Calls: (215) 855-8450

2. COMPOSITION/INFORMATION ON INGREDIENTS

HAZARDOUS CONSTITUENTS

aSH
PEL

nle

Exposure limits

ACGIH
TLV

CAS No.

112243A

Constituent

"Tl.V"meansthe Threshold LimitValue exposure (eight-hour, time-weighted average, unless otherwise noted)established by the American
Conference of Govemmental Industrial Hygienists. "SlEL" indicates a short-term exposure limit. "PEL" indicates the OSHA Permissible Exposure
Limit."n/e" indicates thatno exposure limit hasbeen established. An asterisk (*) indicates a substance whose identity is a trade secretof oursupplier
andunknown to us.

3. HAZARDS IDENTIFICATION

Emergency Overview

Appearance, form, odor: amber liquid with fishy odor.

DANGER I Corrosive. Causes eye and skin burns. Eye, skin and respiratory irritant. Toxic by skin absorption. May
cause skin sensitization.

Potential health effects

Primary routes of exposure: c><:Jskin contact c><:Jskin absorption c><Jye contact Dnhalation Dlngestion

Symptoms of acute overexposure:

Skin: Corrosive. Severe irritant. Can cause pain, burns, necrosis and permanent injury. Toxic by skin absorption
(rnalaise, discornfort, injury and death unless treated promptly). May cause skin sensitization.

Eyes: Corrosive. Severe irritant. Can cause pain, burns, necrosis and permanent injury (blindness). Vapors can cause
lacrirnation, conjunctivitis and corneal edema when absorbed into the tissue of the eye.

MSDS0619
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Part No.: 101OH
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Inhalation:
Inhalation of vapors can cause irritation in the respiratory tract Inhalation of mists and aerosols may severely damage
contacted tissue and produce scarring.

Ingestion:
May cause irritation of mouth and throat and gastrointestinal tract

Effects of chronic overexposure:
Repeated skin contact can cause sensitization, with itching, rashes, or swelling of the skin. May cause respiratory
sensitization/asthmatic response. Repeated and lor prolonged exposures may result in: adverse skin effects (such as
defatting, rash, irritation or corrosion), adverse eye effects (such as conjunctivitis or corneal damage), and adverse
respiratory effects (cough, tightness of chest, shortness of breath).

Carcinogenicity --OSHA regulated: No ACGIH: No National Toxicology Program: No

International Agency for Research on Cancer:No

Cancer-suspect constituent(s): None

Medical conditions which may be aggravated by exposure:
Asthma. Chronic respiratory disease (e.g. Bronchitis, Emphysema). Eye disease. Skin disorders and allergies.

Other effects:
Repeated and/or prolonged exposure to low concentrations of vapor may cause: sore throat, eye irritation, nausea,
faintness, headache, which are transient. Exposure to vapor may also cause minor transient edema of the corneal
epithelium (blue-haze). This effect produces a blurring of vision against a general bluish haze and the appearance of
halos around bright objects. The effect disappears spontaneously within a few hours of the end of exposure and
leaves no sequelae.

4. FIRST AID MEASURES
First aid for eyes:

Immediately flush with clean water for at least 15 minutes while gently holding eyelids open. Get medical help as
soon as possible.

First aid for skin:
Immediately remove contaminated clothing and excess contaminant. Flush skin with water. Wash thoroughly with
soap and warm water. Consult a physician if irritation develops.

First aid for inhalation:
Remove patient to fresh air. Give oxygen or artificial respiration if needed. Prevent aspiration of vomit. Turn victims
head to side. Seek medical advice.

First aid for ingestion:
Do NOT induce vomiting. Dilute with lots of milk or water (3-4 glasses). Never give anything by mouth to an
unconscious person. Get immediate medical help.

5. FIRE FIGHTING MEASURES
General fire and explosion characteristics:

Ignition will give rise to a class B fire.

Extinguishing media:

DWater DCarbon dioxide DOry chemical DFoam D Alcohol foam

Flash Point rF): >240 Method: CC

Explosive limits in air (percent) -- Lower: n/d Upper: n/d

Special firefighting procedures:
Firefighters should wear self-contained breathing apparatus and sufficient protective gear (butyl rubber) to prevent all
skin and eye contact with this material. Retain liquids from fire fighting for later disposal.

MSDS0619
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Unusual fire and explosion hazards:
Sudden reaction and fire may result if product is mixed with an oxidizing agent Personnel in vicinity and downwind
should be evacuated.

Hazardous products of combustion:
Acrid and toxic fumes with organic amines, ammonia, oxides of carbon and nitrogen.

6. ACCIDENTAL RELEASE MEASURES

Spill control:
Avoid personal contact Eliminate ignition sources. Ventilate area. Reduce vapor spreading with a water spray.
Clean-up personnel should wear proper protective clothing and respirator.

Containment:
Dike, contain and absorb with clay, sand or other suitable (non-reactive) material.

Cleanup:
For large spills, pump to storage/salvage vessels. Soak up residue with an absorbent such as clay, sand, or other
suitable material and dispose of properly. Flush area with water to remove trace residue.

Special procedures:
Prevent spill from entering drainage/sewer systems, waterways, and surface waters.

7. HANDLING AND STORAGE

Handling precautions:
Avoid contact with skin, eyes, or clothing. Handle in well ventilated work space. Wash thoroughly with soap and water
after using and particularly before eating, drinking, smoking, applying cosmetics, or using toilet facilities.
Launder contaminated clothing and protective gear before reuse. Discard contaminated leather articles.
Handle mixed resin and hardener in accordance with the potential hazard of the curing agent used. Provide
appropriate ventilation/respiratory protection against decomposition products (see Section 10) during welding/flame
cutting operations and to protect against nuisance dust during sanding/grinding of cured product Do not use sodium
nitrite or other nitrosating agents in formulations containing this product, cancer-causing nitrosamines could be
formed.

Storage:
Keep away from acids and oxidizers. Store in a cool, dry, ventilated area in closed containers. Keep away from high
temperatures and flames. Do not store in iron or other reactive metal containers.

8. EXPOSURE CONTROLS/PERSONAL PROTECTION

Engineering controls

Ventilation :
General mechanical ventilation is adequate for occasional use. For prolonged or repeated use, local exhaust is
recommended. Provide adequate ventilation to maintain air concentrations below established exposure levels.

Other engineering controls:
Have emergency shower and eye wash stations available.

Personal protective equipment

Eye and face protection:
Splash-proof eye goggles. In emergency situations, use eye goggles with full face shield.

Skin protection:
Chemical-resistant rubber (for example, neoprene, butyl rubber or nitrile) gloves and other protective gear as needed

MSDS0619
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to prevent skin contact.

Respiratory protection:
None needed in normal use with proper ventilation. In poorly ventilated areas or when creating a dust or mist, use
NIOSH-approved ammonia vapor respirator as exposure levels dictate.

9. PHYSICAL AND CHEMICAL PROPERTIES

Specific gravity:

Melting point rF):

Vapor pressure (mmHg):

VOC (grams/liter):

Percent volatile by volume:

Percent solids by weight:

0.98

n/d

.00752 mmHg at

o
o
100

Boiling point rF): 530.6

Vapor density (air =1): 5.03

Evaporation rate (butyl acetate =1): «1

Solubility in water: Completely

pH (5% solution or slurry in water): alkaline

10. STABILITY AND REACTIVITY
This material is chemically stable. Hazardous polymerization will not occur.

Conditions to avoid:
Extreme heat or open flame. Product slowly corrodes copper, aluminum, zinc and galvanized surfaces.

Incompatible materials:
Oxidizers, acids, reactive metals. Sodium or calcium hypochlorite. Nitrous acid, nitrites, nitrous oxide atm. Peroxides.
Mat'ls reactive with hydroxyl compounds.

Hazardous products of decomposition:
Acrid and toxic fumes including organic amines, ammonia, oxides of nitrogen and carbon, nitric acid, nitrosamines.
Aldehydes.

Conditions under which hazardous polymerization may occur:
Heat is generated when this hardener reacts with acids and epoxy resins. Mix only as instructed.

11. TOXICOLOGICAL INFORMATION

Acute oral effects: LD50 (rat) > 2000 mg/kg (estimate)

Acute dermal effects: LD50 (rabbit) 805 mg/kg

TETA has been found to be toxic by skin absorption (ANSI Z129.1 1988). TETA is a severe irritant to the skin of a
rabbit.

Acute inhalation effects: LC50 (rat) No data Exposure: hours.

Eye irritation:
TETA is a severe irritant to the eyes of a rabbit.

Subchronic effects:

Confidential Business Information
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No data.

Carcinogenicity, teratogenicity, and mutagenicity:
TETA has tested positive in screening tests for mutagenicity. TETA was found fetotoxic and teratogenic when fed to
rats at 0.83% and 1.67% of diet. When applied dermally to the skin of pregnant guinea pigs, there was a 90%
abortion rate or death of fetus with developmental anomolies.

Other chronic effects:
It has been generally observed in animal studies that aliphatic amines can cause changes in the lungs and heart.

TETA has been found to produce liver and kidney damage and brain congestion in dermally exposed animals.
Sensitization has occurred in laboratory animals after repeated exposures.

ical information on hazardous chemical constituents of this

Constituent Oral LDSO
(rat)

Ikg

roduct:

Dermal LDSO
(rabbit)

805 mg/kg

Inhalation LC
4hr, (rat)

nld

'nld' - 'notdetermined'

12 ECOLOGICAL INFORMATION

Ecotoxicity:
No data.

Mobility and persistence:
No data.

Environmental fate:
No data.

13. DISPOSAL CONSIDERATIONS Please see also Section 15, Regulatory Information.

Waste management recommendations:
If this material becomes a waste, it would not be a hazardous waste by RCRA criteria (40CFR 261). Dispose of
according to applicable federal, state, and local regulations.

MSDS0619

Confidential Business Information BRIXINHOUSEOOl376



ITW Philadelphia Resins
Part No.: 101OH

14. TRANSPORT INFORMATION

Proper shipping name: Triethylenetetramine

Technical name: N/A

Hazard class: 8

UN number: 2259

Packing group: II

Emergency Response Guide no.: 153

IMDG page number: N/A

Other: N/A

15. REGULATORY INFORMATION

u.s. Federal Regulations

Material Safety Data Sheet
Page 6

TSCA
All ingredients of this product are listed, or are exempt from listing, on the TSCA inventory.

The following RCRA code(s) applies to this material if it becomes waste:
None

Regulatory status of hazardous chemical constituents of this product:

Constituent Extremely Toxic CERCLA TSCA128 Export
Hazardous* Chemical** RQ(Ibs) Notification

Triethylenetetramine No No 00 Not required

*Consult the appropriate regulations for emergency planning and release reporting requirements for substances on the SARA Section 301
Extremely Hazardous Substance list.

**Substances for which the "Toxic Chemical" column is marked ''Yes'' are on the SARA Section 313 list of
Toxic Chemicals, for which release reporting may be required. For specific requirements, consult the appropriate regulations.

For purposes of SARA Section 312 hazardous materials inventory reporting, the following hazard
classes apply to this material: - Immediate health hazard -- Delayed health hazard -

Canadian regulations

WHMIS hazard class(es): 01 B; 02B; E
All components of this product are on the Domestic Substances List.

MSDS0619
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Part No.: 101OH

16. OTHER INFORMATION

Material Safety Data Sheet
Page 7

Hazardous Materials
Identification System (HMIS)
ratings:

Health

I 3* I
Flammability

I 1 I
Reactivity

I 1 I

The information and recommendations in this document are based on the best information available to us at the time of preparation, but we make no
other warranty, express or implied, as to its correctness or completeness, or as to the results of reliance on this document.

MSDS0619
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Part No.: 101OR

Material Safety Data Sheet
Page 1

CHOCKFAST ORANGE RESIN
This product appears in the following stock number(s):

1010U 1020U Last revised:

Printed:

01/19/05

217/2005

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

Tradename: CHOCKFAST ORANGE RESIN

General use: This information applies to the resin component of the two-part kit; handle freshly-mixed resin and
hardener as recommended for the hardener. After curing, the product is not hazardous.

Chemical family: Epoxy resin

MANUFACTURER

ITW Philadelphia Resins
130 Commerce Dr.
Montgomeryville, PA 18936

EMERGENCY INFORMATION

Emergency telephone number

(CHEMTREC): (800) 424-9300

Other Calls: (215) 855-8450

Exposure limits

Constituent h obr. CAS No. ACGIH Q"'U h

~TLV PEL

Crystalline silica 14808607 30-60 0.05 mg/m3 10/(%0+2) rn 0.10 mg/m h3

(Canada)
Bisphenol A diglycidyl ether resin DGEBPA 25068386 30-60 n/e n/e n/e

Epoxy phenol novalac resin TRADESECRET 1-5 n/e n/e n/e

Inert filler TRADESECRET 5-10 n/e n/e n/e

2. COMPOSITION/INFORMATION ON INGREDIENTS

HAZARDOUS CONSTITUENTS

"Tl.V" means the Threshold Limit Value exposure (eight-hour, time-weighted average, unless otherwise noted) established by the American
Conference of Govemmental Industrial Hygienists. "SlEL" indicates a short-term exposure limit. "PEL" indicates the OSHA Permissible Exposure
Limit."n/e" indicates that no exposure limit has been established. An asterisk (") indicates a substance whose identity is a trade secret of our supplier
and unknown to us.

3. HAZARDS IDENTIFICATION

Emergency Overview

Appearance, form, odor: Orange viscousliquid with little odor.

IWARNINGI Eye and skin irritant. Potential skin sensitizer.

Potential health effects

Primary routes of exposure: c><:Jskin contact c><:Jskin absorption c><Jye contact Dnhalation Dlngestion

Symptoms of acute overexposure:

Skin: Moderate irritant. Contact at elevated temperatures can cause thermal burns which may result in permanent
damage. May cause skin sensitization (itching, redness, rashes, hives, burning, swelling).

MSDS0619
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Eyes: Moderate Irritant (stinging, burning sensation, tearing, redness, swelling). Contact at elevated temperatures can
cause thermal burns which may result in permanent damage or blindness.

Inhalation:
The low vapor pressure of the resin makes inhalation unlikely in normal use. In applications where vapors (caused by
high temperature) or mists (caused by mixing) are created, breathing may cause a mild burning sensation in the nose,
throat and lungs.

Ingestion:
Acute oral toxicity is low. May cause gastric distress. Large oral doses may produce moderate depression and slight
difficulty breathing.

Effects of chronic overexposure:
Prolonged or repeated skin contact may cause sensitization, with itching, swelling, or rashes on later exposure.
Studies have shown bisphenol A diglycidyl ether resin to to be a sensitizing agent causing allergic contact dermititis.

Carcinogenicity --OSHA regulated: No ACGIH: No National Toxicology Program: Yes

International Agency for Research on Cancer:Yes

Cancer-suspect constituent(s) : Silica

Medical conditions which may be aggravated by exposure:
Preexisting eye and skin disorders. Development of preexisting skin or lung allergy symptoms may increase.

Other effects:
See section 11.

4. FIRST AID MEASURES
First aid for eyes:

Flush eye with clean water for at least 20 minutes while gently holding eyelids open, lifting upper and lower lids. Get
immediate medical attention.

First aid for skin:
Immediately remove contaminated clothing and excess contaminant. Flush skin with water for at least 15 minutes.
Wash thoroughly with soap and warm water. Consult a physician if irritation develops.

First aid for inhalation:
Remove patient to fresh air. Administer oxygen if breathing is difficult. Get medical attention if symptoms persist.

First aid for ingestion:
Do NOT induce vomiting. Rinse mouth out with water, then sip water to remove taste from mouth. Never give
anything by mouth to an unconscious person. If vomiting occurs spontaneously, keep head below hips (if sitting) or to
the side (if lying down) to prevent aspiration. Get medical attention.

5. FIRE FIGHTING MEASURES
Extinguishing media:

DWater DCarbon dioxide DOry chemical DFoam D Alcohol foam

Flash Point rF): >400 Method: PMCC

Explosive limits in air (percent) -- Lower: nld Upper: nld

Special firefighting procedures:
Material will not burn unless preheated. Do not enter confined space without full bunker gear. Firefighters should
wear self-contained breathing apparatus and protective clothing. Cool fire exposed containers with water.

Unusual fire and explosion hazards:
Heating above 300 deg F in the presence of air may cause slow oxidative decomposition and above 500 deg F may
cause polymerization. Personnel in vicinity and downwind should be evacuated.

MSDS0619
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Material Safety Data Sheet
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Hazardous products of combustion:
When heated to decomposition it emits fumes of CI- , carbon monoxide, other fumes and vapors varying in
composition and toxicity.

6. ACCIDENTAL RELEASE MEASURES

Spill control:
Avoid personal contact. Eliminate ignition sources. Ventilate area.

Containment:
Dike, contain and absorb with clay, sand or other suitable material.

Cleanup:
For large spills, pump to storage/ salvage vessels. Soak up residue with an absorbent such as clay, sand, or other
suitable material and dispose of properly. Flush area with water to remove trace residue.

Special procedures:
Prevent spill from entering drainage/ sewer systems, waterways, and surface waters.

7. HANDLING AND STORAGE

Handling precautions:
Avoid contact with skin, eyes, or clothing. Wash thoroughly with soap and water after using and particularly before
eating, drinking, smoking, applying cosmetics, or using toilet facilities.
Launder contaminated clothing and protective gear before reuse. Discard contaminated leather articles.
Handle mixed resin and hardener in accordance with the potential hazard of the curing agent used. Provide
appropriate ventilation/ respiratory protection against decomposition products (see Section 10) during welding/ flame
cutting operations and to protect against silica dust during sanding/ grinding of cured product.

Storage:
Store in a cool, dry area away from high temperatures and flames. Keep containers closed when not in use.

8. EXPOSURE CONTROLS/PERSONAL PROTECTION

Engineering controls

Ventilation :
Use ventilation that is adequate to keep employee exposure to airborne concentrations below exposure limits (or to
the lowest feasible levels when limits have not been established). Although good general mechanical ventilation is
usually adequate for most industrial applications, local exhaust ventilation is preferred (see ACGIH - Industrial
Ventilation). Local exhaust may be required for confined areas (see OSHA 1910.146).

Other engineering controls:
Have emergency shower and eye wash available.

Personal protective equipment

Eye and face protection:
Chemical goggles if liquid contact is likely, or Safety glasses with side shields.

Skin protection:
Chemical-resistant gloves (i.e. butyl) and other gear as required to prevent skin contact.

Respiratory protection:
None needed in normal use with proper ventilation. In poorly ventilated areas use NIOSH approved organic vapor
cartidges respirator for uncured resin, dust! particle respirators during grinding/ sanding operations for cured resin, or

MSDS0619
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fresh airline respirator as exposure levels dictate (see OSHA 1910.134).

9. PHYSICAL AND CHEMICAL PROPERTIES

Material Safety Data Sheet
Page 4

Specific gravity: 1.64

Melting point rF): n/d

Vapor pressure (mmHg): 0.03 mm Hg at 171°F

VOC (grams/liter): < 1

Percent volatile by volume: 0

Percent solids by weight: 100

10. STABILITY AND REACTIVITY

Boiling point rF): >500

Vapor density (air =1): >1

Evaporation rate (butyl acetate =1): «1

Solubility in water: Negligible

pH (5% solution or slurry in water): neutral

This material is chemically stable. Hazardous polymerization will not occur.

Conditions to avoid:
Open flame and extreme heat

Incompatible materials:
Strong Lewis or mineral acids, strong oxidizing agents, strong mineral and organic bases (especially primary and
secondary aliphatic amines).

Hazardous products of decomposition:
Oxides of carbon; aldehydes, acids and other organic substances may be formed during combustion or elevated
temperature (>500 deg F) degradation.

Conditions under which hazardous polymerization may occur:
Heat is generated when resin is mixed with curing agents; Run-a-way cure reactions may char and decompose the
resin, generating unidentified fumes and vapors which may be toxic.

11. TOXICOLOGICAL INFORMATION

Acute oral effects: LD50 (rat) 11,400 mg/kg (DGEBPA Resin)

Acute dermal effects: LD50 (rabbit) > 20 mg/kg (DGEBPA Resin)

DGEBPA Draize -1.6 (rabbit)

Acute inhalation effects: LC50 (rat): No deaths in saturated air. (DGEBPA Resin)

Eye irritation:
DGEBPA Draize - 2 (rabbit)

Subchronic effects:
No data available.

Carcinogenicity, teratogenicity, and mutagenicity:

Exposure: hours.

MSDS0619
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1) MUTAGENICITY: liquid resins based on dlglycldyl ether of Bisphenol A (DGEBPA), have proved to be Inactive
when tested by in vivo mutagenicity assays. These resins have shown activity in in vitro microbial rnutaqenlcit,
screening and have produced chromosomal aberrations in cultured rat liver cells. The significance of these tests to
man is unknown. 2) CARCINOGENICITY: Recent 2-year bioassays in rats and mice exposed by the dermal route to
DGEBPA yielded no evidence of carcinogenicy to the skin or any other organs. This study clarifies prior equivocal
results from a 2-year mouse skin painting study, which were suggestive, but not conclusive, for weak carcinogenic
activity. 3) The International Agency for Research on Cancer (IARC) concluded that DGEBPA is not classifiable as a
carcinogen (IARC group 3), that is human and animal evidence of carcinogen icy is inadequate. Also, crystalline silica
has been shown to have in vitro mutagenic effects in mammalian cells. Trade secret diluent showed positive
mutagenicity in vitro in the Salmonellalmammalian microsome assay with and without metabolic activation, and in the
point mutation assay with mouse lymphoma cells.

Other chronic effects:
Prolonged or repeated skin contact may cause sensitization, with itching, swelling, or rashes on later exposure.
Studies have shown bisphenol A diglycidyl ether resin to cause allergic contact dermititis.

Toxicoloaical information on hazardous chemical constituents of this product:

Constituent Oral LDSO Dermal LDSO Inhalation LCSO
(rat) (rabbit) 4hr, (rat)

Crystalline silica n/d n/d n/d

Bisphenol A diglycidyl ether resin 11.4 g/kg >20 ml/kg no deaths

Epoxy phenol novalac resin > 5000 mg/kg > 6000 mg/kg >1.7mg/L

Inertfiller n/d n/d n/d

'nld' - 'notdetermined'

12 ECOLOGICAL INFORMATION

Ecotoxicity:
No data available.

Mobility and persistence:
No data available.

Environmental fate:
No data available.

13. DISPOSAL CONSIDERATIONS Please see also Section 15, Regulatory Information.

Waste management recommendations:
If this resin becomes a waste, it would not be a hazardous waste by RCRA criteria (40CFR 261). Dispose of
according to applicable federal, state, and local regulations. Incineration is the preferred method of disposal.
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14. TRANSPORT INFORMATION

Proper shipping name: Non-regulated

Technical name: N/A

Hazard class: N/A

UN number: N/A

Packing group: N/A

Emergency Response Guide no.: N/A

IMDG page number: N/A

Other: N/A

15. REGULATORY INFORMATION

Material Safety Data Sheet
Page 6

u.s. Federal Regulations

TSCA
All ingredients of this product are listed, or are exempt from listing, on the TSCA inventory.

The following RCRA code(s) applies to this material if it becomes waste:
None

Regulatory status of hazardous chemical constituents of this product:

Constituent Extremely Toxic CERCLA TSCA128 Export
Hazardous* Chemical** RQ(Ibs) Notification

Crystalline silica No No 00 Not required

Bisphenol A diglycidyl ether resin No No 00 Not required

Epoxy phenol novalac resin No No 00 Not required

Inertfiller No No 00 Not required

*Consult the appropriate regulations for emergency planning and release reporting requirements for substances on the SARA Section 301
Extremely Hazardous Substance list.

**Substances for which the "Toxic Chemical" column is marked ''Yes'' are on the SARA Section 313 list of
Toxic Chemicals, for which release reporting may be required. For specific requirements, consult the appropriate regulations.

For purposes of SARA Section 312 hazardous materials inventory reporting, the following hazard
classes apply to this material: - Immediate health hazard -- Delayed health hazard -

Canadian regulations

WHMIS hazard class(es): 02B; 02A

Regulatory notes:
HMIRC claimregistry number 4078 granted 3/19/99.
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16. OTHER INFORMATION

Material Safety Data Sheet
Page 7

Hazardous Materials
Identification System (HMIS)
ratings:

Health

I 2* I
Flammability

I 1 I
Reactivity

I 1 I

The information and recommendations in this document are based on the best information available to us at the time of preparation, but we make no
other warranty, express or implied, as to its correctness or completeness, or as to the results of reliance on this document.
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I Product:

The Clorox Company
1221 Broadway
Oakland, CA 94612
Tel. (510) 271-7000

CLOROX REGULARBLEACH

Material Safety
Data Sheet

Description' CLEAR LIGHT YELLOW LIQUID WITH A CHARACTERlsnG a-ILORINE ODOR

Other Designations Distributor Emergency Telephone Nos.
For Medical Emergencies call:

Clorox Bleach Clorox Sales Company (800) 446-1014
EPA Reg. No. 5813-50 1221 Broadway For Transportation Emergencies Chemtrec

Oakland, CA 94612 (800) 424-9300

II Health Hazard Data III Hazardous Ingredients

DANGER: CORROSIVE. Maycausesevere irritation or damageto eyesand Ingredient Concentration Exposure Limit
skin. Vapor or mist may irritate. Harmful if swallowed. Keep out of reach Sodium hypochlorite 6.15% Notestablished
of children. CAS#7681-52-9

Some clinical reports suggesta low potentialfor sensitization upon
Sodium hydroxide <1% 2 mglm'''exaggerated exposure to sodium hypochlorite if skin damage (e.g., irritation)

occurs during exposure. Under normal consumer use conditions the CAS#1310-73-2 2 mglm3
; 2

likelihood of any adverse health effects are low.

Medical conditions that may be aggravated by exposure to high
concentrations of vapor or mist heart conditions or chronic respiratory
problems such as asthma, emphysema, chronic bronchitis or obstructive
lung disease.

FIRST AID:

Eye Contact Hold eye open and rinse with water for 15-20 minutes.
Remove contact lenses, after first 5 minutes. Continue rinsing eye. Call a 'ACGIHThreshold UrnitValue(TLV)- Geiflng
physician.

Skin Contact Wash skin with water for 15·20 minutes. If irritation 'OHSA Permissible Exposure L1m~ (PEL)- TimeWeighted Average(TWA)
develops, call a physician.

Ingestion: Do not induce vomiting. Drink a glassful of water. If irritation
None of the ingredients in this product are on the IARC, NTP or OSHA

develops, call a physician. Do not give anything by mouth to an
unconscious person.

carcinogen lists.

Inhalation: Remove to fresh air. If breathing is affected, call a physician.

IV Special Protection and Precautions V Transportation and Regulatory Data

No special protection or precautions have been identified for using this OOTnMDGJIATA - Not restricted.
product under directed consumer use conditions. The following
recommendations are given for production facilities and for other conditions EPA - SARA TITlE IIVCERClA: Bottled productIs not reportable under
and situations where there is increased potential for accidental,large-scale Sections 311/312 and contains no chemicals reportable under Section 313.

or prolonged exposure. This product does contain chemicals (sodium hydroxide <0.2% and sodium
hypochlorite <7.35%) that are regulated under Section 304/CERClA

Hygienic Practices: Avoid contact with eyes, skin and dothing. Wash
TSCA/PSL STATUS: AU components of this product are on the U.S. TSCA

hands after direct contact. Do not wear product-contaminated clothing for
Inventory and Canadian DSL

prolonged periods.

Engineering Controls: Use general ventilation to minimize exposure to vapor
or mist.

Personal Protective Equipment: Wear safety glasses. Use rubber or nitrile
gloves if in contact liquid, especially for prolonged periods.

KEEP OLIT OFREAa-I OFa-IlUDREN

VI Spill ProcedureslWaste Disposal VII Reactivity Data
Spill Procedures: Control spill. Containerize liquid and use absorbents on Stable under normal use and storage conditions. Strong oxidizing agent.
residual liquid; dispose appropriately. Wash area and let dry. For spills of Reacts with other household chemicals such as toilet bowl cleaners, rust
multiple products, responders should evaluate the MSDS's of the products removers, vinegar, acids or ammonia containing products to produce
for incompatibility with sodium hypochlorite. Breathing protection should be hazardous gases, such as chlorine and other chlorinated species.
wom in enclosed, and/or poor1y ventilated areas until hazard assessment is Prolonged contact with metal may cause pitting or discoloration.
complete.

Waste Disposal: Dispose of in accordance with all applicable federal, state,
and local regulations.
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VIII Fire and Explosion Data
Flash Point: None

Special Firefighting Procedures: None

Unusual Fire/Explosion Hazards: None. Not flammable or explosive.
Product does not ignite when exposed to open flame.

IX Ph sical Data
Boilingpoint. approx. 212EFI100EC
Specific Gravity (K,O=1) - 1.1 at 70"F
Solubilityin Water oomplete
pH -11.4

I 1963,1991THECLQRQXCOMPANY

DATA SUPPLIED IS FOR USE ONLY IN CONNECTION WITH OCCUPATIONAL SAFETY AND HEALTH DATE PREPARED 05/09

Confidential Business Information BRIXINHOUSEOOl387



Page 1 of 4
Procter & Gamble
Fabric & Horne Care Division
Ivorydale Technical Center
5299 Spring Grove Avenue
Cincinnati,OH 45217-1087

MATERIAL SAFETY DATA SHEET
MSDS FH/C/2003/BCWT-5RYR49
Supersedes: N/A

Issue Date: November I, 2005
Issue Date: N/A

Identity: Liquid Cleaner

Brands: COMET Cleaner with Bleach (professional Line)

Hazard Rating: Health: I
Flammability: 0
Reactivity: 0

SECTION I - CHEMICAL PRODUCT

4~EXTREME

3~HIGH

2~MODERATE

I~SLIGHT

Emergency Telephone Number: 1-800-332-7787 or call Local Poison Control Center

SECTION II - COMPOSITION AND INGREDIENTS

Ingredients/Chemical Name: Water (7732-18-5), sodium hydroxide (1310- 73-2), sodium hypochorite (7681-52-9),
sodium salt (142-31-4 & 151-21-3), surface safety agent and perfume.

This mixture, when tested as a whole, is considered an eye irritant within the meaning of the OSHA Communication
Standard

Hazardous Ingredients as defined by OSHA, 29 crn 1910.1200.

Chemical Common CAS No. Recommended Limits Composition LDSOfLC50

Name Name Range

Sodium Bleach 7681- 52-9 ACGIH STEL 2mg/mJ o 5-15%
hypochlorite

Sodium Caustic soda 1310-73-2 ACGIH STEL 2 mg/m" 01-1 %
hydroxide OSHA PEL 2 mg/rrr'

SECTION III - HAZARDS IDENTIFICATION

Health Hazards (Acute and Chronic):

Ingestion: May cause mild, transient gastrointestinal irritation with nausea, vomiting or diarrhea
Eye Contact: May cause mild, transient irritation with stinging and tearing similar to that caused by other

detergents.

Skin: May be irritating to skin. May further irritate already irritated or extremely dry skin.

Inhalation: Mild mucous membrane irritant.

SECTION IV - FIRST AID INFORMATION

Emergency and First Aid Procedures:
Ingestion: Drink I or 2 large glasses of water: Iflarge amounts are ingested, call a physician.
Eye Contact: Flush with large amounts of water for at least IS minutes.
Skin: Wash exposed area thoroughly area with soap and water and discontinue use. Remove

contaminated clothing.

Inhalation: Leave the area

Other: Product package has a caution statement: CAUTION: KEEP OUT OF REACH OF CHILDREN. May
cause eye irritation. EYE IRRITANT: Avoid contact with eyes. May be irritating to skin. For sensitive skin or
prolonged use, wear gloves. Do not mix with other cleaning products as irritating furnes may be released. In
case of eye contact, flush thoroughly with water. If swallowed, drink a glass of water to dilute. Call a
physician immediately.
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COMET Cleaner with Bleach MSDS (Continued) Page 2 of 4

SECTION V - FIRE FlGlITING INFORMATION

Flash Point (Method Used): over 200cF (cc) Explosive Limits: IEL: N/A

Extinguishing Media: CO2, water, dry chemical or "alcohol" foam

Special Fire Fighting Procedures: Use water to keep fire exposed container cool.

Unusual Fire Hazards: None known.

SECTION VI - ACCIDENTAL RELEASE MEASURES

Personal Precautions: None

UEL N/A

Environmental Precautions: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL FEDERAL,
STATE AND LOCAL REGULATIONS. Undiluted waste from this product is RCRA "Corrosive" D002
classification. Check pH before sewering, pH trim may be necessary if waste has a pH of 12.5 or above. Do not
landfilL

Steps To Be Taken in Case Large Quantities of Material are Released or Spilled: Contain the spill. Try to
prevent large quantities from reaching waterway or sewer. Use water spray or dilute and/or wash away spills to
avoid exposure and to protect persons working to stop/repair leak. Dispose of resulting waste as appropriate (check
pH).

SECTION VII - HANDLING AND STORAGE

Precautions To Be Taken in Handling and Storing: Handling and storage must be well ventilated, cool, and dry.
Store product away from potential sources of ignition. Fire fighting equipment must be available at all times.

Other Precautions: Keep away from heat/sparks and open flame..

SECTION VIII - EXPOSURE CONTROLS, PERSONAL PROTECTION

Respiratory Protection (Specify Type): None required with normal use.
Ventilation General

Eye Protection: None required with normal use.

Manufacturing Setting: For splash protection, use chemical goggles. Eye wash fountain is desirable.

Protective Gloves: None required with normal use.

Other Protective Equipment: None required with normal use.

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

Boiling Point of: N/A

Vapor Pressure (mm Hg): N/A

Vapor Density (Air=l): N/A

Coefflcient of Water/Oil Distribution: N/A

Appearance and Odor: Clear liquid

Product is perfumed.

Specific Gravity (H20=1): 1.030-1.045

Percent Volatile by Volume (%): N/A

Evaporation Rate (nBuOAc=l): N/A

Freezing Point: N/A

pH (100%): 13

Solubility in Water: Completely

Reserve Alkalinity: N/A

2
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COMET Cleaner with Bleach MSDS (Continued) Page 3 of 4

SECTION X - STABILITY AND REACTIVITY

Possible Hazardous Reactions/ConditionslBy Products: None known
Conditions to Avoid: None
Materials to Avoid: Do not mix with other products, especially toilet bowl cleaners, acidic cleaners or products

that contain ammonia.
Hazardous Decomposition Products: None known
Other Recommendations: None
Stability: Stable
Hazardous Polymerization: Will not occur

SECTION XI - TOXICOLOGICAL INFORMATION

LD50 (rats oral): >6.5 glkg
Comet Cleaner with Bleach has a relatively low order of toxicity. It may be irritating, but it is not expected to be
corrosive. It is expected to be emetic.

SECTION XII - ECOLOGICAL INFORMATION

No environmental concerns.

SECTION XIII - DISPOSAL CONSIDERATIONS

Waste Disposal Method DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH FEDERAL, STATE
AND LOCAL REGULATIONS. Undiluted waste from this product is RCRA "Corrosive" hazardous ifpH is 12.5
or more. Check pH before deciding on the route of disposal Hazardous waste treatment to reduce the pH may
become necessary prior to disposal Do not landfill.

SECTION XIV - TRANSPORT INFORMATION

DOT Classification: Comet Cleaner with Bleach is not DOT hazardous in packages as sold. Bulk product
shipments are classified as Class 9 Hazardous Substance with a shipping name of
Environmentally hazardous substance, liquid n.o.s.

SECTION XV - ADDITIONAL REGULATORY INFORMATION

All components are listed on the US TSCA Inventory.

No components of Comet Cleaner with Bleach are subject to California Proposition 65.

EPA CERCLA TITLE III
Chemical Name CERCLA304 RO (LBS) 311/312 313

Sodium hypochlorite 100 no no

Sodium hydroxide 1000 no no

All ingredients are CEPA approved for import to Canada by Procter & Gamble. This product has been classified
with Hazard Criteria of the Canadian Control Products Regulation (CPR) and this MSDS contains all information
required by the Canadian Products Regulation.

3
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*N/A - Not Applicable

SECTION XVI - OTHER INFORMATION
*N/K - Not Known

The submission of this MSDS may be required by law, but this is not an assertion that the substance is hazardous
when used in accordance with proper safety practices and normal handling procedures. Data supplied is for use
only in connection with occupational safety and health.

The information contained herein has been compiled from sources considered by Procter & Gamble to be
dependable and is accurate to the best of the Company's knowledge. The information relates to the specific
material designated herein, and does not relate to the use in combination with any other material or any other
process. Procter & Gamble assumed no responsibility for injury to the recipient or third persons, for any damage to
any property resulting from misuse of the controlled product

4
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P&G
Page 1 of4
The Procter & Gamble Company
P&G Household Care
Fabric & Home Care Innovation Center
5299 Spring Grove Avenue
Cincinnati, OR 45217-1087

MATERIAL SAFETY DATA SHEET
MSDS#: N/A
Supersedes: N/A

SECTION I - CHEMICAL PRODUCT

Identity: Disinfectant Powder Cleanser

Brands: COMET Disinfectant Cleanser with Chlorinol (professional Line)

Issue Date: 3120/06

Issue Date: 6/01

Finished Product

P&G Telephone Number: 1-800-332-77870r call Local Poison Control Center or your physician.

SECTION II - COMPOSITION AND INGREDIENTS

Ingredients/Chemical N arne: Bleach, cleaning agents (calcium carbonate, sodium carbonate, anionic surfactants),

quality control agents, perfume, color. Comet Disinfectant Cleanser with Chlorinol contains no phosphorus.

Hazardous Ingredients as defmed by OSHA, 29 CFR 1910.1200. and/or WHMIS under the HPA:

Chemical N arne Common Narne CAS No. Composition LD50iLC50
Range

Calcium carbonate Limestone 1317-65-3 60-88% NAMA
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COMET Disinfectant Cleanser with Chlorinol MSDS (Continued)

SECTION III - HAZARDS IDENTIFICATION

Page 2 of5

Potential Health Hazards (Acute and Chronic): (See Section 11 for more information)

Ingestion: Mild mucous membrane irritant. May result in gastrointestinal irritation with nausea, vomiting and
diarrhea.

Eye Contact: Mild eye irritant. Direct contact with eye may result in superficial, temporary irritation similar to
those produced by other household detergents.

Skin: Mild skin irritant Prolonged skin contact or direct contact with eye may result in superficial, temporary
irritation similar to those produced by other household detergents.

Inhalation: Mild respiratory irritant. Unusually high exposures may cause coughing or irritation of nose and throat.

Signs and Symptoms of Exposure:

Ingestion: Ingestion of larger amounts leads to emesis.

Eye Contact Stinging and burning of eyes can occur unless flushed immediately with water.

Skin Contact Mild irritation is possible with prolonged contact

Inhalation: Dust irritation is possible.

Medical Conditions Generally Known to be Aggravated by Exposure: None known.

Potential Environmental Effects: (See Section 12 for more information)

SECTION IV - FIRST AID INFORMATION

First Aid Procedures:
Ingestion: Dilute with fluids and treat symptomatically.
Eye Contact For accidental eye contact, flush thoroughly with water for 15 minutes.
Skin: Wash with soap and water and discontinue use.

Inhalation: For accidental, high level inhalation, remove to fresh air. Get medical attention if coughing persists.

Note to Physician: (if applicable)

Other: Product package has a caution statement CAUTION: KEEP OUT OF REACH OF CHILDREN. May
cause eye irritation. In case of eye contact, flush thoroughly with water. If irritation persists, see a physician. If
swallowed, drink a glass of water to dilute. Do not mix with other products especially toilet bowl cleansers and
products that contain ammonia.

SECTION V - FIRE FIGHTING INFORMATION

Flash Point (Method Used): N/A

Flammable Properties:

Upper Flammable Limit:

Lower Flammable Limit:

Explosive Limits: UEL: N/A LEL: N/A

Auto-ignition Temperature:

Hazardous Combustion Products:

Explosion Data (Sensitivity to Mechanical Impact):

Explosion Data (Sensitivity to Static Discharge):

Extinguishing Media:

Suitable: Use CO2, water, or dry chemical.

Unsuitable: None known.

Protection of Firefighters:

Specific Hazards Arising from the Material. None known.

Protective Equipment and Precautions for Firefighters: Normal firefighting gear.

2
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COMET Disinfectant Cleanser with Chlorinol MSDS (Continued)

SECTION VI - ACCIDENTAL RELEASE MEASURES

Page 3 of5

Personal Precautions: Recommendation is to wear gloves for handling/cleanup, and dust masks if considerable
dust is airborne.

Environmental Precautions: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL FEDERAL,
STATE AND LOCAL REGULATIONS. Product contains biodegradable surfactant If permitted, flush small
quantities down sewer drain with large excess of water or dispose of at landfill.

Methods for Containment:

Methods for Cleanup: Vacuum to remove spill and place in trash container for disposal or flush with water. Do
not dry sweep.

Other Information: (if applicable)

SECTION VII - HANDLING AND STORAGE

Precautions To Be Taken in Handling: Keep product dry.

Precautions To BeTaken in Storage: Avoid moisture when storing to prevent loss of bleaching action and to
prevent caking.

SECTION VIII - EXPOSURE CONTROLS, PERSONAL PROTECTION

Exnosure Guidelines: N/A

Engineering Controls: N/A

Personal Protective Equipment (PPE):

Eye/Face Protection: None required with normal use. For splash protection, use chemical goggles.

Skin Protection: Protective gloves (rubber, neoprene) should be used for prolonged direct contact

Respiratory Protection: None required with normal use. For bulk handling or other dusty conditions, use
respiratory protection approved by NIOSH for dust

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

Appearance (color, physical form, shape): Green
powder.

Odor: Cedar pine scent.

Odor Threshold:

Physical State: Powder

Vapor Pressure (mm Hg): N/A

Vapor Density (Air=l): N/A

Boiling Point: N/A

Partition Coefficient (n-octanol/water): N/A

Flash Point (Method Used): N/A

Reserve Alkalinity: N/A

Solubility in Water: Moderately

Decomposition Temperature: N/A

Evaporation Rate (nBuOAc=l): N/A

Specific GravitylDensity: ca. 1

MeltinglFreezing Point: N/A

pH (specify % solution): N/A

SECTION X - STABILITY AND REACTIVITY

Chemical Stability: Stable

Conditions to Avoid: None known.

Incompatible Materials: Ammonia and acids

Hazardous Decomposition Products: Chlorine gas

Possibility of Hazardous Reactions: None known.

3
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COMET Disinfectant Cleanser with Chlorinol MSDS (Continued)

SECTION XI - TOXICOLOGICAL INFORMATION

Page 4 of5

Calcium carbonate, an ingredient of this product, contains small amounts of crystalline silica (quartz) as a naturally
occurring impurity. Prolonged, excessively high exposures to respirable crystalline silica may result in reduced
lung function in some individuals. rARe has found sufficient evidence to classify crystalline silica as a carcinogen
in animals, but there is limited evidence in humans.

LD50 (rats oral): 9 g/kg

EDSO 0.23 g/kg

Product as a whole:

CARCINOGENICITY: None known

SENSITIZATION EFFECTS: None known

REPRODUCTIVE EFFECTS: None known
SYNERGISTIC EFFECTS: None known

SECTION XII - ECOLOGICAL INFORMATION

No concerns at relevant environmental levels.

SECTION XIII - DISPOSAL CONSIDERATIONS

Waste Disposal Method: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH FEDERAL,
STATEfPROVINCIAL AND LOCAL REGULATIONS. Product contains biodegradable surfactant If permitted,
flush small quantities down sewer drain with large excess of water or dispose of at landfilL
Household Use: Household quantities may be disposed of via sewer.
Industrial Setting: Dry product can be lanfilled if local restrictions allow.

SECTION XIV - TRANSPORT INFORMATION

Ground Transport (DOT): The finished packaged product is non hazardous under DOT.
Air Transport (lATA): The finished packaged product is not regulated for lATA

Marine/Water Transport (IMDG): The finished packaged product is not regulated for IMDG.

SECTION XV - ADDITIONAL REGULATORY INFORMATION

All intentionally-added components of this product are listed on the US TSCA Inventory.

This product is not subject to warning labeling under California Proposition 65.

All ingredients are CEPA approved for import to Canada by Procter & Gamble.

This product has been classified in accordance with the hazard criteria of the Canadian Controlled Products
Regulations and the MSDS contains all information required by the Controlled Products Regulations.

4
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COMET Disinfectant Cleanser with Chlorinol MSDS (Continued)

SECTION XVI - OTHER INFORMATION

Page 5 of5

P&G Hazard Rating:

*N/A - Not Applicable

Health: 1
Flammability: a
Reactivity: a

*N/K - Not Known

4~EXTREME

3~HIGH

2~MODERATE

l~SLIGHT

O~NOT SIGNIFICANT

Data supplied is for use only in connection with occupational safety and health.

The information contained herein has been compiled from sources considered by Procter & Gamble to be
dependable and is accurate to the best of the Company's knowledge. The information relates to the specific
material designated herein, and does not relate to the use in combination with any other material or any other
process. Procter & Gamble assumed no responsibility for injury to the recipient or third persons, for any damage to
anv propertv resulting from misuse of the controlled product

5
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Material Safety Data Sheet (MSDS)
Arnertcan National Standard ANSI 2400-1-2004;

Section 1 Chemical Product and Company Identification

Page 1 of 6

Date Prepared; April 15, 2005

Identity: Corroseal® Rust Converter and Copolymer Metal Primer
Globally Harmonized Tartff Classification Code (GHS): 3810,10

Manufacturers Name: Joan T, Geiger Enterprtses, Inc, Emergency Telephone Number
Corroseal Division 800-237-1573

Address: P,O, Box 788 Information Telephone Number
Coupeville, Washington M-Sat 6:00 AM- 3:00 PM Pacific Time
98239 US.A. (10) (360) 678-1905
www.corroseal.corn E-mail: info@corroseaLcom

Section 2 - Hazards Identification

Appearance and Odor:
Fire and Explosion Hazards:
Oxidizer Hazards:
Reactivity Hazards:
Pressurized Container:
Toxic or Poisonous:
Danger When Inhaled:

Skin or Eye Irrttation:
Cause Burns:

Ingestion;

Eye contact:

First aid:

Thin milky white / beige liquid with mild odor.
NONE - NONFLAMMABLE
NONE
NONE
NONE
NONE
NONE - non corrosive, non depressant, no respiratory
hazard,

Skin-Acute contact may cause trrttation. Prolonged contact
may cause burns, Chronic exposure may cause dermatitis,
May cause headache, nausea, abdominal pains, Call a
physician, Vomiting may be induced if there is no danger of
aspiration,
May cause irIitation and redness,
Chronic exposure may cause conjunctivitis,
Eyes; Flush with fresh water for at least 30 minutes,
Skin; Wash with soap and water. Remove wetted clothing,

Section 3: Composition / Information On Ingredients

Hazardous Components:
Chemical Abstract Service (CAS)
Registry numbers:

Section 4: First Aid Measures

Route(s) of Entry­
Health Hazards:

Eye contact:

Carcinogenicity:
IARC Monographs ­
OSHA Regulated-

NONE

NONE

Inhalation? Yes as a mist. Skin - Yes Ingestion - Yes
Skin-Acute contact may cause trrttation. Prolonged contact
may cause bums,
Chronic exposure may cause dermatitis,
Ingestion may cause headache, nausea, abdominal pains,
May cause irrttation and redness, Chronic exposure
may cause conjunctivitis,
NTP - No
No
No
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Material Safety Data Sheet:
Joan T. Geiger Enterprises. Inc.

Corroseal® Rust Converter Primer Page 2 of 6
Date prepared: April 15, 2005

Control Measures:
Respiratory Protection:

Ventilation
Local Exhaust­
Special Measures­

Mechanical-
Other control measures:
Protective Gloves­
Eye Protection-

Not Required for most conditions.
Use mist respirator in enclosed areas.

Not Required
Not Required
Not Required
Not Required
Use rubber gloves.
Use chemical splash goggles

Other Protective Clothing
or Equipment- Wear body covering clothing.

Work/Hygienic Practices: Wash hands/exposed skin after use.
Remove contaminated or wetted clothing.

Section 5: Fire Fighting Measures (See also Section 9: Physical and Chemical Properties)

NONE - NON-FLAMMABLE
Latex emulsion - Not Flammable­
Dry latex use water fog.
None

Flammable properties:
Unusual Fire

and Explosion Hazards:
Extinguishing Media -

Special Fire Fighting Procedures ­
Extinguishing Media:
Protection of Firefighters: Standard protective equipment and precautions.
Specific hazards alising from the chemical:

Hazardous Decomposition
or byproducts: Carbon monoxide, organic acids and aldehydes.
Hazardous Polymerization: Will Not Occur

Section 6: Accidental Release Measures

Personal precautions: Avoid wetting clothing or excessive handling of
wetted absorbent materials. Use rubber gloves.
See Section 4: First Aid Measures - Control measures.

Methods of containment:
Small spills-

Large spills-

Methods for clean-up:

Other information:

Pick up with absorbent material and place in drum
for disposal.
Divert to a holding area and let dry. Allow to dry and
dispose of as non hazardous waste.
Clean up equipment and spills with soap and water
before product dries. Remove dry spatter with
lacquer thinner.
No accidental release reporting is required.

There is a general need for Personal Protective Equipment (PPE). See Section 8 Exposure
Controls/Personal Protection for instructions.

Section 7: Handling and Storage

Handling: Do not splash or spill Corroseal® when pouring into
plastic bucket or pan while prepaling to apply. Avoid
contact with skin and eyes. Avoid wetting clothing.
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Material Safety Data Sheet:
Joan T. Geiger Enterprises. Inc.

Storage:

Corroseal® Rust Converter Primer Page 3 of 6
Date prepared: ApIiI 15, 2005

Spray only through clean, properly maintained
compressor, air tanks, hoses, regulators and nozzles.
Brushes or rollers should be clean and dry as wet
applicators will dilute initial applications.
Remove wet clothing. Wash thoroughly after use.

Store between 3 0 C (38 0 F) and 41 0 C (105 0 F).
Avoid direct sunlight. Shelf life 2 years.
Keep from freezing. Discard Corroseal® after
freezing and after being stored in excessive heat.
Store in closed nonmetallic containers. Do not
return unused Corroseal® into storage containers, to
avoid converting unused mateIial.

Section 8: Exposure Controls / Personal Protection

Exposure gUidelines: Hazardous Components-(Specific Chemical Identity, Common Name(s)
OSHA PEL N.E. ACTIH TLY N.E. Other Limits % N.E.

(N.E. - Not Established)

EngineeIing controls:
Ventilation controls:

No specific controls are needed to control exposures.
None required.

Personal protective equipment (PPE) - normal use and handling where the exposure potential
has been determined:

Respiratory Protection :

Protective Gloves­
Eye Protection-
Other Protective Clothing
or Equipment-

Work/Hygienic Practices:

Not Required for most conditions.
Wear OSHA specified respirator in enclosed areas.
Use rubber gloves.
Use chemical splash goggles

Wear body covering clothing.

Wash hands/exposed skin after use.
Remove contaminated or wetted clothing.

Personal protective equipment (PPE) - reasonable foreseeable use or misuse (e.g.-emergency
situations) where the potential for exposure is not well defined:

Full fire fighting universally requires full respiratory protection (SCBA) and full fire
fighting turnout gear (Bunker gear) to protect the wearer from a vaIiety of hazards.

Corroseal® is normally applied onto steel and aged paint which may contain hazards, or
have equipment, machinery or other materials associated with corrosion coating
protection systems, including engines, fuels, rubber, plastics, etc. requiIing hazard
protection.

Eye/face protection:
Eye protection

Skin protection:

Use chemical splash goggles in enclosed area and
where blast-back can occur, or where wind can cause
exposure or where working overhead.

Wear chemical resistant clothing including rubber
gloves, boots, nonabsorbent whole body suits
appropIiate to coatings applications, as indicated by
the sites exposure potential of associated equipment,
used in applying Corroseal® and weather.
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Material Safety Data Sheet:
Joan T. Geiger Enterprises. Inc.

Respiratory Protection:

Corroseal® Rust Converter Primer Page 4 of 6
Date prepared: ApIiI 15, 2005

Not Required for most conditions. Use OSHA specified
respirator in enclosed areas and when spraying, where
blast-back can occur, or where wind can cause exposure.

General hygiene considerations:
There are no known hazards associated with this mateIial when used as recommended. The
following general hygiene considerations are recognized as common good industIial practices.

While Corroseal® may present no obvious hazard to health or environment, there are some
general hygiene considerations that are practiced by industry and are generally applicable to
industrial situations. such considerations may include;

Avoid breathing vapor or dust.
Avoid contact with eyes and skin.
Wash thoroughly after handling and before eating
and dIinking.

If you scrape, sand, or remove rust or old paint, you may release lead dust. Lead is toxic.
Exposure to lead dust can cause seIious illness, such as brain damage,especially in children.
Pregnant women should also avoid exposure. Wear a NIOSH-approved respirator to control lead
exposure. Clean up carefully with a HEPA vacuum and a wet mop. Before you start, find out how
to protect yourself and your family by contacting the National Lead Information Hotline at 1­
800-424-LEAD or log on to www.epa.gov/lead.

These general hygiene considerations are not material specific. They are placed here to avoid
diminishing the importance of the mateIial specific recommendations.

Section 9: Physical and Chemical Properties

Appearance:
Odor:
Odor threshold:
Physical state:
pH
Freezing point:
Boiling Point
Boiling range
Flash Point
Evaporation Rate
Flammability
Upper/lower flammability

or explosive limits
Vapor Pressure
Vapor Density
Specific Gravity (H20= 1)
Solubility in Water
Partition coefficient:

n-octanol/water
Auto-ignition temperature
Decomposition temperature
Volatile organic compounds

VOC (ASTM 03960)
Viscosity (Brookfield

LVF#2 spindle 60rpm)

Thin, milky white/beige liquid
Mild odor.
Not Available
Water based liquid
3.0
32 degrees F. (0' C)
212 0 F (lOO' C)
Not Available
Over 200°F(tcc) (Over 93' C)
Not Available
Not Flammable

Not Applicable
Not Applicable
Not Applicable
1.02
100% Dispersible

Not Available
Not Available
Not Available

60 gms/L

300 cps
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Material Safety Data Sheet:
Joan T. Geiger Enterprises. Inc.

Corroseal® Rust Converter Primer Page 5 of 6
Date prepared: ApIiI 15, 2005

Section 10: Stability and Reactivity

Chemical stability: Stability under normal ambient temperature and pressure or anticipated
storage and handling conditions.

Stable X

Conditions to Avoid: None

Incompatibility (MateIials to Avoid) with which the product could react to produce a hazardous
situation: Alkalis, ammonia, iron compounds, oxidizing agents.

Hazardous decomposition products: None.

See Section 7: Handling and Storage for appropIiate proper handling and storage.

Section 11: Toxicological Information
Not Available
See Section 2 - Hazards Identification and Section 6: Accidental Release Measures.

Section 12: Ecological Information
Not Available
See Section 2 - Hazards Identification and Section 6: Accidental Release Measures.

Section 13: Disposal Considerations

Waste Corroseal® latex pIimer may be allowed to dry and disposed of as a non hazardous solid
waste. Waste used brushes or rollers may be allowed to dry and disposed of as solid waste.

Section 14. Transport information

Department of Transportation (DOT) Classification: 55 - No Shipping Restrictions.
May be shipped or sent by U.S. Postal mail as a non hazardous liquid.

Section 15: Regulatory Information
Global InventoIies
TSCA: United States Included
DSL: Canada Included
ECL: Korea Included
PICCS: Philippines Included
ENCS: Japan Included
A1CS: Australia Included
IECS: China Included
EINECS: European Union Included

TRI Reporting: SARA Title III
40 CFR372
OSHA 29 CFR 1910
EPA-CEPPO
EPCRA
RCRA
RMP

none
none
none
none
none
none
none
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Material Safety Data Sheet:
Joan T. Geiger Enterprises. Inc.

Corroseal® rust Converter Primer Page 6 of 6
Date prepared: ApIiI 15, 2005

California Safe DIinking Water and Toxic Enforcement Act of 1986 (Proposition 65)
This material is not known to contain any chemicals currently listed as carcinogens or
reproductive toxins under California Proposition 65 at levels which would be subject to the
proposition.

Section 16: Other Information

NFPA 704: National Fire Protection Association
Health - 1 Fire - 0 Reactivity - 0
o = minimal hazard, 1 = slight hazard, 2 = moderate hazard, 3 = severe hazard, 4 = extreme
hazard

Corroseal® container label text:
1. See www.corroseal.comforSURFACE PREPARATION & APPLICATION SPECIFICATIONS.
2. Solvent wipe to remove heavy grease, wax, soot, and oildeposits. Do NOT use Mineral Spirits orAcetone. Rinse surface with clearwater after
cleaning to remove solvent residue. Wire brush, needle gun orpressure wash to remove loose rust, plate rust, mill scale and flaky paint. Corroseal®
primes tight rust and aged tight paint. Use mineral salts remover where appropriate.
WARNING! Ifyou scrape, sand, orremove old paint, you may release lead dust LEAD ISTOXIC. EXPOSURE TOLEAD DUST CAN CAUSE
SERIOUS ILLNESS, SUCH ASBRAIN DAMAGE, ESPECIALLY IN CHILDREN. PREGNANT WOMEN SHOULD ALSO AVOID EXPOSURE. Wear a
NIOSH-approved respirator to control lead exposure. Clean upcarefully with a HEPA vacuum and a wet mop. Before you start, find outhowto protect
yourself and your family bycontacting the National Lead Information Hotline at1-800-424- LEAD orlogon to www.epa.govAead.
3. DO NOT THIN. StirCorroseal® until it is creamy white/tan, uniform incolor. Apply when airtemperature is between 45°F and rising or 10QoF and
falling WC-37,rC). Do Not Apply within 4 hours ofprecipitation.
4. Apply Corroseal® to dry ornear-dry surface ina heavy white coat with nosurface show-through at8-10 Mils wet film thickness (200- 250 Micron).
Spray with #19-21 tip oruse brush or roller. Always doa test patch first.
5.When black color appears, rust conversion has started. If gray color appears, apply more Corroseal® while still tacky Brown color and/or spots
indicate chemical contamination - remove the Corroseal® and repeat steps 1-4. Corroseal® dries transparent over paint and other non-rusted surfaces.
6. CURE FOR 24HOURS BEFORE APPLYING INTERMEDIATE TIE COAT ORTOPCOAT. Requires adequate ventilation throughout cure time to
remove moisture inside structures, vessels, ballast tanks, etc.
7. Cleans upwith soap and water. Remove dried spatter byusing lacquer thinner.
8.Apply intermediate tiecoat ortopcoat onto Corroseal® within 30 days of Corroseal's cure. Apply tiecoat ortopcoats according to manufacturer's
directions. Do notthin beyond manufacturers recommendations. Corroseal® bonds well with oilbased enamel, alkyd, vinyl, epoxy, coal tar, urethane
topcoats. Always doa test patch to confirm compatibility. With water-based topcoats, consult manufacturers data. Water based topcoats subject to
tannin staining require an intermediate oil-based stain blocker.
9. Limitations: ForSurface Preparation; Do NOT use Acetone orMineral Spirits. TEST over zinc base coatings as some galvanizing rejects
Corroseal® chemistry. Corroseal® on chromate treated (pickled) steel isto remain dry until top coated. Immersion service requires appropriate
intermediate tie-coat between Corroseal® and anti-fouling orimmersion service-approved topcoat.
WARRANTY: Sellers liability is limited tothe replacement or refund ofpurchase price upon retum of unused portion with proof ofpurchase. Product is
intended for use bypersons having skill and know-how, at their discretion and risk. Seller assumes noresponsibility for results obtained ordamages
incurred from product use byBuyer whether asrecommended herein orotherwise. Determination ofappropriateness and suitability for specific
applications is the sole responsibility of theBuyer and Applicator.
CAUTION: CONTAINS STYRENE BUTADIENE COPOLYMER RESIN (LATEX). AVOID CONTACT WITH SKIN AND EYES. IN CASE OF
CONTACT, FLUSH IMMEDIATELY WITH PLENTY OFWATER. IF IRRITATION CONTINUES, CALL A PHYSICIAN. IFSWALLOWED, INDUCE
VOMITING AND CALL A PHYSICIAN.
KEEP OUT OFREACH OFCHILDREN. KEEP FROM FREEZING. NOSHIPPING RESTRICTIONS. MADE INUSA VOC Compliant, 60

grams/liter. 8 ozlgallon

Preparation and Revision Information:
This document is revised April 14, 2005, to incorporate ANSI MSDS specifications, as a larger
body of data from that specified by OSHA.

For Product Data and Technical Data including SURFACE PREPARATION SPECIFICATIONS and
APPLICATION GUIDES, see the appropIiate PDF documents available on the web page
www.corroseal.com for the product Corroseal® Rust Converter Primer.

Disclaimer: The data and comments presented here are intended as an aid for reference to the
required OSHA documentation of OSHA MSDS requirements. See www.corroseal.com for
product MSDS that is OSHA compliant. The information contained in this document applies to
this specific material as supplied. It may not be valid for this mateIial if it is used in
combination with any other mateIials. It is the user's responsibility to satisfy oneself as to the
suttabtltty and completeness of this information for his own particular use.
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Fax Nrnnber: 905-564-7077Emergency Telephone Number: 800-256-2548 (day) 905-890-3466 (night)
Poison Control Center: Poisondex Alert System
Danzerous Goods Emeruencv: CANUTEC 613-996-6666 & CCOHS 905-572-2981

LEAR CHEMICAL RESEARCH CORP.
P.O. Box 1040 Station B - Mississauga, Ontario L4Y 3W3

I MATERIAL SAFETY DATA SHEET

20012
Manufacturer-Lear Chemical Research Corp.
CORROSION BLOCK® is an industrial product designed to prevent and treat corrosion on ferrous
and non-ferrous metals, protect electronic equipment, and to lubricant/penetrate mechanized parts.

Product Name:

Product Code:
CompanyID:
Application:

SECTION 1- PRODUCT IDENTIFICATION & usn 1

CORROSION BLOCK® NON-FLAMMABLE AEROSOL

SECTION II - COMPOSITION
Chemical Composition: Corrosion Bl;>o-:'k:""'"i~-"-p-,-op-''''i,':'tmy--7b;-1'''-'d-of;:"u-:l::tr-"-p-m-,-~-n-:th;-:,t"'i,-"-n-:d-o-,g-""--i'-:H:;Y-d;-,-o'-"'-:b:"o-n-~.---·I
Toxicology testing has been performed as a complete complex mixture (prior to aerosolizing) and is considered non-toxic by
EPA !OECD guidelines.

% volOSHA/ACGIH

SECTION III - HAZARDOUS COMI'ONENTS__~=~=~ ~~ I
Chemical Names: CAS #

Corrosion Block
Tetrafluoroethane 1,1,1,2
(propellant)

NA
811-97-2

5 mg/m' (TWA) oil mist
PEUfLV None established
1000 ppm TWA (suggested)

90-95
5-10

SECTION I:\'- PHYSICAL! CHEMICAL CHARACTERISTICS~~~ I
Boiling Point: >212 F e (aerosol concentrate) Specific Gravity (H 20=1): .92

Vapor Pressure: NA Melting Point (Deg F): not applicable
Vapor Density: Heavier than air (Air=l) Evaporation Rate: Slower (Butyl acetate=l)
Solubility: Slight emulsification with lFO Odor: Fresh Scent
Appearance: Turquoise Aerosol Liquid pH: neutral

~ECTIONV- FIRE Al'lD EXPLOSION HAZARD DATA__~~~""':':'__~=~__I
Product: Non-flammable Aerosol Auto-ignition Temp. >410 Fe

Flash Point: Flame extension 0 em.
Flammable Limits: Not applicable
Extinguishing Media: Use media appropriate for surrounding material.
Fire Fighting Procedures: Cool containers with water spray to prevent pressure build-up, auto-ignition or

explosion. Self Contained Breathing Apparatus (SCBA) may be required if containers
rupture under thermal conditions.

Fire Explosion Hazards: Aerosol cans are an explosion risk when exposed to fire.
Fire Hazard Identification: NFPA NPCA-HMIS Health -1 Flammability-O Reactivity-l

SECTION VI - REACTIVITY DATA I
Stability: Stable
Incompatibility: Avoid Oxidizing materials (Liquid or compressed oxygen, peroxides, chlorine), strong

alkalis.
Hazardous Decomposition: Thermal conditions produce normal products of combustion including: Hydrogen

fluoride, Carbon Oxides (CO- C02), Nitrogen oxides (N02-NO), Sulfur oxides (S02S03)
Polymerization: Will not occur
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Waste Disposal:

Protective Equipment:
Hygienic Practices:

MATERIAL SAFETY DATA SHEET - Page 2 - CORROSION BLOCK-Non-flammable Aerosol

.§.ECTION VII - TOXICOLOGICAL PROPERTIES

Corrosion Block Liquid has been tested (oral, eye, dermal) as a complete mixture and is considered "Non Toxic"
according to EPA10ECD and FHSA guidelines.

Primary Routes of entry:
Acute Oral: LDSO> 5000 mg/kg Acute Eye: LC50 > 5000 mg/kg
Acute Dermal: LDSO> 5000 mg/kg Acute Vapor LC50 > 5000 ppm -Rat-Aliphatic hydrocarbon

(est) LC50> 5000 ppm -Rat-Petroleum distillate
Tetrafluoroethane 1, 1, 1,2
Acute Dermal: None determined Acute Inha!. LC50 > 500,000 ppm (Rat)
Acute Eye: None determined
Carcinogenicity: Corrosion Block Ingredients: Non-carcinogenic, according to NIP, IARC, OSHA or ACGIH.

Ietrafluoroethane 1,1,1,2: Non-carcinogenic, according to NIP, IARC, OSHA or ACGIH.
Sensitization: Non-sensitizer
Mutagenic effects: No Tetragenic: No
Reproductive: No Developmental: No

POTENTIAL EFFECTS OF OVEREXPOSURE
Inhalation: May cause headache, nausea, or dizziness. Gross overexposure to vapor may cause eNS depression or

confusion. Tetrafluoroethane is rapidly equilibrated in tissue, after inhalation, and eliminated with
expelled air. May act as simple asphyxiant if air is displaced by vapor.

Skin: May cause drying, chapping of skin. Chilling sensation with liquid evaporation.
Eyes: May cause redness of eyes and tearing. Chilling sensation with liquid evaporation.
Ingestion: Not likely to occur. However should small amounts be ingested then liquid may cause irritation to mouth

& throat Aspiration into the lungs may cause chemical pneumontis, which can be fatal.

.§.ECTION VIII - EMERGENCY AND FIRST AID PROCEDURE""S I
Skin: Remove excess by wiping, followed by washing with soap and water.
Eyes: Copious warm water flush for 15 minutes, lifting upper and lower lids. If irritation persists contact a

physician.
Inhalation: Evacuate to fresh air. If breathing is difficult administer oxygen. Ifbreathing stops apply CPR and call a

physician.
Ingestion: Not likely to occur. However should it occur: DO NOT INDUCE VOMITING. Give 1/2 pint of milk

to drink. If vomiting takes place naturally, lean victim forward to prevent aspiration into lungs.
Aspiration into the lungs may cause chemical pneurnontis, which can be fatal. Physician's assessment is
mandatory. Note to Physician: Consult standard literature for Hydrocarbon poison.

SECTION IX - PREVENTIVE MEASURES
Spills/Leaks: Absorb using inert material (dry clay, commercial sorbents) and collect residue into suitable

disposal container.
Dispose in approved landfill site or incinerate at licensed waste reclaim facility. Follow all
Local, State and Federal Requirements. See Section X for further instructions.

Storage: Contents under pressure. Do not store above 120 F. Store in well ventilated area.
Respiratory Protection: None normally needed - unless atomizing in enclosed space, then use approved NIaSH organic,

mist/vapor respirator.
Not applicable for aerosol containers.
Wash hands and face with soap and water after use. Launder soiled clothing.
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MATERIAL SAFETY DATA SHEET- Page 3 - CORROSION BLOCK Non-flammable Aerosol

SECTION X - REGULATORY INFORMATION

Name
Zinc Compound

U.S. Federal Regulations: Tetrafluoroethane 1, 1, 1, 2
TSCA Inventory. All components included
SARA Extreme Hazard: NO
CERCLA: NO
SARA Toxic Chemical: NO
TITLE III Hazard Classification Section 311, 312:
Fire: No Chronic: Yes Pressure: Yes
Reactivity: No Acute: Yes

Zinc Compounds
ReportedJIncluded
NO
NO
YES
Section 313:
CAS#
Not applicable

%-Wt
< 1

UN1950 Non-flammable gas
(Hazard label-green diamond)

.§.ECTION XI - TRANSPORTATION INFORMATIO~N':- I
TDG Road / Rail Classification: CONSUMER COMMODITY
DOTIIMO Label: NON-FLAMMABLE GAS
HAZARD CLASS: 2
AIR-lATA Class: Aerosols, non-flammable, n.o.s. Class 2.2

(Each not exceeding lL capacity)

Lear Chemical and its affiliates assume no responsibility for injury to anyone caused by the material if reasonable safety
procedures are not adhered to as stipulated in the data sheet Additionally, Lear Chemical Research Corp. and affiliates
assume no responsibility for injury to anyone caused by abnormal use of the material even if reasonable safety procedures
are followed. Furthermore, vendee and third persons assume the risk in their use of the material.

Date Issued: July 2005 Prepared by: Lear Chemical Research Corp.
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Page 1 of 4
Procter & Gamble
P&G Household Care
Ivorydale Technical Center
5299 Spring Grove Avenue
Cincinnati,OH 45217-1087

MATERIAL SAFETY DATA SHEET
MSDS # FHIL/2005/RWRB-6FLJW3
Supersedes: LDL 0006

SECTION I - CHEMICAL PRODUCT

Identity: Liquid Hand Dishwashing Detergents

Brands:

DAWN (All Variations)

IVORY (All Variations)

JOY (All Variations)

SALVO

Issue Date: 09/08/05
Issue Date: 09/25/03

Hazard Rating: Health:
Flammability:
Reactivity:

1
1
o

4~EXTREME

3~HIGH

2~MODERATE

I~SLIGHT

Emergency Telephone Number:

DAWN 1-800-725-3296 (DAWN)

IVORY 1-800-253-2753 (IVORY)

JOY 1-800-436-1569 (JOY)

SALVO 1-800-824-3076

or call Local Poison Control Center or your physician

SECTION II - COMPOSITION AND INGREDIENTS

Hazardous Ingredients as defined by OSHA, 29 CFR 1910.1200.

Chemical Common CAS No. Recommended Limits Composition LDSOILC50

Name Name Range

Ethyl alcohol Ethanol 64-17-5 ACGIH TLV: 1880 mg/m-' 1-6%
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Liquid Hand Dishwashing Detergents (Continued)

SECTION III - HAZARDS IDENTIFICATION

Health Hazards (Acute and Chronic):

Ingestions: Ingestion may cause transient gastrointestinal irritation.

Eye Contact: May cause mild, transient irritation.

Skin: Transient irritation with prolonged exposure to concentrated material.

Signs and Symptoms of Exposure:

Ingestion: May result in nausea, vomiting, and/or diarrhea.

Eye Contact: May cause stinging, tearing, itching, swelling, and/or redness.

Skin: Prolonged contact with concentrated material may be drying or transiently irritating to skin.

SECTION IV - FIRST AID INFORMATION

Emergency and First Aid Procedures:

Ingestion: Drink I or 2 glasses of water.

Eye Contact: Flush thoroughly with water for IS minutes.

Skin: If prolonged contact occurs, rinse thoroughly with water. If spilled on clothing, change

clothes. If symptoms persist or recur, seek medical attention.

Other: Consumer product package has a voluntary avoid accidents statement.

SECTION V - TIRE FIGHTING INFORMATION

Page 2 of 4

Flash Point (Method Used): 115-135cF Pensky- Explosive Limits: LEL: N/A UEL: N/A
Martens (Closed cup)

Extinguishing Media: C02, water or dry chemical.

Special Fire Fighting Procedures: None. Although this product has a flash point below 200CF (closed cup), it is a
>50% aqueous solution that does not sustain cornbustion.

DOT classification is non-hazardous.

Unusual Fire Hazards: None

Stability Unstable: Conditions to Avoid None known

Stable: X

Incompatibility (Materials to Avoid): None known

Hazardous Decomposition/By Products: None known

Hazardous Polymerization: May Occur: Conditions to Avoid: None known

Will Not Occur: X

SECTION VI - ACCIDENTAL RELEASE MEASURES

Personal Precautions: None

Environmental Precautions: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL
REGULATIONS. Solutions of the detergents may be allowed to be flushed down sewer -- First check with your
local water treatment plant. Recycling is recommended for undiluted scrap product. Do not landfill.

Steps To Be Taken in Case Material is Released or Spilled: Prevent spills from reaching a waterway. Sorbents
may be used. Read "Waste Disposal Method" below for further information.

2
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Liquid Hand Dishwashing Detergents (Continued)

SECTION VII - HANDLING AND STORAGE

Precautions To Be Taken in Handling and Storing: No unusual precautions necessary.

Other Precautions: None known

Page 3 of4

SECTION VIII - EXPOSURE CONTROLS, PERSONAL PROTECTION

Respiratory Protection (Specify Type): None required with normal use.

Ventilation Local Exhaust: None required with normal consumer use. Special: None

Mechanical (General): Normal/general dilution ventilation is acceptable. Other: None

Eye Protection: None required with normal consumer use.

Industrial Setting: For splash protection, use chemical goggles. Eye Wash fountain is desirable.

Protective Gloves: None required with normal use.

Industrial Setting: Protective gloves (rubber, neoprene) should be used for prolonged direct contact

Other Protective Equipment: None required with normal use.

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

Boiling Point of: Not known

Vapor Pressure (mm Hg): N/A

Vapor Density (Air=l): N/A

Odor Threshold: N/A

Coefficient of Water/Oil Distribution: N/A

Scooped Density: N/A

Appearance and Odor: Purple, Blue, Green, Yellow,
Pink or Orange liquids. All products are perfumed.

Specific Gravity (H20=1): ca. 1

Percent Volatile by Volume (%): ~60-65%

Evaporation Rate (nBuOAc=l): Unknown

Freezing Point: ~ 30 F

pH: 8-9

Solubility in Water: Completely

Reserve Alkalinity: N/A

SECTION X - STABILITY AND REACTIVITY

Possible Hazardous Reactions/Conditions: None known

Conditions to Avoid: None

Materials to Avoid: None

Hazardous Decomposition Products: None known

Other Recommendations: None

SECTION XI - TOXICOLOGICAL INFORMATION

LD50 (rats oral): approx 12 mLikg
ED50 approx 2.3 mLikg
Liquid hand dishwashing detergents have a relatively low order of toxicity. They may be irritating, but they are not
expected to be corrosive. They are expected to be emetic.

3
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Liquid Hand Dishwashing Detergents (Continued)

SECTION XII - ECOLOGICAL INFORMATION

All surfactants are readily biodegradable. These products are safe for septic tanks.

SECTION XIII - DISPOSAL CONSIDERATIONS

Page 4 of 4

Waste Disposal Method: Disposal is to be performed in compliance with Federal, state and local regulations.
Household product is safe for disposal down the drain during use or in the trash.
Industrial Setting: Solutions of diluted detergent in the course of use, may be allowed to be flushed down sewer.
First check with your local water treatment plant Recycling is recommended for undiluted scrap product
Do not landfill.

SECTION XIV - TRANSPORT INFORMATION

Non-hazardous under DOT.

SECTION XV - ADDITIONAL REGULATORY INFORMATION

All components are listed on the US TSCA Inventory. No components are affected by Significant New Use Rules
(SNURs) under TSCA §5.

No components of Dawn, Ivory, Joy or Salvo are subject to California Proposition 65 labeling.

All ingredients are CEPA approved for import to Canada by Procter & Gamble only.

SECTION XVI - OTHER INFORMATION

*N/A - Not Applicable *N/K - Not Known

The submission of this MSDS may be required by law, but this is not an assertion that the substance is hazardous
when used in accordance with proper safety practices and normal handling procedures. Data supplied is for use
only in connection with occupational safety and health.

The information contained herein has been compiled from sources considered by Procter & Gamble to be
dependable and is accurate to the best of the Company's knowledge. The information relates to the specific
material designated herein, and does not relate to the use in combination with any other material or any other
process. Procter & Gamble assumed no responsibility for injury to the recipient or third persons, for any damage to
anv propertv resulting from misuse of the controlled product

4
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MATERIAL SAFETY DATA SHEET
MSDS L-141 REVISION 2

THE DIAL CORPORATION
CENTER FOR INNOVATION
15101 NORTH SCOTTSDALE ROAD
SCOTTSDALE, ARIZONA 85254-9934

MEDICAL EMERGENCIES 1-888-689-9082
CHEMTREC 1-800-424-9300 (24 Hours Daily)
OTHER INFORMATION 1-888-468-6673

SUBSTANCE IDENTIFICATION

SUBSTANCE

TRADE NAMES/SYNONYMS
CHEMICAL FAMILY

10. NUMBER

BAR SOAP

DIAL® BAR SOAP - MOUNTAIN FRESH
Mixture

906006

NFPA RATINGS (Scale 0-4, where 4=high degree of hazard) HEALTH=1 FLAMMABILlTY=1 REACTIVITY=O
HMIS RATINGS (Scale 0-4, where 4=severe hazard) HEALTH=O FLAMMABILlTY=1 REACTIVITY=O

This product is labeled in accordance with guidelines set forth in the Food, Drug, and Cosmetic Act The use pattern and
exposure in the workplace are generally not consistent with those experienced by consumers. The requirements of the
Occupational Safety and Health Administration applicable to this Material Safety Data Sheet may differ from the
requirements of the FD & C Act and as a result, this MSDS may contain additional health hazard information not pertinent
to consumer use and not found on the product label.

HAZARDOUS INGREDIENT INFORMATION

COMPONENT GLYCERIN CAS# 56-81-5
(as mist)
5 mg/m3 OSHA TWA (respirable fraction); 10 mg/m3 OSHA TWA (total mist)

10 mg/m3 ACGIH TWA (total mist)

COMPONENT SODIUM SOAP CAS# 67701-11-5 & 67701-10-4
SOAP DUST = PARTICLES NOT OTHERWISE SPECIFIED
15 mg/m3 OSHA TWA (total dust); 5 mg/m3 OSHA TWA (respirable fraction)
10 mg/m3 ACGIH TWA (total dust); 3 mg/m3 ACGIH TWA (respirable fraction)

Carcinogen status of components: Not listed as carcinogenic by NTP, IARC, or OSHA.

PHYSICAL AND CHEMICAL DATA

DESCRIPTION: Solid white on blue marbelized soap bar with a strong citrus-type fragrance.

pH approx 10.5 SOLUBILITY IN WATER Slight

FIRE AND EXPLOSION DATA

FIRE AND EXPLOSION HAZARD - The fire hazard for this product has not been determined. The hazard(s) of the
component(s) with the most severe hazard(s) are:

Slight fire hazard when exposed to heat or flame. Dust - air mixtures may ignite or explode.

FIRE FIGHTING MEDIA - Dry chemical, carbon dioxide, water spray or regular foam. For larger fires, use water spray, fog
or regular foam.

Page 1 of 3
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MSDS L-141 (Rev. 2

FIRE FIGHTING - Move container from fire area if you can do it without risk. Do not scatter spilled material with high­
pressure water streams. Dike fire-control water for later disposal. Use agents suitable for type of surrounding fire.
Avoid breathing vapors, keep upwind.

HEALTH HAZARD DATA

NOTE: The acute health effects described below are those which could potentially occur for the finished product. They
are based on the toxicology information available for the finished product and/or each hazardous ingredient, and are
consistent with the product type and the likelihood of a specific route of exposure. Known chronic health effects related to
exposure to a specific ingredient are indicated.

ACUTE HEALTH EFFECTS:

INHALATION:

SKIN CONTACT:

EYE CONTACT:

INGESTION:

Dust may cause mild mucous membrane irritation.

Repeated or prolonged exposure may cause irritation.

May cause irritation with stinging, tearing, and redness.

May cause mild gastrointestinal irritation with nausea, vomiting, diarrhea and abdominal pain.

CHRONIC HEALTH EFFECTS: None known.

MEDICAL CONDITIONS GENERALLY RECOGNIZED AS BEING AGGRAVATED BY EXPOSURE: Pre-existing skin
conditions.

EMERGENCY AND FIRST AID PROCEDURES

INHALATION: Remove from exposure area to fresh air immediately. Keep affected person warm and at rest. Treat
symptomatically and supportively. Contact physician or local poison control center. If breathing has stopped, give
artificial respiration, and get medical attention immediately.

SKIN CONTACT: Rinse affected area with large amounts of water until no evidence of product remains. Get medical
attention if irritation persists.

EYE CONTACT: Immediately rinse eyes with plenty of water, occasionally lifting upper and lower lids, until no
evidence of product remains. Get medical attention if pain or irritation persist.

INGESTION: Treat symptomatically and supportively. Maintain airway and respiration. If vomiting occurs, keep head
below hips to prevent aspiration. Dilution by rinsing the mouth and giving water or milk to drink is generally
recommended. If unconscious, the victim should not be given anything to drink. Contact physician or local poison
control center.

REACTIVITY

REACTIVITY - Stable under normal temperatures and pressures.

INCOMPATIBILITIES Strong oxidizers, peroxides, acids, alkalis.

DECOMPOSITION - Thermal decomposition may release toxic and/or hazardous gases.

POLYMERIZATION - Hazardous polymerization has not been reported to occur under normal temperatures and
pressures.

STORAGE AND DISPOSAL

Store away from incompatible substances. Observe all federal, state and local regulations when storing or disposing of
this substance.

Page 2 of 4
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MSDS L-141 (Rev. 2

CONDITIONS TO AVOID

Avoid contact with incompatible substances and excessive heat

SPILL AND LEAK PROCEDURES

OCCUPATIONAL SPILL - Sweep up and place in suitable clean, dry containers for reclamation or later disposal. Keep
unnecessary people away.

OCCUPATIONAL PROTECTIVE EQUIPMENT

VENTILATION - Provide local exhaust ventilation system to meet permissible exposure limits, where dusts or mists are
likely to be generated.

RESPIRATOR - Air contamination monitoring should be carried out, where dusts or mists are likely to be generated, to
assure that the employees are not exposed to harmful concentrations above the permissible exposure limits. If
respiratory protection is required, it must be based on the contamination levels found in the workplace, must not exceed
the working limits of the respirator and be jointly approved by the National Institute for Occupational Safety and Health
and the Mine Safety and Health Administration (NIOSH-MSHA).

FOR FIRE FIGHTING AND OTHER IMMEDIATELY DANGEROUS TO LIFE OR HEALTH CONDITIONS-
Any self-contained breathing apparatus that has a full facepiece and is operated in a pressure-demand or other positive­
pressure mode. Any supplied-air respirator that has a full facepiece and is operated in a pressure-demand or other
positive-pressure mode in combination with an auxiliary self-contained breathing apparatus operated in pressure­
demand or other positive-pressure mode.

CLOTHING - Protective clothing is required where repeated or prolonged skin contact may occur.

GLOVES - Protective gloves are requiredwhere repeated or prolonged skin contact may occur.

EYE PROTECTION - Safety glasses are required to prevent eye contact if dusty conditions may occur.

REGULATORY INFORMATION

DOT FLAMMABILITY CLASSIFICATION

EPA - SARA TITLE III SECTION 313

TSCA

Not applicable.

Not applicable - Consumer product

All components of this product are listed or are exempted or
excluded from listing on the U.S. Toxic Substances Control Act
(TSCA) chemical substance inventory.

The information contained herein is provided in good faith and is believed to be correct as of the date hereof. However, Te
Dial Corporation makes no representation as to the comprehensiveness or accuracy of the information. It is expected that
individuals receiving the information will exercise their independent judgment in determining its appropriateness for a
particular purpose. Accordingly, The Dial Corporation will not be responsible for damages of any kind resulting from the
use of or reliance upon such information. No representations, or warranties, either expressed or implied of
merchantability, fitness for a particular purpose or of any other nature are made hereunder with respect to the information
set forth herein or to the product to which the information refers.

MSDS CREATION DATE 02/07/95
SUPERSEDES Rev. 1; 12/19/97
REVISION DATE 11/11/04
REVISION: Updated address information, Substance 10 and Hazardous Ingredients Sections.
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RECI(ITT
BENCJ{ISER Material Safety Data Sheet

Section 1. Product and Company Identification

Product Name EASY-OFF® HEAVY DUTY OVEN Not availableMSDS#

CLEANER (AEROSOL)

Product Description Original heavy duty oven cleaner formula with Floral or Lemon
Validation Date 10/1812005

Scent Print Date 1011812005

Manufacturer Reckitt Benckiser North America, Inc
Morris Corporate Center IV
399 tnterpace Parkway (PO Box 225) In case of Telephone 8002284722
Parsippany, N.J 070540225 Emergency:

Product Identifier Not available
Transportation cnemtrec: 1-800-424-9300

Item Number 371752 Emergencies: (US & Canada)

Outside the U S & Canada
(North America), call
703-527-3887

Formula Number 772-004 (F/F 371752) Floral Scent: 500-188C (F/F 367270) Lemon Scent

U PC Number 62338-00132 (8 oz ) Floral Scent; 62338-00138 (16 oz ) Floral Scent & 62338-00148 (16 OI) Lemon Scent)

Section 2. Composition and Information on Ingredients

Name CAS# % by Weight Exposure Limits: TLVIPEL

1) N-BUT ANE 106-97-8 1-5 TWA 1900 (mg/m 3
) from ACG IH (TL V)

TWA 800 (ppm) from ACGI H (TLV)
2) SODIUM HYDROXIDE 1310-73-2 0-5 CEIL 2 (mg/m 3

) from ACG IH (TL V)
TWA 2 (mg/m 3

) from OSHA
3) MONOETHANOLAM INE 141-43-5 0-5 TWA 7.5 STEL 15 (mg/m 3

) from ACGIH (TLV)
TWA 3 STEL 6 (ppm) from ACGI H (TLV)
TWA 6 STEL 15 (mg/m 3

) from OSHA
TWA 3 (ppm) from OSHA

4) DIETHYL ENE GLYCOL MONOBUTYL 112-34-5 50 Not available
ETHER

Section 3. Hazards Identification

Emergency Overview DANGER Harmful if swallowed Causes burns to skin and eyes on contact Contents under pressure
Contains sodium hydroxide (LYE) Wear long rubber gloves when using, will burn skin and eyes Avoid
contact with skin, eyes, mucous membranes and clothing Do not ingest Avoid breathing spray mist

Do not puncture or incinerate container or store in temperatures over 120° F (50°C) Do not place in hot
water or near radiators, stoves or other sources of heat KEEP OUT OF REACH OF CHILDREN

Section 4. First Aid Measures

Eye Contact Immediately rinse eyes w ith water, remove any contact lenses, and continue rinsing eyes for fifteen minutes
Call a doctor or poison control center if symptoms persist

Skin Contact Rinse skin immediately and remove contaminated clothing Wash t horoughly w ith soap and water and
continue ftushing with w ater for atreast i 0 minutes If discomfort persists, call a physcian immediately

Inhalation Move person to fresh air. Call a doctor or poison control center if symptoms persist

Ingestion If swallowed, DO NOT induce vomiting Rinse mouth thoroughly with water, drink water or milk NEVER
give an unconscious person anything to ingest Call a physcian immediately

NOTE TO PHYSICIAN Probable mucosal damage may contraindicate the use of gastric lavage

I Contmued on Next Page
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EASY-OFF® HEAVY DUTY OVEN CLEANER Page Number: 2

(AEROSOL)

Section 5. Fire and Explosion Data

Flammability See Section 14 for any Shipping Classifications.

Flash Point Not applicable. Flame extension less than 18 inches or 45 em.

Explosive Limits in Air Not available.

Products of Combustion Not available.

Fire and Explosion Hazards Contents under pressure. Do not use or store near heat or open flame. Do not puncture or incinerate.
Exposure to temperatures above 120°F (48.9°C) may cause bursting.

Fire Fighting Media Use dry chemicals, C02, water spray or foam, as suitable, for the surrounding fire. Use water spray to cool
and Instructions fire-exposed containers.

Special Fire Fighting Product contents under pressure. Cool containers with water spray. Wear full protective equipment:
Instructions eye/face (shield), body (full bunker gear), respiratory protection (SCBA). Provide shielding for venting,

rupturing or bursting containers.

Section 6. Accidental Release Measures

Accidental Spill Small spills: Wear long rubber gloves. Soak up spill with absorbent material. Rinse area with water and
wipe dry. Wrap absorbed material in plastic bag to dispose. Avoid contact with reactive metals such as
aluminum.

Large spills: Wearing appropriate personal protective equipment, spill should be diked, contained and
collected for later disposal according to local, state or federal regulations.

Section 7. Handling and Storage

Handling and Storage DANGER: Contains sodium hydroxide (lye). Harmful if swallowed. Do not ingest. Avoid breathing spray
mist. Wear long rubber gloves when using, will burn skin and eyes. Avoid contact with skin, eyes, mucous
membranes and clothing. Container may explode if heated. Do not place in hot water, or near radiators,
stoves or other sources of heat. Do not puncture or incinerate container or store at temperatures over
120'F (50'C).

Store containers in an upright position in a cool, dry secure area inaccessable to small children and pets.
Keep from freezing. KEEP OUT OF REACH OF CHILDREN.

Section 8. Exposure Controls/Personal Protection

Ventilation Requirements None normally required. Use sufficient ventilation to keep hazardous ingredients below their Threshold Limit
Values (see Section #2) during emergency operations such as a major spill clean-up or fire.

Eye Protection Wear protective eyewear. Emergency responders should wear full eye and face protection.

Skin Protection Wear long sleeves and long impervious rubber gloves. Do not get on skin or clothing. If product gets on
clothing, remove clothing and wash before wearing again. Emergency responders should wear
impermeable gloves.

Respiratory Protection Avoid breathing spray mist. Emergency responders should wear suitable respiratory protection where long
term exposure to large areas of spilled liquid is possible such as a major spill, a fire or a clean-up operation.

Other Protection Emergency responders should wear impermeable clothing and footwear when responding to a situation
where contact with the liquid is possible.

WorklHygienic Practices Avoid contact with skin, eyes, mucous membranes and clothing. Avoid breathing spray mist. Wash
thoroughly with soap and water after handling.

I Continued on Next Page
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EASY-OFF® HEAVY DUTY OVEN CLEANER Page Number: 3

(AEROSOL)

Section 9. Physical and Chemical Properlies

Description liquid. (White foam when sprayed) Odor Lemon like (F/F 367270); Floral (F/F 371752)

pH 13.3 [Basic.] Color White foam when sprayed.

Boiling/Condensation Point Not available.

Specific Gravity 1.05 (Water = 1)

Vapor Pressure Not available.

Vapor Density Not available.

Viscosity Not available.

Solubility Complete.

Physical Chemical Comments Not available.

Section 10. Stability and Reactivity Data

Chemical Stability The product is stable.

Conditions of Instability Do not puncture or incinerate container or store at temperatures over 120°F (50°C). Never leave can on
stove or near source of heat. Keep from freezing.

Incompatibility with Various Recommended for use ONLY on porcelain, enamel, iron, stainless steel, ceramic and glass surfaces. Do
Substances not use on exterior oven surfaces, aluminum, chrome or baked enamel. Strong oxidizing agents or acids.

Hazardous Decomposition Carbon dioxide, carbon monoxide and unidentified organic compounds may be formed during thermal
Products decomposition.

Hazardous Polymerization Will not occur.

Section 11. Toxicological Information

Exposure effects

Eye Contact Causes burns to eyes on contact.

Skin Contact Causes burns to skin on contact.

Inhalation Causes burns on contact.

Ingestion Harmful if swallowed. May cause burns to mouth, throat and stomach.

Carcinogenicity Not listed as carcinogenic by OSHA, NTP or IARC.

Section 12. Ecological Information

Ecotoxicity Not available.

Section 13. Disposal Considerations

Waste Disposal Discard individual empty container in trash.

Large quantity disposal: Degas cans and discharge liquid contents to sanitary sewer or accumulate intact
cans for transport to shredder, approved incinerator, or other facility in accord with local, state and federal
regulations.

I Continued on Next Page
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EASY-OFF® HEAVY DUTY OVEN CLEANER Page Number: 4

(AEROSOL)

Section 14. Transporllnformation

DOT Classification ORM-D

Proper Shipping Name Consumer Commodity

DOT Identification Number Not applicable.

Packing Group Not applicable.

Maritime Transportation Not applicable.

Hazardous Substances Not applicable.
Reportable Quantity

Special Provisions for ORM-D: For US Domestic Shipments Only
Transport

TDG Classification Consumer Commodity - Transborder Consignment

ADR Classification Not applicable.

IMDG Classification Aerosols, class 2.2 (corrosive) UN1950 - LTD QTY.

lATA Classification Aerosols, non-flammable, n.o.s., containing substances in Class 8, Packing Group lor II
-FORBIDDEN FOR AIR SHIPMENT-

Section 15. Regulatory Information

Federal and State SARA Title III, Section 313 Toxic Chemical Notification & Release Reporting:
Regulations

1) DIETHYLENE GLYCOL MONOBUTYL ETHER CAS #: 112-34-5 5 %

California Proposition 65: This product contains the following ingredients which require a warning under the Safe
Drinking Water & Toxic Enforcement Act:
None

Other Classifications WHMIS (Canada) CLASS E: Corrosive liquid.

Section 16. Other Information

HMIS (U.S.A.)

.;;iiii~~?-
National Fire Protection

~
Fire Hazard

. ..• 2 Association (U.S.A.)
Reactivity

Reactivity ~
Health

Specific hazard

Personal Protection ID
NFPA Aerosol Level 1, per NFPA 30B

Validated by Product Safety on 1011812005. Printed 10118/2005.

Notice to Reader
To the best ofour knowledge, the information contained herein is accurate. However, neither the above named supplier lWr any of its subsidiarles assumes any liability whatsoeverfor the accuracy or completeness of the information contained
herein. Fmal determination of suitability ofany material is the sole responsibility of the user. All materials may present unknown hazardsand slwuldbe used with caution. Aithough certain hazardsare described herein, we camwtguartmtee
that these are the only hazards thate:rist
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DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 8010
NIIN: 00N010451
Manufacturer's CAGE: 11111
Part No. Indicator: A
Part Number/Trade Name: EASYPOXY BLACK, 3801

General Information

Item Name:
Company's Name: PETTIT PAINT COMPANY, INC.
Company's Street: 36 PINE STREET
Company's P. O. Box:
Company's City: BOROUGH OF ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-548-0489
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 002
Status:
Date MSDS Prepared: 16MAY89
Safety Data Review Date: 04AUG95
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BCTTT
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: F4
Unit Of Issue: NK
Unit Of Issue Container Qty: N/K
Type Of Container: N/K
Net Unit Weight:

Report for NIIN: 00NOI0451

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information
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Proprietary: NO
Ingredient: MINERAL SPIRITS; (ALIPHATIC SOLVENT NAPHTHA (PETROLEUM)). VP:
10. LD50: (ORAL,RAT) >25 ML/KG.
Ingredient Sequence Number: 01
Percent: 25-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1005956MS
CAS Number: 64742-88-7
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: 100 PPM (MFR)

Proprietary: NO
Ingredient: RUTILE; (TIT.AJ:\fIUM DIOXIDE). LDSO:(ORAL,RAT) >9500 MG/KG.
Ingredient Sequence Number: 02
Percent: 0-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: VM2940000
CAS Number: 1317-80-2
OSHA PEL: 10 MG/M3 TDUST
ACGIH TLV: 10 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CARBON BLACK
Ingredient Sequence Number: 03
Percent: 0-4
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: FF5800000
CAS Number: 1333-86-4
OSHA PEL: 3.5 MG/M3
ACGIH TLV: 3.5 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CALCIUM CARBONATE
Ingredient Sequence Number: 04
Percent: 0-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: EV9580000
CAS Number: 1317-65-3
OSHA PEL: 15MG/M3 TDUST;5 RESP

Report for NIIN: 00N010451

ACGIH TLV: 10 MG/M3
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: N/K (FP N)
Boiling Point: >373F,>189C
Melting Point: N/K (FP N)
Vapor Pressure (MM Hg/70 F): N/K (FP N)
Vapor Density (Air=l): HV THN AIR
Specific Gravity: 1.08-1.50(FP N)
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Decomposition Temperature: N/K (FP N)
Evaporation Rate And Ref: SLOWER THAN ETHER
Solubility In Water: N/K (FP N)
Percent Volatiles By Volume: 40-50
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligau5s): Nip
Corrosion Rate (IPYj: N/K-FP N
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: lOSF/40.6C
Flash Point Method: Tee
Lower Explosive Limit: 1
Upper Explosive Limit: N/K (FP N)
Extinguishing Media: FOAM, CO*2, DRY CHEMICAL, WATER FOG. DO NOT USE A
DIRECT STREAM OF WATER. PRODUCT WILL FLOAT & CAN BE REIGNITED.
Special Fire Fighting Proc: USE NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT IFP N) .
Unusual Fire And Expl Hazrds: CONTAINERS EXPOSED TO INTENSE HEAT FROM
FIRES SHOULD BE COOLED W/WATER TO PREVENT VAPOR PRESSURE BUILDUP,WHICH
COULD RESULT IN CONTAINER RUPTURE.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE
Materials To Avoid: STRONG OXIDANTS LIKE:LIQUID CHLORINE, CONCENTRATED
OXYGEN, SODIUM, CALCIUM HYPOCHLORITE.
Hazardous Decomp Products: FUMES, SMOKE & CARBON MONOXIDE, IN THE CASE OF
INCOMPLETE COMBUSTION.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): N/K (FP N)

Health Hazard Data

LD50-LC50 Mixture: SEE INGREDIENTS.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: NO

Report for NIIN: OONOI0451

Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: SEE SIGNS & SYMPTOMS OF OVEREXPOSURE SECTION
IFP N).
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT APPLICABLE (FP N)
Signs/Symptoms Of Overexp: INHALATION OF HIGH VAPOR CONCENTRATIONS MAY
HAVE RESULTS RANGING FROM DIZZINESS,HEADACHES,GIDDINESS,NAUSEA TO
UNCONSCIOUSNESS. PROLONG/REPEATED LIQUID CONTACT W/SKIN WILL DRY & DEFAT
SKIN, LEADING TO IRRITATION & DERMATITIS.
Med Cond Aggravated By Exp: N/K (FP N)
Emergency/First Aid Proc: EYES:IMME FLUSH W/LGE AMTS OF WATER FOR AT LEAST
1 MIN OR UNTIL IRRITATION SUBSIDES.INGES:DO NOT INDUCE VOM,CALL PHYS. IF
VOM OCCUR, KEEP HEAD BELOW HIPS TO KEEP LIQ OUT OF LUNGS.SKIN:REMOVE ANY
CONTAM CLTHNG,& WASH SKIN W/SOAP & WATER. INHALATION:REMOVE FROM EXPOSURE
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IMMEDIATELY.IF BREATHING IS IRREGULAR/STOPPED, START RESUSCITATION,
ADMINISTER OXYGEN.CALL A PHYSICIAN.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: RMOV ALL IGN SOURCE.KEEP PEOPLE AWAY.RCOVR
FREE LIQ.ADD ABSOR(SAND,EARTH,SAWDUST,ETC.)TO SPILL AREA.AVOID BRTHNG VAPR.
VENT CONFIND SPACE.OPEN ALL WINDOW & DOOR.KEEP PETRO PROD OUT OF SEWR &
WTRCOURSE BY DIKNG/IMPOUNDNG.ADVISE AUTH IF PROD (SUP DAT)
Neutralizing Agent: N/K (FP N)
Waste Disposal Method: ASSURE CONFORMITY W/APPLICABLE FEDERAL, STATE &
LOCAL REGULATIONS. DISPOSE OF ABSORBED MATERIAL AT AN RCRA APPROVED
DISPOSAL SITE OR FACILITY.
Precautions-Handling/Storing: KEEP CONTAINERS CLOSED WHEN NOT IN USE. DO
NOT HANDLE/STORE NEAR HEAT, SPARK, FLAME/STRONG OXIDANTS.
Other Precautions: NONE

Control Measures

Respiratory Protection: USE A NIOSH/MSHA APPROVED HYDROCARBON VAPOR
CANNISTER/SUPPLIED-AIR RESPIRATORY PROTECTION IN CONFINED/ENCLOSED PLACES
IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Ventilation: EXHAUST AT OVER 60 PPM.
Protective Gloves: USE CHEMICAL RESISTANT TYPE.
Eye Protection: CHEM WORKER GOGGLES OR FACE SHIELD.
Other Protective Equipment: USE A NIOSH/MSHA APPROVED DUST RESPIRATOR WHEN
SANDING THESE PRODUCTS IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Work Hygienic Practices: N/K (FP N)
Suppl. Safety & Health Data: SPILL RELEASE:HAS ENTERED/MAY ENTER SEWER,
WATERCOURSE OR EXTENSIVE LAND AREAS.

Transportation Data

Transportation Action Code:
Transportation Focal Point: N
Trans Data Review Date: 88355
DOT PSN Code: LFE

Report for NIIN: 00N010451

DOT Symbol:
DOT Proper Shipping Name: PAINT
DOT Class: 3
DOT ID Number: UN1263
DOT Pack Group: III
DOT Label: FLAMMABLE LIQUID
DOT/DoD Exemption Number: N/R
IMO PSN Code: LCT
IMO Proper Shipping Name: PAINT OR PAINT RELATED MATERIAL
IMO Regulations Page Number: 3372
IMO UN Number: 1263
IMO UN Class: 3.3
IMO Subsidiary Risk Label: ­
lATA PSN Code: SXH
lATA UN ID Number: 1263
lATA Proper Shipping Name: PAINT
lATA UN Class: 3
lATA Subsidiary Risk Class:
lATA Label: FLAMMABLE LIQUID
AFI PSN Code: SXH
AFI Symbols:
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AFI Prop. Shipping Name: PAINT OR PAINT RELATED MATERIAL
AFI Class: 3
AFI ID Number: UN1263
AFI Pack Group: III
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data: CONTAINERS ASSUMED TO BE UNDER 110 GALLONS.

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point: E
Disposal Data Review Date: 89286
Rec # For This Disp Entry: 01
Tot Disp Entries Per NSN: 001
Landfill Ban Item: YES
Disposal Supplemental Data: BP:189.4-198.9C.PH:N/K (FP N) .RTE ENTRY:N/K
IFP N) .SPILL RELEASE:HAS ENTERED/MAY ENTER SEWER,WTRCOURSE,/EXTEN LAND

AREA. IN CASE OF ACCIDENTAL EXPOSURE OR DISCHARGE, CONSULT HEALTH AND
SAFETY FILE FOR PRECAUTIONS.
1st EPA Haz Wst Code New: DOOl
1st EPA Haz Wst Name New: IGNITIBLE
1st EPA Haz Wst Char New: IGNITABILITY
1st EPA Acute Hazard New: NO
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:

Report for NIIN: 00N010451

3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 070CT92
Label Date: 070CT92
MFR Label Number:
Label Status: G
Common Name: EASYPOXY BLACK, 3801
Chronic Hazard: NO
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate: X
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:

Page 5

Confidential Business Information BRIXINHOUSEOOl421



047666

Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: COMBUSTIBLE LIQUID. OSHA CLASS II. AVOID
OXIDIZERS. ACUTE:VAPORS MAY CAUSE DIZZINESS, HEADACHE, GIDDINESS, NAUSEA,
UNCONSCIOUSNESS. PROLONGED OR REPEATED LIQUID CONTACT WILL DEFAT & DRY SKIN
LEADING TO DERMATITIS. CHRONIC:NONE SPECIFIED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT CO INC
Label Street: 36 PINE 5T
Label P.O. Box:
Label City: ROCKAWAY
Label State: NJ
Label Zip Code: 07866-3131
Label Country: US
Label Emergency Number: 800-548-0489
Year Procured:
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DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 8010
NIIN: 00N010453
Manufacturer's CAGE: 11111
Part No. Indicator: A
Part Number/Trade Name: EASYPOXY PLATINUM, 3711

General Information

Item Name:
Company's Name: PETTIT PAINT COMPANY, INC.
Company's Street: 26 PINE STREET
Company's P. O. Box:
Company's City: BOROUGH OF ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-548-0489
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 002
Status:
Date MSDS Prepared: 16MAY89
Safety Data Review Date: 04AUG95
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BCTTW
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: F4
Unit Of Issue: NK
Unit Of Issue Container Qty: N/K
Type Of Container: N/K
Net Unit Weight:

Report for NIIN: 00NOI0453

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information
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Proprietary: NO
Ingredient: MINERAL SPIRITS; (ALIPHATIC SOLVENT NAPHTHA (PETROLEUM)). VP:
10. LD50: (ORAL,RAT) >25 ML/KG.
Ingredient Sequence Number: 01
Percent: 25-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1005956MS
CAS Number: 64742-88-7
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: 100 PPM (MFR)

Proprietary: NO
Ingredient: RUTILE; (TIT.AJ:\fIUM DIOXIDE). LDSO:(ORAL,RAT) >9500 MG/KG.
Ingredient Sequence Number: 02
Percent: 0-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: VM2940000
CAS Number: 1317-80-2
OSHA PEL: 10 MG/M3 TDUST
ACGIH TLV: 10 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CARBON BLACK
Ingredient Sequence Number: 03
Percent: 0-4
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: FF5800000
CAS Number: 1333-86-4
OSHA PEL: 3.5 MG/M3
ACGIH TLV: 3.5 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CALCIUM CARBONATE
Ingredient Sequence Number: 04
Percent: 0-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: EV9580000
CAS Number: 1317-65-3
OSHA PEL: 15MG/M3 TDUST;5 RESP

Report for NIIN: 00N010453

ACGIH TLV: 10 MG/M3
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: N/K (FP N)
Boiling Point: >373F,>189C
Melting Point: N/K (FP N)
Vapor Pressure (MM Hg/70 F): N/K (FP N)
Vapor Density (Air=l): HV THN AIR
Specific Gravity: 1.08-1.50(FP N)
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Decomposition Temperature: N/K (FP N)
Evaporation Rate And Ref: SLOWER THAN ETHER
Solubility In Water: N/K (FP N)
Percent Volatiles By Volume: 40-50
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligau5s): Nip
Corrosion Rate (IPYj: N/K-FP N
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: lOSF/40.6C
Flash Point Method: Tee
Lower Explosive Limit: 1
Upper Explosive Limit: N/K (FP N)
Extinguishing Media: FOAM, CO*2, DRY CHEMICAL, WATER FOG.DO NOT USE A
DIRECT STREAM OF WATER. PRODUCT WILL FLOAT & CAN BE REIGNITED.
Special Fire Fighting Proc: USE NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT IFP N) .
Unusual Fire And Expl Hazrds: CONTAINERS EXPOSED TO INTENSE HEAT FROM
FIRES SHOULD BE COOLED W/WATER TO PREVENT VAPOR PRESSURE BUILDUP, WHICH
COULD RESULT IN CONTAINER RUPTURE.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE
Materials To Avoid: STRONG OXIDANTS LIKE:LIQUID CHLORINE, CONCENTRATED
OXYGEN, SODIUM, CALCIUM HYPOCHLORITE.
Hazardous Decomp Products: FUMES, SMOKE & CARBON MONOXIDE, IN THE CASE OF
INCOMPLETE COMBUSTION.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): N/K (FP N)

Health Hazard Data

LD50-LC50 Mixture: SEE INGREDIENTS.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: NO

Report for NIIN: OONOI0453

Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: SEE SIGNS & SYMPTOMS OF OVEREXPOSURE (FP N) .
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT APPLICABLE (FP N)
Signs/Symptoms Of Overexp: INHALATION OF HIGH VAPOR CONCENTRATIONS MAY
HAVE RESULTS RANGING FROM DIZZINESS,HEADACHES,GIDDINESS,NAUSE TO
UNCONSCIOUSNESS. PROLONG/REPEATED LIQUID CONTACT W/SKIN WILL DRY & DEFAT
SKIN, LEADING TO IRRITATION & DERMATITIS.
Med Cond Aggravated By Exp: N/K (FP N)
Emergency/First Aid Proc: EYES:IMME FLUSH W/LGE AMTS OF WATER FOR AT LEAST
15 MIN OR UNTIL IRRITATION SUBSIDES.INGES:DO NOT INDUCE VOM,CALL PHYS.IF
VOM OCCUR, KEEP HEAD BELOW HIPS TO KEEP LIQ OUT OF LUNGS.SKIN:REMOVE ANY
CONTAM CLTHNG,& WASH SKIN W/SOAP & WATER. INHALATION:REMOVE FROM EXPOSURE
IMMEDIATELY.IF BREATHING IS IRREGULAR/STOPPED, START RESUSCITATION,
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ADMINISTER OXYGEN.CALL A PHYSICIAN.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: RMOV ALL IGN SOURCE.KEEP PEOPLE AWAY.RCOVR
FREE LIQ.ADD ABSOR(SAND,EARTH,SAWDUST,ETC.)TO SPILL AREA.AVOID BRTHNG VAPR.
VENT CONFIND SPACE.OPEN ALL WINDOW & DOOR.KEEP PETRO PROD OUT OF SEWR &
WTRCOURSE BY DIKNG/IMPOUNDNG.ADVISE AUTH IF PROD (SUP DAT)
Neutralizing Agent: N/K (FP N)
Waste Disposal Method: ASSURE CONFORMITY W/APPLICABLE FEDERAL, STATE &
LOCAL REGULATIONS. DISPOSE OF ABSORBED MATERIAL AT AN RCRA APPROVED
DISPOSAL SITE OR FACILITY.
Precautions-Handling/Storing: KEEP CONTAINERS CLOSED WHEN NOT IN USE. DO
NOT HANDLE/STORE NEAR HEAT, SPARK, FLAME/STRONG OXIDANTS.
Other Precautions: NONE

Control Measures

Respiratory Protection: USE A NIOSH/MSHA APPROVED HYDROCARBON VAPOR
CANNISTER/SUPPLIED-AIR RESPIRATORY PROTECTION IN CONFINED/ENCLOSED PLACES
IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Ventilation: EXHAUST AT OVER 60 FPM.
Protective Gloves: USE CHEMICAL RESITANT TYPE.
Eye Protection: CHEM WORKER GOGGLES OR FACE SHIELD.
Other Protective Equipment: USE A NIOSH/MSHA APPROVED DUST RESPIRATOR WHEN
SANDING THESE PRODUCTS IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Work Hygienic Practices: N/K (FP N)
Suppl. Safety & Health Data: SPILL RELEASE:HAS ENTERED/MAY ENTER SEWER,
WATERCOURSE OR EXTENSIVE LAND AREAS.

Transportation Data

Transportation Action Code:
Transportation Focal Point: N
Trans Data Review Date: 88355
DOT PSN Code: LFE
DOT Symbol:

Report for NIIN: OON010453

DOT Proper Shipping Name: PAINT
DOT Class: 3
DOT ID Number: UN1263
DOT Pack Group: III
DOT Label: FLAMMABLE LIQUID
DOT/DoD Exemption Number: N/R
IMO PSN Code: LCT
IMO Proper Shipping Name: PAINT OR PAINT RELATED MATERIAL
IMO Regulations Page Number: 3372
IMO UN Number: 1263
IMO UN Class: 3.3
IMO Subsidiary Risk Label: ­
lATA PSN Code: SXH
lATA UN ID Number: 1263
lATA Proper Shipping Name: PAINT
lATA UN Class: 3
lATA Subsidiary Risk Class:
lATA Label: FLAMMABLE LIQUID
AFI PSN Code: SXH
AFI Symbols:
AFI Prop. Shipping Name: PAINT OR PAINT RELATED MATERIAL
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AFI Class: 3
AFI ID Number: UN1263
AFI Pack Group: III
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data: CONTAINER ASSUMED TO BE UNDER 110 GALLONS.

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point: E
Disposal Data Review Date: 89286
Rec # For This Disp Entry: 01
Tot Disp Entries Per NSN: 001
Landfill Ban Item: YES
Disposal Supplemental Data: BP:189.4-198.9C.PH:N/K (FP N) .RTE ENTRY:N/K
IFP N) .SPILL RELEASE:HAS ENTERED/MAY ENTER SEWER,WTRCOURSE,/EXTEN LAND

AREA. IN CASE OF ACCIDENTAL EXPOSURE OR DISCHARGE, CONSULT HEALTH AND
SAFETY FILE FOR PRECAUTIONS.
1st EPA Haz Wst Code New: DOOl
1st EPA Haz Wst Name New: IGNITIBLE
1st EPA Haz Wst Char New: IGNITABILITY
1st EPA Acute Hazard New: NO
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:

Report for NIIN: OON010453

3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 070CT92
Label Date: 070CT92
MFR Label Number:
Label Status: G
Common Name: EASYPOXY PLATINUM, 3711
Chronic Hazard: NO
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate: X
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:
Reactivity Hazard-None: X
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Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: COMBUSTIBLE LIQUID. OSHA CLASS II. AVOID
OXIDIZERS. ACUTE:VAPORS MAY CAUSE DIZZINESS, HEADACHE, GIDDINESS, NAUSEA,
UNCONSCIOUSNESS. PROLONGED OR REPEATED LIQUID CONTACT WILL DEFAT & DRY SKIN
LEADING TO DERMATITIS. CHRONIC:NONE SPECIFIED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT CO INC
Label Street: 36 PINE 5T
Label P.O. Box:
Label City: ROCKAWAY
Label State: NJ
Label Zip Code: 07866-3131
Label Country: US
Label Emergency Number: 800-548-0489
Year Procured:
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DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 8010
NIIN: 011154745
Manufacturer's CAGE: 11111
Part No. Indicator: A
Part Number/Trade Name: EASYPOXY WHITE, 3175

General Information

Item Name:
Company's Name: PETTIT PAINT COMPANY, INC.
Company's Street: 36 PINE STREET
Company's P. O. Box:
Company's City: BOROUGH OF ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-548-0489
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 002
Status:
Date MSDS Prepared: 16MAY89
Safety Data Review Date: 07JAN93
Supply Item Manager: GSA
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BGMLG
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: NK
Unit Of Issue: NK
Unit Of Issue Container Qty: N/K
Type Of Container: N/K
Net Unit Weight:

Report for NIIN: 011154745

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information
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Proprietary: NO
Ingredient: ALIPHATIC SOLVENT NAPHTHA (PETROLEUM); (MINERAL SPIRITS). VP:
10. LD50: (ORAL,RAT) >25 ML/KG.
Ingredient Sequence Number: 01
Percent: 25-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1003692SN
CAS Number: 64742-88-7
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: 100 PPM (MFR)

Proprietary: NO
Ingredient: RUTILE; (TIT.AJ:\fIUM DIOXIDE). LDSO:(ORAL,RAT) >9500 MG/KG.
Ingredient Sequence Number: 02
Percent: 0-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: VM2940000
CAS Number: 1317-80-2
OSHA PEL: 10 MG/M3
ACGIH TLV: 10 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CARBON BLACK
Ingredient Sequence Number: 03
Percent: 0-4
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: FF5800000
CAS Number: 1333-86-4
OSHA PEL: 3.5 MG/M3
ACGIH TLV: 3.5 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CALCIUM CARBONATE
Ingredient Sequence Number: 04
Percent: 0-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: EV9580000
CAS Number: 1317-65-3
OSHA PEL: 15MG/M3 TDUST;5 RESP

Report for NIIN: 011154745

ACGIH TLV: 10 MG/M3
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: SUPDAT:THERE IS NO SPECIFIC ANTIDOTE FOR EFTS FROM OVEREXP TO
MATL. TREATMENT SHOULD BE DIRECTED @ CTL OF SYMP (ING 6)
Ingredient Sequence Number: 05
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922

Page 2
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CAS Number:
OSHA PEL: N/K IFP N)
ACGIH TLV: N/K IFP N)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 5:AND CLINICAL CONDITION.
Ingredient Sequence Number: 06
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: 999999922
CAS Number:
OSHA PEL: N/K IFP N)
ACGIH TLV: N/K IFP N)
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: N/K (FP N)
Boiling Point: >373F,>189C
Melting Point: N/K (FP N)
Vapor Pressure (MM Hg/70 F): SEE ING 1
Vapor Density (Air=l): HV THN AIR
Specific Gravity: 1.0S-1.50(FP N)
Decomposition Temperature: N/K (FP N)
Evaporation Rate And Ref: SLOWER THAN ETHER
Solubility In Water: N/K (FP N)
Percent Volatiles By Volume: 40-50
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligauss): N/P
Corrosion Rate (IPY): N/K-FP N
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: 105F/40.6C
Flash Point Method: TCC
Lower Explosive Limit: 1

Report for NIIN: 011154745

Upper Explosive Limit: N/K (FP N)
Extinguishing Media: FOAM, CO*2, DRY CHEMICAL, WATER FOG. DO NOT USE A
DIRECT STREAM OF WATER. PRODUCT WILL FLOAT & CAN BE REIGNITED.
Special Fire Fighting Proc: USE NIOSH/MSHA APPROVED SCBA & FULL PROTECTIVE
EQUIPMENT IFP N) .
Unusual Fire And Expl Hazrds: CONTAINERS EXPOSED TO INTENSE HEAT FROM
FIRES SHOULD BE COOLED W/WATER TO PREVENT VAPOR PRESSURE BUILDUP, WHICH
COULD RESULT IN CONTAINER RUPTURE.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE
Materials To Avoid: STRONG OXIDANTS LIKE LIQUID CHLORINE, CONCENTRATED
OXYGEN, SODIUM/CALCIUM HYPOCHLORITE.
Hazardous Decomp Products: FUMES, SMOKE & CARBON MONOXIDE, IN THE CASE OF

Page 3
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INCOMPLETE COMBUSTION.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT

Health Hazard Data

LDSO-LCSO Mixture: SEE INGREDIENTS.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: NO
Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: SEE SIGNS & SYMPTOMS OF OVEREXPOSURE SECTION
IFP N).
Carcinogenicity - NTP: NO
Carcinogenicity - IARe: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT.
Signs/Symptoms Of Overexp: INHALATION OF HIGH VAPOR CONCENTRATIONS MAY
HAVE RESULTS RANGING FROM DIZZINESS,HEADACHES,GIDDINESS,NAUSEA TO
UNCONSCIOUSNESS. PROLONG/REPEATED LIQUID CONTACT W/SKIN WILL DRY & DEFAT
SKIN, LEADING TO IRRITATION & DERMATITIS.
Med Cond Aggravated By Exp: N/K (FP N)
Emergency/First Aid Proc: EYE:IMME FLUSH W/LGE AMTS OF WATER FOR AT LEAST
15 MIN OR UNTIL IRRITATION SUBSIDES.INGES:DO NOT INDUCE VOM,CALL PHYS.IF
VOM OCCUR, KEEP HEAD BELOW HIPS TO KEEP LIQ OUT OF LUNGS.SKIN:REMOVE ANY
CONTAM CLTHNG,& WASH SKIN W/SOAP & WATER. INHALATION:REMOVE FROM EXPOSURE
IMMEDIATELY.IF BREATHING IS IRREGULAR/STOPPED, START RESUSCITATION,
ADMINISTER OXYGEN.CALL A PHYSICIAN.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: RMOV ALL IGN SOURCE.KEEP PEOPLE AWAY.RCOVR
FREE LIQ.ADD ABSORISAND,EARTH,SAWDUST,ETC.)TO SPILL AREA.AVOID BRTHNG VAPR.
VENT CONFIND SPACE.OPEN ALL WINDOW & DOOR. KEEP PETRO PROD OUT OF SEWR &
WTRCOURSE BY DIKNG/IMPOUNDNG.ADVISE AUTH IF PROD ISUP DAT)
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Method: DISPOSAL MUST BE I/A/W FEDERAL, STATE & LOCAL
REGULATIONS IFP N). ASSURE CONFORMITY W/APPLICABLE DISPOSAL REGULATIONS.

Report for NIIN: 011154745

DISPOSE OF ABSORBED MATERIAL AT AN RCRA APPROVED DISPOSAL SITE OR FACILITY.
Precautions-Handling/Storing: KEEP CONTAINERS CLOSED WHEN NOT IN USE. DO
NOT HANDLE/STORE NEAR HEAT, SPARK, FLAME/STRONG OXIDANTS.
Other Precautions: NONE

Control Measures

Respiratory Protection: USE A NIOSH/MSHA APPROVED HYDROCARBON VAPOR
CANNISTER/SUPPLIED-AIR RESPIRATORY PROTECTION IN CONFINED/ENCLOSED PLACES
IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Ventilation: EXHAUST AT OVER 60 FPM.
Protective Gloves: USE CHEMICAL RESISTANT TYPE.
Eye Protection: CHEMICAL WORKERS GOGGLES (FP N) .
Other Protective Equipment: USE A NIOSH APPROVED DUST RESPIRATOR WHEN
SANDING THESE PRODUCTS IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Work Hygienic Practices: N/K (FP N)
Suppl. Safety & Health Data: SPILL PROC:HAS ENTERED OR MAY ENTER SEWER,
WATERCOURSE OR EXTENSIVE LAND AREAS.

Transportation Data

Page 4
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Transportation Action Code:
Transportation Focal Point: N
Trans Data Review Date: 88355
DOT PSN Code: LFE
DOT Symbol:
DOT Proper Shipping Name: PAINT
DOT Class: 3
DOT ID Number: UN1263
DOT Pack Group: III
DOT Label: FLAMMABLE LIQUID
DOT/DoD Exemption Number: N/R
IMO PSN Code: LeT
IMO Proper Shipping Name: PAINT OR PAINT RELATED MATERIAL
IMO Regulations Page Number: 3372
IMO UN Number: 1263
IMO UN Class: 3.3
IMO Subsidiary Risk Label: ­
lATA PSN Code: SXH
lATA UN ID Number: 1263
lATA Proper Shipping Name: PAINT
lATA UN Class: 3
lATA Subsidiary Risk Class:
lATA Label: FLAMMABLE LIQUID
AFI PSN Code: SXH
AFI Symbols:
AFI Prop. Shipping Name: PAINT OR PAINT RELATED MATERIAL
AFI Class: 3
AFI ID Number: UN1263
AFI Pack Group: III
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:

Report for NIIN: 011154745

MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data: CONTAINERS ASSUMED TO BE UNDER 110 GALLONS.

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Page 5
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Label Data

Label Required: YES
Technical Review Date: 07JAN93
Label Date: 07JAN93
MFR Label Number:
Label Status: G
Common Name:
Chronic Hazard: NO
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate: X
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:
Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: COMBUSTIBLE. AVOID OXIDIZERS. ACUTE:VAPORS MAY

Report for NIIN: 011154745

CAUSE DIZZINESS, HEADACHE, GIDDINESS, NAUSEA, UNCONSCIOUSNESS. LIQUID MAY
CAUSE DRYING OR DEFATTING OF SKIN, IRRITATION, DERMATITIS. CHRONIC:NONE
SPECIFIED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT CO INC
Label Street: 36 PINE ST
Label P.O. Box:
Label City: ROCKAWAY
Label State: NJ
Label Zip Code: 07866-3131
Label Country: US
Label Emergency Number: 800-548-0489
Year Procured:

Page 6
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MATERIAL SAFETY DATA SHEET

PRODUCT NAME: EQUIPMENT ENAMEL
PRODUCT CODE: 9073

JERZY BLACK

SECTION I - MANUFACTURING IDENTIFICATION

HMIS CODE:

Page 1 of 2

H F R P
330

OIL

MANUFACTURING'S NAME: Miller Paint Co., Inc
ADDRESS: 12812 N.E. Whitaker Way, Portland, OR 97230
NAME OF PREPARER:: BuckingerlSerra
DATE OF PREPARATION: 5/17/1999
D,O,T, CLASSIFICATION PAINT CLASS: 3

EMERGENCY PHONE: (800) 424-9300
INFORMATION PHONE: (503) 255-0190

DATE REVISED: 5/24/1999
UN: 1263 PACKING GROUP: III

CAS#

67-63-0
1330-20-7
1317-65-3
64742-95-6
8032-32-4
1309-37-1

SECTION II

HAZARDOUS COMPONENTS

Isopropyl Alcohol
*Xylene

Calcium Carbonate (d)
Solvent Naptha. Light Aromatic
VM&P Naptha
Iron Oxide (d)

HAZARDOUS INGRDIENTS/SARA III INFORMATION

OCCUPATION EXPOSURE LIMITS VAPOR PRESSURE Weight
OSHA TWA ACGIH TWA OSHA STEL mmHg @ TEMP Percent

400 ppm 400 ppm 500 ppm 33 68F < 10
100 ppm 100 ppm 150 ppm 6.0 68F < 5
10mg/m3 10mg/m3 None N/A N/A < 10
25 ppm 25 ppm 150 ppm 2.7 68F < 10
300 ppm 300 ppm 225 ppm 26 77F 30 - 40
10mg/m3 10mg/m3 None N/A N/A < 10

-* No toxic chemical(s) subject to the reporting requirements of section 313 of Title III and of 40 CFR 372 are present *-.

(d) Hazardous as dust when product is sanded

CARCINOGENICITY: NO IARC MONOGRAPHS? NO

SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS

OSHA REGULATED? NO

BOILING RANGE: 181 to 360 Deg F

VAPOR DENSITY: HEAVIER THAN AIR

SOLUBILITY IN WATER: N/A

POUNDS PER GALLON8.10 SPECIFIC GRAVITY (H20=1) 1.0

EVAPORATION RATE: SLOWER THAN ETHER

APPEARANCE AND ODOR: N/A

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT: 75 Deg F METHOD USED: SETAFLASH

FLAMMABLE LIMITS IN AIR BY VOLUME - LOWER: 1.0% UPPER: 12.7%

EXTINGUISHING MEDIA: FOAM, ALCOHOL FOAM, C02, DRY CHEMICAL, WATER FOG

SPECIAL FIRE FIGHTING PROCEDURES
Keep people away. Do not enter confined fire space without proper protective equipment including NIOSH approved self-contained
breathing apparatus. Cool closed containers with water. Avoid spreading burning liquid with water.

UNUSUAL FIRE AND EXPLOSIVE HAZARDS
"Closed containers may explode when exposed to heat. Isolate from heat, sparks and electrical equipment. Application to hot surfaces
requires special precautions. Solvent vapors can travel to an ignition source and flash. Mists may be combustible at temperature below
normal flash point. During emergency conditions, decomposition of products may cause a xc health hazard."

N/A = Not Applicable Date Printed Tuesday, February 13, 2001
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Product Code: 9073 Product Name: EQUIPMENT ENAMEL
SECTION V - REACTIVITY DATA

page 2 of 2

Stability: Stable
CONDITIONS TO AVOID: "Oxidizing materials, high temperatures or extreme heat."
INCOMPATIBILITY (MATERIAL TO AVOID): May react with oxidizing materials. Avoid hot surfaces, sparks and open
HAZARDOUS DECOMPOSIllON OR BYPRODUCTS:
Oxides of carbon, possible low molecular weight hydrocarbons, hydrogen cyanide, toluene diisocyanate or acrolein.
HAZARDOUS POLYMERIZATION: Will not occur

SECTION VI - HEALTH HAZARD DATA

INHALATION HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
Excessive inhalation of vapors or sprays can cause nasal and respiratory irritiation, dizziness, incoordination, weakness, fatigue,
nausea & headache. High concentration may result in central nervous system depression.
SKIN AND EYE CONTACT HEAL TH RISKS AND SYMPTOMS OF EXPOSURE:
Skin: Prolonged or repeated exposure can cause moderate irritation, defatting and dermatitis.
Eyes: Severe irritation, redness, tearing and blurred vision.
SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
"May cause irritation, drying or defatting of the skin."
INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
"Can cause gastrointestinal irritation, nausea, vomiting and diarrhea. Aspiration of material into lungs can cause chemical pneumonitis
HEALTH HAZARDS (ACUTE AND CHRONIC) INCLUDING TARGET ORGANS::
"Chronic exposure to the hazardous materials contained in this product (see section II) may cause damage to the central nervous
MEDICALCONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: Any respiratory or skin condition may be aggravate.
EMERGENCY AND FIRST AID PROCEDURES:
Inhalation: Remove to fresh air. Apply artificial respiration or administer oxygen if necessary. Consult physician. Splash (eyes): Flush
immediately with large amounts of water for at least 15 minutes. Take to physician for treatment. Splash (eyes): Flush immediately
with large amounts of water for at least 15 minutes. Take to physician for treatment. Splash (skin): Wash with soap and water.
Remove contaminated clothing. Consult physician ifirritiation persists. Ingestion: Keep person warm, quiet and get immediate medical
attention. DO NOT induce vomiting because aspiration of material into the lungs can cause chemical pneumonitis which can be fatal.

SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
"Keep unnecessary people away. Clean up spills as soon as possible. Eliminate all sources of ignition. Use non-sparking tools.
Ventilate area and wear proper protective equipment. Dike and contain spill with inert material (clay, sand, etc.)."

WASTE DISPOSAL METHOD:
Place in non-leaking containers, seal tightly and label properly for disposal. A fire or health hazard may still exist since absorbent materials will only
absorb liquid: they will not absorb vapors or spray mist. Observe all federal, state and local regulations concerning disposal of hazardous waste.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE:
Keep containers closed when not in use. Store and use only in well ventilated areas. Do not store or use near heat, spark open flame or oxidizers. Avoid
breathing vapors or spray mist. Avoid eye or skin contact. Wash thoroughly after handling. Never transfer material to an unlabeled container.

OTHER PRECAUTIONS:
Read and observe precautions on product label and this sheet. Keep out of reach of children. Empty containers may be hazardous from
residues of product and vapor and all caution of this sheet apply to them.

SECTION VIII - CONTROL MEASURES
RESPIRATORY PROTECTION:
Use self-contained breathing apparatus where vapor concentration may be above Threshold Limit Value (TLV) or for spray
application. Below the TLV limits, use a NIOSH-approved vapor respirator or an air line respirator with escape bottle provisions. If
exposure data is lacking, assume TLV is exceeded.
Ventilation:
Local exhaust must be sufficient to keep airborne vapor concentrations below TLV limit. Provide adequate ventilation (with explosion
proof equipment) to maintain exposure below TLV.
PROTECTIVE GLOVES: Use solvent resistant gloves to prevent contact.
EYE PROTECTION: "Safety eyewear including splash guards, chemical goggles or face shields recommended (required for spray
OTHER PROTECTIVE CLOTHING OR EQUIPMENT: Remove contaminated clothing and allow solvent to evaporate before re-use.
WORK I HYGIENIC PRACTICES: "Wash hands after handling material and before eating, drinking, smoking or using the washroom."

SECTION IX - DISCLAIMER
The information contained in this Material Safety Data Sheet is based on the data available to us and is believed to be correct.
However, we assume no responsibility for any inaccuracies that may subsequently be proven. Purchaser assumes all risk in his use
of the material even when recommended saftey procedures are followed.

N/A = Not Applicable Date Printed Tuesday, February 13, 2001
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HENKEL LOCTITE CORPORATION 1001 TROUT BROOK CROSSING
ROCKY HILL, CONNECTICUT 06067
EMERGENCY PHONE, (860) 571-5100

MATERIAL SAFETY DATA SHEET

Extend Rust Treatment
75430

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

10/22/04

Page 01 of 05

Product Name:
Item No. :
Product Type:

Extend Rust Treatment
75430
Acid-Modified Emulsion

2. COMPOSITION, INFORMATION ON INGREDIENTS

Ingredients CAS No. %

Water 7732-18-5 45-50
Vinylidene-acrylic copolymer Proprietary 35-40
Barium sulfate 7727-43-7 5-10
2-BUTOXYETHANOL* 111-76-2 1-3
Organic acid Proprietary 1-3
Propylene glycol 57-55-6 1-3
SILICA, AMORPHOUS, FUMED,

CRYSTALLINE-FREE 112945-52-5 1-3

* This component is listed as a SARA Section 313 Toxic Chemical.

Ingredients which have exposure limits

Exposure Limits (TWA)
Ingredients

Barium sulfate

2-BUTOXYETHANOL

SILICA, AMORPHOUS, FUMED,
CRYSTALLINE-FREE

Exposure Limits (STEL)
Ingredients

ACGIH OSHA OTHER
(TLV) (PEL)

10 mg/m3 dust 10 mg/m3 dust None
5 mg/rn3 respir.

20 ppm 50 ppm TWA skin None
120mg/m3 skin

10 mg/m3 TWA 6 mg/m3 TWA 3 mg/m3 TWA
resp. dust

ACGIH OSHA
(TLV) (PEL)

3. HAZARDS IDENTIFICATION

Toxicity: May irritate eyes and skin. High vapor
concentration may irritate respiratory tract.
May cause gastric disturbances if swallowed.
Exposure to butoxyethanol can cause nausea,
dizziness, vomiting, malaise, incoordination,
diarrhea, weakness, eye redness, and swelling of
the conjunctiva. The organic acid can irritate
the nose and throat upon inhalation. The low
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HENKEL LOCTITE CORPORATION 1001 TROUT BROOK CROSSING
ROCKY HILL, CONNECTICUT 06067
EMERGENCY PHONE, (860) 571-5100

MATERIAL SAFETY DATA SHEET

10/22/04

Page 02 of 05

Product Name:
Item No. :

Extend Rust Treatment
75430

3. HAZARDS IDENTIFICATION (continued)

concentration of these components minimizes the
probability that these symptoms may occur.
None knownPrimary Routes of Entry:

Signs and Symptoms
of Exposure:

Existing Conditions
Aggravated by Exposure:

Irritation of eyes and skin.
contact.

Butoxyethanol: dermatitis

Skin may be stained

Literature Referenced
Target Organ and Other Health EffectsIngredients

Water
Vinylidene-acrylic copolymer
Barium sulfate
2-BUTOXYET~OL

Organic acid
Propylene glycol
SILICA, AMORPHOUS, FUMED,

CRYSTALLINE-FREE

Abbreviations

NTO
No Data
LUN
AC3 BLO CNS IRR KID LIV
BLO COR IRR KID LIV
IRR

NUl

Carcinogen
NTP IARC OSHA

NO NO NO
NO NO NO
NO NO NO
NO NO NO
NO N/A NO
NO NO NO

NO N/A NO

N/A Not Applicable
BLO Blood
COR Corrosive
KID Kidney
LUN Lung
NUl Nuisance dust

4. FIRST AID MEASURES

Ingestion:

Inhalation:

Skin Contact:

Eye Contact:

AC3 ACGIH animal carcinogen.
CNS Central nervous system
IRR Irritant
LIV Liver
NTO No Target Organs

Do not induce vomiting. Keep individual calm.
Obtain medical attention.
Remove to fresh air. If symptoms persist seek
medical attention
Flush with water at once to avoid staining skin;
then wash with soap and water.
Flush at least 15 minutes with water. Obtain
medical attention.

5. FIRE FIGHTING MEASURES

Flash Point:
Recommended

Extinguishing Agents:

None - aqueous medium Method: Tag Closed Cup

Carbon dioxide, foam, dry chemical
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HENKEL LOCTITE CORPORATION 1001 TROUT BROOK CROSSING
ROCKY HILL, CONNECTICUT 06067
EMERGENCY PHONE, (860) 571-5100

MATERIAL SAFETY DATA SHEET

10/22/04

Page 03 of 05

Product Name:
Item No. :

Extend Rust Treatment
75430

5. FIRE FIGHTING MEASURES (continued)

Special Firefighting
Procedures:

Hazardous Products formed
by Fire or Thermal Decamp

Unusual Fire or
Explosion Hazards:

Explosive Limits:
(% by volume in air)Lower
(% by volume in air)Upper

Not available

Irritating organic vapors, oxides of carbon, toxic
gases such as hydrogen chloride

None

Butoxyethanol: 1.1%
Butoxyethanol: 10.6%

6. ACCIDENTAL RELEASE MEASURES

Steps to be taken in case
of spill or leak: Clean up with detergent and water.

7. HANDLING AND STORAGE

Safe Storage:
(Contact Loctite Customer
Handling:

Store between 40-105°F
Service 1-800-243-4874 for shelf life information)
Avoid skin contact. Keep away from eyes.

8. EXPOSURE CONTROLS, PERSONAL PROTECTION

Eyes:
Skin:
Ventilation:

Respiratory

Safety glasses or goggles.
Impermeable rubber or plastic gloves.
Normal ventilation is adequate for occasional use.
For continuous or spray application, provide
local exhaust ventilation.
Not available

See Section 2 for Exposure Limits.

9. PHYSICAL AND CHEMICAL PROPERTIES

Appearance:
Odor:
Boiling Point:
pH,
Solubility in Water:
Specific Gravity
Volatile Organic Compound

(EPA Method 24)
Vapor Pressure:
Vapor Density:
Evaporation Rate

(Ether = 1)

Milky liquid
Mild
Approximately 212°F
1. 95
Water-based
1. 202

110 grams of VOC per liter of coating
Approximately 24 mm
1.2

Not available

Confidential Business Information BRIXINHOUSEOOl439



HENKEL LOCTITE CORPORATION 1001 TROUT BROOK CROSSING
ROCKY HILL, CONNECTICUT 06067
EMERGENCY PHONE, (860) 571-5100

MATERIAL SAFETY DATA SHEET

10/22/04

Page 04 of 05

Product Name:
Item No. :

Extend Rust Treatment
75430

10. STABILITY AND REACTIVITY

Stability,
Hazardous Polymerization:
Incompatibility:

Conditions to Avoid:
Hazardous Decomposition

Products (non-thermal):

Stable
Will not occur
Strong bases will coagulate resin; strong
oxidizers.
Not available

None

11. TOXICOLOGICAL INFORMATION

Estimated oral LD50 more than 5000 mgjkg.
Estiamted dermal LD50 more than 2000 mgjkg.

12. ECOLOGICAL INFORMATION

No data available

13. DISPOSAL CONSIDERATIONS

Recommended methods of
disposal:

EPA Hazardous Waste
Number

Incinerate following EPA and local regulations.

D002 - Hazardous waste per 40CFR 261.22

14. TRANSPORTATION INFORMATION

DOT (49 CFR 172)
Domestic Ground Transport

Proper Shipping Name:
Hazard Class or

Division:
Identification Number:
Marine Pollutant:

lATA
Proper Shipping Name:
Class or Division:
UN or ID Number:

15. REGULATORY INFORMATION

CA Proposition 65:

Unrestricted

Unrestricted
None
None

Unrestricted
Unrestricted
None

WARNING: This product contains chemicals known to
the State of California to cause cancer
and birth defects or other reproductive
harm.
Ethylene oxide, 2,ethoxy-ethanol
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HENKEL LOCTITE CORPORATION 1001 TROUT BROOK CROSSING
ROCKY HILL, CONNECTICUT 06067
EMERGENCY PHONE, (860) 571-5100

MATERIAL SAFETY DATA SHEET
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Product Name:
Item No. :

16. OTHER INFORMATION

Estimated NFPA(R) Code,
Health Hazard:
Fire Hazard:
Reactivity Hazard:
Specific Hazard:

Estimated HMIS(R) Code,
Health Hazard:
Flammability Hazard:
Reactivity Hazards:
Personal Protection:

NFPA is a registered
HMIS is a registered

Prepared By:
Title:
Company:
(24hr.) Phone,
Revision Date:

Extend Rust Treatment
75430

1
1
o
Does not apply

1*
1
o
See Section 8.

trademark of the National Fire Protection Assn.
trademark of the National Paint and Coatings Assn.

Kyra Kozak Woods
Health and Regulatory Affairs Specialist
Henkel Loctite Corporation, Rocky Hill CT 06067
(860) 571-5100
October 21, 2004 Revision: 0006
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IFLUID FILM® NON-AEROSOL (NAS)

John Deere
8503-40,410
TY22040 (end 8/96)
TY24770,TY24771

Sheet 1 of 3
Date: 11/10/97
Revision: 1

Name of Manufacturer/Supplier:
Eureka Chemical Company

Address & Phone No.
234 Lawrence Avenue
South San Francisco, CA 94080
USA
Tel: (650)761-3536 Fax: (650)589-1943

Product Name: FLUID FILM® NON-AEROSOL (NAS)
Product Type: Liquid, Lubricant, Corrosion Inhibitor

24 Hour Telephone
Chemtrec (800) 424-9300 ,

Contains no solvents or known carcinogens,
Hazardous components: CAS No.
Petroleum Oil Mist 64742-65-0
(Only when sprayed)

Eye Contact:
Skin Contact:
Inhalation:

Ingestion:

May cause mild irritation.
Prolonged contact could cause irritation.
Prolonged exposure to mist without benefit of protective gear may
irritate respiratory tract.
No information available.

Eye Contact:

Skin Contact:

Inhalation:

Ingestion:

Flush with plenty of clean water for at least 15 minutes. If irritation persists,
obtain medical attention.
Wipe excess material from the skin with a'cloth, followed by washing with soap
and water. A waterless skin cleanser is beneficial in removing the material from
the skin.
If respiratory symptoms develop, move victim away from source of exposure
and into fresh air. If symptoms persist, seek medical attention.
If symptoms develop, seek medical attention.

/
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'.
Product Name FLUID FILM® NON- AEROSOL (NAS)
Product Type: Liquid, LUbricant, Corrosion Inhibitor

Sheet 2 of 3
Date: 11/10/97
Revision: 1

P_02

Flammability:
Extinguishing
Media:

Special
Considerations:

Combustible, will not readily ignite.

Extinguish with dry chemical, CO2, water spray, foam, sand or earth. Water
and foam may cause frothing.

No special considerations. Fire fighters should enter area wearing positive
pressure respiratory protection.

Do not allow product to enter drains or water courses. Transfer bulk of material into another container.
Absorb remaining residue with proper absorbents such as earth or vermiculite. Sweep up and dispose
of as solid waste in accordance with applicable regUlations.

Storage Temperature:
Storage Precautions:
Handling:

0- 4g0C
No special requirements. Keep in closed containers.
Avoid contact with skin and eyes. Observe
good standards of industrial hygiene.

Engineering Measures:

Respiratory Protection:
Eyes:
Hand:
Skin:

Exposure Limits:

Provide forced air ventilation when applying in confined
spaces.
Use approved respirator with organic vapor cartridges.
Chemical eye goggles.
Non-natural, non-butyl rubber gloves are recommended.
Use protective clothing. Remove contaminated clothing and
wash the affected area with soap and water.
Not determined.

Appearance: Straw colored liquid. Odor: Mild piney odor (less propellant). Water Solubility: Not
soluble. pH Neat: 7.8 Specific Gravity (25°C): 0.880 Freezing Point: Not determined. Vapor Pressure:
Not determined. Boiling Point: Not determined. Flash Point: 207°C (COC).

Stability: Stable under normal conditions. Hazardous polymerization will not occur.
Hazardous Decomposition Products: Combustion can produce a variety of compounds including oxides
of sulfur, oxides of carbon, water vapor and unidentified organic and inorganic compounds. some of which
may be toxic.
Conditions to Avoid: Exposed flames, high temperature sources and strong oxidizers.
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Product Name: FLUID FILM® NON-AEROSOL (NAS)
Product Type: Liquid, Lubrlcant.Corrosion Inhibitor

Sheet 3 of3
Date: 11/10/97
Revision: 1

P.03

LD50 (Animal/Oral): Greater than 14 Grams/Kilogram
Health Effects:
Eyes: Minimally irritating.
Skin: Prolonged contact could cause skin irritation.
Inhalation: Excessive exposure due to lack of protective gear or proper ventilation could result in pulmo­
nary abnormalities.
Ingestion: Ingestion of this product is not regarded as a significant health hazard likely to arise in normal
use.

No data available.

Product should be disposed of via authorized waste disposal contractors in accordance with all local and
national regulations. .

Non-hazardous.

Safety Phrases: Children can fall into bucket and drown. Keep children away from buckets containing
even a small amount of water.
Keep out of reach of children.

Do not mix with other chemicals.

This data sheet does not constitute an assessment of the workplace risks as required under the
provisions of the Health & Safety at Work act and the Control of SUbstances Hazardous to Health
(COSHH).

Legal Disclaimer: The information supplied above is based upon the present state of our knowledge of
the product at the time of publication. It is given in good faith and no warranty is implied with respect to
the specification or quality of the product. The user must satisfy himself that the product is entirely
suitable for his purpose.
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DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 6850
NIIN: 00F002408
Manufacturer's CAGE: 4E827
Part No. Indicator: B
Part Number/Trade Name: FLUID FILM CORROSION PREVENTIVE PENETRANT

General Information

Item Name:
Company's Name: EUREKA CHEMICAL CO
Company's Street: 234 LAWRENCE AVE S
Company's P. O. Box: 2205
Company's City: SOUTH SAN FRANCISCO
Company's State: CA
Company's Country: US
Company's Zip Code: 94080-5000
Company's Emerg Ph #: 415-761-3536/510-939-8372
Company's Info Ph #: 415-761-3536/707-448-3069
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: F
Record No. For Safety Entry: 002
Tot Safety Entries This Stk#: 002
Status: FE
Date MSDS Prepared: 01MAR92
Safety Data Review Date: 12AUG94
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company: EUREKA CHEMICAL CO
Preparer's St Or P. O. Box: 234 LAWRENCE AVE S
Preparer's City: SOUTH SAN FRANCISCO
Preparer's State: CA
Preparer's Zip Code: 94080-5000
Other MSDS Number:
MSDS Serial Number: BTTXT
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code:
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00F002408

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information

Page 1
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Proprietary: NO
Ingredient: PROPANE
Ingredient Sequence Number: 01
Percent: 13.5
Ingredient Action Code:
Ingredient Focal Point: F
NIOSH (RTECS) Number: TX2275000
CAS Number: 74-98-6
OSHA PEL: 1000 PPM
ACGIH TLV: SIMPLE ASPHYXIANT
Other Recommended Limit: 1800 MG/CUM

Proprietary: NO
Ingredient: ISOBUTANE, 2-METHYLPROPANE
Ingredient Sequence Number: 02
Percent: 13.5
Ingredient Action Code:
Ingredient Focal Point: F
NIOSH (RTECS) Number: T24300000
CAS Number: 75-28-5
OSHA PEL: 1800 MG/CUM
ACGIH TLV: 1000 PPM
Other Recommended Limit: 1000 PPM

Proprietary: NO
Ingredient: OIL PETROLEUM DISTILLATES, SOLVENT-DEWk~ED HEAVY PARAFFINIC
Ingredient Sequence Number: 03
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: F
NIOSH (RTECS) Number: PY8038500
CAS Number: 64742-65-0
OSHA PEL: N/K
ACGIH TLV: N/K
Other Recommended Limit: 5 MG/CUM

Physical/Chemical Characteristics

Appearance And Odor: N/K
Boiling Point: SEE SUPP
Melting Point: N/K
Vapor Pressure (MM Hg/70 F): N/K
Vapor Density (Air=l): >1
Specific Gravity: N/K
Decomposition Temperature: N/K
Evaporation Rate And Ref: FASTER THAN ETHER

Report for NIIN: OOF002408

Solubility In Water: N/K
Percent Volatiles By Volume: 27/WT
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligauss):
Corrosion Rate (IPY): N/K
Autoignition Temperature:

Fire and Explosion Hazard Data

Page 2

Confidential Business Information BRIXINHOUSEOOl446



007415

Flash Point: 40SF
Flash Point Method: cae
Lower Explosive Limit: N/K
Upper Explosive Limit: N/K
Extinguishing Media: C02, DRY CHEMICAL/FOAM.
Special Fire Fighting Proc: WATER MAY BE INEFFECTIVE, WATER MAY BE USED TO
KEEP FIRE EXPOSED CONTAINERS COOL.
Unusual Fire And Expl Hazrds: DON'T SPRAY NEAR OPEN FLAME & FIRE. KEEP AT
ROOM TEMP AS EXPOSURE TO DIRECT SUNLIGHT/OTHER HEAT MAY CAUSE BURSTING.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): TEMP >120F, OPEN FLAME, FIRE, EXPOSURE TO
SUNLIGHT, & HEAT.
Materials To Avoid: STRONG OXIDIZERS, CHLORINE, NITRIC ACID.
Hazardous Decamp Products: CO, C02
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): N/K

Health Hazard Data

LDSO-LCSO Mixture:
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: NO
Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: IN A CONFINED AREA VAPORS IN HIGH
CONCENTRATION ARE ANESTHETIC. IRRITANT TO SKIN & UPPER RESPIRATORY SYSTEM.
MAY RESULT IN LIGHT-HEADEDNESS, STAGGERING GAIT, GIDDINESS, & POSSIBLE
NAUSEA. HARMFUL/FATAL IF SWALLOWED.
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NONE
Signs/Symptoms Of Overexp: IN A CONFINED AREA VAPORS IN HIGH CONCENTRATION
ARE ANESTHETIC. IRRITANT TO SKIN & UPPER RESPIRATORY SYSTEM. MAY RESULT IN
LIGHT-HEADEDNESS, STAGGERING GAIT, GIDDINESS, & POSSIBLE NAUSEA.
HARMFUL/FATAL IF SWALLOWED.
Med Cond Aggravated By Exp: N/K
Emergency/First Aid Proc: INHALATION: REMOVE TO FRESH AIR. EYES: FLUSH
W/WATER FOR 15 MINS. SKIN: WASH W/SOAP & WATER. INGESTION: DON'T INDUCE

Report for NIIN: OOF002408

VOMITING. OBTAIN MEDICAL ATTENTION IN ALL CASES.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: REMOVE ALL SOURCES OF IGNITION, VENTILATE
AVOID BREATHING VAPORS & REMOVE W/INERT ABSORBENT.
Neutralizing Agent: N/K
Waste Disposal Method: DON'T INCINERATE. DISPOSE OF lAW/LOCAL, STATE &
FEDERAL REGULATIONS.
Precautions-Handling/Storing: DON'T STORE >120F. KEEP AT ROOM TEMPERATURE
AS EXPOSURE TO SUNLIGHT/HEAT MAY CAUSE BURSTING.
Other Precautions: KEEP AWAY FROM CHILDREN. DON'T PUNCTURE/INCINERATE.
DON'T SPRAY NEAR FIRE/OPEN FLAME. AVOID BREATHING OF VAPOR/SPRAY MIST.

Control Measures

Page 3
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Respiratory Protection: N/K
Ventilation: LOCAL EXHAUST
Protective Gloves: RECOMMENDED
Eye Protection: SAFETY GLASSES W/UNPERFORATED SIDESHIELD
Other Protective Equipment: N/K
Work Hygienic Practices: N/K
Suppl. Safety & Health Data: BOILING POINT: PROPELLANT <OF.

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:
DOT Proper Shipping Name:
DOT Class:
DOT ID Number:
DOT Pack Group:
DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UJ:\f Number:
IMO UJ:\f Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UN ID Number:
lATA Proper Shipping Name:
lATA UN Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:
AFI Class:

Report for NIIN: OOF002408

AFI ID Number:
AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:

Page 4
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1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 12AUG94
Label Date: 12AUG94
MFR Label Number: N/R
Label Status: F
Common Name: FLUID FILM CORROSION PREVENTIVE PENETRANT
Chronic Hazard: YES
Signal Word: DANGER!
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate:
Acute Health Hazard-Severe: X
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight: X
Fire Hazard-Moderate:
Fire Hazard-Severe:

Report for NIIN: OOF002408

Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: IN A CONFINED AREA VAPORS IN HIGH
CONCENTRATION ARE ANESTHETIC. IRRITANT TO SKIN & UPPER RESPIRATORY SYSTEM.
MAY RESULT IN LIGHT-HEADEDNESS, STAGGERING GAIT, GIDDINESS, & POSSIBLE
NAUSEA. HARMFUL/FATAL IF SWALLOWED. TARGET ORGANS: RESPIRATORY & DIGESTIVE
TRACTS. ATORY TRACT.
Protect Eye: Y
Protect Skin:
Protect Respiratory:
Label Name: EUREKA CHEMICAL CO
Label Street: 234 LAWRENCE AVE S
Label P.O. Box: 2205
Label City: SOUTH SAN FRANCISCO
Label State: CA
Label Zip Code: 94080-5000
Label Country: US
Label Emergency Number: 415-761-3536/510-939-8372
Year Procured: UNK

Page 5
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Material Safety Data Sheet

Material Safety Data Sheet
ISECTION 1 PRODUCT AND COMPANY IDENTIFICATION

Chevron RPM® Universal Gear Lubricant

Pagel of o

Product Use: Gear Lubricant
Product Number(s): CPS225039, CPS225040
Synonyms: Chevron RPM® Universal Gear Lubricant SAE 80W-90, Chevron RPM® Universal Gear Lubricant
SAE 85W-140
Company Identification
Chevron Products Company
Global Lubricants
6001 Bollinger Canyon Rd.
San Ramon, CA 94583
United States of America
www.chevron-Iubricants.com

Transportation Emergency Response
CHEMTREC: (800) 424-9300 or (703) 527-3887
Health Emergency
Chevron Emergency Information Center: Located in the USA. International collect calls accepted. (800) 231-0623
or (510) 231-0623
Product Information
email: lubemsds@chevrontexaco.com
Product Information: (800) LUBE TEK
MSDS Requests: (800) 414-6737

ISECTION 2 COMPOSITION/INFORMATION ON INGREDIENTS II
COMPONENTS CAS NUMBER ~OUNT
Highly refined mineral oil (C15-C50) Mixture 80 - 95 %weight

II SECTION 3 HAZARDS IDENTIFICATION II

IMMEDIATE HEALTH EFFECTS
Eye: Not expected to cause prolonged or significant eye irritation.
Skin: Contact with the skin is not expected to cause prolonged or significant irritation. Not expected to be harmful
to internal organs if absorbed through the skin.
Ingestion: Not expected to be harmful if swallowed.
Inhalation: Not expected to be harmful if inhaled. Contains a petroleum-based mineral oil. May cause respiratory
irritation or other pulmonary effects following prolonged or repeated inhalation of oil mist at airborne levels above
the recommended mineral oil mist exposure limit. Symptoms of respiratory irritation may include coughing and
difficulty breathing.

II SECTION 4 FIRST AID MEASURES II
Eye: No specific first aid measures are required. As a precaution, remove contact lenses, if worn, and flush eyes
with water.
Skin: No specific first aid measures are required. As a precaution, remove clothing and shoes if contaminated. To
remove the material from skin, use soap and water. Discard contaminated clothing and shoes or thoroughly clean

https://www.cbest.chevron.comlmsdsServericontroller?module=com.chevron.lubes.msds.... 12/18/2006
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before reuse.
Ingestion: No specific first aid measures are required. Do not induce vomiting. As a precaution, get medical
advice.
Inhalation: No specific first aid measures are required. If exposed to excessive levels of material in the air, move
the ex osed erson to fresh air. Get medical attention if cou hin or res irato discomfort occurs.

ISECTIONS ·FIRE FIGHTING MEASURES

FIRE CLASSIFICATION:
OSHA Classification (29 CFR 1910.1200): Not classified by OSHA as flammable or combustible.

NFPA RATINGS: Health: 0 Flammability: 1 Reactivity: 0

FLAMMABLE PROPERTIES:
Flashpoint: (Cleveland Open Cup) 180°C (356 OF) (Min)
Autoignition: No Data Available
Flammability (Explosive) Limits (% by volume in air): Lower: Not Applicable Upper: Not Applicable

EXTINGUISHING MEDIA: Use water fog, foam, dry chemical or carbon dioxide (C02) to extinguish flames.
PROTECTION OF FIRE FIGHTERS:
Fire Fighting Instructions: This material will burn although it is not easily ignited. For fires involving this material,
do not enter any enclosed or confined fire space without proper protective equipment, including self-contained
breathing apparatus.
Combustion Products: Highly dependent on combustion conditions. A complex mixture of airborne solids,
liquids, and gases including carbon monoxide, carbon dioxide, and unidentified organic compounds will be
evolved when this material under oes combustion.

ISECTION 6 ACCIDENTAL RELEASE MEASURES

Protective Measures: Eliminate all sources of ignition in vicinity of spilled material.
Spill Management: Stop the source of the release if you can do it without risk. Contain release to prevent further
contamination of soil, surface water or groundwater. Clean up spill as soon as possible, observing precautions in
Exposure Controls/Personal Protection. Use appropriate techniques such as applying non-combustible absorbent
materials or pumping. Where feasible and appropriate, remove contaminated soil. Place contaminated materials
in disposable containers and dispose of in a manner consistent with applicable regulations.
Reporting: Report spills to local authorities and/or the U.S. Coast Guard's National Response Center at (800)
424-8802 as a ro riate or re uired.

ISECTION 7 HANDLING AND STORAGE

Precautionary Measures: Keep out of the reach of children.
General Handling Information: Avoid contaminating soil or releasing this material into sewage and drainage
systems and bodies of water.
Static Hazard: Electrostatic charge may accumulate and create a hazardous condition when handling this
material. To minimize this hazard, bonding and grounding may be necessary but may not, by themselves, be
sufficient. Review all operations which have the potential of generating and accumulating an electrostatic charge
and/or a flammable atmosphere (including tank and container filling, splash filling, tank cleaning, sampling,
gauging, switch loading, filtering, mixing, agitation, and vacuum truck operations) and use appropriate mitigating
procedures. For more information, refer to OSHA Standard 29 CFR 1910.106, 'Flammable and Combustible
Liquids', National Fire Protection Association (NFPA 77, 'Recommended Practice on Static Electricity', and/or the
American Petroleum Institute (API) Recommended Practice 2003, 'Protection Against Ignitions Arising Out of
Static, Lightning, and Stray Currents'.
Container Warnings: Container is not designed to contain pressure. Do not use pressure to empty container or it
may rupture with explosive force. Empty containers retain product residue (solid, liquid, and/or vapor) and can be
dangerous. Do not pressurize, cut, weld, braze, solder, drill, grind, or expose such containers to heat, flame,
sparks, static electricity, or other sources of ignition. They may explode and cause injury or death. Empty
containers should be completely drained, properly closed, and promptly returned to a drum reconditioner or
disposed of properly.

ISECTION 8 EXPOSURE CONTROLS/PERSONAL PROTECTION

GENERAL CONSIDERATIONS:

https://www.cbest.chevron.comlmsdsServer/controller?module=com.chevron.lubes.msds.... 12/18/2006
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Consider the potential hazards of this material (see Section 3), applicable exposure limits, job activities, and other
substances in the work place when designing engineering controls and selecting personal protective equipment. If
engineering controls or work practices are not adequate to prevent exposure to harmful levels of this material, the
personal protective equipment listed below is recommended. The user should read and understand all
instructions and llrnltatlons supplied with the equipment since protection is usually provided for a limited time or
under certain circumstances.

ENGINEERING CONTROLS:
Use in a well-ventilated area.

Occupationa xposure lmlts:
Icomponent IIAgency IITWA ISTEL Ceilina Notation

IHighly refined mineral oil (C15-C50) IACGIH 15 mg/m3 10 mg/m3 -- --
IHighly refined mineral oil (C15-C50) IOSHAZ-1 5 mg/m3 -- -- --

PERSONAL PROTECTIVE EQUIPMENT
Eye/Face Protection: No special eye protection is normally required. Where splashing is possible, wear safety
glasses with side shields as a good safety practice.
Skin Protection: No special protective clothing is normally required. Where splashing is possible, select
protective clothing depending on operations conducted, physical requirements and other substances in the
workplace. Suggested materials for protective gloves include: 4H (PE/EVAL), Nitrile Rubber, Silver Shield, Viton.
Respiratory Protection: No respiratory protection is normally required.
If user operations generate an oil mist, determine if airborne concentrations are below the occupational exposure
limit for mineral oil mist. If not, wear an approved respirator that provides adequate protection from the measured
concentrations of this material. For air-purifying respirators use a particulate cartridge.
Use a positive pressure air-supplying respirator in circumstances where air-purifying respirators may not provide
adequate protection.

. IE L' .

ISECTION 9 PHYSICAL AND CHEMICAL PROPERTIES

Attention: the data below are typical values and do not constitute a specification.

Color: Brown
Physical State: Liquid
Odor: Petroleum odor
pH: Not Applicable
Vapor Pressure: <0.01 mmHg @ 37.8 °C (100 OF)
Vapor Density (Air =1): >1
Boiling Point: >371°C (699.8°F)
Solubility: Soluble in hydrocarbons; insoluble in water
Freezing Point: Not Applicable
Specific Gravity: 0.88 - 0.92 @ 15.6°C (60.1OF) I 15.6°C (60.1 OF)
Viscosit : 13.7 cSt 100°C 212°F Min

ISECTION 10 STABILITY AND REACTIVITY

Chemical Stability: This material is considered stable under normal ambient and anticipated storage and
handling conditions of temperature and pressure.
Incompatibility With Other Materials: May react with strong acids or strong oxidizing agents, such as chlorates,
nitrates, peroxides, etc.
Hazardous Decomposition Products: None known (None expected)
Hazardous Polymerization: Hazardous polymerization will not occur.

ISECTION 11 TOXICOLOGICAL INFORMATION

IMMEDIATE HEALTH EFFECTS
Eye Irritation: The eye irritation hazard is based on evaluation of data for similar materials or product
components.
Skin Irritation: The skin irritation hazard is based on evaluation of data for similar materials or product

I
I
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components.
Skin Sensitization: No product toxicology data available.
Acute Dermal Toxicity: The acute dermal toxicity hazard is based on evaluation of data for similar materials or
product components.
Acute Oral Toxicity: The acute oral toxicity hazard is based on evaluation of data for similar materials or product
components.
Acute Inhalation Toxicity: The acute inhalation toxicity hazard is based on evaluation of data for similar
materials or product components.

ADDITIONAL TOXICOLOGY INFORMATION:
This product contains petroleum base oils which may be refined by various processes including severe solvent
extraction, severe hydrocracking, or severe hydrotreating. None of the oils requires a cancer warning under the
OSHA Hazard Communication Standard (29 CFR 1910.1200). These oils have not been listed in the National
Toxicology Program (NTP) Annual Report nor have they been classified by the International Agency for Research
on Cancer (IARC) as; carcinogenic to humans (Group 1), probably carcinogenic to humans (Group 2A), or
possibly carcinogenic to humans (Group 2B). These oils have not been classified by the American Conference of
Governmental Industrial Hygienists (ACGIH) as: confirmed human carcinogen (A1), suspected human carcinogen
A2 , or confirmed animal carcino en with unknown relevance to humans A3.

ISECTION 12 ECOLOGICAL INFORMATION

ECOTOXICITY
The toxicity of this material to aquatic organisms has not been evaluated. Consequently, this material should be
kept out of sewage and drainage systems and all bodies of water.

ENVIRONMENTAL FATE
This material is not ex ected to be readil biode radable.

ISECTION 13 DISPOSAL CONSIDERATIONS

Use material for its intended purpose or recycle if possible. Oil collection services are available for used oil
recycling or disposal. Place contaminated materials in containers and dispose of in a manner consistent with
applicable regulations. Contact your sales representative or local environmental or health authorities for approved
disposal or recycling methods.

IlsECTION 14 TRANSPORT INFORMATION II

The description shown may not apply to all shipping situations. Consult 49CFR, or appropriate Dangerous Goods
Regulations, for additional description requirements (e.g., technical name) and mode-specific or quantity-specific
shipping requirements.
DOT Shipping Description: PETROLEUM LUBRICATING OIL, NOT REGULATED AS A HAZARDOUS
MATERIAL FOR TRANSPORTATION UNDER 49 CFR
Additionallnformation:NOT HAZARDOUS BY U.S. DOT. ADR/RID HAZARD CLASS NOT APPLICABLE.

IMOIIMDG Shipping Description: PETROLEUM LUBRICATING OIL; NOT REGULATED AS DANGEROUS
GOODS FOR TRANSPORT UNDER THE IMDG CODE

ICAO/IATA Shipping Description: PETROLEUM LUBRICATING OIL; NOT REGULATED AS DANGEROUS
GOODS FOR TRANSPORT UNDER ICAO

IlsECTION 15 REGULATORY INFORMATION II

EPCRA 311/312 CATEGORIES: 1. Immediate (Acute) Health Effects: NO
2. Delayed (Chronic) Health Effects: NO
3. Fire Hazard: NO
4. Sudden Release of Pressure Hazard: NO
5. Reactivity Hazard: NO

https://www.cbest.chevron.com/msdsServer/controller?module=com.chevron.lubes.msds.... 12/18/2006
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REGULATORY LISTS SEARCHED:
01-1=IARC Group1 03=EPCRA 313
01-2A=IARC Group2A 04=CAProposition 65
01-2B=IARC Group28 05=MARTK
02=NTP Carcinogen 06=NJ RTK

07=PARTK

No components of this material were found on the regulatory lists above.,

Page 5 of6

CHEMICAL INVENTORIES:
All components comply with the following chemical inventory requirements: AICS (Australia), DSL (Canada),
EINECS (European Union), ENCS (Japan), IECSC (China), KECI (Korea), PICCS (Philippines), TSCA (United
States).

NEW JERSEY RTK CLASSIFICATION:
Under the New Jersey Right-to-Know Act L. 1983 Chapter 315 N.J.S.A. 34:5A-1 et. seq., the product is to be
identified as follows: PETROLEUM OIL (Gear oil)

WHMIS CLASSIFICATION:
This product is not considered a controlled product according to the criteria of the Canadian Controlled Products
Regulations.

II SECTION 16 OTHER INFORMATION

NFPA RATINGS: Health: 0 Flammability: 1 Reactivity: 0
II

HMIS RATINGS: Health: 1 Flammability: 1 ReactiVity: 0
(O-Least, 1-Slight, 2-Moderate, 3-High, 4-Extreme, PPE:- Personal Protection Equipment Index recommendation,
*- Chronic Effect Indicator). These values are obtained using the guidelines or published evaluations prepared by
the National Fire Protection Association (NFPA) or the National Paint and Coating Association (for HMIS ratings).

LABEL RECOMMENDATION:
Label Category: INDUSTRIAL OIL 1 - IND1

REVISION STATEMENT: This revision updates the following sections of this Material Safety Data Sheet:
2,5,8,9,10,11,14,15,16
Revision Date: 06/05/2006

ABBREVIATIONS THAT MAY HAVE BEEN USED IN THIS DOCUMENT"
TLV - Threshold LimitValue TWA - TimeWeighted Average

STEL- Short-term Exposure Limit PEL - Permissible Exposure Limit

CAS - Chemical Abstract Service Number

ACGIH - American Conference of Government IMO/IMDG - International Maritime Dangerous GoodsCode
Industrial Hygienists

- American Petroleum Institute MSDS - Material Safety Data Sheet

- Chevron ational Fire Protection Association (USA)

DOT- Department ofTransportation (USA) NTP - National Toxicology Program (USA)

IARC - International Agencyfor Research on Cancer OSHA - Occupational Safety and HealthAdministration

Prepared according to the OSHA Hazard Communication Standard (29 CFR 1910.1200) and the ANSI
MSDS Standard (Z400.1) by the ChevronTexaco Energy Research & Technology Company, 100
Chevron Way, Richmond, California 94802.
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The above information is based on the data of which we are aware and is believed to be correct as
of the date hereof. Since this information may be applied under conditions beyond our control and
with which we may be unfamiliar and since data made available subsequent to the date hereof may
suggest modifications of the information, we do not assume any responsibility for the results of its
use. This information is furnished upon condition that the person receiving it shall make his own
determination of the suitability of the material for his particular purpose.

https://www.cbest.chevron.com/msdsServer/controller?module=com.chevron.lubes.msds.... 12/18/2006
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MATERIAL SAFETY DATA SHEET

Page 1 of 4

GLADE® PLUG-INS SCENTED OIL -
MSDS # 127390001

CLEAN LINEN*
Date Issued: 120ct2005 Supersedes: 04Aug2003

US MANUFACTURER,
S.C. Johnson & Son, Inc.
Phone, (800) 725-6737
Racine, Wisconsin 53403-2236
Emergency Phone, (866) 231-5406
International Emergency Phone:

(952) 852-4647

CANADIAN MANUFACTURER,
S.C. Johnson and Son, Limited
Phone, (800) 725-6737
1 Webster Street
Brantford, Ontario N3T 5Rl
Transportation Emergency:

CANUTEC (collect) (613) 996-6666
Poison Control: (866) 231-5406

HAZARD RATING

4-Very High
3 -High
2-Moderate
l-Slight
O-Insignificant

HMIS HAZARD NFPA

2 Health 2
2 Flammability 2
o Reactivity 0

Special

DISTRIBUTED IN CANADA BY,
S.C. Johnson and Son, Limited
Phone, (800) 725-6737
1 Webster Street
Brantford, Ontario N3T SRI

--------------- SECTION 1 - PRODUCT IDENTIFICATION ----------------------------------------------------------------

PRODUCT NAME GLADE® PLUG-INS SCENTED OIL - CLEAN LINEN*
PRODUCT USE Household, Air care

--------------- SECTION 2 - IN(;REDIENT INFORMATION ---------------------------------------------------------------

INGREDIENT WEIGHT% EXPOSURE LIMIT/TOXICITY

Mixture of Perfume Oils >90.0 NOT ESTABLISHED

--------------- SECTION 3 - HEALTH HAZARDS IDENTIFICATION (Also See Section 11) -----------------------.

Drying/defatting of

susceptible

respiratory tract.
throat and stomach.
disorders may be more

INHALATION .
INGESTION .

MEDICAL CONDITIONS .
GENERALLY RECOGNIZED
AS BEING AGGRAVATED
BY EXPOSURE

ROUTE(S) OF ENTRy Skin contact. Eye contact.
EFFECTS OF ACUTE EXPOSURE,

EyE May cause: Moderate eye irritation.
SKIN Prolonged or repeated contact may cause:

skin.
Irritation to nose, throat and
May cause irritation to mouth,
Persons with pre-existing skin
to irritating effects.

--------------- SECTION 4 - FIRST AID MEASURES ------------------------------------------------------------------------.

EYE CONTACT Flush immediately with plenty of water for at least 15 to 20
minutes. If irritation persists, get medical attention.

SKIN CONTACT Wash contaminated area with water and soap. If irritation
persists, get medical attention.

INHALATION Remove to fresh air.
INGESTION Rinse mouth immediately. Immediately drink 1-2 glasses of water

Seek immediate medical attention.

--------------- SECTION 5 - FIRE AND EXPLOSION INFORMATION -------------------------------------------------.

FLASH POINT............ 156 0 F (69 0 C) (TCC)
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MATERIAL SAFETY DATA SHEET

Page 2 of 4

GLADE® PLUG-INS SCENTED OIL -
Date Issued: 120ct2005

MSDS # 127390001

CLEAN LINEN*
Supersedes: 04Aug2003

--------------- SECTION 5 - FIRE AND EXPLOSION INFORMATION (continued) ----------------------------------

FLAMMABLE LIMITS .
AUTOIGNITION .

TEMPERATURE
EXTINGUISHING MEDIA .
SPECIAL FIREFIGHTING .

PROCEDURES
UNUSUAL FIRE AND .

EXPLOSION HAZARDS

Not available.
Not available.

Foam. C02. Dry chemical.
Fire fighters should wear self-contained breathing apparatus and
protective clothing.
No special hazards known.

--------------- SECTION 6 - PREVENTIVE RELEASE MEASURES ------------------------------------------------------

STEPS TO BE TAKEN IN ...
CASE MATERIAL IS
RELEASED OR SPILLED

Eliminate all ignition sources. Dike large spills. Do not let
spilled or leaking material enter watercourse. Absorb with
oil-dri or similar inert material. Sweep or scrape up and
containerize.

--------------- SECTION 7 - HANDLING AND STORAGE ------------------------------------------------------------------

PRECAUTIONARy WARNING, Skin and eye irritant. Do not get in eyes, on skin or
INFORMATION on clothing. If such contact occurs, flush immediately with

plenty of water for at least 15 to 20 minutes. If irritation
persists, seek medical aid. Keep out of reach of children.

OTHER HANDLING AND ..... Store in a cool, dry place with adequate ventilation. Observe
STORAGE CONDITIONS good personal hygiene practices.

--------------- SECTION 8 - SPECIAL PROTECTION INFORMATION -------------------------------------------------

RESPIRATORY PROTECTION.
VENTILATION .

PROTECTIVE GLOVES .

EYE PROTECTION .
OTHER PROTECTIVE .

MEASURES

No special requirements under normal use conditions.
General room ventilation is normally adequate. Substantial
amounts of mists/vapors can be controlled with local exhaust
ventilation or respiratory protection.
If prolonged or repeated contact is possible: Any impervious
material.
Chemical splash-proof goggles.
If major exposure is possible to eyes/skin, wear/use appropriate
protective equipment.

--------------- SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES ---------------------------------------------

COLOR .
PRODUCT STATE .
ODOR .
pH .
ODOR THRESHOLD .
SOLUBILITY IN WATER .
SPECIFIC GRAVITy .

(H20=1)
VISCOSITY .
VAPOR DENSITY (AIR=l) ..
EVAPORATION RATE (BUTYL

ACETATE=l)
VAPOR PRESSURE (mm HG) .
BOILING POINT .
FREEZING POINT .

Yellow
Liquid.
Fresh Clean
Not available.
Not available.
Negligible
0.947

Not available
Not available.
Not available.

Not available.
Not available.
Not available.
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Page 3 of 4 MSDS # 127390001

GLADE® PLUG-INS SCENTED OIL - CLEAN LINEN*
Date Issued: 120ct2005 Supersedes: 04Aug2003

--------------- SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES (continued) ------------------------------

COEFFICIENT OF Not available.
WATER/OIL

PERCENT VOLATILE By .... > 99
VOLUME (%)

VOLATILE ORGANIC Not applicable.
COMPOUND (VOC)

THEORETICAL VOC Not applicable.
(LB/GAL)

--------------- SECTION 10 - STABILITY AND REACTIVITY ------------------------------------------------------------.

STABILITy .
STABILITY - CONDITIONS.

TO AVOID
INCOMPATIBILITy .

HAZARDOUS DECOMPOSITION
PRODUCTS

HAZARDOUS .
POLYMERIZATION

HAZARDOUS .
POLYMERIZATION ­
CONDITIONS TO AVOID

Stable
Not available.

Strong acids (eg., muriatic acid). Strong oxidizing materials
(e.g. liquid chlorine) .

When exposed to fire: Produces normal products of combustion.

Will not occur.

Not applicable.

--------------- SECTION 11 - TOXICOLOGY INFORMATION (Also See Section 3) ----------------------------------

LD50 (ACUTE ORAL TOX) ..
LD50 (ACUTE DERMAL TOX)
LC50 (ACUTE INHALATION.

TOX)
EFFECTS OF CHRONIC .....

EXPOSURE
SENSITIZATION .
CARCINOGENICITy .
REPRODUCTIVE TOXICITY ..
TERATOGENICITy .
MUTAGENICITy .

Not available.
Not available.
Not available.

None known.

None known.
None known.
None known.
None known.
None known.

--------------- SECTION 12 - ECOLOGICAL INFORMATION ------------------------------------------------------------

ENVIRONMENTAL DATA..... Not available.

--------------- SECTION 13 - DISPOSAL CONSIDERATIONS -------------------------------------------------------------

WASTE DISPOSAL Observe all Federal, Provincial, State and Municipal
INFORMATION regulations.

--------------- SECTION 14 - TRANSPORTATION INFORMATION -----------------------------------------------------

US DOT INFORMATION ..... Please refer to the Bill of Lading/receiving documents for
up-to-date shipping information.
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GLADE® PLUG-INS SCENTED OIL -
Date Issued: 120ct2005

MSDS # 127390001

CLEAN LINEN*
Supersedes: 04Aug2003

--------------- SECTION 14 - TRANSPORTATION INFORMATION (continued) -------------------------------------.

CANADIAN SHIPPING NAME.
TDG CLASSIFICATION .
PIN/NIP .
PACKING GROUP .
EXEMPTION NAME .

GLADE® PLUG-INS SCENTED OIL - CLEAN LINEN*
Not applicable.
Not applicable.
Not applicable.
Not applicable.

--------------- SECTION 15 - REGULATORY INFORMATION -----------------------------------------------------------.

WHMIS CLASSIFICATION ... Non-regulated.

All ingredients of this product are listed or are excluded from listing on the U.S. Toxic
Substances Control Act (TSCA) Chemical Substance Inventory_

All ingredients in this product comply with the New Substances Notification requirements
under the Canadian Environmental Protection Act (CEPA).

This product is not subject to the reporting requirements under California's Proposition 65.

--------------- SECTION 16 - OTHER INFORMATION ----------------------------------------------------------------------

ADDITIONAL INFORMATION.
EPA REGISTRATION # .....

Use as directed.
Not applicable.

--------------- PREPARATION INFORMATION -------------------------------------------------------------------------------

PREPARED By Manufacturer's Technical Support Department. Refer to page 1
(Manufacturer) for contact information.

This document has been prepared using data from sources considered technically reliable.
It does not constitute a warranty, express or implied, as to the accuracy of the
information contained herein. Actual conditions of use and handling are beyond seller's
control. User is responsible to evaluate all available information when using product for
any particular use and to comply with all Federal, State, Provincial and Local laws and
regulations.
*This is a trademark of S.C. Johnson & Son, Inc.
PRINT DATE: 120ct2005
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MATERIAL SAFETY DATA SHEET

HY-PER LUBE CORPORATION
14818 N.E. 31 sT CIRCLE
REDMOND, WA 98104

PAGE 1 OF 5

PRODUCT CODE NO: HPL-201, 205, 255; HTI-200, HSF-220

MANUFACTURER: HY-PER LUBE CORPORATION
14818 N.E. 31 sT CIRCLE
REDMOND, WA 98104
(425) 558-3700

FOR PRODUCT EMERGENCY CONTACT:
CHEM-TEL (800) 255-3924

leRpgqG-'J';IE)g~;r(If.i¢e;;r!()N;;'< •••'.'.'·••·.;;;;;;·.·•.••••••••.•••i)../.·.Y·II .. iii), ••.....•..••.•,
PRODUCT NAME : Hilton Hy-Per-Lube

SYNONYMS

GENERIC NAME

CHEMICAL FAMILY

DOT PROPER
SHIPPING NAME

10 NUMBER

: Hilton Hy-Per-Lube

: Industrial Oil

: Petroleum Hydrocarbon

: Not Applicable

: None

OIL MIST, IF GENERATED 5.00 MG/M3 OSHA FULL TERM TWA

The identities of ingredients that are trade secrets are excluded from this list.
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EYE CONTACT:
For direct contact, flush the affected eye(s) with clean water. If irritation or
redness develops, seek medical attention.

SKIN CONTACT:
Do not use gasoline's, thinners or solvents to remove product from skin. Wipe
material from skin and remove contaminated clothing. Cleanse affected area(s)
thoroughly by washing with soap and water and, if necessary, a waterless skin
cleanser. If irritation or redness develops and persists, seek medical attention.

INHALATION (BREATHING):
If irritation of nose or throat develops, move away from source of exposure and
into fresh air. If irritation persists, seek medical attention. If victim is not
breathing or if breathing difficulties develop, artificial respiration or oxygen should
be administered by qualified personnel. Seek immediate medical attention.

INGESTION (SWALLOWING):
If victim is conscious and alert, give 2 to 3 cups of milk or water to drink. Seek
medical attention. To physician: Emesis or Lavage is not recommended for
ingestion's of minute quantities or tastes of most hydrocarbons. Medical opinion
is divided for larger ingestion's. Emesis or Lavage has been recommended for
those petroleum products which have a high oral toxicity. Gastric Lavage with a
cuffed endotracheal tube is recommended by some physicians to prevent
aspiration.

EYE CONTACT:
This material may cause eye irritation. Direct contact may cause burning,
tearing, and redness.

SKIN CONTACT:
This material may cause skin irritation. Prolonged or repeated contact may
cause redness, burning or dermatitis.

INHALATION (BREATHING):
Exposure to mists, or prolonged or repeated exposure to fumes or vapors that
may be generated when this material is heated, may cause irritation of nose and
throat.
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INGESTION (SWALLOWING):
Accidental ingestion of this material may cause irritation of the digestive tract.

COMMENTS:
Used motor oil: Following repeated skin applications, animal studies have
shown that used motor/crankcase oils have caused an increased incidence of
skin cancer in mice. It is therefore recommended that prolonged or repeated
contact with motor crankcase oils be avoided.

VENTILATION:
If current ventilation practices are not adequate in maintaining airborne
concentrations below the established exposure limits (see section I), additional
ventilation or exhaust systems may be required.

RESPIRATORY PROTECTION:
If airborne concentrations exceed recommended exposure limits, a suitable filter­
type respirator should be worn. (see section I)

PROTECTIVE GLOVES:
The use of gloves impermeable to the specific material handled is advised to
prevent skin contact and possible irritation.

EYE PROTECTION:
Approved eye protection to safeguard against potential eye contact, irritation or
injury is recommended.

OTHER PROTECTIVE EQUIPMENT:
It is suggested that a source of clean water be available in work area for flushing
eyes and skin. Barrier creams that are specific for oil-based materials are
recommended when gloves are impractical.

STABILITY: Stable
INCOMPATIBILITY (MATERIALS TO AVOID):
Avoid contact with strong oxidizing agents. Extended exposure to high
temperatures may cause decomposition.
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HAZARDOUS DECOMPOSITION PRODUCTS:
Thermal decomposition in the presence of air may yield major amounts of oxides
of carbon and minor amounts of oxides of nitrogen, phosphorus, sulfur and zinc.
HAZARDOUS POLYMERIZATION: Will not occur.

1$6q!JQN¥!·••gf.!¥IB9,~.MFNore;geg9;t;~QiI'QN.i;;';:;j';.;;;;;; ; · ·; ; i1 ;;; •••••·•••••1

ENVIRONMENTAL IMPACT:
This material is not expected to present any environmental problems other than
those associated with oil spills.

PRECAUTIONS IF MATERIAL IS RELEASED OR SPILLED:
Stop the source of the leak or release. Clean up releases as soon as possible.
Contain liquid to prevent further contamination of soil, surface water or
groundwater. Clean up small spills using appropriate techniques such as
sorbent materials or pumping. When feasible and appropriate, remove
contaminated soil. Follow prescribed procedures for reporting and responding to
larger releases.

WASTE DISPOSAL METHODS:
Place contaminated materials in disposable containers and dispose of in a
manner consistent with environmental or health authorities for approved disposal
of this material.

I$EqJ;!QNMll§;rQ~§§!~ND;§IiI~.ql~lf;gBgg~W;r!QN§j;;;!;I!;I~1;iJi~.;!Jini;;;1
HANDLING AND STORAGE PRECAUTIONS:
Store in a cool, dry location. Keep away from incompatible materials (see
section V). Avoid generating oil mists while handling. Avoid prolonged or
repeated skin contact. Wash thoroughly after handling. For used motor oil:
launder saturated clothing before wearing and discard oil-soaked shoes and
unwashable clothing.

FLASH POINT (OPEN CUP):
FIRE POINT (OPEN CUP):
FLAMMABILITY LIMITS:
EXTINGUISHING MEDIA:

3600 F
4050 F
N/A
C02, Dry Chemical, Foam, Water Fog.
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SPECIAL FIRE FIGHTING PROCEDURES:
For fires involving this material, do not enter any enclosed or confined fire
spaces without proper protective equipment. This may include self-contained
breathing apparatus to protect against the hazardous effects of normal products
of combustion or oxygen deficiency. Read the entire MSDS.

APPROX. BOILING POINT
VAPOR DENSITY
EVAPORATION RATE
% VOLATILE
% SOLUBILITY
SPECIFIC GRAVITY
API GRAVITY (60° F)
KINEMATIC VIS @ 100° C
APPEARANCE
ODOR

: Above 600° F
: Heavier than air.
: Slower than ether
: Negligible
: Negligible
: 0.85-0.92
: 28.1
: 120 - 130 cSt
: Clear golden liquid
: Characteristic

POUR POINT: OOF

DISCLAIMER OF EXPRESSED AND IMPLIED WARRANTIES

The information in this document is believed to be correct as of the date issued.
NO WARRANTY OF MERCHANTABILITY, FITNESS FOR ANY PARTICULAR
PURPOSE, OR ANY OTHER WARRANTY IS EXPRESSED OR IS TO BE
IMPLIED REGARDING THE ACCURACY OR COMPLETENESS OF THIS
INFORMATION, THE RESULTS TO BE OBTAINED FROM THE USE OF THIS
INFORMATION OR THE PRODUCT, THE SAFETY OR THE HAZARDS
RELATED TO ITS USE.
This information and product are furnished on the condition that the person
receiving them shall make his or her own determination as to the suitability of the
product for their particular purpose and on the condition that they assume the
risk of their use thereof.
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CLOVERDALE PAINT MSDS Prod.ID: 66143

MAT E R I A L S A F E T Y
Prod.ID: 66143

66143

D A T A SHE E T

=================== SECTION I PRODUCT IDENTIFICATION ================

PRODUCT NAME: IND AIR DRY GLOSS ENAMEL CAT YELLOW

PRODUCT IDENTIFIER: 66143 HMIS CODES: H 1 F 2 R 0 P B
PRODUCT USE: General purpose coating.

PRODUCT IDENTIFICATION NUMBER: Not regulated.
WHMIS INFO: B3,D2B

MANUFACTURER'S NAME: Cloverdale Paint Inc
ADDRESS 6950 King George Hwy

Surrey, Be,
EMERGENCY PHONE : 613-996-6666 REVISION DATE : 8-May-07

INFORMATION PHONE 604-596-6261
ABREVIATIONS : N/AP - NOT APPLICABLE N/AV - NOT AVAILABLE

===================== SECTION II HAZARDOUS INGREDIENTS ==============

WEIGHT O.E.L.
NUMBER PERCENT

30-60 ACGIH - TLV 100 ppm
LD50: ORAL: > 5 g/kg(RAT)

LD50: DERMAL: > 3g/kg(RABBIT)

REPORTABLE CAS
COMPONENTS

64742­
47-8

LIGHT
HYDROTREATED

NAPHTHA

*** No toxic chemical(s) subject to the reporting requirements
section 313 of Title III and of 40 CFR 372 are present. ***

of

============= SECTION III PHYSICAL/CHEMICAL CHARACTERISTICS =========

1. 04
Liquid.

BOILING POINT: Not available. SPECIFIC GRAVITY (H20=1):
VAPOR DENSITY: Heavier than air. PHYSICAL STATE:

EVAPORATION RATE: Slower than n-Butyl Acetate.
COATING V.O.C.: 517 g/l

SOLUBILITY IN WATER: Insoluble.
APPEARANCE AND ODOR: Moderately thick liquid; Aromatic odor.

FREEZING POINT: Not available. pH: Not available.
COEFFICIENT OF WATER/OIL DIST: N/AV ODOR THRESHOLD: 1-30 ppm

======== SECTION IV FIRE AND EXPLOSION HAZARD DATA ===========

FLASH POINT: 42 C METHOD USED: TCC
FLAMMABLE LIMITS IN AIR BY VOLUME- LOWER: 1.1 UPPER: 7.0

EXTINGUISHING MEDIA:
Foam, C02, dry chemical, water fog.

Respiratory
concentrated

SPECIAL FIREFIGHTING PROCEDURES
equipment should be worn to avoid

vapours. Water should not be used except
keep nearby containers cool.

inhalation
as a fog

of
to
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CLOVERDALE PAINT MSDS Prod.ID: 66143

UNUSUAL FIRE AND EXPLOSION HAZARDS
Handle as a combustible liquid. Vapours form an explosive mixture in
air between the upper and lower explosive limits which can be ignited

by many sources such as pilot lights, open flames, electrical boxes
and switches. Vapours may travel along the ground and flashback along

vapour trail may occur.

FLAMMABILITY - T.D.G.R. CLASS:
Not regulated. TDG 1.33 Class 3, Flammable Liquids: General Exemption

SENSITIVITY TO IMPACT: NO

AUTO-IGNITION TEMPERATURE:
Not available

SENSITIVITY TO STATIC DISCHARGE: Yes

HAZARDOUS COMBUSTION PRODUCTS:
Carbon Monoxide, Carbon Dioxide and Oxides of Nitrogen.

============ SECTION V REACTIVITY DATA ====================

CHEMICAL STABILITY: STABLE

CONDITIONS TO AVOID:
Excessive heat, poor ventilation, corrosive atmospheres, excessive

aging.

INCOMPATIBILITY (MATERIALS TO AVOID)
Alkaline materials, strong acids and oxidizing agents.

HAZARDOUS DECOMPOSITION OR BYPRODUCTS: NONE KNOWN

HAZARDOUS POLYMERIZATION:
Will not occur.

========== SECTION VI TOXICOLOGICAL DATA ===================

INHALATION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
May cause respiratory irritation, dizziness, breathing difficulty,

headaches and loss of co-ordination.

SKIN AND
Eye Contact:
blurred

EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
May cause severe irritation, tearing, redness and

vision.
Skin Contact: May cause irritation.

SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
May dry and defat skin causing cracks, irritation and dermatitis.

May
INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE

cause gastrointestinal irritation, vomiting, nausea
diarrhea.

and

HEALTH HAZARDS (ACUTE AND CHRONIC)
Acute health hazards are as listed above. No chronic health hazards.

SENSITIZING CAPABILITY: NONE KNOWN

CARCINOGENICITY: NTP CARCINOGEN: No IARC
REGULATED:No

MONOGRAPHS:No OSHA
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Not available.

TERATOGENICITY AND EMBRYOTOXICITY
Not available.

REPRODUCTIVE TOXICITY
Not available.

MUTAGENICITY
Not available.

TOXICOLOGICALLY SYNERGISTIC PRODUCTS
None known.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE
Anesthesia, respiratory tract irritation, dermatitis, nausea,

vomiting.

========== SECTION VII PREVENTIVE MEASURES ====================

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Eliminate ignition sources. Provide good ventilation or wear
appropriate breathing apparatus. Absorb small spills with non­
flammable absorbent. Contain spills by diking with non-flammable

absorbent. Notify environmental agency.

WASTE DISPOSAL METHOD
Reclaim or dispose of through a licensed waste disposal company

according to Federal,Provincial and local regulations.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Combustible. Store in a cool,dry, well ventilated area away from
heat and ignition sources. Keep containers closed when not in use.
Avoid breathing vapours or mist and prolonged or repeated contact
with skin. Launder contaminated clothing prior to re-use. Use good
personal hygiene. Product is a static accumulator. Transfer

equipment should be grounded or bonded.

OTHER PRECAUTIONS: Smoking in the area where this material is used
must be strictly prohibited.

RESPIRATORY PROTECTION
NIOSH approved for organic vapours and particulate matter.

VENTILATION
General mechanical ventilation or local exhaust should be suitable
to keep vapour concentrations below TLV. Ventilation equipment must
be explosion proof. Make up air should be supplied to balance air

exhausted.

PROTECTIVE GLOVES
Solvent impervious e.g. Viton, Nitrile, PVC.

EYE PROTECTION
Chemical safety glasses, goggles or face shield.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT
Use impermeable aprons and protective clothing whenever possible to

prevent skin contact.
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WORK/HYGIENIC PRACTICES
Eye washes and safety showers in the workplace are recommended.

========= SECTION VIII FIRST AID MEASURES ===============

INHALATION OVEREXPOSURE:
stops, apply artificial

Move person to fresh
respiration and seek

attention.

air. If breathing
immediate medical

EYE CONTACT: Flush with water for at least 15 minutes. Seek medical
attention.

SKIN CONTACT: Wash thoroughly with mild soap and water.

INGESTION: Do not induce vomiting. Aspiration of solvents in this
product can cause inflammation of the lungs.

========= SECTION IX PREPARATION ==================

PREPARED BY: TECHNICAL DEPARTMENT

======== SECTION X DISCLAIMER ====================
To the best of our knowledge, the information contained herein is
accurate, obtained from sources believed by Cloverdale Paint Inc. to
be accurate. No warranty concerning the accuracy of these sources is
made and Cloverdale Paint Inc. will not be held liable for claims

relating to use of this information or recommendations.
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3769300,3769402,3781300,3781402 Rust-Oleum High Performance Industrial DTM A... Page I of6

Material Safety Data 24 Hour Assistance:
1-847-367-7700

Sheet Rust-Oleum Corp.
www.rustoleum.com

IISection 1 • Chemical Product I Company Information

Manufacturer: Rust-Oleum Corporation
11 Hawthorn Parkway
Vernon Hills, IL 60061
USA

Revision Date: 08/26/2004

InolUSfYlcd [nomeJ 'fY,rner
CReel 'Pr'lmtr)

Rust-Oleum High Performance
Industrial DTM Acrylic Primer

Preparer:

Product Name:

Id tif tien I rca Ion 3769300@6940:2"3781300 3781402
Number: ~'-:__----,,.-' ----?
Product Use/Class: PrimerlWater Based Acrylic

Supplier: Rust-Oleum Corporation
11 Hawthorn Parkway
Vemon Hills, IL 60061
USA

Cziczo, Ray

IISection 2 • Composition I Information On Ingredients

ChemiCa' Name

Titanium Dioxide
Dlpropylene Glycol Monobulyl
Ether
ZincPhosphate
Propylene Glycol
Diethylene Glycol Moncbutyl
Ether

CAS Numher

13463-67-7
29911-28-2

m9-90-Q
57-55-6
112-34-5

Weight % less ACGlH Tl V-TWA

Jhan
10,0 10mj:1/mJ
5.0 N.E.

5.0 N.E
5.0 N.E.
5.0 N.E.

ACGIH II V_SIEI OSHAPEl -DNA OSHAPE' -CEil ING

N.E. 10 mR/mJ N.E.
N.E. N.E. N.E.

N.E. N.E. N.E.
N.E. N.E. N.E.
N.E. N.E. N.E.

!ISection 3 • Hazards Identification

~ Emergency Overview ?": Use ventilation necessary to keep exposures below recommended exposure limits,
if any.

Effects Of Overexposure - Eye Contact: Causes eye irritation.

Effects Of Overexposure - Skin Contact: Substance may cause slight skin irritation,

Effects Of Overexposure - Inhalation: Low hazard for usual industrial handling or commercial handling by trained
personnel.

Effects Of Overexposure -Ingestion: Substance may be harmful if swallowed.

Effects Of Overexposura - Chronic Hazards: Contains: Propylene Glycol. Human systemic effects by ingestion:
general anesthesia, convulsions, changes in surface EEG.

Primary Route(s) Of Entry: Skin Contact, Skin Absorption, Inhalation, Eye Contact

Confidential Business Information
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~Section4 • First Aid Measures

First Aid - Eye Contact: Hoid eyelids apart and flush with pienty of water for atleast15 minutes. Get medical
attention.

First Aid - Skin Contact: Wash with soap and water. Get medlcai attention if irritation develops or persists.

First Aid - Inhalation: Remove to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give
oxygen. Get immediate medical attention.

First Aid -Ingestion: Swallowing less than an ounce will not cause significant harm. For larger amounts, do not
induce vomiting, but give one or two glasses of water to drink and get medical attention.

IISection 5 • Fire Fighting Measures

Flash Point: >212 F
(Setaflash)

LOWER EXPLOSIVE LIMIT: 0.9 %
UPPER EXPLOSIVE LIMiT: 24.6 %

Extinguishing Media: Dry Chemical, Foam, Water Fog

Unusuai Fire And Explosion Hazards: FLASH POINT IS TESTED TO BE GREATER THAN 200 DEGREES F.

Special Firefighting Procedures: Water may be used to cool closed containers to prevent buildup of steam.

!ISection 6 • Accidental Release Measures

Steps To Be Taken If Material Is Released Or Spilled: Dispose of according to local, state (provincial) and federal
regulations. Do not incinerate closed containers.

~Section 7 • Handling And Storage

Handling: Wash thoroughly after handling. Wash hands before eating. Avoid contact with eyes.

Storage: Keep container closed when not in use. Keep from freezing.

[[Section 8 - Exposure Controls I Personal Protection

Engineering Controls: Prevent build-up of vapors by opening all doors and windows to achieve cross-ventilation.
Use process enclosures, local exhaust ventilation, or other engineering controls to control airbome levels below
recommended exposure limits.

Respiratory Protection: A respiratory protection program that meets OSHA 1910.134 and ANSI Z88.2
requirements must be followed whenever workplace conditions warrant a respirator's use.

Skin Protection: Nitrile or Neoprene gloves may afford adequate skin protection. Use gioves to prevent prolonged
skin contact.

Eye Protection: Use safety eyewear designed to protect against splash of liquids.

Confidential Business Information
I

BRIXINHOUSEOOl4TO



3769300,3769402,3781300,3781402 Rust-Oleum High Performance Industrial D1M A... Page 3 of6

Other protective equipment: Refer to safety supervisor or industrial hygienist for further information regarding
personal protective equipment and its application.

Hygienic Practices: Wash thoroughly with soap and water before eating, drinking or smoking.

II Section 9 - Physical And Chemical Properties

Boiling Range:
Odor:
Appearance:
Solubility in H20:
Freeze Point:
Vapor Pressure:
Physical State:

369 - 453 F
Ammonia Like
Liquid
Soluble
NO

liquid

Vapor Density:
Odor Threshold:
Evaporation Rate:

Specific Gravity:
PH:

Heavier than air
NO
Siower than Ether

1.4600
NE

(See section 16 for abbrevlatlon legend)

~~~~~~~==========!II~ Section 10 - Stability And Reactivity

Conditions To Avoid: Avoid contact with strong acid and strong bases.

Incompatibility: Incompatibie with strong oxidizing agents, strong acids and strong alkalies.

Hazardous Decomposition: When heated to decomposition it emits acrid smoke and irritating fumes. By open
flame, carbon monoxide and carbon dioxide.

Hazardous Polymerization: Will not occur under normal conditions.

Stability: This product is stable under normal storage conditions.

~ Section 11 - Toxicological Information

Product LD50: NO Product LC50: NO

Chemical Name
Titanium Dioxide

Dipropylene Glycol Monobutyl Ether

Zinc Phosphate
Propylene Glycol

Diethylene Glycol Monobutyl Ether

LD50
>7500 mg/kg
(ORAL, RAT)
4400 mg/kg
(ORAL, RAT)
N.D.
20000 mg/kg
(ORAL, RAT)
6560 mg/kg
(ORAL, RAT)

J..Q.5Q.
N.D.

N.D.

N.D.
N.D.

>2000 ppm (INH 7
Hr, RAT)

!ISection 12 - Ecological Information

Ecological Information: Product is a mixture of listed components.

Confidential Business Information BRIXINHOUSE0014~1
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[ISection 13 - Disposal Information

Disposal Information: Dispose of materiai in accordance to local, state and federai regulations and ordinances. Do
not allow to enter storm drains or sewer systems.

IISection 14 - Transportation Information

DOT Proper Shipping Name:
DOT Technical Name:
DOT Hazard Class:
DOT UN/NA Number:

Paint Packing Group:
Hazard Subclass:
Resp. Guide Page:

[ISection 15 - Regulatory Information

CERCLA - SARA Hazard Category

This product has been reviewed according to the EPA "Hazard Categories" promulgated under Sections 311and
312 of the Superfund Amendment and Reauthorization Act of 1986 (SARA nile III) and is considered, under
applicable definitions, to meet the folloWing categories:

IMMEDIATE HEALTH HAZARD, CHRONIC HEALTH HAZARD

SARA Section 313:

Listed below are the substances (if any) contained in this product that are subject to the reporting requirements of
Section 313 of Tille III of the Superfund Amendment and Reauthorization Act of 1986 and 40 CFR part 372:

Chemical Name
Zinc Phosphate
Diethylene Glycol Monobutyl Ether

Toxic Substances Controt Act:

CAS Number
7779-90-0
112-34-5

Listed below are the substances (if any) contained in this product that are subject to the reporting requirements of
TSCA 12(B) if exported from the United States:

None known

U.S. State Regulations: As follows -

New Jersey Right-to-Know:

The following materials are non-hazardous, but are among the top five components in this product.

Chemical Name
Water
Modified Acrylic Copolymer
Calcium Carbonate
Red Iron Oxide

Confidential Business Information

CAS Number
7732-18-5
PROPRIETARY
1317-65-3
1332-37-2
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Pennsylvania Rlght-to-Know:

The following non-hazardous ingredients are present in the product at greater than 3%.

Chemical Name
Water
Modified Acrylic Copolymer
Calcium Carbonate
Red Iron Oxide

California Proposition 65:

CAS Number
7732-18-5
PROPRIETARY
1317-65-3
1332-37-2

Warning: The following ingredients present in the product are known to the state of Caiifornla to cause Cancer:

Chemical Name
Microcrystalline Silica
Lead Compounds
Cadmium Compounds
Propylene Oxide
Ethylene Oxide
Benzene
1A-Dioxane
Arsenic Compounds
Acetaldehyde
Formaldehyde

CAS Number
14808-60-7
NOT SPECIFIED
NOT SPECIFIED
75-56-9
75-21-8
71-43-2
123-91-1
NOT SPECIFIED
75-07-0
50-00-0

Warning: The following ingredients present in the product are known to the state of Caiifornla to cause birth
defects, or other reproductive hazards.

Chemical Name
Lead Compounds
Cadmium Compounds
Ethyiene Oxide
Benzene
Arsenic Compounds
Ethylene Glycol Monoethyl Ether

International Regulations: As follows -

CANADIAN WHMIS:

CAS Number
NOT SPECIFIED
NOT SPECIFIED
75-21-8
71-43-2
NOT SPECIFIED
110-80-5

This MSDS has been prepared in compiiance with Controlled Product Regulations except for the use of the 16
headings.

CANADIAN WHMIS CLASS: D2B

Iisection 16· Other Information

HMIS Ratings:

Confidential Business Information
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Health: 1 Flammability: 0 Reactivity: 0 Personal Protection: X

VOLATILE ORGANIC COMPOUNDS, gl/: <250

REASON FOR REVISION:

Legend: N.A. - Not Applicable, N.E. - Not Established, N.D. - Not Determined

The information contained on this MSDS has been checked and should be accurate. However, it is the
responsibility of the user to comply with all Federal, State, and Local laws and regulations.

Confidential Business Information

I
BRIXINHOUSEOOl414



CLBOOO P3

MATERIAL SAFETY DATASHEET

INTERLAC 665WHITE
MSDSRevisk>n No
MSDSRevisk>n Date

Sales Od er: {Sales~
~ _w

1C\I211a::05

X International.

International Paint LLC

6001 Antoine Drive

Houston, Texas 7709 1

GENERAL INFORMATl rn

EMORGENCY NUM3ERS
(YJ) 424--9lXl

0'1) Sll_J887

(YJ) 854-681 J

CUSlDMER SERVICE
(YJ)589_1257

(YJ) 631_7481

=MIROC~SA)

CHEMIROC ~ntl)

f'b ison Contra Center

INon-Emeoaeocv)

Intematbnal Paint

Interlux

Product Identity INT ERLAC 665 W HITE

Bulk Sales Reference No CLBOOO

IM PORTANT Read this MSDS before handling or disposing of this product , and provide this information 10 the employee, cust crners, and
users of this product. PLEASE NOTE THE MSDS REVISION NUMB ER AT THE TOP OF TH IS PAGE. If the MSDS Revision Number posted
atlhe top of this page does not match the MSDS Revision Number on the productlabel, please contact custcner Service at the phone
number included above for the co-teet MSDS. This product is covered by the OSHA Hazard Communioation Standard am this occurrent has
been prepared in accordance with requrerneots of this standard
NOTICE: OSHA hazardous chemicals are listed in Section 2 if present at l % or more Caroinogens and exuaordinarily/special hazardous
chemicals are listed in Section 2 if present at 1% or more Additional requlatory information for specific chemical caten ooes is included in
Secum 15

2 HAZARDOUS INGREDIENT INFORMATION

CAS No

001343-98-2

CAS No

008052-4 1-3

trcredent Name & %

Silicic acid
10 -10% by Weight

trcredent Name & %

Stoddard solvent
10 - 25% by Wei !Jlt

Source

OSHA

ACGI H

NIOSH

suoner
OHSA, CAN

Mexic o

Brazil

Source

NIOS H

Source

OSHA

NT P

IARC

Source

OSHA

ACGI H

NIOSH

sippner
OHSA, CAN

Mexic o

Brazil

Source

NIOS H

Source

OSHA

NT P

IARC

Exposure Data

No Established Umit

No Established Umit

No Established Umit

No Established Umit

No Established Umit

No Established Umit

No Established Umit

Health Data

No Established Umit

Caroinogen Data

Select Caroinogen No

Known Caroinogen No; Suspected Caroinogen No

Group 1 No; Group 2A No;
Group 2b No; Grwp 3 No; Group 4 No

Exposure Data

500 ppn TWA 2000 mg/m3 TWA

100 ppn TWA
350 mg/m3 TWA 1800 mg/m3 Ceiling (15 minute)20000 mg/m3
IDLH
No Established Umit

525 mg/m3 TWAEV (140 Degree C Flash Aliphatio Solvent)
100 ppn TWA 523 mg/m3 TWA200 ppm ST EL; 1050 mg/m3
ST EL
No Established Umit

Health Data

Eye ro se

Caroinogen Data

Select Caroinogen No

Known Caroinogen No; Suspected Caroinogen No

Group 1 No; Group 2A No;
Group 2b No; Grwp 3 No; Group 4 No

1/6
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CAS No.

013463-67-7

CAS No.

027253-31-2

CAS No.

064742-47-8

Ingredient Name & %

Titanium dioxide
10 - 25% by Weight

Ingredient Name & %

Cobalt neodecanoate
0.10 - 1.0% by Weight

Ingredient Name & %

Petroleum distillates,
hydrotreated light

10 - 25% by Weight

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Exposure Data

15 mg/m3 TWA (total dust)

10 mg/m3 TWA

5000 mg/m3 IDLH

No Established Limit

10 mg/m3 TWAEV (total dust)

10 mg/m3 TWA (nuisance particulate)20 mg/m3 STEL

No Established Limit

Health Data

Lung tumors in animals

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: Yes; Group4: No

Exposure Data

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group 2b: Yes; Group 3: No; Group 4: No

Exposure Data

No Established Limit

200 mg/m3 TWA (application restricted to conditions in which
there are negligible aerosol expos

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

Overview:

Inhalation:

3. HAZARD IDENTIFICATION

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with permanent
brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the contents may be
harmful or fatal. Avoid contact with eyes, skin and clothing.
May be harmful or fatal if inhaled. May cause lung injury. Causes nose and throat irritation. Vapors may affect the brain

2/6
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Eyes:

Skin:

Ingestion:

Chronic Effects:

HMIS Rating:

or nervous system causing dizziness, headache or nausea.

Causes severe eye irritation. Do not get in eyes.

Causes skin irritation. May be harmful if absorbed through the skin.

Harmful if swallowed. May cause abdominal pain, nausea, vomiting, diarrhea, or drowsiness.

Contains an ingredient which can cause organ damage (See Section 2 and Section 15 for each ingredient). Possible
cancer hazard. Contains an ingredient which may cause cancer based on animal data (See Section 2 and Section 15
for each ingredient). Risk of cancer depends on duration and level of exposure.

Health: 2 Flammability: 2 Reactivity: 0

4. FIRST AID MEASURES

General:

Inhalation:

Eyes:

Skin:

Ingestion:

Remove contaminated clothing and shoes. Get medical attention immediately. Wash clothing before reuse. Thoroughly
clean or destroy contaminated shoes.
If inhaled, remove to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. Get
medical attention immediately.
In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Get medical attention
immediately.

In case of contact, immediately flush skin with soap and plenty of water. Get medical attention immediately.

If swallowed, immediately contact Poison Control Center at 1-800-854-6813. DO NOT induce vomiting unless
instructed to do so by medical personnel. Never give anything by mouth to an unconscious person.

5. PROTECTIVE EQUIPMENT AND CONTROL MEASURES

Eyes:

Skin/Hand:

Respiratory:

Engineering Controls:

Select equipment to provide protection from the ingredients listed in Section 2 of this document. Ensure fresh air entry
during application and drying. If you experience eye watering, headache or dizziness or if air monitoring demonstrates
dust, vapor, or mist levels are above applicable limits, wear an appropriate, properly fitted respirator (NIOSH approved)
during and after application. Follow respirator manufacturer's directions for respirator use. FOR USERS OF 3M
RESPIRATORY PROTECTION ONLY: For information and assistance on 3M occupational health and safety products,
call OH&ESD Technical Service toll free in U.S.A. 1-800-243-4630, in Canada call 1-800-267-4414. Please do not
contact these numbers regarding other manufacturer's respiratory protection products. 3M does not endorse the
accuracy of the information contained in this Material Safety Data Sheet.
Do not get in eyes. Protective equipment should be selected to provide protection from exposure to the chemicals listed
in Section 2 of this document. Depending on the site-specific conditions of use, safety glasses, chemical goggles,
and/or head and face protection may be required to prevent contact. The equipment must be thoroughly cleaned, or
discarded after each use.
Protective equipment should be selected to provide protection from exposure to the chemicals listed in Section 2 of this
document. Depending on the site-specific conditions of use, protective gloves, apron, boots, head and face protection
may be required to prevent contact. The equipment must be thoroughly cleaned, or discarded after each use.

Prevent build-up of vapors by opening all windows and doors to achieve cross-ventilation.

Emergency eye wash fountains and safety showers should be available in the immediate vicinity of any potential
Other Work Practices: exposure. Use good personal hygiene practices. Wash hands before eating, drinking, using toilet facilities, etc.

Promptly remove soiled clothing and wash clothing thoroughly before reuse. Shower after work using plenty of soap
and water.

6. FIRE AND EXPLOSION INFORMATION

Flash Point: F: 106

C: 41

Lower Explosive Limit (LEL):

Fire and Explosion Hazards:

Fire Fighting Procedures:

1 (%vol in air) at Normal Atmospheric Temp and Pressure

Combustible liquid and vapor. FLAMMABLE/COMBUSTIBLE MATERIALS: Will be easily ignited by heat,
sparks or flames. Vapors may form explosive mixtures with air. Vapors may travel to source of ignition and
flash back. Most vapors are heavier than air. They will spread along ground and collect in low or confined
areas (sewers, basements, tanks) creating a vapor explosion hazard. Runoff to sewers may create fire or
explosion hazard. Containers may explode when heated.
CAUTION: This product has a very low flashpoint. Use of water spray when fighting fire may be inefficient.
SMALL FIRES: Use dry chemical, C02, water spray or alcohol-resistant foam. LARGE FIRES: Use water
spray, fog, or alcohol-resistant foam. Do not use straight streams. Move containers from fire area if you can
do so without risk. Runoff from fire control may cause pollution. Dike fire control water for later disposal. Do
not scatter the material.
Also Reference Emergency Response Guide Number: 127
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7. PHYSICAL AND CHEMICAL PROPERTIES

Physical State:

pH:

Specific Gravity:

Boiling Point (F):

Vapor Density:

VOC Content (Ibs):

Evaporation Rate:

General:

Incompatible Materials:

Hazardous Decompostion:

Storage Temperature:

Handling and Storage
Precautions:

General:

General:

Liquid

No Established Limit

1.119354

210

Heavier than air

Refer to the Technical Data Sheet for this product.

Slower than ether

8. STABILITY AND REACTIVITY DATA

This product is stable and hazardous polymerization will not occur.

Strong oxidizing agents.

May produce hazardous fumes when heated to decomposition as in welding. Fumes may produce Carbon
Dioxide and Carbon Monoxide.

9. HANDLING AND STORAGE

Store between 32 and 120 F

Keep away from heat, sparks and flame. Do not smoke. Extinguish all flames and pilot lights, and turn off stoves,
heaters, electric motors and other sources of ignition during use and until all vapors are gone. Vapors may cause
flash fire or ignite explosively. Prevent build-up of vapors by opening all windows and doors to achieve
cross-ventilation. Do not get in eyes, on skin or clothing. Close container after each use. Wash thoroughly after
handling.

10. TOXICOLOGICAL DATA

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with
permanent brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the
contents may be harmful or fatal. No additional information provided for this product. See Section 2 for chemical
specific data.

11. ECOLOGICAL DATA

No additional information provided for this product. See Section 2 for chemical specific data.

12. ACCIDENTAL RELEASE MEASURES

ELIMINATE ALL IGNITION SOURCES (no smoking, flares, sparks or flames in immediate area). Use only
non-sparking equipment to handle spilled material and absorbent. Do not touch or walk through spilled material.

Spill Response Procedures: Stop leak if you can do so without risk. Prevent entry into waterways, sewers, basements or confined areas. A
vapor suppressing foam may be used to reduce vapors. Absorb or cover with dry earth, sand, or other
non-combustible material and transfer to containers. Use non-sparking tools to collect absorbed material.
CALL CHEMTREC at (800)-424-9300 for emergency response. Isolate spill or leak area immediately for at least
25 to 50 meters (80 to 160 feet) in all directions. Keep unauthorized personnel away. Stay upwind. Keep out of

Public Safety: low areas. Ventilate closed spaces before entering. LARGE SPILLS: Consider initial downwind evacuation for at
least 300 meters (1000 feet).
Also, Reference Emergency Response Guide Number: 127

13. DISPOSAL CONSIDERATION

Waste Disposal:
Dispose of in accordance with local, state and federal regulations. (Also reference RCRA information in Section
15 if listed).

4/6
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14. TRANSPORTATION INFORMATION

IMO / IMDG (Ocean Transportation)
IMDG Proper Shipping Name:
PAINT

IMDG Hazard Class: 3.3 - High flashpoint flammable liquids

UN Number: UN 1263

IMDG Packing Group: III

System Reference Code: 16206 gal. /57870 lbs.

3

UN 1263

III

DOT (Domestic Surface Transportation)
DOT Proper Shipping Name:
PAINT

DOT Hazard Class:

UN / NA Number:

DOT Packing Group:

CERCLAJDOT RQ:

15. REGULATORY INFORMATION

Regulatory Overview:

WHMIS Classification:

Regulatory List
DOT Marine Pollutants (10%):

(No Product Ingredients
Listed)
DOT Severe Marine Pollutants
(1%):

(No Product Ingredients
Listed)
EPCRA 311/312 Chemicals and
RQs (>.1%):

001330-20-7
EPCRA 302 Extremely
Hazardous (>.1%):

(No Product Ingredients
Listed)
EPCRA 313 Toxic Chemicals
(>.1%):

027253-31-2
000095-63-6
001330-20-7

Mass RTK Substances (>1%) :
008052-41-3
013463-67-7

Mass Extraordinarily Haz Sub
(>.01%) :

014808-60-7
014464-46-1

Penn RTK Substances (>1%) :
008052-41-3
013463-67-7

Penn Special Hazardous
Substances (>.01%) :

(No Product Ingredients
Listed)
Rhode Island Hazardous
Substances (>.1%) :

008052-41-3
013463-67-7
001330-20-7

RCRA Status (>.01%) :
(No Product Ingredients

Listed)
N.J. RTK Substances (>1%) :

The regulatory data in Section 15 is not intended to be
all-inclusive, only selected regulations are represented. All
ingredients of this product are listed on the TSCA (Toxic
Substance Control Act) Inventory or are not required to be listed
on the TSCA Inventory.
Note: Any chemical ingredients listed in Section 15, that do not
also appear in Section 2, are contained in the product at a
concentration below the applicable OSHA threshold level of 1%
or 0.1%.

No Established Limit

Product Ingredients on List

Xylenes (0-, m-, p- isomers) : 100 Ib final RQ; 45.4 kg final RQ

Cobalt neodecanoate
Pseudocumene
Xylenes (0-, m-, p- isomers)

Stoddard solvent
Titanium dioxide

Quartz
Silica, cristobalite

Stoddard solvent
Titanium dioxide

Stoddard solvent
Titanium dioxide
Xylenes (0-, m-, p- isomers)
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Stoddard solvent
Titanium dioxide

Quartz
Silica, cristobalite

Cobalt neodecanoate
Pseudocumene
Xylenes (0-, m-, p- isomers)

CLBOOO P3

008052-41-3
013463-67-7

N.J. Special Hazardous
Substances (>.01%) :

(No Product Ingredients
Listed)

000100-41-4 Ethyl benzene
000078-83-1 Isobutyl alcohol
000107-98-2 Propylene glycol monomethyl ether
001330-20-7 Xylenes (0-, m-, p- isomers)

N.J. Env. Hazardous Substances
(>.1%):

027253-31-2
000095-63-6
001330-20-7

Proposition 65 - Carcinogens
(>0%):

014808-60-7
014464-46-1

Proposition 65 - Female Repro
Toxins (>0%):

(No Product Ingredients
Listed)
Proposition 65 - Male Repro
Toxins (>0%):

(No Product Ingredients
Listed)
Proposition 65 - Developmental
Toxins (>0%):

(No Product Ingredients
Listed)

16. OTHER INFORMATION

The information and recommendations contained herein are based upon data believed to be correct. However, no guarantee or warranty of
any kind, expressed or implied, is made with respect to the information contained herein. We accept no responsibility and disclaim all liability
for any harmful effects which may be caused by exposure to our products. Customers/users of this product must comply with all applicable
health and safety laws, regulations, and orders.

End Of Document
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MATERIAL SAFETY DATASHEET

INTERLAC 665FD ULTRA DEEP BASE
MSDSRevisk>nNo
MSD S Revisk>n Date

Sales Oder: {Sales~
eo_
0111S1ia::06

X International.

International Paint LLC

6001 Antoine Drive

Houston, Texas 77091

GENERAL INFORMATl rn

EMORGENCY NUM3ERS
(YJ) 424--9lXl

0'1) Sll_J887

(YJ) 854-681 J

CUSlDMER SERVICE
(YJ)589_1257

(YJ) 631_7481

=MIROC~SA)

CHEMIROC ~ntl)

f'bison Contra Center

INon- Emeoaeocv)

Intematbnal Paint

Interlux

Product Identity INTERLAC 665FD ULTRA DEEP BASE

Bulk Sales Reference No 66544

IMPORTANT Read this MSDS before handling or disposing of this product, and provide this information 10 the employee, customers, and
users of this product. PLEASE NOTE THE MSDS REVISION NUMBER AT THE TOP OF THIS PAGE. If the MSDS Revision Number posted
atlhe top of this page does not match the MSDS Revision Number on the productlabel, please contact Customer Service at the phone
number included above for the co-teet MSDS. This product is covered by the OSHA Hazard Communioation Standard am this occurrent has
been prepared in accordance with requrerneots of ths standard
NOTICE: OSHA hazardous chemicals are listed in Section 2 if present atl % or more Caroinogens and exuaordinarily/special hazardous
chemicals are listed in Section 2 if present at 1% or more Additional requlatory information for specific chemical catenooes is included in
Secum 15

2 HAZARDOUS INGREDIENT INFORMATION

CAS No

000100-41-4

CAS No

001330-20-7

trcredent Name & %

Ethyl benzene
10 - 25% by Wei iJ;lt

trcredent Name & %

Xylenes (0-, m-, p- isomers)
25 - 50% byWei iJ;lt

Source

OSHA

ACGIH

NIOSH

sippner

OHSA, CAN

Mexico

Brazil

Source

NIOSH

Source

OSHA

NTP

IARC

Source

OSHA

ACGI H

NIOSH

sippner
OHSA, CAN

Mexico

Brazil

Source

NIOSH

Source

OSHA

Exposure Data
100 ppn TWA 435 mg/m3 TWA 125 ppm STEL: 545 mg/m3
STEL
100 ppn TWA 125 ppm STEL
100 ppn TWA 435 mg/m3 TWA 125 ppm STEL: 545 mg/m3
STEL800 ppn IDLH
No Established Umit
100 ppn TWAEV: 435 mg/m3 TWAEV125 ppm STEV: 540
mg/m3 STEV
100 ppn TWA 435 mg/m3 TWA 125 ppm STEL: 545 mg/m3
STEL
78 ppm TWA 340 mg/m3 TWA

Health Data

Eye skin

Caroinogen Data

Select Caroinogen No

Known Caroinogen No: Suspected Caroinogen No

Group 1 No: Group 2A No:
Group 2b Yes: Group 3 No: Group 4 No

Exposure Data
100 ppn TWA 435 mg/m3 TWA 150 ppm STEL: 655 mg/m3
STEL
100 ppn TWA 150 ppm ST EL

No Established Umit

No Established Umit
100 ppn TWAEV: 435 mg/m3 TWAEV150 ppm STEV: 650
mg/m3 STEV
100 ppn TWA 435 mg/m3 TWA 150 ppm ST EL 655 mg/m3
STEL
78 ppm TWA 340 mg/m3 TWA

Health Data
Central nervous system depressant: respiratory and eye
irritation

Caroinogen Data

Select Caroinogen No
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NTP:

IARC:

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: Yes; Group4: No

3. HAZARD IDENTIFICATION

Overview:

Inhalation:

Eyes:

Skin:

Ingestion:

Chronic Effects:

HMIS Rating:

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with permanent
brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the contents may be
harmful or fatal. Avoid contact with eyes, skin and clothing.
Harmful if inhaled. Causes nose and throat irritation. Vapors may affect the brain or nervous system causing dizziness,
headache or nausea.

Causes severe eye irritation. Do not get in eyes.

Causes skin irritation. May be harmful if absorbed through the skin.

Harmful if swallowed. May cause abdominal pain, nausea, vomiting, diarrhea, or drowsiness.

Contains an ingredient which can cause organ damage (See Section 2 and Section 15 for each ingredient). Birth defect
hazard. Contains an ingredient which can cause birth defects (See Section 2 and Section 15 for each ingredient).

Health: 2* Flammability: 3 Reactivity: 0

4. FIRST AID MEASURES

General:

Inhalation:

Eyes:

Skin:

Ingestion:

Remove contaminated clothing and shoes. Get medical attention immediately. Wash clothing before reuse. Thoroughly
clean or destroy contaminated shoes.
If inhaled, remove to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. Get
medical attention immediately.
In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Get medical attention
immediately.

In case of contact, immediately flush skin with soap and plenty of water. Get medical attention immediately.

If swallowed, immediately contact Poison Control Center at 1-800-854-6813. DO NOT induce vomiting unless
instructed to do so by medical personnel. Never give anything by mouth to an unconscious person.

5. PROTECTIVE EQUIPMENT AND CONTROL MEASURES

Eyes:

Skin/Hand:

Respiratory:

Engineering Controls:

Select equipment to provide protection from the ingredients listed in Section 2 of this document. Ensure fresh air entry
during application and drying. If you experience eye watering, headache or dizziness or if air monitoring demonstrates
dust, vapor, or mist levels are above applicable limits, wear an appropriate, properly fitted respirator (NIOSH approved)
during and after application. Follow respirator manufacturer's directions for respirator use. FOR USERS OF 3M
RESPIRATORY PROTECTION ONLY: For information and assistance on 3M occupational health and safety products,
call OH&ESD Technical Service toll free in U.S.A. 1-800-243-4630, in Canada call 1-800-267-4414. Please do not
contact these numbers regarding other manufacturer's respiratory protection products. 3M does not endorse the
accuracy of the information contained in this Material Safety Data Sheet.
Do not get in eyes. Protective equipment should be selected to provide protection from exposure to the chemicals listed
in Section 2 of this document. Depending on the site-specific conditions of use, safety glasses, chemical goggles,
and/or head and face protection may be required to prevent contact. The equipment must be thoroughly cleaned, or
discarded after each use.
Protective equipment should be selected to provide protection from exposure to the chemicals listed in Section 2 of this
document. Depending on the site-specific conditions of use, protective gloves, apron, boots, head and face protection
may be required to prevent contact. The equipment must be thoroughly cleaned, or discarded after each use.

Prevent build-up of vapors by opening all windows and doors to achieve cross-ventilation.

Emergency eye wash fountains and safety showers should be available in the immediate vicinity of any potential
Other Work Practices: exposure. Use good personal hygiene practices. Wash hands before eating, drinking, using toilet facilities, etc.

Promptly remove soiled clothing and wash clothing thoroughly before reuse. Shower after work using plenty of soap
and water.

6. FIRE AND EXPLOSION INFORMATION

Flash Point: F: 79

C: 26

Lower Explosive Limit (LEL):

Fire and Explosion Hazards:

1 (%vol in air) at Normal Atmospheric Temp and Pressure

Flammable liquid and vapor. FLAMMABLE/COMBUSTIBLE MATERIALS: Will be easily ignited by heat,
sparks or flames. Vapors may form explosive mixtures with air. Vapors may travel to source of ignition and
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Fire Fighting Procedures:

Physical State:

pH:

Specific Gravity:

Boiling Point (F):

Vapor Density:

VOC Content (Ibs):

Evaporation Rate:

General:

Incompatible Materials:

Hazardous Decompostion:

Storage Temperature:

Handling and Storage
Precautions:

General:

General:

66544 80

flash back. Most vapors are heavier than air. They will spread along ground and collect in low or confined
areas (sewers, basements, tanks) creating a vapor explosion hazard. Runoff to sewers may create fire or
explosion hazard. Containers may explode when heated.
CAUTION: This product has a very low flashpoint. Use of water spray when fighting fire may be inefficient.
SMALL FIRES: Use dry chemical, C02, water spray or alcohol-resistant foam. LARGE FIRES: Use water
spray, fog, or alcohol-resistant foam. Do not use straight streams. Move containers from fire area if you can
do so without risk. Runoff from fire control may cause pollution. Dike fire control water for later disposal. Do
not scatter the material.
Also Reference Emergency Response Guide Number: 127

7. PHYSICAL AND CHEMICAL PROPERTIES

Liquid

No Established Limit

0.964886

277

Heavier than air

Refer to the Technical Data Sheet for this product.

Slower than ether

8. STABILITYAND REACTIVITY DATA

This product is stable and hazardous polymerization will not occur.

Strong oxidizing agents.

May produce hazardous fumes when heated to decomposition as in welding. Fumes may produce Carbon
Dioxide and Carbon Monoxide.

9. HANDLING AND STORAGE

Store at a minimum of 7]0 F (25°C).

Keep away from heat, sparks and flame. Do not smoke. Extinguish all flames and pilot lights, and turn off stoves,
heaters, electric motors and other sources of ignition during use and until all vapors are gone. Vapors may cause
flash fire or ignite explosively. Prevent build-up of vapors by opening all windows and doors to achieve
cross-ventilation. Do not get in eyes, on skin or clothing. Close container after each use. Wash thoroughly after
handling.

10. TOXICOLOGICAL DATA

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with
permanent brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the
contents may be harmful or fatal. No additional information provided for this product. See Section 2 for chemical
specific data.

11. ECOLOGICAL DATA

No additional information provided for this product. See Section 2 for chemical specific data.

12. ACCIDENTAL RELEASE MEASURES

ELIMINATE ALL IGNITION SOURCES (no smoking, flares, sparks or flames in immediate area). Use only
non-sparking equipment to handle spilled material and absorbent. Do not touch or walk through spilled material.

Spill Response Procedures: Stop leak if you can do so without risk. Prevent entry into waterways, sewers, basements or confined areas. A
vapor suppressing foam may be used to reduce vapors. Absorb or cover with dry earth, sand, or other
non-combustible material and transfer to containers. Use non-sparking tools to collect absorbed material.

Public Safety: CALL CHEMTREC at (800)-424-9300 for emergency response. Isolate spill or leak area immediately for at least
25 to 50 meters (80 to 160 feet) in all directions. Keep unauthorized personnel away. Stay upwind. Keep out of
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low areas. Ventilate closed spaces before entering. LARGE SPILLS: Consider initial downwind evacuation for at
least 300 meters (1000 feet).
Also, Reference Emergency Response Guide Number: 127

13. DISPOSAL CONSIDERATION

Waste Disposal:
Dispose of in accordance with local, state and federal regulations. (Also reference RCRA information in Section
15 if listed).

14. TRANSPORTATION INFORMATION

IMO / IMDG (Ocean Transportation)
IMDG Proper Shipping Name:
PAINT

IMDG Hazard Class: 3.3 - High flashpoint flammable liquids

UN Number: UN 1263

IMDG Packing Group: III

System Reference Code: 1

3

UN 1263

III

27 gal./ 213 lbs.

DOT (Domestic Surface Transportation)
DOT Proper Shipping Name:
PAINT

DOT Hazard Class:

UN / NA Number:

DOT Packing Group:

CERCLAJDOT RO:

15. REGULATORY INFORMATION

Regulatory Overview:

WHMIS Classification:

Regulatory List
DOT Marine Pollutants (10%):

(No Product Ingredients
Listed)
DOT Severe Marine Pollutants
(1%):

(No Product Ingredients
Listed)
EPCRA 311/312 Chemicals and
ROs (>.1%):

000100-41-4
001330-20-7

EPCRA 302 Extremely
Hazardous (>.1%):

(No Product Ingredients
Listed)
EPCRA 313 Toxic Chemicals
(>.1%):

000100-41-4
000107-98-2
001330-20-7

Mass RTK Substances (> 1%) :
000100-41-4
001330-20-7

Mass Extraordinarily Haz Sub
(>.01%) :

014808-60-7
014464-46-1

Penn RTK Substances (>1%) :
000100-41-4
001330-20-7

Penn Special Hazardous

The regulatory data in Section 15 is not intended to be
all-inclusive, only selected regulations are represented. All
ingredients of this product are listed on the TSCA (Toxic
Substance Control Act) Inventory or are not required to be listed
on the TSCA Inventory.
Note: Any chemical ingredients listed in Section 15, that do not
also appear in Section 2, are contained in the product at a
concentration below the applicable OSHA threshold level of 1%
orO.1%.

B2:D2B

Product Ingredients on List

Ethyl benzene: 1000 Ib final RO; 454 kg final RO
Xylenes (0-, m-, p- isomers) : 100 Ib final RQ; 45.4 kg final RQ

Ethyl benzene
Propylene glycol monomethyl ether
Xylenes (0-, m-, p- isomers)

Ethyl benzene
Xylenes (0-, m-, p- isomers)

Quartz
Silica, cristobalite

Ethyl benzene
Xylenes (0-, m-, p- isomers)
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Quartz
Silica, cristobalite

Ethyl benzene
Xylenes (0-, m-, p- isomers)

Ethyl benzene
Propylene glycol monomethyl ether
Xylenes (0-, m-, p- isomers)

Ethyl benzene
Propylene glycol monomethyl ether
Stoddard solvent
Xylenes (0-, m-, p- isomers)

Substances (>.01%) :
(No Product Ingredients

Listed)
Rhode Island Hazardous
Substances (>.1%) :

000100-41-4
000107-98-2
008052-41-3
001330-20-7

RCRA Status (>.01%) :
(No Product Ingredients

Listed)
N.J. RTK Substances (>1%) :

000100-41-4
001330-20-7

N.J. Special Hazardous
Substances (>.01%) :

000100-41-4 Ethyl benzene
000107-98-2 Propylene glycol monomethyl ether
001330-20-7 Xylenes (0-, m-, p- isomers)

N.J. Env. Hazardous Substances
(>.1%):

000100-41-4
000107-98-2
001330-20-7

Proposition 65 - Carcinogens
(>0%):

014808-60-7
014464-46-1

Proposition 65 - Female Repro
Toxins (>0%):

(No Product Ingredients
Listed)
Proposition 65 - Male Repro
Toxins (>0%):

(No Product Ingredients
Listed)
Proposition 65 - Developmental
Toxins (>0%):

(No Product Ingredients
Listed)

16. OTHER INFORMATION

The information and recommendations contained herein are based upon data believed to be correct. However, no guarantee or warranty of
any kind, expressed or implied, is made with respect to the information contained herein. We accept no responsibility and disclaim all liability
for any harmful effects which may be caused by exposure to our products. Customers/users of this product must comply with all applicable
health and safety laws, regulations, and orders.

End Of Document
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MATERIAL SAFETYDATASHEET

INTERTUF 262 BLACK BASE
MSDSRevisk>nNo
MSDS Revisk>n Date

Sales Od er: {Sales~
N9_ 17
021171YJ6

X International.

International Paint LLC

6001 Antoine Drive

Houston, Texas 7709 1

GENERAL INFORMATl rn

EMORGENCY NUM3ERS
(YJ) 424--9lXl

0'1) Sll_J887

(YJ) 854-681 J

CUSlDMER SERVICE
(YJ)589_1257

(YJ) 631_7481

=MIROC~SA)

CHEMIROC ~ntl)

f'b ison Contra Center

INon-Emeoaeocv)

Intematbnal Paint

Interlux

Product Identity INT ERTU F 262 BLACK BASE

Bulk Sales Reference No KHA304

IM PORTANT Read this MSDS before handling or disposing of this product , and provide this information 10 the employee, customers, and
users of this product. PLEASE NOTE THE MSDS REVISION NUMB ER AT THE TOP OF TH IS PAGE. If the MSDS Revision Number posted
atlhe top of this page does not match the MSDS Revision Number on the productlabel, please contact Customer Service at the phone
number included above for the co-teet MSDS. This product is covered by the OSHA Hazard Communioation Standard am this occurrent has
been prepared in accordance with requrerneots of ths standard
NOTICE: OSHA hazardous chemicals are listed in Section 2 if present at l % or more Caroinogens and exuaordinarily/special hazardous
chemicals are listed in Section 2 if present at 1% or more Additional requlatory information for specific chemical catenooes is included in
Secum 15

2 HAZARDOUS INGREDIENT INFORMATION

CAS No

000071-36-3

CAS No

000095-63-6

trcredent Name & %

n-Butyl alcohol
10 -10% by Weight

trcredent Name & %

cseucocurn ene
10 -10% by Weight

Source

OSHA

ACGI H

NIOSH

sippner
OHSA, CAN

Mexic o

Brazil

Source

NIOSH

Source

OSHA

NT P

IARC

Source

OSHA

ACGI H

NIOSH

sippner
OHSA, CAN

Mexic o

Brazil

Source

NIOSH

Source

OSHA

NT P

IARC

Exposure Data
100 ppn TWA 300 mg/m3 TWA50 ppm Ceiling; 150 mg/m3
Ceiling
20 ppm TWA

50 ppm Ceiling; 150 mgfm3 Ceiling1400 ppm IDLH

No Established Umit

50 ppm CEV: 150 mgfm3 CEV

50 ppm ST EL; 150 mg/m3 ST EL

No Established Umit

Health Data

Eye and rnucous membrane irritation CNS depression

Caroinogen Data

Select Caroinogen No

Known Caroinogen No; Suspected Caroinogen No

Group 1 No; Group 2A No;
Group 2b No; Grwp 3 No; Group 4 No

Exposure Data

No Established Umit

No Established Umit

25 ppm TWA 125 mg/m3 TWA

No Established Umit

No Established Umit

No Established Umit

No Established Umit

Health Data

No Established Umit

Caroinogen Data

Select Caroinogen No

Known Caroinogen No; Suspected Caroinogen No

Group 1 No; Group 2A No;
Group 2b No; Grwp 3 No; Group 4 No
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CAS No.

000108-67-8

CAS No.

000110-43-0

CAS No.

007727-43-7

CAS No.

025036-25-3

Ingredient Name & %

TRIMETHYLBENZENE
1.0 - 10% by Weight

Ingredient Name & %

Methyl n-amyl ketone
1.0 - 10% by Weight

Ingredient Name & %

Barium sulfate
1.0 - 10% by Weight

Ingredient Name & %

Polymer of epoxy resin and
bisphenol A

1.0 - 10% by Weight

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Exposure Data

No Established Limit

No Established Limit

25 ppm TWA; 125 mg/m3 TWA

No Established Limit

No Established Limit

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

Exposure Data

100 ppm TWA; 465 mg/m3 TWA

50 ppm TWA

100 ppm TWA; 465 mg/m3 TWA800 ppm IDLH

No Established Limit

25 ppm TWAEV; 115 mg/m3 TWAEV

50 ppm TWA; 235 mg/m3 TWA 100 ppm STEL; 465 mg/m3
STEL
No Established Limit

Health Data

Irritation; liver kidney

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

Exposure Data

15 mg/m3 TWA (total dust); 5 mg/m3 TWA (respirable fraction)

10 mg/m3 TWA
10 mg/m3 TWA (total dust); 5 mg/m3 TWA (respirable dust)50
mg/m31DLH (as Ba, except barium sulfate)

No Established Limit

10 mg/m3 TWAEV (total dust)

0.5 mg/m3 TWA

No Established Limit

Health Data

Eye nose

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

Exposure Data

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit
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Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

Source

OSHA:

NTP:

IARC:

OSHA:

ACGIH:

NIOSH:

Supplier:
OHSA,

OXIRANE, CAN:
025085-99-82,2' -4-BUTYLI DENEBISPH ENYLE NEOXYMETHYLE NE Mexico:

10 - 25% by Weight Brazil:

Source

NIOSH:

CAS No. Ingredient Name & % Source Exposure Data

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

CAS No.

064742-95-6

CAS No.

14807-96-6'

Ingredient Name & %

Petroleum naphtha, light
aromatic

1.0 - 10% by Weight

Ingredient Name & %

Talc (*non-asbestiform)
10 - 25% by Weight

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

Source

OSHA:

ACGIH:

NIOSH:

Supplier:

OHSA, CAN:

Mexico:

Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

Exposure Data

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

Exposure Data

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

No Established Limit

Health Data

No Established Limit

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No
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IARC:
Group 1: No; Group 2A: No;
Group2b: No; Group 3: No; Group 4: No

3. HAZARD IDENTIFICATION

Overview:

Inhalation:

Eyes:

Skin:

Ingestion:

Chronic Effects:

HMIS Rating:

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with permanent
brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the contents may be
harmful or fatal. Avoid contact with eyes, skin and clothing. Contains 1,2,4-Trimethylbenzene which can cause central
nervous system depression, anemia and bronchitis.
May be harmful or fatal if inhaled. Causes nose and throat irritation. Vapors may affect the brain or nervous system
causing dizziness, headache or nausea.

Causes severe eye irritation. Do not get in eyes.

Causes skin irritation. May cause allergic skin reaction. May be harmful if absorbed through the skin.

Harmful if swallowed. May cause abdominal pain, nausea, vomiting, diarrhea, or drowsiness.

Contains an ingredient which can cause organ damage (See Section 2 and Section 15 for each ingredient). Cancer
hazard. Contains an ingredient which can cause cancer (See Section 2 and Section 15 for each ingredient). Risk of
cancer depends on duration and level of exposure.

Health: 2 Flammability: 2 Reactivity: 0

4. FIRST AID MEASURES

General:

Inhalation:

Eyes:

Skin:

Ingestion:

Remove contaminated clothing and shoes. Get medical attention immediately. Wash clothing before reuse. Thoroughly
clean or destroy contaminated shoes.
If inhaled, remove to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. Get
medical attention immediately.
In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Get medical attention
immediately.

In case of contact, immediately flush skin with soap and plenty of water. Get medical attention immediately.

If swallowed, immediately contact Poison Control Center at 1-800-854-6813. DO NOT induce vomiting unless
instructed to do so by medical personnel. Never give anything by mouth to an unconscious person.

5. PROTECTIVE EQUIPMENT AND CONTROL MEASURES

Eyes:

Skin/Hand:

Respiratory:

Engineering Controls:

Select equipment to provide protection from the ingredients listed in Section 2 of this document. Ensure fresh air entry
during application and drying. If you experience eye watering, headache or dizziness or if air monitoring demonstrates
dust, vapor, or mist levels are above applicable limits, wear an appropriate, properly fitted respirator (NIOSH approved)
during and after application. Follow respirator manufacturer's directions for respirator use. FOR USERS OF 3M
RESPIRATORY PROTECTION ONLY: For information and assistance on 3M occupational health and safety products,
call OH&ESD Technical Service toll free in U.S.A. 1-800-243-4630, in Canada call 1-800-267-4414. Please do not
contact these numbers regarding other manufacturer's respiratory protection products. 3M does not endorse the
accuracy of the information contained in this Material Safety Data Sheet.
Do not get in eyes. Protective equipment should be selected to provide protection from exposure to the chemicals listed
in Section 2 of this document. Depending on the site-specific conditions of use, safety glasses, chemical goggles,
and/or head and face protection may be required to prevent contact. The equipment must be thoroughly cleaned, or
discarded after each use.
Protective equipment should be selected to provide protection from exposure to the chemicals listed in Section 2 of this
document. Depending on the site-specific conditions of use, protective gloves, apron, boots, head and face protection
may be required to prevent contact. The equipment must be thoroughly cleaned, or discarded after each use.

Prevent build-up of vapors by opening all windows and doors to achieve cross-ventilation.

Emergency eye wash fountains and safety showers should be available in the immediate vicinity of any potential
exposure. Use good personal hygiene practices. Wash hands before eating, drinking, using toilet facilities, etc.

Other Work Practices:
Promptly remove soiled clothing and wash clothing thoroughly before reuse. Shower after work using plenty of soap
and water.

6. FIRE AND EXPLOSION INFORMATION

Flash Point: F: 110

C: 43

Lower Explosive Limit (LEL):

Fire and Explosion Hazards:

1 (%vol in air) at Normal Atmospheric Temp and Pressure
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Fire Fighting Procedures:

Physical State:

pH:

Specific Gravity:

Boiling Point (F):

Vapor Density:

VOC Content (Ibs):

Evaporation Rate:

General:

Incompatible Materials:

Hazardous Decompostion:

Storage Temperature:

Handling and Storage
Precautions:

General:

General:

KHA304 N9

Combustible liquid and vapor. FLAMMABLE/COMBUSTIBLE MATERIALS: Will be easily ignited by heat,
sparks or flames. Vapors may form explosive mixtures with air. Vapors may travel to source of ignition and
flash back. Most vapors are heavier than air. They will spread along ground and collect in low or confined
areas (sewers, basements, tanks) creating a vapor explosion hazard. Runoff to sewers may create fire or
explosion hazard. Containers may explode when heated.
CAUTION: This product has a very low flashpoint. Use of water spray when fighting fire may be inefficient.
SMALL FIRES: Use dry chemical, C02, water spray or alcohol-resistant foam. LARGE FIRES: Use water
spray, fog, or alcohol-resistant foam. Do not use straight streams. Move containers from fire area if you can
do so without risk. Runoff from fire control may cause pollution. Dike fire control water for later disposal. Do
not scatter the material.
Also Reference Emergency Response Guide Number: 127

7. PHYSICAL AND CHEMICAL PROPERTIES

Liquid

No Established Limit

1.500771

243

Heavier than air

Refer to the Technical Data Sheet for this product.

Slower than ether

8. STABILITY AND REACTIVITY DATA

This product is stable and hazardous polymerization will not occur.

Strong oxidizing agents.

May produce hazardous fumes when heated to decomposition as in welding. Fumes may produce Carbon
Dioxide and Carbon Monoxide.

9. HANDLING AND STORAGE

Store between 40-1 00° F (4-38°C).

Keep away from heat, sparks and flame. Do not smoke. Extinguish all flames and pilot lights, and turn off stoves,
heaters, electric motors and other sources of ignition during use and until all vapors are gone. Vapors may cause
flash fire or ignite explosively. Prevent build-up of vapors by opening all windows and doors to achieve
cross-ventilation. Do not get in eyes, on skin or clothing. Close container after each use. Wash thoroughly after
handling.

10. TOXICOLOGICAL DATA

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with
permanent brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the
contents may be harmful or fatal. No additional information provided for this product. See Section 2 for chemical
specific data.

11. ECOLOGICAL DATA

No additional information provided for this product. See Section 2 for chemical specific data.

12. ACCIDENTAL RELEASE MEASURES

ELIMINATE ALL IGNITION SOURCES (no smoking, flares, sparks or flames in immediate area). Use only
non-sparking equipment to handle spilled material and absorbent. Do not touch or walk through spilled material.

Spill Response Procedures: Stop leak if you can do so without risk. Prevent entry into waterways, sewers, basements or confined areas. A
vapor suppressing foam may be used to reduce vapors. Absorb or cover with dry earth, sand, or other
non-combustible material and transfer to containers. Use non-sparking tools to collect absorbed material.
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Public Safety:

CALL CHEMTREC at (800)-424-9300 for emergency response. Isolate spill or leak area immediately for at least
25 to 50 meters (80 to 160 feet) in all directions. Keep unauthorized personnel away. Stay upwind. Keep out of
low areas. Ventilate closed spaces before entering. LARGE SPILLS: Consider initial downwind evacuation for at
least 300 meters (1000 feet).
Also, Reference Emergency Response Guide Number: 127

13. DISPOSAL CONSIDERATION

Waste Disposal:
Dispose of in accordance with local, state and federal regulations. (Also reference RCRA information in Section
15 if listed).

14. TRANSPORTATION INFORMATION

IMO / IMDG (Ocean Transportation)
IMDG Proper Shipping Name:
PAINT

IMDG Hazard Class: 3.3 - High flashpoint flammable liquids

UN Number: UN 1263

IMDG Packing Group: III

System Reference Code:23539 gal. /44248 lbs.

3

UN 1263

III

DOT (Domestic Surface Transportation)
DOT Proper Shipping Name:
PAINT

DOT Hazard Class:

UN / NA Number:

DOT Packing Group:

CERCLAJDOT RO:

15. REGULATORY INFORMATION

Regulatory Overview:

WHMIS Classification:

Regulatory List
DOT Marine Pollutants (10%):

(No Product Ingredients
Listed)
DOT Severe Marine Pollutants
(1%):

(No Product Ingredients
Listed)
EPCRA 311/312 Chemicals and
ROs (>.1%):

(No Product Ingredients
Listed)
EPCRA 302 Extremely
Hazardous (>.1%):

(No Product Ingredients
Listed)
EPCRA 313 Toxic Chemicals
(>.1%):

000098-82-8
000071-36-3
000095-63-6
001330-20-7

Mass RTK Substances (>1%) :
007727-43-7
000110-43-0
000071-36-3
000095-63-6
000108-67-8

Mass Extraordinarily Haz Sub
(>.01%) :

The regulatory data in Section 15 is not intended to be
all-inclusive, only selected regulations are represented. All
ingredients of this product are listed on the TSCA (Toxic
Substance Control Act) Inventory or are not required to be listed
on the TSCA Inventory.
Note: Any chemical ingredients listed in Section 15, that do not
also appear in Section 2, are contained in the product at a
concentration below the applicable OSHA threshold level of 1% or
0.1%.

B3:D2B

Product Ingredients on List

Cumene
n-Butyl alcohol
Pseudocumene
Xylenes (0-, m-, p- isomers)

Barium sulfate
Methyl n-amyl ketone
n-Butyl alcohol
Pseudocumene
TRIMETHYLBENZENE

6/7
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Nickel

n-Butyl alcohol

Barium sulfate
Methyl n-amyl ketone
n-Butyl alcohol
Pseudocumene

Cumene
n-Butyl alcohol
Pseudocumene
Xylenes (0-, m-, p- isomers)

(No Product Ingredients
Listed)
Penn RTK Substances (>1%) :

007727-43-7
000110-43-0
000071-36-3
000095-63-6

Penn Special Hazardous
Substances (>.01%) :

(No Product Ingredients
Listed)
Rhode Island Hazardous
Substances (>.1%) :

000071-36-3
RCRA Status (>.01%) :

(No Product Ingredients
Listed)
N.J. RTK Substances (>1%) :

(No Product Ingredients
Listed)
N.J. Special Hazardous
Substances (>.01%) :

000098-82-8 Cumene
000071-36-3 n-Butyl alcohol
001330-20-7 Xylenes (0-, m-, p- isomers)

N.J. Env. Hazardous Substances
(>.1%):

000098-82-8
000071-36-3
000095-63-6
001330-20-7

Proposition 65 - Carcinogens
(>0%):

007440-02-0
Proposition 65 - Female Repro
Toxins (>0%):

(No Product Ingredients
Listed)
Proposition 65 - Male Repro
Toxins (>0%):

(No Product Ingredients
Listed)
Proposition 65 - Developmental
Toxins (>0%):

(No Product Ingredients
Listed)

16. OTHER INFORMATION

The information and recommendations contained herein are based upon data believed to be correct. However, no guarantee or warranty of
any kind, expressed or implied, is made with respect to the information contained herein. We accept no responsibility and disclaim all liability
for any harmful effects which may be caused by exposure to our products. Customers/users of this product must comply with all applicable
health and safety laws, regulations, and orders.

End Of Document
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MATERIAL SAFETY DATA SHEET
INTERTUF 262/1NTERSEAL 670/lNTERBOND 201

CONVERTER

MSDS Rev ision No

MSDS Rev ision Date

Sales Order [SalesOrd]

A7 -7

0 1107/2004

X lntemational.

International Paint Inc.

6001 Antoine Drive

Houston, Texas 77091

1. GENERAL INFORMATION

EMERGENCY NUMBERS:

(800) 424-9300

(703) 527-3887

(800) 854-6813

CUSTOMER SERVICE:

(800)589-1267

(800) 631-7481

CHEMTREC (USA)

CHEMTREC (Inti)

Poison Control Center

(Non- Emergency)

International Paint

Interlux

Product Identity:

Bulk Sales Reference No:

INTERTIJF262!INTERSEAL 670!lNTERBOND 201 CONVERTER

KHA414

IMPORTANT: Read this MSDS before handling or disposing of this product, and provide this information to the employee, customers, and
users of this product. PLEASE NOTE TIIE MSDS REVISION NUMBER AT TIIE TOP OF TIllS PAGE. If the MSDS Revision Number
posted at the top ofthis page does not match the MSDS Revision Number on the product label, please contact Customer Service at the phone
number included above for the correct MSDS. This product is covered by the OSHA Hazard Conununication Standard and this document has
been prepared in accordance with requirements of this standard.
NOTICE: OSHA hazardous chemicals are listed in Section 2 ifpresent at 1% or more. Carcinogens and extraordinarily/special hazardous
chemicals are listed in Section 2 ifpresent at .1% or more. Additional regulatory information for specific chemical categories is included in

Section 15.

2. HAZARDOUS INGREDIENT INFORMATION

CAS No. Ingredient Name & % Source Exposure Data

OSHA: 100 ppm TWA; 300 mg/m3 TWA50 ppm Ceiling; 150 mg/m3 Ceiling

ACGllI: 20 ppm TWA

NIOSH: 50 ppm Ceiling; 150 mg/m3 Ceiling1400 ppmIDLH

Supplier: No Data Available

OHSA, CAN: 50 ppm CEV; 150 mg/m3 CEV

Mexico: 50 ppm STEL; 150 mg/m3 STEL

000071-36-3

CAS No.

n-Butyl alcohol

25 - 50% by Weight

Ingredient Name & %

Brazil:

Source

NIOSH:

Source

OSHA:

NIP:

IARC:

Source

No Data Available

Health Data

Eye and mucous membrane irritation CNS depression

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;

Group 2b: No; Group 3: No; Group 4: No

Exposure Data
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OSHA: 10 ppm TWA; 25 mg/m3 TWA

ACGlH: 10 ppm TWA

NIOSH: 10 ppm TWA; 25 mg/m3 TWAI 000 ppm lDLH

Supplier: No Data Available

OHSA, CAN: 10 ppm TWAEV; 25 mg/m3 TWAEV

Mexico: 10 ppm TWA; 25 mg/m3 TWA3 mg/m3 STEL

000107-15-3
Ethylene diarnine

1.0 - 10% by Weight
Brazil:

Source

NIOSH:

Source

OSHA:

NTP:

IARC:

No Data Available

Health Data

Sensitization and primary irritation to the skin mucous membranes

Carcinogen Data

Select Carcinogen: No

Known Carcinogen: No; Suspected Carcinogen: No

Group 1: No; Group 2A: No;

Group 2b: No; Group 3: No; Group 4: No

Overview:

Inhalation:

Eyes:

Skin:

Ingestion:

Chronic Effects:

3. HAZARD IDENTIFICATION
NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with permanent brain
and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the contents may be harmful
or fatal. Avoid contact with eyes, skin and clothing.
May be harmful or fatal if inhaled. May cause lung injury. Causes nose and throat irritation. Vapors may affect the brain
or nervous system causing dizziness, headache or nausea.

Causes eye bums. Do not get in eyes.

Causes skin bums. May be harmful if absorbed through the skin.

Harmful if swallowed. May cause abdominal pain, nausea, vomiting, diarrhea, or drowsiness.

Contains an ingredient which can cause organ damage (See Section 2 and Section 15 for each ingredient). Possible cancer
hazard. Contains an ingredient which may cause cancer based on animal data (See Section 2 and Section 15 for each
ingredient). Risk of cancer depends on duration and level of exposure.

HMIS Rating: Health: 3 Flammability: 2

4. FIRST AID MEASURES

Reactivity: 0

General:

Inhalation:

Eyes:

Skin:

Ingestion:

Respiratory:

Eyes:

Remove contaminated clothing and shoes. Get medical attention immediately. Wash clothing before reuse. Thoroughly
clean or destroy contaminated shoes.
If inhaled, remove to fresh air. Ifnot breathing, give artificial respiration. Ifbreathing is difficult, give oxygen. Get
medical attention immediately.
In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. Get medical attention
immediately.

In case of contact, immediately flush skin with soap and plenty ofwater. Get medical attention immediately.

If swallowed, immediately contact Poison Control Center at 1-800-854-6813. DO NOT induce vomiting unless instructed
to do so by medical personnel. Never give anything by mouth to an unconscious person.

5. PROTECTIVE EQUIPMENT AND CONTROL MEASURES
Select equipment to provide protection from the ingredients listed in Section 2 of this document. Ensure fresh air entry
during application and drying. Ifyou experience eye watering, headache or dizziness or if air monitoring demonstrates
dust, vapor, or mist levels are above applicable limits, wear an appropriate, properly fitted respirator (NIOSH approved)
during and after application. Follow respirator manufacturer's directions for respirator use. FOR USERS OF 3M
RESPIRATORY PROTECTION ONLY: For information and assistance on 3M occupational health and safety products,
call OH&ESD Technical Service toll free in U.S.A 1-800-243-4630, in Canada call 1-800-267-4414. Please do not
contact these numbers regarding other manufacturer's respiratory protection products. 3M does not endorse the accuracy
of the information contained in this Material Safety Data Sheet.
Do not get in eyes. Protective equipment should be selected to provide protection from exposure to the chemicals listed
in Section 2 of this document. Depending on the site-specific conditions ofuse, safety glasses, chemical goggles, and/or
head and face protection may be required to prevent contact. The equipment must be thoroughly cleaned, or discarded
after each use.
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Protective equipment should be selected to provide protection from exposure to the chemicals listed in Section 2 of this

SkinIHand: document. Depending on the site-specific conditions ofuse, protective gloves, apron, boots, head and face protection
may be required to prevent contact. The equipment must be thoroughly cleaned, or discarded after each use.

Engineering Controls: Prevent build-up ofvapors by opening all windows and doors to achieve cross-ventilation.

Emergency eye wash fountains and safety showers should be available in the immediate vicinity of any potential
Other Work Practices: exposure. Use good personal hygiene practices. Wash hands before eating, drinking, using toilet facilities, etc. Promptly

remove soiled clothing and wash clothing thoroughly before reuse. Shower after work using plenty of soap and water.

6. FIRE AND EXPLOSION INFORMATION

Flash Point:

Lower Explosive Limit (LEL):

Fire and Explosion Hazards:

Fire Fighting Procedures:

Physical State:

pH:

Specific Gravity:

Boiling Point (F):

Vapor Density:

VOC Content (Ibs):

Evaporation Rate:

F: 103

C: 39

1.73 (%vol in air) at Normal Atmospheric Temp and Pressure

Combustible liquid and vapor. FLAMMABLE/COMBUSTIBLE MATERIALS: Will be easily ignited by
heat, sparks or flames. Vapors may form explosive mixtures with air. Vapors may travel to source of ignition
and flash back. Most vapors are heavier than air. They will spread along ground and collect in low or
confined areas (sewers, basements, tanks) creating a vapor explosion hazard. Runoff to sewers may create fire
or explosion hazard. Containers may explode when heated.
CAUTION: This product has a very low flashpoint. Use of water spray when fighting fire maybe inefficient.
SMALL FIRES: Use dry chemical, C02, water spray or alcohol-resistant foam. LARGE FIRES: Use water
spray, fog, or alcohol-resistant foam. Do not use straight streams. Move containers from fire area ifyou can
do so without risk. Runoff from fire control may cause pollution. Dike fire control water for later disposal. Do
not scatter the material.
Also Reference Emergency Response Guide Number: 127

7. PHYSICAL AND CHEMICAL PROPERTIES

Liquid

Not Determined

0.92968

243

Heavier than air

Refer to the Technical Data Sheet for this product.

Slower than ether

8. STABILITY AND REACTIVITY DATA

General: This product is stable and hazardous polymerization will not occur.

Incompatible Materials: Strong oxidizing agents.

. May produce hazardous flUlles when heated to decomposition as in welding. Fumes may produce Carbon Dioxide
Hazardous Decompostion: and Carbon Monoxide.

9. HANDLING AND STORAGE

Storage Temperature:

Handling and Storage

Precautions:

Store between 32 and 120 F

Keep away from heat, sparks and flame. Do not smoke. Extinguish all flames and pilot lights, and turn off stoves,
heaters, electric motors and other sources of ignition during use and until all vapors are gone. Vapors may cause
flash fire or ignite explosively. Prevent build-up of vapors by opening all windows and doors to achieve cross­
ventilation. Do not get in eyes, on skin or clothing. Close container after each use. Wash thoroughly after handling.
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10. TOXICOLOGICAL DATA

Page 40f5

General:

General:

NOTICE: Reports have associated repeated and prolonged occupational overexposure to solvents with permanent
brain and nervous system damage. Intentional misuse by deliberately concentrating and inhaling the contents may
be harmful or fatal. No additional information provided for this product. See Section 2 for chemical specific data.

11. ECOLOGICAL DATA

No additional information provided for this product. See Section 2 for chemical specific data.

12. ACCIDENTAL RELEASE MEASURES
ELIMINATE ALL IGNITION SOURCES (no smoking, flares, sparks or flames in immediate area). Use only non­
sparking equipment to handle spilled material and absorbent. Do not touch or walk through spilled material. Stop

Spill Response Procedures:leak if you can do so without risk. Prevent entry into waterways, sewers, basements or confined areas. A vapor
suppressing foam may be used to reduce vapors. Absorb or cover with dry earth, sand, or other non-combustible
material and transfer to containers. Use non-sparking tools to collect absorbed material.
CALL CHEMTREC at (800)-424-9300 for emergency response. Isolate spill or leak area immediately for at least
25 to 50 meters (80 to 160 feet) in all directions. Keep unauthorized personnel away. Stay upwind. Keep out of low

Public Safety: areas. Ventilate closed spaces before entering. LARGE SPILLS: Consider initial downwind evacuation for at least
300 meters (1000 feet).
Also, Reference Emergency Response Guide Number: 127

13. DISPOSAL CONSIDERATION

Waste Disposal:
Dispose ofin accordance with local, state and federal regulations. (Also reference RCRA information in Section 15
iflisted).

14. TRANSPORTATION INFORMATION
DOT (Domestic Surface Transportation)

DOT Proper Shipping Name:

PAINT

IMO I IMDG (Ocean Transportation)
IMDG Proper Shipping Name:

PAINT

DOT Hazard Class:

UN INA Number:

DOT Packing Group:

CERCLAIDOT RQ:

3

UN 1263

III

2073 gal. I 16057Ibs.

IMDG Hazard Class: 3.3 - High flashpoint flammable liquids

UN Nnmber: UN 1263

IMDG Packing Gronp: III

System Reference Code: 1

Regulatory Overview:

WHMIS Classification:

15. REGULATORY INFORMATION
The regulatory data in Section 15 is not intended to be all-inclusive, only selected regulations are
represented. All ingredients of this product are listed on the TSCA (Toxic Substance Control Act)
Inventory or are not required to be listed on the TSCA Inventory.
Note: Any chemical ingredients listed in Section 15, that do not also appear in Section 2, are
contained in the product at a concentration below the applicable OSHA threshold level of 1% or
0.1%.

B3; nzs: E

Regulatory List Product Ingredients on List
DOT Marine Pollutants (10%):

(No Product Ingredients Listed)
DOT Severe Marine Pollutants (1%):

(No Product Ingredients Listed)
EPCRA 311/312 Cbemicals and RQs
(>.1%) :

000071-36-3 n-Butyl alcohol: 5000 Ib final RQ; 2270 kg final RQ
000107-15-3 Ethylene diamine: 5000 Ib final RQ; 2270 kg final RQ

EPCRA 302 Extremely Hazardous (>.1%) :
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000107-15-3

EPCRA 313 Toxic Chemicals (>.1%):
000071-36-3

Mass RTK Substances (>1%) :
000071-36-3
000107-15-3

Mass Extraordinarily Haz Sub (>.01%) :
000107-15-3

Penn RTK Substances (>1%) :
000071-36-3
000107-15-3

Penn Special Hazardous Substances
(>.01%) :

(No Product Ingredients Listed)
Rhode Island Hazardous Substances
(>.1%) :

000071-36-3
000107-15-3

RCRA Status (>.01%) :
(No Product Ingredients Listed)

N.J. RTKSubstances (>1%) :
000071-36-3
000107-15-3

N.J. Special Hazardous Substances
(>.01%) :

000071-36-3
000107-15-3

N.J. Env. Hazardous Substances (>.1%) :
000071-36-3
000107-15-3

Proposition 65 - Carcinogens (>0%):
(No Product Ingredients Listed)

Proposition 65 - Female Repro Toxins
(>0%):

(No Product Ingredients Listed)
Proposition 65 - Male Repro Toxins (>0%):

(No Product lugredieuts Listed)
Proposition 65 - Developmental Toxins
(>0%):

(No Product Ingredients Listed)

Ethylene diarnine : 10,000 lb TPQ

n-Butyl alcohol

n-Butyl alcohol
Ethylene diamine

Ethylene diamine

n-Butyl alcohol
Ethylene diamine

n-Butyl alcohol
Ethylene diamine

n-Butyl alcohol
Ethylene diamine

n-Butyl alcohol
Ethylene diamine

n-Butyl alcohol
Ethylene diamine

16. OTHER INFORMATION

Page 5 of 5

The information and recommendations contained herein are based upon data believed to be correct. However, no guarantee or warranty of any
kind, expressed or implied, is made with respect to the information contained herein. We accept no responsibility and disclaim all liability for
any harmful effects which may be caused by exposure to our products. Customers/users of this product must comply with all applicable health

and safety laws, regulations, and orders.

End Of Document
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Section 1 -- PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER

K08304

PRODUCT NAME
KRYLON* LINE-UP* Striping Paint (Solvent

MANUFACTURER'S NAME
THE SHERWIN-WILLIAMS COMPANY
Diversified Brands
Cleveland, OH 44115

DATE OF PREPARATION
07-DEC-06

HMIS CODES
Health
Flanmabili ty
Reactivity

Based), Cover-Up Black
EMERGENCY TELEPHONE NO.

(216) 566-2917

INFORMATION TELEPHONE NO.
(800) 247-3266

2*
3
o

% by WT
Section 2 -- COMPOSITION/INFORMATION ON INGREDIENTS

CAS No. INGREDIENT UNITS VAPOR PRESSURE

15 74-98-6 Propane
ACGIH TLV 2500
OSHA PEL 1000

7 106-97-8 Butane
ACGIH TLV 800
OSHA PEL 800

9 64742-89-8 V. M. & P. Naphtha
ACGIH TLV 300
OSHA PEL 300
OSHA PEL 400

12 108-88-3 Toluene
ACGIH TLV 50
OSHA PEL 100
OSHA PEL 150

0.2 100-41-4 Ethylbenzene
ACGIH TLV 100
ACGIH TLV 125
OSHA PEL 100
OSHA PEL 125

1 1330-20-7 Xylene
ACGIH TLV 100
ACGIH TLV 150
OSHA PEL 100
OSHA PEL 150

2 111-76-2 2-Butoxyethanol
ACGIH TLV 20
OSHA PEL 25

14 67-64-1 Acetone
ACGIH TLV 500
ACGIH TLV 750
OSHA PEL 1000

20 14807-96-6 Talc
ACGIH TLV 2
OSHA PEL 2

Continued on page 2

ppm
ppm

ppm
ppm

ppm
ppm
ppm STEL

ppm (Skin)
ppm (Skin)
ppm (Skin) STEL

ppm
ppm STEL
ppm
ppm STEL

ppm
ppm STEL
ppm
ppm STEL

ppm
ppm

ppm
ppm STEL
ppm

mg/m3 as Resp. Dust
mg/m3 as Resp. Dust

760 nm

760 nm

12 rrm

22 rrm

7.1 nm

5.9 nm

0.88 nm

180 nm
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0.7 1333-86-4 Carbon Black
ACGIH TLV
OSHA PEL

3.5 mg/m3
3.5 mg/m3

page 2

Section 3 -- HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.
May cause nervous system depression. Extreme overexposure may result in

unconsciousness and possibly death.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of
excessive exposure to vapors or spray mists.

Redness and itching or burning sensation may indicate eye or excessive
skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

None generally recognized.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

Section 4 -- FIRST AID MEASURES

EYES: Flush eyes with large amounts of water for 15 minutes.
Get medical attention.

SKIN: Wash affected area thoroughly with soap and water.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing.
Keep warm and quiet.

INGESTION: Do not induce vomiting.
Get medical attention immediately.

Section 5 -- FIRE FIGHTING MEASURES

FLASH POINT LEL UEL
Propellant < 0 F 0.9 12.8

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may

cause a health hazard. Symptoms may not be immediately apparent. Obtain
medical attention.

Continued on page 3
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SPECIAL FIRE FIGHTING PROCEDURES
Full protective equipment including self-contained breathing apparatus

should be used.
Water spray may be ineffective. If water is used, fog nozzles are

preferable. Water may be used to cool closed containers to prevent
pressure build-up and possible autoignition or explosion when exposed to
extreme heat.

Section 6 -- ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

Section 7 -- HANDLING AND STORAGE

STORAGE CATEGORY
Not Available

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Keep away from heat, sparks, and open flame. Vapors will accumulate

readily and may ignite explosively.
During use and until all vapors are gone: Keep area ventilated - Do not

smoke - Extinguish all flames, pilot lights, and heaters - Turn off stoves,
electric tools and appliances, and any other sources of ignition.

Consult NFPA Code. Use approved Bonding and Grounding procedures.
Contents under pressure. Do not puncture, incinerate, or expose to

temperature above 120F. Heat from sunlight, radiators, stoves, hot water,
and other heat sources could cause container to burst. Do not take
internally. Keep out of the reach of children.

Section 8 -- EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates

(listed "as Dust" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts
are listed in Section 2, the applicable limits for nuisance dusts are ACGIH
TLV 10 mg/m3 (total dust), 3 mg7m3 (respirable fraction), OSHA PEL 15 mg/m3
(total dust), 5 mg/m3 (respirable fraction) .

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to

materials in Section 2 is maintained below applicable exposure limits.
Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by
ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator
approved by NIOSH/MSHA for dust which may be generated from this product,
underlying paint, or the abrasive.

Continued on page 4
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PROTECTIVE GLOVES
None required for normal application of aerosol products where minimal

skin contact is expected. For long or repeated contact, wear chemical
resistant gloves.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PRECAUTIONS

Intentional misuse by deliberately concentrating and inhaling the
contents can be harmful or fatal.

Section 9 -- PHYSICAL AND CHEMICAL PROPERTIES

PRODUCT WEIGHT
SPECIFIC GRAVITY
BOILING POINT
MELTING POINT
VOLATILE VOLUME
EVAPORATION RATE
VAPOR DENSITY
SOLUBILITY IN WATER
pH
VOLATILE ORGANIC COMPOUNDS

Volatile Weight 49.49%

7.26 Iblgal 869 gil
0.87
<0 - 343 F <-18 - 172 C
Not Available
80 %
Faster than ether
Heavier than air
N.A.
7.0

(VOC Theoretical - As Packaged)
Less Water and Federally Exempt Solvents

Section 10 -- STABILITY AND REACTIVITY

STABILITY -- Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

Section 11 -- TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
Ethylbenzene is classified by IARC as possibly carcinogenic to humans

(2B) based on inadequate evidence in humans and sufficient evidence in
laboratory animals. Lifetime inhalation exposure of rats and mice to high
ethylbenzene concentrations resulted in increases in certain types of
cancer, including kidney tumors in rats and lung and liver tumors in mice.
These effects were not observed in animals exposed to lower concentrations.
There is no evidence that ethylbenzene causes cancer in humans.

Carbon Black is classified by IARC as possibly carcinogenic to humans
(group 2B) based on experimental animal data, however, there is
insufficient evidence in humans for its carcinogenicity.

Prolonged overexposure to solvent ingredients in Section 2 may cause
adverse effects to the liver, urinary, blood forming, cardiovascular and
reproductive systems.

Reports have associated repeated and prolonged overexposure to solvents
with permanent brain and nervous system damage.

Continued on page 5
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TOXICOLOGY DATA
CAS No. Ingredient Name

LC50 RAT
LD50 RAT

V. M. & P. Naphtha
LC50 RAT
LD50 RAT

LC50
LD50

2-Butoxyethanol
LC50
LD50

Not Available
Not Available

Not Available
Not Available

ppm
mg/kg

ppm
mg/kg

5000
4300

4000
5000

Not Available
3500 mg/kg

Not Available
470 mg/kg

Not Available
Not Available

Not Available
Not Available

Not Available
5800 mg/kg

Not Available
Not Available

4HR

4HR

4HR

4HR

4HR

4HR

4HR

4HR

4HR

4HR

RAT
RAT

RAT
RAT

RAT
RAT

RAT
RAT

RAT
RAT

RAT
RAT

RAT
RAT

RAT
RAT

LC50
LD50

LC50
LD50

LC50
LD50

LC50
LD50

LC50
LD50

LC50
LD50

Ethylbenzene

Propane

Acetone

Toluene

Carbon Black

Xylene

Talc

Butane

74-98-6

67-64-1

108-88-3

106-97-8

111-76-2

100-41-4

1330-20-7

1333-86-4

14807-96-6

64742-89-8

Section 12 -- ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

Section 13 -- DISPOSAL CONSIDERATIONS

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource

Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA

hazardous waste numbers.
Do not incinerate. Depressurize container. Dispose of in accordance

with Federal, State/Provincial, and Local regulations regarding pollution.

Section 14 -- TRANSPORT INFORMATION

No data available.

Continued on page 6
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Section 15 -- REGULATORY INFORMATION

SARA 313 (40 CFR 372.65C) SUPPLIER NOTIFICATION

page 6

CAS No. CHEMICAL/COMPOUND % by WT % Element

108-88-3 Toluene
100-41-4 Ethylbenzene

1330-20-7 Xylene
Glycol Ethers

12
0.2

1
2

CALIFORNIA PROPOSITION 65
WARNING: This product contains chemicals known to the State of

California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing,
on the TSCA Inventory.

Section 16 -- OTHER INFORMATION

This product has been classified in accordance with the hazard criteria
of the Canadian Controlled Products Regulations (CPR) and the MSDS contains
all of the information required by the CPR.

The above information pertains to this product as currently formulated,
and is based on the information available at this time. Addition of
reducers or other additives to this product may substantially alter the
composition and hazards of the product. Since conditions of use are
outside our control, we make no warranties, express or implied, and assume
no liability in connection with any use of this information.
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lBViI®
LIQUID HAND SOAP
MATERIAL SAFETY DATA SHEET

I. PRODUCT IDENTIFICATION

Manufacturer: WD-40 Company

Address: 1681 Cudahy Place (92110)
PO. Box 80607
San Diego, California
92138-0607

Telephone:
Emergency Only:
Information:

Product Category:
Product Name:
Item No.:

1-800-424-9300 (Chemtrec)
(619) 275-1400
Personal Care Product
Lava Liquid Hand Soap
10082,10087,10088

II. HAZARDOUS INGREDIENTS

Hazardous Ing redients

Sodium Alkyl Ether Sulfate
Sodium Lauroyl Sarcosinate

III. PHYSICAL DATA

CAS Number

68585-34-2
137-16-6

TLV/PEL

Not Established
Not Established

Hazard Data

Irritant
Irritant

Boiling Point (OF):

Vapor Pressure (mm Hg):

Vapor Density (Air=1):
pH (10% soln):

IV. FIRE AND EXPLOSION

Not applicable.
Not applicable.

Not applicable.
6.0 - 7.0

Specific Gravity (H20=1):

% Volatile by Volume:

Solubility in Water:
Appearance and Odor:

0.90 - 1.05
Not determined.

Soluble.
Viscous green liquid.

Flammable Limits:
Extinguishing Media:

Special Fire Fighting Procedures:
Unusual Fire and Explosion Hazards:

Not applicable.
As applicable to type of fire.

None.
None.

V. HEALTH HAZARD DATA/ROUTE(S) OF ENTRY

EFFECTS OF OVEREXPOSURE

Skin: None expected.
Eye: May cause transient superficial irritation unless rinsed immediately with water.

Inhalation (Breathing): Non applicable.

Ingestion (Swallowed): May result in mild gastrointestinal irritation with nausea, vomiting and diarrhea.

FIRST AID EMERGENCY PROCEDURES:
Skin: Flush thoroughly with water.
Eye: Flush thoroughly with water for 10-15 minutes while holding eyelids open. If irritation

persists, seek medical attention.
Inhalation (Breathing): Not applicable.
Ingestion (Swallowed): Drink 2-3 glasses of water. Do not induce vomiting. Consult a physician if symptoms persist.

Confidential Business Information BRIXINHOUSEOO1504



VI. REACTIVITY DATA

Stability:
Incompatibility:
Hazardous Decomposition Products:

Stable.
None.
None.

VII. SPILL OR LEAK PROCEDURES

Spill Response:
Waste Disposal Method:

Dispose spilled material in trash.
Dispose of in accordance with all federal, state and local regulations.

VIII. SPECIAL HANDLING INFORMATION

Eye Protection:
Skin Protection:
Respiratory Protection:

Not required.
Not required.
Not required.

IX. SPECIAL PRECAUTIONS

Handling:
Storage:
Transportation:

Avoid eye contact
Store in cool, dry location away from heat sources.
According to federal, state and local regulations.

Director of Global Quality AssuranceSIGNATURE Peter Fougnert 7L.t -9·k T ITLE --=c==-=-=-=c=--==~c=.:=_=:.:..==---__
SUPERSEDES _--=Ju,..n..-e:..-2=.-0,.-0"_3 _December 2004REVISION DATE

------------

NA = Not applicable NDA = No data available < = Less than > = More than

The information provided in this Material Safety Data Sheet has been compiled from our experience and data with similar commercially
available materials and is believed to be accurate. No guarantee of accuracy is made. It is the user's responsibility to determine the
suitability of this information for the adoption of necessary safety precautions and disposal procedures. PLEASE BE ADVISED THAT
THIS MATERIAL SAFETY DATA SHEET IS INTENDED FOR INDUSTRIAL PURCHASERS WHICH MAY USE LARGE QUANTITIES OF
THE PRODUCT. DEPENDING ON THE SCOPE OF TOXICOLOGICAL TESTS CONDUCTED ON THE FORMULATION AND/OR THE
RAW MATERIALS, THE LISTED HAZARD DATA MAY REFLECT HAZARDS RELATED TO THE FORMULATION AS A WHOLE OR TO
INDIVIDUAL COMPONENTS AT 100% CONCENTRATION. THEREFORE, CERTAIN WARNINGS AND HAZARD STATEMENTS
CONTAINED ON THIS MSDS MAY NOT BE APPLICABLE TO OR INCLUDED IN THE PACKAGE LABELING AVAILABLE TO THE
GENERAL PUBLIC.

MSDS No. LAVAl
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The Clorox Company
1221 Broadway
Oakland, CA 94612
Tel. 1-510-271-7000

Material Safety
Data Sheet

I Product: LEMON FRESH PINE-SOL® ALL PURPOSE CLEANER

Descriotion: CLEAR, YELLOW, THIN UQUID VVlTH A LEMON, CITRUS ODOR

Other Designations Distributor Emergency Telephone Nos.

Clorox Saes Company
For Medic a Emergencies, call 1-800-446-1014

1221 Broadway For Transportation Emergencies, call
Oakland, CA 94612 1-808-424-9300 (Chemtrec)

II Health Hazard Data III Hazardous Inaredients

Eye irritant Ingredien t Concentration Worker Exposure Limit
Alkyl alcohol ethoxylates 1 - 5% Not established

No medical conditions are known to be aggravated by exposure to this CAS # 66455-15-0
product

Sodium xylene sulfonate 0.5 - 2% Not established
FIRST AID CAS # 1308-72-7

EYE CONTACT Imme ciately rinse with water for 15 minutes If irritation
persists, call a coctor

INGESTION Drink a glassful of water Call a doctor or poison control
center None of the materials in this product are on the IARC, OSHA, or NTP

31<1 N CONTACT Rinse with plenty of wcter If irritation persists, cal a
carcinogen lists

doctor

INHALATION Move person to fresh air. If breathing problems develop, call
a doctor

IV Soeclal Protection and Precautions V Transportation and Reaulatorv Data

t-tygienic Practices Wash hands Etter direct contact. Do not wear product- DOT/IATAlIMDG Not restricted
contaminated clothing for prolooged periods

EPA - SARA TItle III/CERCLA This product is regulated under Sections

Engineering Controls Use local exhaust to minimize exposure to product
311/312 This product contains no chemicals tn a are regulated under

mist
Section 313 or under Sectioo 304/CERCLA

Personal Protective Eouitment Wear safety glasses Wear rubber or
neoprene gloves if there is the potential for repeated or prolonged skin
contact

VI Spill ProcedureslWaste Disposal VII ReactiVity Data

Spill Proce ciJres Absorb and cont anenze. Wash residual oown to sauterv Stable under normal use and storage conditions
sewer Contact the sanitary treatment facility in advance to assure ability to
process washed-down material

Waste Disposal Dispose ct in accordance with all applicable teoer a state,
and local regulations

VIII Fire and Exolosion Data IX Phvsical Data

Flash Point. >93°C (closed cup) pH 10 - 11

Fire Ext inguishing Agent s Dry chemical, carbon dioxide (C02 ) , foam, or Specific gravity -1.0
water spray

Solubility in water Soluble

©1963, 1991 THE CLOROX COMPANY
DATA SUPPLIED IS FOR USE ONLY IN CONNECTION INITH OCCUPATIQl\JAL SAFETY AND HEALTH

Confidential Business Information
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GI)u 5 Chemical MATERIAL SAFETY DATA SHEET
Page 1 of 4

NAME:
USE:

1. PRODUCT AND COMPANY IDENTIFICATION
LIQUID LAUNDRY SUDS
LAUNDRY DETERGENT

MSDS # 100320

US CHEMICAL, 316 HART STREET, WATERTOWN, VV1 53094 USA
MEDICAL EMERGENCY #: 1-800-851-7145 EXT. 075 USA
SPILL EMERGENCY #: 1-800-424-9300 USA
PRODUCT INFORMATION #: 1-800-558-9566 (8AM. TO 5 P.M. CST MONDAY TO FRIDAY)
INTERNET ADDRESS: VIMIWUSCHEMICAL.COM
REVIEWED 12-5-06 REVISED 12-5-06 SECTION REVISED: 1

2. HAZARDS IDENTIFICATION
EMERGENCY OVERVIEW: CAUTION! MAY BE MODERATELY IRRITATING TO EYES AND SKIN.

PRINCIPLE ROUTES OF EXPOSURE: EYES, SKIN, INGESTION, INHALATION.

POTENTIAL ACUTE HEALTH EFFECTS
EYES: MAY BE MODERATELY IRRITATING TO EYES.

SKIN: MAY BE MODERATELY IRRITATING TO SKIN.

INHALATION: MAY BE IRRITATING TO NOSE, THROAT AND RESPIRATORY TRACT.

INGESTION: MAY BE IRRITATINGTO MOUTH, THROAT AND STOMACH. MAY CAUSE ABDOMINAL
DISCOMFORT, NAUSEA, VOMITING AND DIARRHEA.

MEDICAL CONDITIONS AGGRAVATED: PERSONS WITH PRE-EXISTING SKIN DISORDERS MAY BE
MORE SUSCEPTABLE TO IRRITATING EFFECTS.

3. COMPOSITION I INFORMATION ON INGREDIENTS
HAZARDOUS INGREDIENT

TRIETHANOLAMINE

ETHYL ALCOHOL

CAS #

102-71-6

64-17-5

%BYWT

1.0-5.0

1.0-5.0

Le50/L050

N.AV.

N.AV.

STATE RIGHT TO KNOW THIS PRODUCT CONTAINS:
WATERf7732-18-5, ALCOHOL ETHOXYLATES/68002-97-1, SODIUM LAURETH SULFATE/9004-82-4,
SECONDARY ALCOHOL ETHOXYLATE/84133-50-6, TRIETHANOLAMINE/102-71-6,
ETHYL ALCOHOL/64-17-5
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LIQUID LAUNDRY SUDS MSDS # 100320
294

4. FIRST AID MEASURES Page20f 4

EYES: FLOOD WITH LUKEWARM (NOT HOT) WATER POURED FROM A LARGE GLASS 2 OR 3
INCHES FROM EYES. REMOVE CONTACTS. HAVE PATIENT BLiNKAS MUCH AS POSSIBLE
WHILE FLOODING THE EYES. CONTINUE FOR AT LEAST 15 MINUTES.
SKIN: REMOVE CONTAMINATED CLOTHES, THEN FLOOD WITH WATER.
INHALATION: MOVE VICTIM TO FRESH AIR. GIVE ARTIFICIAL RESPIRATION IF PATIENT IS
NOT BREATHING.
INGESTION: DO NOT INDUCE VOMITING. IF PATIENT IS CONSCIOUS AND CAN SWALLOW,
ADMINISTER MILK OR WATER.
ADMINISTER FIRST AID TREATMENT AS STATED ABOVE, THEN CALL 1-800-851-7145 EXT.
075 OR CONTACT PHYSICIAN FOR FURTHER MEDICAL INSTRUCTIONS.
NOTE TO PHYSICIAN: CALL 1-800-851-7145 EXT. 075 FOR ASSISTANCE WITH THE MANAGEMENT OF EXPOSURES.

5. FIRE-FIGHTING MEASURES
FLAMMABILITY: NO HAZARD.
FLASH POINT: N.AP.
PRODUCTS OF COMBUSTION: SEE SECTION 10.
SUITABLE EXTINGUISHING MEDIA: FOR FIRES IN AREA, USE APPROPRIATE MEDIA.
FOR EXAMPLE: WATER SPRAY, DRY CHEMICAL, CARBON DIOXIDE, OR ALCOHOL FOAM.
SPECIFIC HAZARDS: N.AP.
SPECIFIC METHODS: NORMAL FIRE FIGHTING PROCEDURES MAY BE USED.

6. ACCIDENTAL RELEASE MEASURES
PERSONAL PRECAUTIONS: SEE SECTION 8.
SPILL RESPONSE: EVACUATE UNPROTECTED PERSONNEL FROM AREA. WEAR PROPER
PROTECTIVE EQUIPMENT INCLUDING RUBBER BOOTS. VENTILATE AREA IF NEEDED. STOP LEAK IF
YOU CAN DO SO WITHOUT RISK. DIKE OR DAM LARGE SPILLS. AVOID DIRECTDISCHARGE TO
SEWERAND SURFACE WATERS. PUMP TO CONTAINER OR SOAK UP WITH NON-COMBUSTIBLE
INERTABSORBENT MATERIALS. AFTER SPILL COLLECTION, FLUSH AREA WITH WATER AND FOLLOW
WITH NORMAL CLEAN-UP PROCEDURES. BE CAREFUL AS SPILLS ARE SLIPPERY.

7. HANDLING AND STORAGE
HANDLING: FOLLOW ALL LABEL DIRECTIONS. INSTRUCT PERSONNEL ABOUT
PROPER USE, HAZARDS, PRECAUTIONS, AND FIRST AID MEASURES.
AVOID INGESTION AND CONTACT WITH EYES. DO NOT TASTE OR SWALLOW
REMOVE AND WASH CONTAMINATED CLOTHING AND FOOTWEAR BEFORE RE-USE.
PRODUCT RESIDUE MAY REMAIN ON OR IN EMPTY CONTAINERS.
HANDLE CAREFULLY TO AVOID DAMAGING CONTAINER.

STORAGE: ROTATE STOCK REGULARLY. KEEP CONTAINER CLOSED WHEN NOT IN USE.
AVOID TEMPERATURES BELOW 35°F OR ABOVE 120°F. PROTECT FROM FREEZING.
STORAGE AT AMBIENT TEMPERATURES IN A DRY AREA OUT OF DIRECT SUNLIGHT IS
RECOMMENDED. KEEP AWAY FROM FOOD AND DRINK. KEEP OUT OF CHILDREN'S REACH.
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LIQUID LAUNDRY SUDS MSDS # 100320

8. EXPOSURE CONTROLS I PERSONAL PROTECTION Page30f 4

EXPOSURE LIMITS: TRIETHANOLAMINE = 5 MG/M3 TWA (ACGIH)
ETHYL ALCOHOL = 1000 PPM TWA (ACGIH/OSHA)

ENGINEERING CONTROLS: NONE REQUIRED. GENERAL ROOM VENTILATION IS ADEQUATE.

PERSONAL PROTECTION
EYES: SAFETY GLASSES WITH SIDE SHIELDS RECOMMENDED IF SPRAYING.
HANDS: FOR PROLONGED OR REPEATED CONTACT WITH SKIN: RUBBER GLOVES.
RESPIRATORY: N.AP.
FEET: N.AP.
BODY: N.AP.

9. PHYSICAL AND CHEMICAL PROPERTIES
COLOR: BLUE
ODOR: FLORAL
pH CONCENTRATE: 10.2
pH @ 2500 PPM SOLUTION: N.AP.
pH @ USE DILUTION: N.AP.
PHYSICAL STATE: LIQUID
SPECIFIC GRAVITY: 1.040
VISCOSITY: SLIGHTLY VISCOUS
BOILING POINT: N.AP.
MELTING POINT: N.AP.

FLASH POINT: N.AP.
UEL: N.AP.
LEL: N.AP.
EVAPORATION RATE: N.AP.
ODOR THRESHOLD: N.AP
VAPOR PRESSURE: N.AP
VAPOR DENSITY: N. AP.
COEFF. OIL/WATER: N.AP.
WATER SOLUBILITY: COMPLETE
OTHER: N.AP.

10. STABILITY AND REACTIVITY
STABLE: YES
CONDITIONS TO AVOID: AVOID TEMPERATURES BELOW 35°F OR ABOVE 120°F.

MATERIALS TO AVOID: AVOID MIXING DIRECTLY WITH ANY OTHER CLEANING
PRODUCT. AVOID OXIDIZING AGENTS. MIX ONLY WITH WATER.

DECOMPOSITION PRODUCTS: FIRE OR MIXING WITH INCOMPATIBLE MATERIALS MAY
PRODUCE OXIDES OF CARBON AND OTHER TOXIC OR IRRITATING FUMES.

POSSIBILITY OF HAZARDOUS REACTIONS: N.AP.

11. TOXICOLOGICAL INFORMATION
ACUTE EFFECTS: SEE SECTION 2.
CHRONIC EFFECTS: NONE KNOWN. NO REPORTABLE CARCINOGENS, MUTAGENS,
SENSITIZERS, SYNERGISTIC MATERIALS, TERATOGENS, OR REPRODUCTIVE TOXINS.
LC50/LD50: N.AV.
TARGET ORGANS: EYES, SKIN, RESPIRATORY SYSTEM.
OTHER TOXIC EFFECTS: NONE KNOWN.
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LIQUID LAUNDRY SUDS

12. ECOLOGICAL INFORMATION
I NOT AVAILABLE.

13. DISPOSAL CONSIDERATIONS

MSDS # 100320

Page 4 of 4

DISPOSAL METHOD: COMPLY WITH ALL FEDERAL, STATE, PROVINCIAL AND LOCAL
LAWS AND REGULATIONS. CONSULT STATE AND LOCAL AUTHORITIES FOR
RESTRICTIONS ON DISPOSAL OF CHEMICAL WASTE. MANAGE CHEMICAL WASTES
THROUGH AN APPROVED WASTE TREATMENT FACILITY. DO NOT REUSE EMPTY
CONTAINER. RINSE EMPTY CONTAINER THOROUGHLY WITH WATER BEFORE
DISCARDING CONTAINER IN ACCORDANCE WITH CURRENT LOCAL COMMUNITY
CODES. PLEASE RECYCLE EMPTY CONTAINER WHENEVER POSSIBLE.

14. TRANSPORT INFORMATION
DOT/TOG: NOT REGULATED
DOT RQ: N.AP.
DOT ERG #: N.AP.

15. REGULATORY INFORMATION
EPA CERCLA RQ: N.AP.
EPA REGISTERED: NO
EPA OfoVOC: 1.50
EPA VOC RULE: PRODUCT COMPLIES WITH THE EPA VOC EMISSIONS STANDARD.
OSHA HAZARDOUS: YES
PHOSPHORUS CONTENT: 0.00%
PROPOSITION 65: N.AP.
SARA 311/312 HAZARDS: ACUTE
SARA 313 CHEMICALS: N.AP.
STATE RIGHT TO KNOW: SEE SECTION 3 FOR STATE RTK CHEMICAL NAMES.
TSCA INVENTORY STATUS: ALL COMPONENTS ARE LISTED ON THE INVENTORY.
WHMIS CLASS: D-2B

-SEE 80

N.AV. = NOT AVAILABLE N.AP. = NOT APPLICABLE PREPARED BY: HEALTH AND SAFETY

NOTICE TO READER
THIS DOCUMENT HAS BEEN PREPARED USING DATA FROM SOURCES CONSIDERED TECHNICALLY
RELIABLE. IT DOES NOT CONSTITUTE A WARRANTY, EXPRESS OR IMPLIED, AS TO THE ACCURACY
OF THE INFORMATION CONTAINED WITHIN. ACTUAL CONDITIONS OF USE AND HANDLING ARE
BEYONDSELLER'S CONTROL. USER IS RESPONSIBLE FOR EVALUATING ALL AVAILABLE
INFORMATION WHEN USING PRODUCT FOR ANY PARTICULAR USE AND TO COMPLY WITH ALL
FEDERAL, STATE, PROVINCIAL AND LOCAL LAWS AND REGULATIONS.
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In
ISER

PRODUCT SAFETY DATA SHEET
Prirt date 09 Apr 2007

1.

Item Number I Product code:

Product name:

Validation I Revision Date:

EPA Identifier:

Formula Number:

UPC Number and Size:

Product Description:

Manufacturer:

Emergency telephone number:

PRODUCT AND COMPANY IDENTIFICATION

0081280

LYSOL® BRAND III DISINFECTANT SPRAY, ALL
SCENTS (AEROSOL)

09 April 2007

EPA Reg. Number: 777-99-675

0081288 (1095.058) Original;
0081285 (1095.050) Country;
0081282 (1095-057) Summer Breeze;
0081283 (1095.048) Green Apple I Green Apple Breeze;
0081284 (1095.049) Kitchens I Citrus;
0081287 (1095.051) Crisp Berry;
0081286 (1095.052) Garden Mist;
0081280 (1095.046) Spring Waterfall;
0081281 (1095.047) Crisp Linen.

Original, 19200-00291 (12 oz.) & 19200-79325 (19 oz.);
Country, 19200-02032 (12 oz.) & 19200-79327 (19 oz.);
Summer Breeze, 19200-02922 (12 oz.) & 19200-79328 (19 oz.);
Green Apple, 19200-76766 (12 oz.) & 19200-79330 (19 oz.);
Kitchen (Citrus), 19200-76487 (12 oz.) & 19200-79332 (19 oz.);
Crisp Berry, 19200-77671 (12 oz.) & 19200-79331 (19 oz.);
Garden Mist, 19200-79481 (12 oz.) & 19200-79482 (19 oz.);
Spring Waterfall, 19200-79326 (19 oz.) & 19200-02845 (12 oz.);
Crisp Linen, 19200-79329 (19 oz.) & 19200-74186 (12 oz.) & 19200-74185 (6.0 oz.).

Disinfectant aerosol spray.

Reckitt Benckiser North America, Inc.
Morris Corporate Center IV
399 Interpace Parkway (P.O. Box 225)
Parsippany, New Jersey 07054-0225

1-800-228-4722 ru.s.;

Product code: 0081280 Product name: LYSOL® BRAND III
D SINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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Transportation Emergencies: 1-800-424-9300 (U.S. & Canada) CHEMTREC
Outsidethe U.S. and Canada (North America), call: 703-527-3887

2. COMPOSITION / INFORMATION ON INGREDIENTS

Components:
ISOBUTANE
75-28-5
PROPANE
74-98-6
ETHANOL SDA 40-2 95%
64-17-5
N-ALDIMETHBENZAMMSAC 33%
68989-01-5

Wt% ACGIH: OSHA:
3-4 TWA (TLV): 800 ppm par TWA (TLV): None

1900 mg/m 3

3-4 TWA (TLV): 1000 ppm@10 TWA (PEL): 1000 ppm@10
TWA (TLV): 1000 ppm@10 TWA (PEL): 1800 mg/m' @10

55-60 TWA (TLV): 1000 ppm@10 TWA (PEL): 1000 ppm@10
TWA (PEL): 1900 mg/m' @10

0-1 None None

3. HAZARDS IDENTIFICATION

EMERGENCYOVERVIEW
FLAMMABLE I

CAUTION: Contents under pressure.
DO NOT puncture or incinerate. DO NOT expose to heat or store above 55' C (130' F), as container may burst.

Keep away from heat, sparks and open flame.
Causes moderate eye irritation.

Do not spray in eyes, on skin or on clothing.
Wash thorouahlv with soap and water after handlina and before eatina, drinkina, chewina aum or usina tobacco.

KEEP OUT OF REACH OF CHILDREN

4. FIRST AID MEASURES

Inhalation:

Skin contact:

Eye contact:

Ingestion:

Notes to physician:

Aggravated Medical Conditions:

Flash point:

Move to fresh air.

Wash off immediately with soap and plenty of water removing all contaminated clothes and
shoes.

If in eyes, hold eye open and rinse slovvly and gently vvith water for 15-20 minutes. Remove
contact lenses if present after the first 5 minutes then continue rinsing. Call a Poison Control
Center or doctor for treatment advice

Call a physician or Poison Control Centre immediately.
Rinse mouth with water and drink afterwards plentyof water. DO NOT INDUCE VOMITING I

Contains denatured ethanol; ingestion may result in ethanol poisoning

No information available.

5. FIRE-FIGHTING MEASURES

65.5' F (18.6' C).
Aerosol flame extension less than 18 inches (45 cm).
FLAMMABLE AEROSOL.

Product code: 0081280 Product name: LYSOL® BRAND III
DISINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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Flammability Limits in Air:
Lower:
Upper:

Autoignition temperature:

Suitable extinguishing media:

Extinguishing media which must not
be used for safety reasons:

Specific hazards:

Unusual hazards:

Special protective equipment for firefighters:

Specific methods:

3.3% in Air.
19% in Air.

No information available.

Water spray mist or foam.
As suitable for surrounding fire.

No information available.

Contents under pressure.
Exposure to temperatures above 55° C (130° F) may cause

bursting.
Keep away from extreme heat, sparks or open flame.

Move containers away from fire if possible and safe to do so. Use
water spray to cool fire exposed containers. Provide shielding for
personnel exposed to venting, rupturing or bursting containers

As in any fire, wear self-contained breathing apparatus, pressure­
demand, MSHA I NIOSH (approved or equivalent) and full
protective gear.

Standard procedure for chemical fires.

NFPA Aerosol Level: Flammability Rating 1, per NFPA 30B.

NFPA:

HMI5:

Health: 1

Health: 1

Flammability: 1

Flammability: 3

Instability: 0

Reactivity: 0

Personal precautions:

Environmental precautions:

Methods for cleaning up:

Handling:

Safe handling advice:

Personal Protection Index = B. (Also see Sections 3 & 8)

6. ACCIDENTAL RELEASE MEASURES

Ensure adequate ventilation.

Do not allow material to contaminate ground water system.

Small amounts:
Wipe up with absorbent material (e.g. cloth, fleece, paper towel, etc.).

Large spills:
Eliminate all sources of ignition and ventilate the area with equipment rated for use in
flammable environments.

Collect any remaining liquid and store in metal container for later disposal according to local,
state, provincial or federal regulations.

7. HANDLING AND STORAGE

Use with adequate ventilation.

CAUTION: Contents under pressure. DO NOT puncture or incinerate. DO NOT expose to
heat or store above 55° C (130° F), as container may burst.

Product code: 0081280 Product name: LYSOL® BRAND III
DISINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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Storage:

Engineering measures
to reduce exposure:

KEEP OUT OF REACH OF CHILDREN

Keep away from heat and sources of ignition.
Store in original container in areas inaccessable to small children and pets.

8. EXPOSURE CONTROLS / PERSONAL PROTECTION

For occupational exposures, ensure adequate ventilation.

Personal Protective Equipment

Respiratory protection:

Hand protection:

Skin and body protection:

Eye protection:

Hygiene measures:

No personal respiratory protective equipment normally required.
Emergency responders should wear self-contained breathing apparatus (SCBA) to avoid
inhalation of vapours generated by this product during a spill or other clean-up operations.

Avoid contact with the skin.
For sensitive skin or prolonged use, wear rubber gloves.
Emergency responders should vvear impermeable gloves.

Usual safety precautions vvhile handling the product vvill provide adequate protection against
injury or irritation. Follow product label instructions.

Not required under normal conditions of use.
Causes moderate eye irritation.
Avoid contact with eyes.
Emergency responders should vvear full eye and face protection.

Avoid contact with skin, eyes and clothing.
Wash hands with soap and water after use.

Physical state:
Appearance:
Colour:
Odour:

pH:
Flash point:

Specific gravity:
Vapour pressure:
Solubility:

Explosion limits:

- upper:
-lower:

Stability:

9. PHYSICAL AND CHEMICAL PROPERTIES

Liquid (Aerosol spray container)
Aerosol.
Clear, water white
Fragrances are scent specific. See container label for scent description.

10.5
65.5' F (18.6' C).
Aerosol flame extension less than 45 centimeters (18 inches).
Flammable Aerosol.
1.0 (Concentrate)
95 - 105 psiq.
Completely soluble.

19%
3.3%

10. STABILITY AND REACTIVITY

Stable under recommended storage conditions.
DO NOT expose to heat or store above 55' C (130' F) as container
may burst.

Product code: 0081280 Product name: LYSOL® BRAND III
DISINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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Polymerization: Hazardous polymerisation does not occur.

Hazardous decomposition products: Oxides of carbon and unknown organic compounds.

Materials to avoid: Oxidising agents.

Conditions to avoid: Keep away from open flames, hot surfaces and sources of ignition.
Pressurised container. Protect from the sunlight and do not expose
to temperatures exceeding 55' C (130' F). Extremes of
temperature can occur in cars and near ovens and fireplaces. Do
not place in contact with hot surfaces or near naked flames. Do not
pierce or burn even after use. Do not spray on a naked flame, onto
or near fire, or any incandescent material such as an electric fire.

I 11. TOXICOLOGICAL INFORMATION
Acute toxicity

Component Information:

Product Information

LC50Iinhalation/4h/rat =
LD50/dermal/rabbit =
LD50/oral/rat =

Local effects

Skin irritation:

Eye irritation:

Inhalation

Ingestion

Sensitization

Chronic toxicity:

Specific effects

Carcinogenic effects:

Mutagenic effects:

Reprod uctive toxicity:

Target organ effects:

No information available.
No information available.
No information available.

None expected during normal conditions of use.

Moderate eye irritation

None expected during normal use. However intentional misuse by deliberately concentrating
and inhaling the contents may be harmful or fatal.

NOTE TO PARENTS: Intentional misuse by deliberately concentrating and inhaling aerosol
products may be harmful or fatal.

Harmful if swallowed.
Contains denatured ethyl alcohol.

Not expected to be a skin sensitiser.

No information available.

Not listed as carcinogenic by OSHA, NTP or IARC.

No information available.

No information available.

No information available.

Information is based on data on the components and the toxicology of similar products.

12. ECOLOGICAL INFORMATION

Product Information

Aq uatic toxicity:

Product code: 0081280

No information available.

Product name: LYSOL® BRAND III
DISINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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Component Information:
ETHANOL SOA 40-2 95%
64-17-5 (55-60)

Ecotoxicity:

Other information:

= 11200 mg/L LC50 fingerling trout
= 12900 mg/L LC50 rainbow trout (30 days old) flow-through
= 14200 mg/L LC50 fathead minnowflow-through
= 34634 mg/L EC50 Photobacterium phosphoreum
= 35470 mg/L EC50 Photobacterium phosphoreum

Ozone depletion potential; ODP; (R-11 = 1) =
Global warming potential (GWP) =

Additional ecological information:

No information available.
No information available.

No information available.

Waste from residues 1unused
products:

Contaminated packaging:

Waste Disposal:

UN lid No:

DOT:
Classification:

Proper shipping name:
U.S. DOT - Hazard Class:
Subsidiary risk:
Packing Group:
DOT RQ (Ibs):
ERG No:

TOG (Canada):
Classification:

Proper shipping name:
Status:
Packing Group:
WHMIS hazard class:

IMDG/IMO
Classification:
Proper shipping name:
Class:
Subsidiary Risk:
Packing group:
IMDG page:
Marine pollutant:
EMS:

13. DISPOSAL CONSIDERATIONS

Dispose of in accordance with local regulations.

Empty container can be disposed of as household trash or rinsed and recycled where
appropriate.

Container disposal: Empty contaners may be included with domestic refuse for disposal to a
landfill. This container may also be recycled in communities where aerosol container recycling
is available. Before offering for recycling, empty the can or use the product according to the
label instructions.

14. TRANSPORT INFORMATION

UN 1950

UN1950, Aerosols, Flammable, Class 2.1
Re-Classed as Consumer Commodity ORM-D.
Consumer Commodity
Not applicable.
Not applicable.
Not applicable.
Not applicable.
126/171

UN 1950, Aerosols, Flammable, Class 2.1
Re-Classed as Consumer Commodity.
Consumer Commodity 1Limited Quantity 1LTD. QTY.
Not applicable.
Not applicable.
85 Flammable aerosol

UN 1950 - Aerosols, Class 2.1, Limited Quantity.
Aerosols.
2
Not applicable.
Not applicable.
See IMDG Code.
Not applicable.
F-D, S-U

Product code: 0081280 Product name: LYSOL® BRAND III
DISINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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MFAG:
Maximum quantity:

ADR/RID
Classification:
Proper shipping name:
Class:
Subsidiary risk:
Packing Group:
ADR/RID-Iabels:
Hazard Identification Number:
CEFIC Tremcard No:

ICAO/IATA:
Classification:

Proper shipping name:
Class:
Subsidiary Risk:
Packing Group:
Maximum quantity

Not applicable.
See IMDG Code.

Not applicable.
Not applicable.
Not applicable.
Not applicable.
Not applicable.
Not applicable
Not applicable.
Not applicable.

UN 1950 - Aerosols, Flammable, Limited Quantity.
or
Consumer Commodity, ID 8000, if acceptable to airline (500 ml. /17 fl.oz. or less).
Aerosols, Flammable I Consumer Commodity.
2.1 (9 if shipped as a Consumer Commodity)
Not applicable
Not applicable.
See DG List

15. REGULATORY INFORMATION

Components: PICCS: TSCA: DSL: NDSL: ENCS: CHINA: AICS: EINECS-No
ISOBUTANE Present Present Present 200-857-2
PROPANE Present Present 200-827-9

ETHANOL SDA 40-2 95% Present Present 200-578-6
N-ALDIMETHBENZAMMSAC 33% Present Present Present 273-545-7

U.S. Regulations:

Components:
NJRTK:
California Proposition 65 ­
CERCLAISARA 313: None
Components:
NJRTK:
California Proposition 65 ­
CERCLAISARA 313: None
Components:
NJRTK:
California Proposition 65 ­
CERCLAISARA 313: None
Components:
NJRTK:
California Proposition 65 ­
CERCLAISARA 313: None

Canada

WHMIS hazard class:

Product code: 0081280

ISOBUTANE - 75-28-5
Not Listed.
None.

PROPANE - 74-98-6
Not Listed.
None.

ETHANOL SDA 40-2 95% - 64-17-5
Not Listed.
None.

N-ALDIMETHBENZAMMSAC 33% - 68989-01-5
Not Listed.
None.

85 Flammable aerosol

Product name: LYSOL® BRAND III
DISINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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16. OTHER INFORMATION

Note: NFPA Aerosol Level Harnrneoifuv rated as "1" par
NFPA 30B

National Fire
Protection
Association (U.S.A.):

HMIS (U.S.A.): Health Hazard
fire Hazard
~eactivity

personal Protection

1
3
o
B

Reason for revision:

Additional advice:

Prepared by:

Disclaimer:

Revision of data and I or an update of the PSDS.

This product should only be used as directed on the label and for the purpose intended.

Reckill Benckiser (U.S.) Inc.
Product Safely Department
1 Philips Parkway
Montvale, New Jersey 07646-1810 USA.
Phone: 201-573-6391
FAX: 201-476-7770.

To the best of our knowledge, the information contained herein is accurate. However, neither
the above named supplier nor any of ils subsidiaries assumes any liability whatsoever for the
accuracy or completeness of the information contained herein. Final determination of
suitability of any material is the sole responsibility of the user. All materials may present
unknown hazards and should be used with caution. Although certain hazards are described
herein, we cannot guarantee that these are the only hazards that exisl.

Product code: 0081280 Product name: LYSOL® BRAND III
D SINFECTANT SPRAY, ALL SCENTS

(AEROSOL)
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June 29, 2006

MATERIAL SAFETY DATA SHEET

1. PRODUCT AND COMPANY IDENTICATION

Page 1 of 5

PRODUCT NAME

PRODUCT CODE

CHEMICAL FAMILY

CHEMICAL NAME

FORMULA

MANUFACTURER

Marvel Oil Company, Inc
625 Willowbrook Centre Parkway
Willowbrook, IL 60527
Phone: 630-455-3866
Fax: 630-455-3868

Marvel Mystery Oil

MM003,MM007,MM08,MMOIO,MMOII,
MMOI2R, MMI2R MM0l3R, MM13R MMOI4R,
MMI4R, MMOI5, MMOI6, MMOI7, MMOI8,
MM613

Petroleum Distillates

Complex Mixture of Hydrocarbons

Mixture

EMERGENCY TELEPHONE NUMBERS

Transportation:
CHEMTREC 800-424-9300
Medical:
ROCKY MTN POISON CTR 800-332-3073

2. POSITIONIINFORMATION ON INGREDIENTS

COMPONENT

Naphthenic Hydrocarbons

Mineral Spirits

Chlorinated Hydrocarbons

EXPOSURE LIMITS 8 hrs. TWA(ppm)

Naphthenic Hydrocarbons

Mineral Spirits

Chlorinated Hydrocarbons

3. HAZARDS IDENTIFICATION

POTENTIAL HEALTH EFFECTS

CAS NUMBER

64742-52-5

08052-41-3

00095-50-1

OSHA PEL

5 as oil mist

100

25

CONCENTRATION (wt %)

70- 80

20-30

0-1

ACGIHTLV

5 as oil mist

100

25

INHALATION: Can cause nasal and respiratory irritation, dizziness, weakness, fatigue, nausea,
headache, possible unconsciousness and even asphyxiation.

INGESTION: Can cause gastrointestinal irritation, nausea, vomiting and diarrhea. Aspiration into lungs
can cause pneumonitis which can be fatal.

SKIN CONTACT: Prolonged or repeated contact can cause moderated irritation, defatting or dermatitis.
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EYE CONTACT: Can cause severe irritation, redness, tearing or blurred vision.

4. TIRST AID MEASURES

Page 2 of 5

EYE: Flush with large amounts of water, lifting upper and lower eyelids occasionally. Get medical
attention.

SKIN: Thoroughly was exposed area with soap and water. Remove contaminated clothing. Launder
before re-use.

INHALATION: Remove person to fresh air. If breathing difficult, administer oxygen. Ifbreathing has
stopped, give artificial respiration. Keep person warm and quiet. Call a physician.

INGESTION: Do not induce vomiting. Keep person quiet and warm. Get medical attention. Aspiration
of material into lungs can cause chemical pneumonitis which can be fatal.

5. TIRE TIGHTING MEASURES

FLASH POINT: 128 of (53°C) TCC

EXTINGillSIDNG MEDIA: Carbon dioxide, dry chemical, foam.

SPECIAL TIRE TIGHTING PROCEDURES: Wear self-contained breathing apparatus with full
facepiece operated with positive pressure-demand when fighting large fires.

6. ACCIDENTIAL RELEASE MEASURES

SPILL OR LEAK PROCEDURES: Ventilate area. Remove sources of ignition. Prevent entry into
sewers and waterways. Pick up free liquid for recycle and/or disposal. Absorb small amounts on inert
material for disposal.

7. HANDLING AND STORAGE

STORAGE TEMPERATURE (MIN.IMAX.): -40 of (-40 0C)/ 120 of (49 C)

SHELF LIFE: 3 years minimum when the original container is kept tightly closed and properly stored.

SPECIAL SENSITIVITY: None.

HANDLING AND STORAGE PRECAUTIONS: Empty containers may be dangerous since fumes may
still exist. Observe precautions given for this product as stated in this document.

8. EXPOSURE CONTROLSIPERSONAL PROTECTION

EYE PROTECTION REQillREMENTS: Splash goggles.

SKIN PROTECTION REQillREMENTS: Wear chemically resistant gloves.

RESPIRATORIVENTILATION REQUIREMENTS: Provide sufficient ventilation to avoid exposure
levels above the established TLV's.

EXPOSURE LIMITS: Not established for product as whole.

Mineral Spirits

Oil Mist

NIOSH

OSHA

100 ppm TWA

5 mg/m3

Confidential Business Information BRIXINHOUSEOOl520



June 29, 2006

9. PHYSICAL AND CHEMICAL PROPERTIES

Page 3 of 5

PHYSICAL FORM:

COLOR:

ODOR:

BOILING POINT:

MELT / FREEZE POINT

PH:

SOLUBILITY IN WATER:

SPECIFIC GRAVITY:

% VOLATILE BY WEIGHT:

VAPOR PRESSURE:

VAPOR DENSITY:

10. REACTIVITY

STABILITY: Stable

Thin liquid

Red

Wintergreen

Not determined

-60°F(-5! °C)

Not applicable

Insoluble

0.876@60°F (15.6 ° C)

25 %

Not determined

Not determined

HAZARDOUS POLYMERIZATION: Will not occur.

INCOMPATIBILITIES: Strong oxidizing agents.

DECOMPOSITION PRODUCTS: Carbon monoxide, carbon dioxide and hydrocarbons.

11. TOXICOLOGICAL INFORMATION

ACUTE INHALATION: Aspiration into lungs can cause pneumonitis which can be fataL

CHRONIC INHALATION: Not determined.

ACUTE SKIN CONTACT: Prolonged or repeated contact can cause moderate irritation, defatting or
dermatitis.

CHRONIC SKIN CONTACT: Not determined.

ACUTE EYE CONTACT: Can cause severe irritation, redness, tearing or blurred vision.

12. ECOLOGICAL INFORMATION

No data available.

13. DISPOSAL CONSIDERATIONS

Ignitable hazardous waste, EPA Hazardous Waste Number DOO!

WASTE DISPOSAL METHOD: Dispose of product in accordance with all local, state and federal laws
and regulations.
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14. TRANSPORT INFORMATION

DOT INFORMATION:

PROPER SliPPING NAME:

TECHNICAL SliPPING NAME:

HAZARD CLASS:

UN NUMBER:

PRODUCT RQ (Ibs):

LABEL:

PLACARD:

FREIGHT CLASS BULK:

FREIGHT CLASS PACKAGE:

PRODUCT LABEL

15. REGULATORY INFORMATION

TSCA STATUS:

CERCLA REPORTABLE QUANTITY:

SARA TITLE III:

SECTION 302 EXTREMELY
HAZARDOUS SUBSTANCES

SECTION 311/312
HAZARD CATEGORIES

Acute Health

Chronic Health

Fire

Reactive

Non Bulk
Bulk

Non Bulk
Bulk

Non Bulk
Bulk

Non Bulk
Bulk

Page 4 of 5

Not regulated
Petroleum distillates, n.o.s,

Fuel and oil additive

ORM-D
Class 3

UN 1268

None

ORM-D
Flammable Liquid

None
Flammable Liquid

PG III

None

None

All ingredients listed.

None

None

Yes

Yes

Yes

No

Sudden Release of Pressure

SECTION 313
CHEMICAL NAME
Ortho-dichlorobenzene

No

CAS NUMBER
00095-50-1

CONCENTRATION
0-0.25 %

RCRA STATUS: If discarded in its purchased form, this product would be an ignitable waste with an
EPA Hazardous Waste Num ber of DOOI. However, under RCRA, it is the responsibility of the product
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user to determine at the time of disposal, whether a material containing the product should be classified as a
hazardous waste. (40CFR261.20-24)

CANADIAN STATUS: All materials contained in this product are listed on the Canadian Domestic
Substances List.

EUROPEAN UNION: All materials contained in this product are listed on EINECS.

STATE REGULATORY INFORMATION

The following chemicals are specifically listed by individual states; other product specific health and safety
data in other sections of the MSDS may also be applicable for state requirements. For details on your
regulatory requirements you should contact the appropriate agency in your state.

COMPONENT/
CAS NUMBER

p-dichlorobenzene

00106-46-7

CONCENTRATION

less than ISO ppm

STATE CODE

CA

CA ~ Material known to the state of California to cause cancer and/or birth defects. (California Proposition
65).

16. OTHER INFORMATION

HMIS CLASSIFICATION

NFPARATING

REASON FOR ISSUE

PREPARED BY

TITLE

APPROVAL DATE

SUPERCEDES DATE

REVISION NUMBER

Health 2

Flammability 2

Reactivity 0

PPJ B

Health 2

Fire 2

Reactivity 0

Special None

Revise address, phone and fax numbers

Richard P. Kelly

Technical Manager

June 29, 2006

September 1,2005

#07

This infonnation is to the best of Marvel Oil Company's knowledge and belief, accurate and reliable.
However, no representation, warranty, or guarantee is made to its accuracy, reliability or completeness. It
is the users responsibility to satisfy himself as to the suitableness and completeness of such information for
his own particular use.
MsdsmmlO-4
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MATERIAL SAFETY DATA SHEET
3205
04 00

Section 1 -- PRODUCT AND COMPANY IDENTIFICATION

PRODUCT NUMBER

3205

PRODUCT NAME
MINWAX* Indoor/Outdoor HELMSMAN* Spar

MANUFACTURER'S NAME
MINWAX Company
10 Mountainview Road
Upper Saddle River, NJ 07458

DATE OF PREPARATION
06-JAN-07

HMIS CODES
Health
Flammabili ty
Reactivity

Urethane, Satin
EMERGENCY TELEPHONE NO.

(216) 566-2917

INFORMATION TELEPHONE NO.
(800) 523-9299

2
2
o

% by WT
Section 2 -- COMPOSITION/INFORMATION ON INGREDIENTS

CAS No. INGREDIENT UNITS VAPOR PRESSURE

49 64742-88-7 Mineral Spirits
ACGIH TLV
OSHA PEL

100 ppm
100 ppm

2 mm

Section 3 -- HAZARDS IDENTIFICATION

ROUTES OF EXPOSURE
INHALATION of vapor or spray mist.
EYE or SKIN contact with the product, vapor or spray mist.

EFFECTS OF OVEREXPOSURE
EYES: Irritation.
SKIN: Prolonged or repeated exposure may cause irritation.

INHALATION: Irritation of the upper respiratory system.
May cause nervous system depression. Extreme overexposure may result in

unconsciousness and possibly death.
SIGNS AND SYMPTOMS OF OVEREXPOSURE

Headache, dizziness, nausea, and loss of coordination are indications of
excessive exposure to vapors or spray mists.

Redness and itching or burning sensation may indicate eye or excessive
skin exposure.
MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE

None generally recognized.
CANCER INFORMATION

For complete discussion of toxicology data refer to Section 11.

Continued on page 2
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Section 4 -- FIRST AID MEASURES

page 2

EYES: Flush eyes with large amounts of water for 15 minutes.
Get medical attention.

SKIN: Wash affected area thoroughly with soap and water.
Remove contaminated clothing and launder before re-use.

INHALATION: If affected, remove from exposure. Restore breathing.
Keep warm and quiet.

INGESTION: Do not induce vomiting.
Get medical attention immediately.

Section 5 -- FIRE FIGHTING MEASURES

FLASH POINT LEL UEL
101 F PMCC 1.0 6.0

FLAMMABILITY CLASSIFICATION
Combustible, Flash above 99 and below 200 F

EXTINGUISHING MEDIA
Carbon Dioxide, Dry Chemical, Foam

UNUSUAL FIRE AND EXPLOSION HAZARDS
Closed containers may explode when exposed to extreme heat.
Application to hot surfaces requires special precautions.
During emergency conditions overexposure to decomposition products may

cause a health hazard. Symptoms may not be immediately apparent. Obtain
medical attention.
SPECIAL FIRE FIGHTING PROCEDURES

Full protective equipment including self-contained breathing apparatus
should be used.

Water spray may be ineffective. If water is used, fog nozzles are
preferable. Water may be used to cool closed containers to prevent
pressure build-up and possible autoignition or explosion when exposed to
extreme heat.

Section 6 -- ACCIDENTAL RELEASE MEASURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Remove all sources of ignition. Ventilate the area.
Remove with inert absorbent.

Section 7 -- HANDLING AND STORAGE

STORAGE CATEGORY
DOL Storage Class II

Continued on page 3
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PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE
Contents are COMBUSTIBLE. Keep away from heat and open flame.
Consult NFPA Code. Use approved Bonding and Grounding procedures.
Keep container closed when not in use. Transfer only to approved

containers with complete and appropriate labeling. Do not take internally.
Keep out of the reach of children.

To minimize the possibility of spontaneous combustion: control the
accumulation of overspray; soak wiping rags and waste immediately after use
in a water-filled, closed metal container; air dry filters outside, far
from any combustible material and separated by bricks or other
non-combustible spacers; dispose of all contaminated materials and waste
properly. Consult OSHA 29 CFR 1910.107(b) (5) and NFPA 33, Chapter 8 (8-9)
for the proper procedures.

Section 8 -- EXPOSURE CONTROLS/PERSONAL PROTECTION

PRECAUTIONS TO BE TAKEN IN USE
Use only with adequate ventilation.
Avoid contact with skin and eyes. Avoid breathing vapor and spray mist.
Wash hands after using.
This coating may contain materials classified as nuisance particulates

(listed "as Dust" in Section 2) which may be present at hazardous levels
only during sanding or abrading of the dried film. If no specific dusts
are listed in Section 2, the applicable limits for nuisance dusts are ACGIH
TLV 10 mg/m3 (total dust), 3 mg7m3 (respirable fraction), OSHA PEL 15 mg/m3
(total dust), 5 mg/m3 (respirable fraction) .

Removal of old paint by sanding, scraping or other means may generate
dust or fumes that contain lead. Exposure to lead dust or fumes may cause
brain damage or other adverse health effects, especially in children or
pregnant women. Controlling exposure to lead or other hazardous substances
requires the use of proper protective equipment, such as a properly fitted
respirator (NIOSH approved) and proper containment and cleanup. For more
information, call the National Lead Information Center at 1-800-424-LEAD
(in US) or contact your local health authority.

VENTILATION
Local exhaust preferable. General exhaust acceptable if the exposure to

materials in Section 2 is maintained below applicable exposure limits.
Refer to OSHA Standards 1910.94, 1910.107, 1910.108.
RESPIRATORY PROTECTION

If personal exposure cannot be controlled below applicable limits by
ventilation, wear a properly fitted organic vapor/particulate respirator
approved by NIOSH/MSHA for protection against materials in Section 2.

When sanding or abrading the dried film, wear a dust/mist respirator
approved by NIOSH/MSHA for dust which may be generated from this product,
underlying paint, or the abrasive.
PROTECTIVE GLOVES

Wear gloves which are recommended by glove supplier for protection
against materials in Section 2.
EYE PROTECTION

Wear safety spectacles with unperforated sideshields.
OTHER PRECAUTIONS

Intentional misuse by deliberately concentrating and inhaling the
contents can be harmful or fatal.

Continued on page 4
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Section 9 -- PHYSICAL AND CHEMICAL PROPERTIES

page 4

PRODUCT WEIGHT
SPECIFIC GRAVITY
BOILING POINT
MELTING POINT
VOLATILE VOLUME
EVAPORATION RATE
VAPOR DENSITY
SOLUBILITY IN WATER
VOLATILE ORGANIC COMPOUNDS

3.70 Iblgal 444 gil
3.70 Iblgal 444 gil

7.50 Iblgal 899 gil
0.90
300 - 395 F 148 - 201 C
Not Available
57 %
Slower than ether
Heavier than air
N.A.

(VOC Theoretical - As Packaged)
Less Water and Federally Exempt Solvents
Emitted VOC

Section 10 -- STABILITY AND REACTIVITY

STABILITY -- Stable
CONDITIONS TO AVOID

None known.
INCOMPATIBILITY

None known.
HAZARDOUS DECOMPOSITION PRODUCTS

By fire: Carbon Dioxide, Carbon Monoxide
HAZARDOUS POLYMERIZATION

Will not occur

Section 11 -- TOXICOLOGICAL INFORMATION

CHRONIC HEALTH HAZARDS
No ingredient in this product is an IARC, NTP or OSHA listed carcinogen.
Prolonged overexposure to solvent ingredients in Section 2 may cause

adverse effects to the liver and urinary systems.
Reports have associated repeated and prolonged overexposure to solvents

with permanent brain and nervous system damage.

TOXICOLOGY DATA
CAS No. Ingredient Name

64742-88-7 Mineral Spirits
LC50
LD50

RAT
RAT

4HR Not Available
Not Available

Section 12 -- ECOLOGICAL INFORMATION

ECOTOXICOLOGICAL INFORMATION
No data available.

Continued on page 5
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Section 13 -- DISPOSAL CONSIDERATIONS

page 5

WASTE DISPOSAL METHOD
Waste from this product may be hazardous as defined under the Resource

Conservation and Recovery Act (RCRA) 40 CFR 261.
Waste must be tested for ignitability to determine the applicable EPA

hazardous waste numbers.
Incinerate in approved facility. Do not incinerate closed container.

Dispose of in accordance with Federal, State/Provincial, and Local
regulations regarding pollution.

Section 14 -- TRANSPORT INFORMATION

No data available.

Section 15 -- REGULATORY INFORMATION

SARA 313 (40 CFR 372.65C) SUPPLIER NOTIFICATION

CAS No. CHEMICAL/COMPOUND % by WT % Element

No ingredients in this product are subject to SARA 313 (40 CFR 372.65C)
Supplier Notification.

CALIFORNIA PROPOSITION 65
WARNING: This product contains chemicals known to the State of

California to cause cancer and birth defects or other reproductive harm.
TSCA CERTIFICATION

All chemicals in this product are listed, or are exempt from listing,
on the TSCA Inventory.

Section 16 -- OTHER INFORMATION

This product has been classified in accordance with the hazard criteria
of the Canadian Controlled Products Regulations (CPR) and the MSDS contains
all of the information required by the CPR.

The above information pertains to this product as currently formulated,
and is based on the information available at this time. Addition of
reducers or other additives to this product may substantially alter the
composition and hazards of the product. Since conditions of use are
outside our control, we make no warranties, express or implied, and assume
no liability in connection with any use of this information.
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P&G
Page 1 of4
The Procter & Gamble Company
P&G Household Care
Fabric & Home Care Innovation Center
5299 Spring Grove Avenue
Cincinnati, OR 45217-1087

MATERIAL SAFETY DATA SHEET
MSDS#: FHfH/2005/JVVJA-6JNPT2(1)

Supersedes: FHfH/2005/JVVJA-6JNPT2

Issue Date: 9/13/06
Issue Date: 12/27/05

MR. CLEAN MULTI-SURFACES ANTIBACTERIAL SPRAY (Orange and Lemon Scents)

Identity:

Brands:

SECTION I - CHEMICAL PRODUCT

Disinfecting Liquid Hard Surface Cleaner Packaged, Finished Product

P&G Telephone Number: 1-800-8-MR CLEAN (1-800-867-2532) or call Local Poison Control Center or your
physician.

SECTION II - COMPOSITION AND INGREDIENTS

Active ingredients listed on the product label are the following:

n-Alkyl (C14-60%, C16-30%, C12-5%) Dimethyl Benzyl Ammonium Chloride ... 0.05%

n-Alkyl (C12-68%, CI4-32%) Dimethyl Ethylbenzyl Ammonium Chloride ......... 0.05%

Other Ingredients .............................................................................. 99.90%

Total ............................................................................................. 100.00%

Hazardous Ingredients as defmed by OSHA, 29 CFR 1910.1200.

Chemical Name Common Name CAS No. Composition Range LD50!LC50

Ethyl alcohol Ethanol 64-17-5 0.1-1% LD50 (rabbit,
oral) = 6300
mg&g

2-aminoethanol Monoethanolamine 141-43-5 0.1-1% LD50 (rats,
oral) = 10.2
g&g

SECTION III - HAZARDS IDENTIFICATION

Health Hazards (Acute and Chronic):

Ingestion: May canse mucous membrane initation. Possible mild gastrointestinal irritation with nansea, vomiting,
and/or diarrhea Large ingestions may canse temporary dizziness, uncoordination and headache.

Eye Contact: May canse eye initation. May result in transient, superficial effects similar to those produced by mild
toilet soaps.

Skin: May canse skin initation. Use on irritated or extremely dry skin may aggravate the existing condition.

Inhalation: May canse mucous membrane irritation.

Confidential Business Information BRIXINHOUSE001530



MR. CLEAN MUL II-SURFACES ANTffiACTERIAL SPRAY MSDS (CONTINUED)

SECTION IV - FIRST AID INFORMATION

Page 2 of 4

Emergency and First Aid Procedures:

Ingestion: Dilute with fluids and treat symptomatically. For large ingestions, call a physician.

Eye Contact: Flush thoroughly with water for 15 minutes. Get medical attention if irritation persists.

Skin: Rinse exposed area with soap and water and discontinue use.

Inhalation: Get fresh air.

Other: Product package has a caution statement: KEEP OUT OF REACH OF CHILDREN. CAUTION: Causes
eye irritation. Avoid contact with eyes, skin or clothing. Wash thoroughly with soap and water after handling.

SECTION V - FIRE FIGHTING INFORMATION

Explosive Limits: LEL: N/A UEL: N/A

Extinguishing Media: C02, water, dry chemical or "alcohol" foam.

Special Fire Fighting Procedures: Use water to keep fire exposed container cool.

Unusual Fire Hazards: Combustible liquid. Product will produce a brief flash but will not support sustained
combustion when in contact with open flame above the indicated flashpoint.

Stability Unstable: Conditions to Avoid: None known

Stable: X

Incompatibility (Materials to Avoid): None known

Hazardous Decomposition/By Products: None known

Hazardous Polymerization: May Occur: Conditions to Avoid: None known

Will Not Occur: X

SECTION VI - ACCIDENTAL RELEASE MEASURES

Personal Precautions: N/A

Environmental Precautions: DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH ALL FEDERAL,
STATEfPROVINCIAL AND LOCAL REGULATIONS. Small (household) quantities may be disposed of via
sewer with large quantities of water. Discard empty container in trash.

Steps To Be Taken in Case Material is Released or Spilled: Use water spray to dilute and/or wash away spills to
avoid exposure and to protect persons working to stop/repair leak.

SECTION VII - HANDLING AND STORAGE

Precautions To Be Taken in Handling and Storing: Handling and storage must be well ventilated, cool, and dry.
Materials must be isolated from potential sources of ignition. Fire fighting equipment must be available at all
times.

Other Precautions: Keep away from sparks and open flame.

2
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MR. CLEAN MUL II-SURFACES ANTffiACTERIAL SPRAY MSDS (CONTINUED) Page 3 of 4

SECTION VIII - EXPOSURE CONTROLS, PERSONAL PROTECTION

Recommended Exposure Limits:
Ethanol (CAS# 64-17-5) ACGIH-TLV 1000 ppm and OSHA Z-1 PEL 1000 ppm
2-aminoethanol (CAS# 141-43-5) ACGIH TLV 3 ppm; OSHA PEL 3 mg/m3 and OSHA PEL 6 ppm (15 min)

Respiratory Protection (Specify Type): None required with normal consumer use.

Ventilation Local Exhaust: None required with normal consumer use. Special: None

Mechanical (General): Acceptable. Other: None

Eye Protection: None required with normal consumer use.

Industrial Setting: For splash protection, use chemical goggles.

Protective Gloves: None required with normal consumer use.

Industrial Setting: Minimize skin contact with normal consumer use.

Other Protective Equipment: None required with normal consumer use.

Industrial Setting: Use ventilation to minimize exposure to vapor or mist (ethanol).

SECTION IX - PHYSICAL AND CHEMICAL PROPERTIES

Boiling Point of: 200°F Specific Gravity (H20=1): 0.99

Vapor Pressure (mm Hg): N/A Percent Volatile by Volume (%): ca. 95

Vapor Density (Air=l): N/A Evaporation Rate (nBuOAc=l): Unknown

Odor Threshold: N/A Freezing Point: N/A

Coefficient of Water/Oil Distribution: N/A

Flash Point: 135.7°F Pensky-Martens (Closed cup)

Appearance and Odor: Colored liquid (yellow or
orange). Product is perfumed.

pH: 10.69

Solubility in Water: Completely

Reserve Alkalinity: N/A

SECTION X - STABILITY AND REACTIVITY

Possible Hazardous Reactions/ConditionslBy-Products: None known

Conditions to Avoid: None

Materials to Avoid: None

Hazardous Decomposition Products: None known

Other Recommendations: None

SECTION XI - TOXICOLOGICAL INFORMATION

LD50 (rats oral): >20 g/kg

SECTION XII - ECOLOGICAL INFORMATION

No concerns at relevant environmental concentrations.

Confidential Business Information
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MR. CLEAN MUL II-SURFACES ANTffiACTERIAL SPRAY MSDS (CONTINUED)

SECTION XIII - DISPOSAL CONSIDERATIONS

Waste Disposal Method:

Page 4 of 4

Households: Consumers may dispose small (household) quantities down the drain with running water. Discard
empty container in trash or thoroughly rinse and recycle where facilities exist.

Non-household settings: Industrial disposal of product in finished, consumer-ready packaging must be disposed of
as an organic pesticide. Records must be kept of the disposal that documents the method of disposal, the date of
disposal, the location of the disposal site, the type of pesticide disposed of (organic pesticide), and the amount of
pesticide disposed of. Disposal records must be retained for 20 years. Incineration is preferred where permitted,
Product removed from finished, consumer-ready packaging may be disposed of as non-pesticidal, liquid waste
which is non-hazardous waste according to Federal RCRA regulations (40 CFR 261).

DISPOSAL IS TO BE PERFORMED IN COMPLIANCE WITH FEDERAL, STATEIPROVINCIAL AND
LOCAL REGULATIONS.

SECTION XIV - TRANSPORT INFORMATION

Transportation Information - This product is not regulated for transportation.

For finished packaged product transported by ground (DOT): Not regulated

For finished packaged product transported by water (IMGD): Not regulated

For finished packaged product transported by air (lATA): Not regulated

SECTION XV - ADDITIONAL REGULATORY INFORMATION

All intentionally-added components of this product are listed on the US TSCA Inventory.

EPA Reg. No. 6836-245-3573 / California Reg. No. 6836-245-ZD-3573

This product is not subject to warning labeling under California Proposition 65.

Perfumes contained within the products covered by this MSDS comply with appropriate IFRA guidance.

SECTION XVI - OTHER INFORMATION

*N/A - Not Applicable

P&G Hazard Rating: Health:
Flammability:
Reactivity:

*N/K - Not Known

1
2
o

4~EXTREME

3~HIGH

2~MODERATE

I~SLIGHT

Data supplied is for use only in connection with occupational safety and health.

The information contained herein has been compiled from sources considered by Procter & Gamble to be
dependable and is accurate to the best of the Company's knowledge. The information relates to the specific
material designated herein, and does not relate to the use in combination with any other material or any other
process. Procter & Gamble assumed no responsibility for injury to the recipient or third persons, for any damage to
anv propertv resulting from misuse of the controlled product

4
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-NAPA Brake Fluid DOT 3

MATERIAL SAFETY DATA SHEET
Effective Date: 11-15-99
NAPA Brake Fluid DOT 3
Code: CST

Section 1 - Product and Company Identification

PRODUCT NAME: NAPA Brake Fluid DOT 3

MANUFACTURER'S NAME:
Coastal Uni-Lube Inc.
9 Greenway Plaza
Houston, TX 77046

Section 2 - Hazardous Ing redients

Revision Date: none

Page: 1

EMERGENCY TELEPHONE NUMBER
(713) 877-1400

MISCELLANEOUS I NF ORMATI ON

OSHA
Product
Coastal

00"

ACGIH
Name
S. H. D. Brake Fluid Mi x t u r e

we.
1 0 0 %

cn
NA

r r.v
NA

Other Units

Not Available
Informat ion is claimed proprietary by
Short Term Exposure Limit; 15 Mi n u t e s

I n g r e d i e nt s
Blend of various
Glycol Ethers, Glycol
and Polyglycol

NA=
NA-P=
STEL=

NA-P 100% NA

supplier

NA NA

MATERIAL SAFETY DATA SHEET
Effective Date: none
NAPA Brake Fluid DOT 3
Code: CST

Section 3 - Hazards I n d e n t i f i c a t i o n

Revision Date: none

Page: 2

This product has not been tested as a ",""ole to determine its specific
hazards. The information provided in this section is based on health hazard
information on the product components.

Effects of overexposure:
Acute:
EYES:
SKIN:
absorbed
contact .

May cause severe eye irritation and chemical burns.
Slightly irritating to the skin. Harmful amounts may be

through the skin with extensive and prolonged

I NHALATI CN: Exposure to vapors or mist may result in irritation o f t h e
respiratory tract, headache, drowsiness and d izziness. High
concentrations of ethylene glycol ethers may be l e t h al .
I NGESTI ON: May cause irritation of the mouth, throat, and the

http://www.napaonhne.com/cgi-b\rlhl\!m\iil!e§lIEii!.Cmil~IIl/llll.lPlic.lNiline/msdsdata.d2.BRIXlIJ\IliOlUSEOO 1534
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r e spirat ory t ract, abdom i na l di s c omf or t , dizzine s s , lumbar
p a in, e NS depre s s i on , kidn ey a nd live r damage.

Ch ronic: Prol ong e d o r r epe a t e d contact may r e su l t i n toxic amounts b eing
abso rb e d t hroug h t h e ski n.

Ca rcinoge nic ity: NTP : No

Section 4 - Fir s t Aid Me a s ure s

r ARe Monographs : No OSHA Regu lated: No

Ey e Cont act: Flush t ho ro ugh l y wit h larg e a mount s of wate r fo r at le a s t 1 5
mi n utes, including under the eye lid s . Contact a phy s i ci a n immediately,
pre fer ably a n opthamo log ist. Spee d a nd t ho roughness in rinsing ey e s a r e
impo rtant to avoid pe r manen t i nj ury.

Sk i n Co nt act:
a nd wat er. I f
s ho es.

Inhal a ti on :
r e spirati on .

Remov e cont ami n ate d c lot h i ng. Wa sh affecte d a reas with soap
ir ritation occurs, g et medical he lp . Di s car d contami n ated

Remov e to f res h a i r. I f breathing h a s stoppe d, ap p ly arti fi cial
Get i mmedi a t e med ical atte nt ion.

Ing e s ti on : Nev er g ive a nyt h i ng by mout h to a n unc onsi ou s o r convu ls i ng
pe r s on . Have t he affect ed pe rson, i f consc ious, d r i nk 1 to 2 glasses of
wat e r, t h e n induc e vomit i ng. Ge t i mmediat e med ic a l at tenti on .

MATERIAL SAFETY DATA SHEET
Ef fe c tiv e Date: n one
NAPA Brak e Flu id DOT 3
Code: CST

Section 5 - Fi r efight i ng Mea su re s

Revis ion Date: n one

Pa g e : 3

Fl a sh Po i nt: >200 F
Fl ammable Limi t s in Ai r % by Vol.: Lower : N. A. Upper : N . A.
Autoign it ion Te mperature : N. A .
Ex tingui shing Media : Dry c hemical, foam, c a r bon di oxid e

Sp eci a l Fire Fi ghting Pr oc edur e : Wa t er s p ray may b e u s ed to kee p
fi re-exposed conta i ne rs cool, pre v en t ing pre s sur e build up a nd explos ion.
Fi r efighte rs s hou l d wear se lf-contai ned breathing app aratus .

Unu sua l Fire o r Exp l o si on Ha z a r d :
ap p l ie d.

May i gni t e whe n s ufficie nt h e a t i s

Section 6 - Enviro nment a l Release Me a s ure s

Sp i l l Pro c edure s : Re mov e sou rces of heat o r i gniti on including int ernal
combust ion e ng i nes a nd p owe r tools. Remov e s p ill with vacuum t r ucks or pump
a nd so ak up re sidu e with an a b s orben t . Us e ap p roved r e spirat or where
occupational e xp osure l imits may be exce eded.

Sect ion 7 - Handling and Sto r age

Store in t i g ht ly c losed aontai ne rs in a n dry p l a c e , away f rom inc omp a tibl e
mat e r i a ls o r sou rces of he a t , igni ti on o r st rong ox i d i ze rs. Gro und and b ond
a ll tr ansfer and storage equipmen t . Emp t y cont a i n ers may cont a i n res idue
(l i q u id a nd/o r vapo r) a nd can be dange rous. Do n o t pre s s uriz e , cut,
puncture , incinera t e , we l d, br az e , so l de r, drill , grind o r expose s uc h
contai n e rs to heat , f lame, spa rks o r othe r sou rces of i gni ti on .

Sect ion 8 - Exp osure Cont ro ls/ Pe rson a l Pro te c ti on

Ey e Pr o t e c ti on : Remove contact l ens e s a nd we a r chemical safety gogg les
where cont act with liquid o r mist may occu r.

Sk i n Pro t e c ti on : We ar i mpervi ou s gl ove s wh e n cont ac t wit h ski n may occu r.
Us e face s h ield whe re s p las h i n g may occu r. Wa sh wit h soap a nd water b e f o r e

http://www.napaonline.com/cgi-biJ9fl!l&flIm!i-i!~~l!SM~I.MI#Rllnline/msdsdata.d2...BRIOOJ(NIDi)lIJSE001535
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eating , drinking a nd smoki ng. Launder contami n at e d c loth i ng b e f ore r eus e .

Inhal a ti on :
l arge sp i lls
in s it u at ions

Us e appr ov ed r e spira t ory pro t e c tiv e e q u i pment fo r c lean i ng
o r ent ry i nto l arge tanks, vesse ls o r oth e r confined spaces o r

wh e re e xp o sur e may exce e d occup at iona l e xp o sur e l evel s .

Vent i lat ion:
kee p mist a n d
t h e fo rmation
s p ace.

Provide a dequate ge ne ral a nd l o c al
vapo rs b el ow occupat ional expos u re
of a n oxygen def icient a t mosphere ,

exh aust vent i lat ion: (1) to
l e v el s ; a n d (2) to prevent
p arti cularly in a conf i n e d

MATERIAL SAFETY DATA SHEET
Ef fe c tiv e Da te : n one
NAPA Brak e Fluid DOT 3
Code: CST

Sect ion 9 - Phy si cal and Chemica l Pr opertie s

Revis ion Da te : n one

Pag e : 4

Boiling Point 760 mmHg :
Vapo r Pre s sure mmHg @ 1 0 0F :
So l u b i l ity in H20 %:
Sp ecif ic Gravity( H20) :
% Vo lat i l e b y Vo l ume:
Vi s c osi t y (me t hod, t emp)
App ear a nc e: Cl e a r liquid
N. A . = No t Avai l ab l e

4 01 F
<0. 1
Sol u b le
1.02-1.04
N . A.
N . A.

Odo r:

Mel ting Point :
Vapo r Densi t y (ai r= l)
pH :
Evap or a ti on Ra te :

(et hyl e ther=l )

Mild et he r odo r

N. A .
N. A .
N. A .

N. A .

Section 1 0 - Stab i lity a nd Re a c tiv i t y

Stab i l ity: Stabl e
Hazardous Polymerizati on : Wi l l n ot occu r.
Con d it ions to Avo i d/ I ncompat i b i l ity: St ro ng ox i d i z i ng a g ents, he a t , s pa rk,
fl ame and b u ild- up of st a t ic e l ect r icity.

Haz ardous De c omposi ti on Products: Car bon monoxide, ca r bon di oxide , wate r
and / or oxyge n at e d hydrocarb ons .

Section 11 - To x i c o l o g i cal Inf orma ti on

Per s ons with pr e exi s ting r e s p erat ory , liv er , kid ney, eye o r sk i n di s e a s e s
may b e a dve rse ly affecte d b y t h is pr odu ct . Ethyl ene gly c ol a nd ethyle ne
g lycol e ther s h av e pr odu c ed d o se -relat ed t e ratog e n ic effects and mate r na l
tox icity in lab ora t ory a n imals. Exp o sur e to vapo rs of ethyle ne g l y c ol e ther s
h ave c a us e d t est icu la r at rop hy in l aborat ory a n imals.

Section 1 2 - Ec o l og i c a l Inf orma ti on

No inf ormati on .

Section 1 3 - Di s p o s al Co ns ide r at ions

Wa s te Di sp o s a l : Di sp o s e t h rou g h a li c ens ed waste di sp o s al company. Foll ow
f e d e ral, s tat e and l o c al re gulati ons .

Sect ion 1 4 - Tr ansp or t Inf orma ti on

No t ap pl icab l e.

MATERIAL SAFETY DATA SHEET
Ef fe c tiv e Da te : n one
NAPA Brake Fluid DOT 3
Cod e: CST

Sect ion 15 - Re g u l ato ry Inf orma ti on

SARA TITLE III INF ORMATION

Revisi on Da te : n one

Page : 5
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Section 311/312 Hazard Categorization

Acute Chronic Fire Pressure Reactive

Page 4 of4

x x

SARA Hazardous Substances

I n g r e d i e nt CAS No. a, wt Sec 313 Sec 302 RQ, l b TPQ, lb

Ethylene Glycol 110-80-5

Glyco l Ethers various

NA x

x

Key: Sec 313 Toxic Chemicals, Section 313
Sec 302 Extremely Hazardous Substances (EHS)
RQ Reportable Quantity of EHS
TPQ Thresho ld Planning Quantity of EHS

Section 16 - other Information

CALIFORNIA PROPOSITICN 65 WARNING

Chemicals known to the State o f California to cause cancer, birth defects or
other reproductive harm may be found in the petroleum products. Although it
is possible to sufficiently refine the petroleum p roducts to remove the
potential for cancer, we are advising that one or more of the l i s t e d
chemicals may be present in some detectable quantities. Read and f o ll o w

directions and use care wh e n handling these petroleum products.

THIS I NF ORMAT I ON RELATES CNLY TO THE SPECIFIC MATERI AL DESIGNATED AND MAY
NOT BE VALID FOR SUCH MATERIAL USED I N COMBINATICN WITH ANY OTHER MATERIALS
OR I N ANY PROCESS. SUCH INFORMATICN IS TO THE BEST OF THIS CCMPANY'S
KNOWLEDGE AND BEL IEVED ACCURATE AND RELIABLE AS OF THE DATE INDICATED.
HOWEVER, NO REPRESENTATION, WARRANTY OR GUARANTEE IS MADE AS TO THE

ACCURACY, REL IABILITY OR COMPLETENESS. IT IS THE USER'S RESPCNSIBILITY TO

SAT ISFY HIMSELF AS TO THE SUITAB LENESS AND COMPLETENESS OF SUCH INFORMAT ION
FOR HIS OIiJN PARTI CULAR USE.

Return to previous page.

Return to top of page .---.........
About NAPAonline Custorner Support Privacy/Legal SiteMap

©2002, National Autornotive Parts Association
This site is best viewed using JavaScript-enabled Internet Explorer Version 5.0 and above

For best printing results, please use Internet Explorer
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---MATERIAL SAFETY DATA SHEET
The Valvoline Company
Date Prepared: 01/14/02
Date Printed: 09/03/03
MSDS No: 503.0340955-001. 005
NAPA PREM STARTING FLU ID

Page 001

1- 85 9-35 7-720 6

Numbers
1- 80 0-27 4-5263

Information:

BLEND
Telephone
Emergency:

Company
The Valvoline Company
P. O. Box 14000
Lexington, KY 40512

1. CHEMICAL PRODUCT AND COMPANY IDENTIFICATION
Material Identity
Product Name: NAPA PREM STARTING FLUID
SAP Material No: NM7200
General or Generic ID: SOLVENT

NAPA Locator

IEnter Zip

p arts Store
Reuair Shoo
Collision Center
Truck Center

3. HAZARDS IDENTIFICATICN
Potential Health Effects
'ye
May cause mild eye irritation.
Skin
Can cause skin irritation. Prolonged or repeated contact may dry
and crack the skin. Passage of this material into the body
through the skin is possible, but it is unlikely that this would
result in harmful effects during safe handling and use.

2. COMPOSITION/INFORMATION ON INGREDIENTS
Ingredient (s) CAS Number

My Account
HEPTANE
ETHYL ETHER ACS REAGENT GRADE
CARBON DIOXIDE

142-82-5
60-29-7

124-38-9

% (by weight)

60.0- 70.0
23.0- 33.0
1.0- 11.0

MATERIAL SAFETY DATA SHEET
The Valvoline Company
Date Prepared: 01/14/02
Date Printed: 09/03/03
MSDS No: 503.0340955-001. 005
NAPA PREM STARTING FLUID

Page 002

Swallowing
Swallowing small amounts of this material during normal handling
is not likely to cause harmful effects. Swallowing large amounts
may be harmful. This material can get into the lungs during
swallowing or vomiting. This results in lung inflammation and
other lung injury.
Inhalation
Breathing aerosol and/or mist is possible when material is
sprayed. Aerosol and mist may present a greater risk of injury
because more material may be present in the air than from vapor
alone. Breathing small amounts of this material during normal
handling is not likely to cause harmful effects. Breathing large
amounts may be harmful. Symptoms usually occur at a ir
concentrations higher than the recommended exposure l imits (See
Section 8).

http://www.napaonhne.com/cgi-b\rlhl\!m\iil!e§lIEii!.Cmil~IIl/llll.lPlic.lNiline/msdsdata.d2.BRIXlIJ\IliOlUSEOO 1538
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Symptoms of Exp osure
Si g ns and symptoms of e xp osure to t h is material t h roug h breathing ,
sw a l lowi n g, and / or p a s sage of t h e ma teri al through t h e sk i n may
include : stomach o r inte s tinal up s e t (n a us ea, vomit i n g, di arrhea)
irri t a ti on (nos e, t h roat, a i rways), c ent ra l nerv ou s sys t em
d epre s si on (d i z z i n ess, drowsine s s , we a kn ess, fatigue , nau se a ,
he adache , unc ons ci ou sne s s ) , l o s s of ap p et it e, l o s s of coo r d i n at ion
irregular heartbe a t , nar c osi s (da z e d o r s l u g g ish feeling ) .
Targe t Or g a n Ef fe c t s
t est is damage , lung d amage , v isu a l impairment , c ent ral nerv ous
syst em e f fe c t s .
Devel op ment al Informa ti on
There are n o d a ta avail able f or ass ess i ng ri s k to t h e fe tus fr om
maternal exposu r e to t h is mate r ial.
Ca nce r Informati on
Thi s ma t e r i a l i s n o t li s ted as a c a rc i noge n by t h e Internati onal
Age ncy f or Re search o n Ca nc e r, the Nati onal Toxi c ol ogy Pr ogr am, o r
t h e Occup at ion a l Sa f ety and He a l t h Admi n ist rat ion.

Page 2 of7

MATERIAL SAFETY DATA SHEET
The Valv oline Comp a ny
Date Prepared : 01/ 1 4/0 2
Date Printed : 09/03/03
MSDS No : 5 03 . 03 40 955 - 001 . 005
NAPA PREM STARTI NG FLUID

Page 003

Ot h e r He a l t h Ef fe c t s
No dat a
Primary Rou te (s ) o f Entry
Inhal a ti on, Sk i n a bso r p t ion, Sk i n cont act, Eye con tact.

4. FIRST AI D MEASURES
Eye s
If s ymptoms devel op , move individual away fr om e xp o sure a nd int o
f r esh air . Flu sh eye s gently wit h wa t e r wh i l e h olding eyelids
apa rt. If s ymptoms persi s t o r there i s any v isu a l diffi cul t y ,
seek medi c al attent ion.
Ski n
Remove cont a mi n a t e d c lot h i n g. Flush e xp osed area wi t h l arge
amo unts o f wate r. If sk i n i s d amaged, seek immedi a te medi cal
a t tenti on . I f sk i n i s n o t d amaged a nd s ymptoms persi s t , s e ek
medi cal a t tenti on . Launder c lo t h i ng b efore reuse .
Swa l lowi n g
Se ek medi cal a t tenti on . If individual i s drows y o r unc onSCl OU S ,
d o n o t g ive anything by mou th; plac e individual on t h e l ef t s i d e
wit h t he he ad d own . Cont act a phy si ci an , me d ical f a cili t y , o r
p oi s on cont ro l cent e r f or a dvice abou t whe ther to indu c e vomit i ng.
I f p os sible , d o n o t leave individual unat tended .
Inhalati on
I f symptoms d ev el op , move individual away f rom exposu re a nd int o
fr e sh air . If s ymptoms persi s t , se ek medi cal a t tenti on . If
breathing i s diffi cul t , a dmi n is t e r oxyg e n. Keep pers on wa r m and
quie t ; se ek i mmedi a t e med ical attent ion.
Note to Phy sicians
Inhal a ti on of high conce nt r at ions of t h is mat e r i a l, as cou l d occu r
in encl osed s p aces o r during deliberate abuse , may b e assoc i a t e d
wit h c a r d i ac arrhy thmi a s . Symp at hom imet ic drugs may ini tiat e
c a r d i ac a r r hyt hmi as in pers ons e xp osed to t h is mate r ial. Thi s
material i s an asp i rat ion h az ard . Po tential danger fr om asp i r at ion
must be we i g hed agai nst p os sible o ra l toxicity (See Sect ion 3 ­
Swa l lowi n g) when de ciding wh et h e r to induce vomit i n g. Preexi s ting

MATERIAL SAFETY DATA SHEET
The Valv oline Comp a ny
Date Prepared : 01/ 1 4/02
Date Printed : 09/03/03
MSDS No : 5 03 . 03 40 955 - 001 . 005
NAPA PREM STARTI NG FLUID
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di s orders o f t h e f oll owing o r g a ns ( o r o r g a n syst ems) may b e
agg r av ate d by exposu r e to t h is mat e r ial: ski n, lung ( fo r e x ample ,
ast hma- l ike con d it ions), Individual s with pre -exi s ting hear t
di s orders may be more s uscept i b le to arrhythmi a s ( i r re g u l a r
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h e ar t b e a t s ) i f exposed to high conce nt r at ions of t h is mate r ial.

Page 3 of7

-------------------------------------------------
5. FIRE FI GHTING ME ASURE S
Fl a s h Point
No t applicable
Expl osiv e Limi t
(for compone nt) Lower 1 . 0 %

Autoign it ion Te mp erat ure
No data
Hazard ous Pr odu ct s of Combus t ion
May form:
Fire a nd Exp l o s i on Haz a r d s
Ma t eri al i s highly vo lat i le a n d r e adily g ives off vapo rs wh ich may
t rave l a long the ground o r be moved by venti lat ion a nd ignited by
pil o t light s , othe r f lames, sp a rks, he a ter s , smok i ng, el e ctri c
moto rs, static discharge, or oth er ignition sou rces at locations
di s t an t f rom mate r ial h andling p oint . Nev er u s e we l d i ng o r
cutt i ng to rc h o n o r ne ar drum (even emp t y ) b e cau s e produ c t ( eve n
j ust residu e) can ignit e e xp l o s i v e l y .
Ex tingui shing Medi a
No d a t a
Fi r e Fighting Ins truc ti ons
We ar a se lf-contai ned br e a thing appa rat us wit h a f u l l facep iece
operated in t he p o s i tiv e pr e s sure d e ma n d mode with appropriat e
t u r n-out gea r a nd c hemical r e si s t ant p ers onal pr o t e c tiv e
e quipment. Re f er to t h e pe r s ona l p r o te c t i ve e quipme nt s ection of
t h is MSDS .

MATERIAL SAFETY DATA SHEET
Th e Va lvo lin e Company
Dat e Prepared : 01/ 14/02
Da t e P r inted : 09/03/03
MSDS No : 503.0340955-001.005
NAPA PREM STARTI NG FLUI D

NFPA Rating
He al th - 1 , Fl a mmabili t y - 4, Re a c tiv i t y - 0

Pa ge 005

6. ACCID ENTAL RELEASE MEASURES
Sma ll Sp i ll
El i mi n a t e all sources of ignition such as flar es, flames
(i nc l u d i ng pil o t ligh t s ) , a nd e l ec t r ical s parks. Abso r b liquid on
ve rmiculit e, floo r abso rbent or othe r a bsorbe nt mate rial. Pers ons
n o t we a r i ng prop er p ers onal pr o t e c tiv e e q u i pment s hou l d b e
exc l uded f rom a r ea of sp ill.
Larg e Spill
Pre v en t run- o f f to sewe rs, st r eams o r othe r bod i es of wat e r. I f
run - o f f occurs, n o t i f y prop er authorities as requ i r ed , that a
s p i l l h a s occu red. Pers ons n o t wea r i ng prot e ctiv e e q u i pment
s hould b e excluded f rom a rea of s pill unt i l cl ean- u p h a s bee n
com p leted. Eliminat e a l l i gni ti on sou rces (f lar es, f lames,
including pil o t li ght s , el e c tri c al sp a rks).

7. HANDLING AND STORAGE
Hand l i ng
Contai ne rs o f t h is mate r ial may be h az ardous wh e n empt ied. Si nce
emptied containe rs r e t a in produ c t r e s idue s (vapor, liquid, a nd/o r
sol id), a ll haz a rd pre c a u t i ons give n i n t h e d ata she et must be
obse rved. Al l f ive gal lon p ail s a nd l arger me ta l contai ne rs
i ncluding tank cars a nd tank trucks s hould b e g rounded and/or
bon d ed whe n mat e r i a l i s t ransf e r r e d. Pre cauti ons during u s e :
avoid pro l on ged or fre q uently rep e a t ed skin contact with t his
mate rial. Skin contact can b e mi nini zed by wearing im p e rvious
pro t e c tive g lov es. As with a l l produc t s of t h is n a ture , good
per s onal hyg i e n e is essenti al. Hand s a nd oth e r exposed a r e as
s ho u ld b e was h e d t ho roug h ly with soap a nd wate r a f t er contact,
especially before eating and/or smoking. Re gu l a r launde ring of
contami nat ed c loth i ng i s e s s enti al to redu c e indire c t sk i n cont act
wit h t h is mate r ial. Hydrocarb on solvents are b a sically
n on- c o nd u c t o r s of elect ricity a nd can become elect rostatically
c ha rge d during mix i ng, f i lte r i ng o r pumping at high f low r a t e s .

MATERIAL SAFETY DATA SHEET
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I f t h is c harge re a che s a sufficie nt ly high l e v el , s parks can fo rm
t hat may igni t e t he vapo rs of f lammab le liquids .
Sto rage
Do n o t sto re n ear ext r eme h e a t , open f lame, o r sou rces of
i gni ti on .

~EXPOSUR~ONTROLS/ PERSOAA~ROTECTION--------------------­

Ey e Pr o t e c ti on
Chemical s p lash g oggle s in comp l iance with OSHA regul a ti ons are
a dv is ed; h owev er , OSHA regulati ons a lso permi t oth e r t yp e safety
gl a s s e s . Co ns u l t you r s afety r epre s entativ e .
Sk i n Prote c ti on
Wear r e si st ant gloves (cons ult yo u r s afe ty equipmen t s upp l i e r) .
To pre v en t r ep eat ed o r prol ong ed ski n cont act, wear i mpervi ous
c loth i ng a nd b o o t s .
Re spirat ory Pro te c ti ons
I f wo rkp lace expos u re limi t (s ) of pr odu ct o r a ny component i s
exceeded (Se e Exp o sure Guid el i nes), a NIOSH/MSHA ap p roved a i r
s up p l i e d r e spirat or i s a dvised in ab s enc e of prop er e nv i ronme nt a l
cont ro l. OSHA regu l a ti ons a l s o p ermi t othe r NI OSH/MSHA
r e spirators (ne g at ive pr e s sure type) under s p ec i f ie d cond it ions
(consu lt you r indu s tri al hy gi eni s t ) . Engine ering o r
adm i n is t r a t ive cont ro ls s hould be im plement e d to r educe e xp o sure .
Engine ering Cont ro ls
Prov ide s uff icient mechanical (ge ne ral a nd/o r local exh aust)
vent i l at ion to mai nta i n exposu re b el ow TLV (s ) .
Exp osure Gu ide l i n es
Compon ent

HEPTANE (142-82-5)
OSHA VPEL 1 6 00 . 000 mg/m3 - TWA
OSHA VPEL 400.000 ppm - TWA
OSHA VPEL 500.000 ppm - STEL
OSHA VPEL 2000.000 mg/m3 - STEL

MATE RI AL SAFETY DATA SHEET
Th e Va lvo line Company
Da t e Prepared : 01/ 14/02
Date Printed : 09/03/03
MSDS No : 503.0340955-001.005
NAPA PREM STARTI NG FLUID

ACGI H TLV 400.000 ppm - TWA
ACGI H TLV 1640.000 mg/m3 - TWA
ACGI H TLV 2050.000 mg/m3 - STEL
ACGI H TLV 500.000 ppm - STEL
ETHYL ETHER ACS REAGENT GRADE (60-29-7)
No exposu r e limi t s e s tabli shed
CARBON DI OXIDE (124-38-9)
OSHA VPEL 1 0 000 . 00 0 ppm - TWA
OSHA VPEL 18000.000 mg/m3 - TWA
OSHA VPEL 54000.000 mg/m3 - STEL
OSHA VPEL 30000.000 ppm - STEL
ACGI H TLV 9000.000 mg/m3 - TWA
ACGI H TLV 5000.000 ppm - TWA
ACGI H TLV 54000.000 mg/m3 - STEL
ACGI H TLV 30000.000 ppm - STEL

9. PHYSICAL AND CHEMICA L PROPERTIE S
Boiling Point
(fo r compone nt) 94.0 F (34.4 C)

Vapo r Pre s sure
(fo r compon e nt) 439.000 mmHg
Specif ic Vapo r Dens i t y
> 1 . 0 00 @ AIR= l
Specif ic Gravity
.690 - .720 @ 77.00 F
Liquid Densi t y

Pag e 007
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5 . 86 0 lbs /gal @ 77 . 0 0 F
. 70 5 kg/ l @ 25 . 0 0 C
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Per cen t Vo lat i l es ( I nc l u d i ng Water )
No data
Evap orati on Rate
SLOWER THAN ETHYL ETHER
App e a r a nc e
No data
Stat e
LIQUID
Physical Form
No dat a
Co lo r
No data
Odo r
No dat a
pH
No t appli cable
Fl ame Prop agati on
> 1 8 . 0 0 0 IN

1 0 . STABI LI TY AND REACTIVITY

Page 008

Hazardous Polymerizati on
Produc t wi l l n o t undergo h azardou s p oly meriz a ti on .
Hazardous De c omp osi ti on
May f orm : c a r bon di o xide a n d c a r bon monoxide , v a r ious
hydrocarb ons .

MATERIAL SAFETY DATA SHEET
The Valv oline Co mp a ny
Date Prepared : 01/ 14/02
Da te Printed : 09/03/03
MSDS No : 5 0 3 . 0 34 0 955 - 0 01 . 0 05
NAPA PREM START I NG FLUID
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Ch e mic a l Stab i l ity
Stab le.
Inc ompatibili t y
Avo i d cont act with: aldehyde s , a 1kano1 am i n es, ami n es, a mmoni a ,
c h lo r i n at e d solve nts, oxyg e n, s t ron g base s , st ro ng ox i d i z i n g
age nts.

11 . TOXI COLOGI CAL INFORMATION
No dat a

12 . ECOLOGI CAL INFORMATION
No data

1 3 . DI SP OSAL CONS I DERAT IO N
Wa s te Man a gemen t Informa ti on
Di sp ose of in acco r dance with a l l ap p l ica b l e l o c al , state and
federal regulati ons .

14 . TRANSP ORT INF ORMATION
DOT Informati on - 49 CFR 172 .1 01
DOT De s crip ti on :
CONSUMER COMMODI TY,ORM- D

MATERIAL SAFETY DATA SHEET
The Va 1vo 1 i n e Company
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NAPA PREM START I NG FLUID

Page 0 10

http://www.napaonline.com/cgi-biJ9fl!l&flIm!i-i!~~l!SM~I.MI#Rllnline/msdsdata.d2...BRIOOJ(NIDi)lIJSE001542



The Official NAPAonline.com E-commerce Site I Shop NAPAonline

Contai n e r/Mod e:
CASES/SURFACE - ORM- D EXCEPTION
NOS Component:
None
RQ (Re po rtab le Quant ity) - 49 CFR 1 7 2 .1 01
Produc t Quant ity ( l bs) Compone nt

Page 6 of7

333 DIETHYL ETHER

15 . REGULATORY INF ORMATI ON
US Federal Re g u l at ions
TSCA (Tox ic Subs tances Co nt ro l Ac t ) Status
TSCA (UNI TED STATES) Th e intenti onal ingredi ent s of t h is
produc t a r e li s ted .
CERCLA RQ - 40 CFR 302.4
None
SARA 302 Compon ents - 40 CFR 355 App e nd ix A
None
Sect ion 3 11/312 Ha z a r d Class - 40 CFR 370.2
I mmedi a t e (X) Del a y ed (X) Fire (X) Re a c tiv e ( Sudde n
Rele a se of Pre s sure ( )
SARA 3 13 Components - 40 CFR 372.65
None
Internati onal Re g u l at ions
Inv ent ory St atus
AlCS (AUSTRALIA) The intenti onal ingredi en t s of t h is produc t
are li s t ed .
DSL (CANADA) Th e int enti onal ingredi ent s of t his pr odu ct are
li s t ed .
ECL (SOUTH KOREA) Th e i nt entional i n g re die nts of t h is produc t
are li s t ed .
EINE CS (EUROPE) Th e intenti onal ingr edi ent s of t h is pr odu ct are
li s t ed .

MATERIAL SAFETY DATA SHEET
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Stat e a nd Lo c al Regul a ti ons
Ca l ifo r n ia Prop osi ti on 65
None
New J ers e y RTK La b e l Inf orma ti on
N-HEPTANE
CARBON DI OXIDE
Penns ylv ani a RTK Label Inf orma ti on
HEPTANE (N-)
CARBON DI OXIDE

Page Oll

1 4 2 - 8 2 - 5
124-38-9

142-82-5
1 2 4- 3 8 - 9

1 6 . OTHER INFORMATION
Th e inf ormati on a c cumul a ted h erein i s b eliev ed to b e a c curate bu t
i s n o t wa r rante d to be wh et h e r o r ig i n at i ng with t h e company o r
n o t . Re cipient s a re advi s ed t o conf i rm in a dv a nce o f n e ed that t h e
inf orma ti on i s c u r r ent, app licab le, a nd su itable to t hei r
c i rcums tances.

c i rcumstances.

New Je rsey RTK Label Inf orma ti on
N- HEPTANE
DII SOPROPYL ETHER
PENTANE
CARBON DI OXIDE
Penns ylv ani a RTK Label Inf orma ti on
HEPTANE (N-)
PROPANE, 2,2'-OXYBIS­
PENTANE
CARBON DI OXIDE

1 4 2 - 8 2 - 5
1 0 8 - 2 0 - 3
109-66-0
1 2 4- 3 8 - 9

142-82-5
1 0 8 - 2 0 - 3
1 0 9- 6 6- 0
1 2 4 - 3 8 - 9
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16 . OT HER INFORMATICN
Th e inf o nn atio n accumulate d be r e i n is believed to be a c cu n .te but
is no t wat"t"ant ed t o be whethet" ot"iginating wi t h t he company Ot"
not. Recipient s at"e a d v i s e d to co nfit"m in advance of need t h at the
info t"lna t io n i s cu t"t"ent, a pp l i c a b l e , a nd suitable to t heit"
cr t"cu msta nces .

Return to previous page.
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DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 6850
NIIN: 0 ONO 687 95
Manufacturer's CAGE: NAREN
Part No. Indicator: A
Part Number/Trade Name: NARCO 938 RUST REMOVER

General Information

Item Name:
Company's Name: NAR ENTERPRISES INC
Company's Street: 5006 85TH AVE EAST F-9
Company's P. O. Box:
Company's City: PUYALLUP
Company's State: WA
Company's Country: US
Company's Zip Code: 98371
Company's Emerg Ph #: 206-922-1775; 206-838-3980
Company's Info Ph #: 206-922-1775; 206-838-3980
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 001
Status: SMJ
Date MSDS Prepared: 01JAN95
Safety Data Review Date: 17JAN96
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: CBJLT
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code:
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00N068795

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information

Page 1
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Proprietary: NO
Ingredient: PHOSPHORIC ACID (SARA 313) (CERCLAj
Ingredient Sequence Number: 01
Percent: 52
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: T86300000
CAS Number: 7664-38-2
OSHA PEL: 1 MG/M3
ACGIH TLV: 1 MG/M3/3 STEL
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ETHANOL, 2-BUTOXY-; (ETHYLENE GLYCOL MONOBUTYL ETHER)
Ingredient Sequence Number: 02
Percent: 12
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: KJ8575000
CAS Number: 111-76-2
OSHA PEL: 50 PPM, S
ACGIH TLV: 25 PPM, S
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: CLEAR LIQUID, WITH SLIGHT ODOR
Boiling Point: 212F,lOOC
Melting Point: N/K
Vapor Pressure (MM Hg/70 F): N/K
Vapor Density IAir~l): N/K
Specific Gravity: 1-4
Decomposition Temperature: N/K
Evaporation Rate And Ref: SLOWER THAN BU AC
Solubility In Water: COMPLETE
Percent Volatiles By Volume: N/K
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligauss):
Corrosion Rate (IPY): N/K
Autoignition Temperature:

Report for NIIN: OON068795

Fire and Explosion Hazard Data

Flash Point: N/K
Flash Point Method: N/P
Lower Explosive Limit: N/A
Upper Explosive Limit: N/A
Extinguishing Media: USE CARBON DIOXIDE, DRY CHEMICAL, FOAM EXTINGUISHER,
WATER SPRAY.
Special Fire Fighting Proc: WEAR NIOSH/MSHA APPROVED SCBA & FULL
PROTECTIVE EQUIPMENT IFP N) .
Unusual Fire And Expl Hazrds: THERMAL DECOMPOSITION EMITS TOXIC FUMES OF
OXIDES OF PHOSPHORUS.

Page 2
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Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE SPECIFIED BY MANUFACTURER.
Materials To Avoid: CONTACT WITH ALKALINE MATERIALS, CONTACT WITH REACTIVE
METALS (E.G., MILD STEEL AMD ALUMINUM).
Hazardous Decamp Products: AT FLAME TEMPERATURES, WILL EMIT TOXIC
PHOSPHORUS OXIDE FUMES.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT.

Health Hazard Data

LDSO-LCSO Mixture: NONE SPECIFIED BY MANUFACTURER.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES
Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: ACUTE: LOW ACUTE ORAL & MOD DERMAL TOXICITY.
CORR TO EYES. SLIGHTLY TOX WHEN INHALED. INHAL: BURNING PAIN IN NOSE &
THROAT. EYES: PAIN, REDNESS & TEARING. SKIN: ITCHING &/BURNING. SKIN
ABSORPTION: EXCESS EXPOS MAY CAUSE HEMOLYSIS, THEREBY IMPAIRING BLOOD'S
ABILITY TO TRANSPORT OXYGEN. (EFFECTS OF OVEREXPOSURE)
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT.
Signs/Symptoms Of Overexp: CHRONIC: SLIGHTLY TOX W/RPTD INHAL/INGEST.
ANIMAL STUDIES CLEARLY DEMONSTRATED DOSE-RELATED ADVERSE EFTS ON CNS,
HEMATOPOIETIC TISS, BLOOD, KIDNEYS & LIVER, ASSOC W/ADMIN OF ETHYLENE
GLYCOL MONOBUTYL ETHER (EGBE) (EXTRACTED FROM DHHS (NIOSH) PUBLICATION #
90-118) (FP N).
Med Cond Aggravated By Exp: NONE KNOWN.
Emergency/First Aid Proc: EYES: FLUSH WITH WATER FOR AT LEAST 15 MINUTES.
SEE AN OPHTHALMOLOGIST. SKIN: THOROUGHLY WASH WITH SOAP AND WATER. IF
IRRITATION OCCURS AND PERSISTS, SEE MD. INHALATION: REMOVE TO FRESH AIR. IF
DISCOMFORT OCCURS, CALL MD. INGESTION: DO NOT INDUCE VOMITING. RINSE MOUTH
WITH WATER. SEE MD IMMEDIATELY.

Report for NIIN: OON068795

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: DIKE AND SALVAGE OR NEUTRALIZE.
Neutralizing Agent: SODA ASH AND LIME ARE NEUTRALIZING AGENTS.
Waste Disposal Method: IF MATERIAL CAN NOT BE SALVAGED, A METHOD IS
NEUTRALIZATION FOLLOWED BY DISCHARGE INTO A TREATMENT SYSTEM IN ACCORDANCE
WITH ALL LOCAL, STATE, FEDERAL REGULATIONS.
Precautions-Handling/Storing: KEEP CONTAINERS CLOSED WHEN NOT IN USE.
Other Precautions: KEEP OUT OF REACH OF CHILDREN.

Control Measures

Respiratory Protection: FOR SEVERE MIST USE NIOSH/MSHA APPROVED ACID GAS
RESPIRATOR WITH FULL FACE PIECE.
Ventilation: LOCAL EXHAUST IS REQUIRED IN CASE OF MIST CONDITIONS.
Protective Gloves: RUBBER, NEOPRENE RECOMMENDED.
Eye Protection: ANSI APPRVD CHEM WORKERS GOGGS (FP N) .
Other Protective Equipment: ANSI APPRVD EMER EYEWASH & DELUGE SHOWER (FP
N). WHERE CONT LIKELY, RUBBER APRON & BOOTS RECOMMENDED.
Work Hygienic Practices: WASH THOROUGHLY AFTER HANDLING.
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Suppl. Safety & Health Data: NONE SPECIFIED BY MANUFACTURER.

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:
DOT Proper Shipping Name:
DOT Class:
DOT ID Number:
DOT Pack Group:
DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UJ:\f Number:
IMO UJ:\f Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UN ID Number:
lATA Proper Shipping Name:
lATA UN Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:
AFI Class:
AFI ID Number:

Report for NIIN: OON068795

AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:

Page 4
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3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date:
Label Date:
MFR Label Number:
Label Status: G
Common Name: NARCO 938 RUST REMOVER
Chronic Hazard: Nip
Signal Word:
Acute Health Hazard-None:
Acute Health Hazard-Slight:
Acute Health Hazard-Moderate:
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight:
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate:
Fire Hazard-Severe:
Reactivity Hazard-None:

Report for NIIN: OON068795

Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: ACUTE: LOW ACUTE ORAL & MOD DERMAL TOXICITY.
CORR TO EYES. SLIGHTLY TOX WHEN INHALED. INHAL: BURNING PAIN IN NOSE &
THROAT. EYES: PAIN, REDNESS & TEARING. SKIN: ITCHING &/BURNING. SKIN
ABSORPTION: EXCESS EXPOS MAY CAUSE HEMOLYSIS, THEREBY IMPAIRING BLOOD'S
ABILITY TO TRANSPORT OXYGEN. (EFFECTS OF OVEREXPOSURE) CHRONIC: SLIGHTLY
TOX W/RPTD INHAL/INGEST. ANIMAL STUDIES CLEARLY DEMONSTRATED DOSE- RELATED
ADVERSE EFTS ON CNS, HEMATOPOIETIC TISS, BLOOD, KIDNEYS & LIVER, ASSOC
W/ADMIN OF ETHYLENE GLYCOL MONOBUTYL ETHER (EGBE) (EXTRACTED FROM DHHS
(NIOSH) PUBLICATION # 90-118) (FP N).
Protect Eye:
Protect Skin:
Protect Respiratory:
Label Name: NAR ENTERPRISES INC
Label Street: 5006 85TH AVE EAST F-9
Label P.O. Box:
Label City: PUYALLUP
Label State: WA
Label Zip Code: 98371
Label Country: US
Label Emergency Number: 206-922-1775; 206-838-3980
Year Procured:
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BciStiiy
MATERIAL SAFETY DATA SHEET

1. CHEMICAL PRODUCT & COMPANY IDENTIFICATION

Product name

Product name(s) covered

MSDS name

CAS number

Generic description

Manufacturer

24 hour emergency assistance

General assistance

MSDS assistance

Never-Seez Marine Grade

V146301 - NEV-Sl MARINE GRADE NM-160
V146307 - NEV-Sl MARINE GRADE 7.5GR PI
V146308 - NEV-Sl MARINE GRADE NM-8
V146316 - NEV-Sl MARINE GRADE NMBT-16
V146342 - NEV-Sl MARINE GRADE NM-42B
V146354 - NEV-Sl MARINE GRADE NM-425B
V146380 - NEV-Sl MARINE GRADE NMBT-8

Never-Seez Marine Grade

Mixture

Miscellaneous

Bostik, Inc.
211 Boston Street
Middleton, MA 01949 USA

Telephone: 1-800-227-0332

Telephone: 1-978-777-0100

Telephone: 1-414-607-1407

2. COMPOSITION I INFORMATION ON INGREDIENTS

Component(s)

Copper Powder

Aluminum

3. HAZARDS IDENTIFICATION

CAS #

7440-50-8

7429-90-5

Percent

7 -13

1 - 5

Emergency overview

Potential health effects

Skin

Eyes

Inhalation

Ingestion

Target organs

Extended contact with this material may cause irritation to the skin, eyes, and mucous
membranes. Primary Routes of Exposure: eyes, skin, and inhalation. Irritating fumes and
gases may be released upon thermal processing or during combustion.

SKIN CONTACT: This product may cause irritation to the skin. Prolonged and/or repeated skin
contactwith this product may cause irritation/dermatitis.

EYE CONTACT: This product may cause irritation to the eyes.

INHALATION: Fumes released during thermal processing may irritate respiratory system, skin
and eyes.

INGESTION: Ingestion may cause gastrointestinal tract discomfort or damage.

Skin.

4. FIRST AID MEASURES

First aid

Skin

Eye

Inhalation

Ingestion

Notes to physician

For minor exposures, wash thoroughly with soap and clean water. In situations involving
considerable skin contact, place the contaminated person in a deluge shower for at least 15
minutes. Remove contaminated clothing to prevent further skin exposure and dispose of
properly. Get medical attention if irritation persists.

Immediately flush eyes with water for at least 15 minutes, while holding eyelids open. Seek
medical attention at once.

Move person to non-contaminated air. If the affected person is not breathing, apply artificial
respiration. Seek medical attention.

Do not induce vomiting. If person is conscious and can swallow, immediately give two glasses
of water. Seek immediate medical attention. Do not give anything by month to an unconscious
or convulsing person.

Treat symptomatically and supportively. Contact Bostik to determine whether any additional
information is available.

Material name: Never-Seez Marine Grade

MateriallD: 32097 Version #: 04 Revision date: 16-MAY-2005 Print date: 16-MAY-2005
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Medical conditions aggravated Dermatitis.
by exposure

5. FIRE FIGHTING MEASURES

Extinguishing media

Dust explosion hazard

Sensitivity to mechanical
impact

Sensitivity to static discharge

Unusual fire & explosion
hazards

Fire fighting
equipment/instructions

Flash point

Use dry chemical, carbon dioxide, or foam. Water spray (fog).

None Known

None Known

None Known

Product may burn and produce toxic gases in a fire.

Firefighters should wear full protective clothing including self contained breathing apparatus.

> 482 'F (> 250 'C)

6. ACCIDENTAL RELEASE MEASURES

Emergency action

Spill or leak procedure

Appropriate safety measures and protective equipment should be used. See Section 8. Do not
discharge to lakes, streams, ponds, or sewers. Dispose of in compliance with local, state, and
federal regulations.

Scrape up grease and deposit into appropriate containers for disposal.

7. HANDLING & STORAGE

Storage

Empty container precaution

Store in a clean, dry area. Keep containers closed.

Attention! Follow label warnings even after container is emptied since empty containers may
retain product residues. Do not reuse empty container without professional cleaning for food,
clothing, or products for human or animal consumption, or where skin contact can occur.

8. EXPOSURE CONTROLS I PERSONAL PROTECTION

Ventilation is not normally required.

Wear safety glasses with side shields.

Wear protective impervious gloves to minimize skin exposure. Work clothing sufficient to
prevent all skin contact should be worn, such as coveralls and long sleeves.

Not normally needed.Respiratory protection

Exposure limits

ACGIH - Threshold Limits Values - Time Weighted Averages (TLV-TWA)

Aluminum 7429-90-5 10 mg/m3 TWA (metal dust)
Copper Powder 7440-50-8 0.2 mg/m3 TWA (fume)· 1 mg/m3 TWA {dusts and mists as

9!l

Engineering controls

Eye protection

Skin and body protection

OSHA - Vacated PELs - TWAs

Aluminum
Copper Powder

7429-90-5 15 mg/m3 TWA (total dust)- 5 mg/m3 TWA (respirable fraction)
7440-50-8 0.1 mg/m3 TWA (fume dusts mists as Cu)

9. PHYSICAL & CHEMICAL PROPERTIES

Solubility (H20)

Target solids

Density

Odor threshold

Octanol/H20 coeff

Odor

Physical state

Freeze protect

VOC (Volatile Organic
Compounds)

< 0.1

100 %

1.28 glee

NA
NA
Greaselike

Paste

No

ogil

Material name: Never-Seez Marine Grade

MateriallD: 32097 Version #: 04 Revision date: 16-MAY-2005 Print date: 16-MAY-2005
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10. STABILITY & REACTIVITY

Hazardous
reactions/decomposition
products

Hazardous polymerization

Conditions to avoid

Stability

If product is burned hazardous gases such as oxides of carbon and nitrogen and various
hydrocarbons may be produced.

Will not occur.

Avoid contact with Strong Oxidizers and Strong Acids.

Stable under normal conditions.

11. TOXICOLOGICAL INFORMATION

Chronic effects Chronic overexposure to the hazardous materials in this product has been associated with
dermatitis.

12. ECOLOGICAL INFORMATION

VOC (Volatile Organic
Compounds)

Ecotoxicological information

og/I

No data available for this product.

13. DISPOSAL CONSIDERATIONS

We make no guarantee or warranty of any kind that the use or disposal of this product complies with all local, state, or federal laws.
It is also the obligation of each user of the product mentioned herein to determine and comply with the requirements of all
applicable statutes.

Waste disposal Dispose of waste material according to Local, State, Federal, and Provincial Environmental
Regulations.

14. TRANSPORT INFORMATION

DOT

This product is not regulated for transport.

lATA

This product is not regulated for transport.

IMDG IMDG

Proper shipping name

Hazard class

UN number

Packaging group

Environmentally Hazardous Substance, Liquid, N.O.S.
(Contains copper metal powder)

9
UN3082

III

15. REGULATORY INFORMATION
This MSDS is prepared and distributed pursuant to the Federal Hazard Communication Standard, 29 CFR 1910.1200.

Federal regulations All components are on the U.S. EPA TSCA Inventory List.

CERCLAISARA - Hazardous Substances and their Reportable Quantities

Copper Powder 7440-50-8 5000 Ib final RQ (no reporting of releases of this hazardous
substance is required if the diameter of the pieces of the solid
metal released is equal to or exceeds 0.004 inches)' 2270 kg
final RQ (no reporting of releases of this hazardous substance
is required if the diameter of the pieces of the solid metal
released is equal to or exceeds 0.004 inches)

CERCLAISARA - Section 313 - Emission Reporting

Aluminum 7429-90-5 1.0 % de minimis concentration (fume or dust only)
Copper Powder 7440-50-8 1.0 % de minimis concentration

State regulations If this product contains any ingredients listed under California Proposition 65, they will be
noted below:

Material name: Never-Seez Marine Grade
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International regulations

HMIS Ratings

SARA 311/312 HAZARD
CATEGORIES

WHMIS status

WHMIS labeling

WHMIS classification

All components are included on the Canadian Domestic Substances List (DSL).

This product has been classified in accordance with the hazard criteria of the Controlled
Products Regulations and contains all the information required by the Controlled Products
Regulations.

Health: 1
Flammability: 1
Physical hazard: 0
Personal protection: X
Immediate Hazard - No
Delayed Hazard - Yes
Fire Hazard - No
Pressure Hazard - No
Reactivity Hazard - No

Controlled

D2A - Other Toxic Effects-VERY TOXIC
D2B - Other Toxic Effects-TOXIC

16. OTHER INFORMATION

Disclaimer

Issue date

Prepared by

Supercedes

MSDS sections updated

The data in this MSDS has been compiled from publicly available sources. This data relates
only to the designated product and not to the use of said product in combination with other
materials. All materials may present unknown hazards and should be used with caution.
Although certain hazards are described herein, we cannot guarantee that these are the only
hazards which exist. Responsibility for proper precautions and safe use of the product lies with
the user. All data in this MSDS is typical of the product as a whole, and does not represent
any individual lot or batch, therefore, Bostik, Inc. makes no warranty about the accuracy of the
data herein and assumes no liability for the use of such data. It is the responsibility of the user
to comply with all applicable federal, state, and local laws and regulations.

05/16/2005

Michael Simon

05/16/2005

Disposal Considerations: Waste Disposal

Material name: Never-Seez Marine Grade

MateriallD: 32097 Version #: 04 Revision date 16-MAY-2005 Print date: 16-MAY-2005
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Farwest Paint Manufacturing Co.

4522 South 133rd Street

Tukwila, Washington, 98168
http://www.farwestpaintmfg.com

Sections I-IV (This Page) / Sections V-x (Click Here)

Material Safety Data Sheet

For Coatings and Related Materials

Prep: Sept. 1991 Update: July 1999

Section I - Product Identification

24 Hour Emergency Assistance

Emergency (Chemtrec) (800) 424-9300

Information (Farwest) (206) 244- 8844

Product Number: X-6868

Product Name: Old Sailor Copper Bottom Paint

Product Class: Cuprous Oxide Rosin Solution

o
1

2

3

4

Hazard Rating

Lowest

Extreme

This Product

Health: 2

Flammability: 3

Reactivity: 0

Personal Protection: G

Section II - Hazardous Ingredients

OccupationalExposure
Ingredient CAS Number Percent (By Weight)

TLV(ACGIH) PEL (OSHA)

Toluene

Mineral Spirits

Copper Oxide

108-88-3

8032-32-4

1317-39-1

11.4%

6.4%

17.6%

100ppm

100ppm

1.0mg/m3

200ppm

100ppm

N/A

"Pursuant to Title III of the Superfund Amendments and Reauthorization Act of 1986 (SARA) and 40 CFR Part 372, this product contains or may contain a toxic
chemical in a quantity subject to the reporting requirements under Section 313"

Solubility in Water: NIL

Reactivity in Water: NIL

Vapor Pressure: 38mmHg@20C

Lighter than Air:

Slower than Ether: XXFaster than Ether:

Weight/Gallon: 13.7 lbs.

Heavier than Air: XX

Section III - Physical Data

Boiling Range: 230-390 F.

Vapor Density:

Evaporation Rate:

Percent Volatile by Volume: 35.0%

VOC: 359 Grams/Liter (Less Water)

Appearance & Odor: Red viscous liquid with aromatic odor.

Section IV - Fire and Explosion Hazard Data

Flammability Classification: OSHA: Flammable
Class: 3
DOT: Flammable

Flash Point: 45 F. TCC
LEL: 0.7%
UN Number: 1263

Extinguishing Media: Foam, C02, Dry Chemical, or Water Fog.

Use the above or any Class B extinguishing agent. Water may be unsuitable as an extinguishing medium, but helpful in
keeping adjacent containers cool.

Special Firefighting Procedures: Firefighters and others exposed to vapors or products of combustion should wear
self-contained breathing apparatus. Evacuate area of unprotected personnel. Wear protective clothing.

Unusual Fire and Explosion Hazards: Vapors may form an explosive mixture in air and may be ignited by sparks, pilot
lights, etc. Closed containers may rupture when exposed to extreme heat.

ConIidential Business InIormation BRIXINHOUSE001554
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MSDS - MSDS8889474

Click here to go back to MSDS

1301 E. 9th Street, #700
Cleveland OH 44114

(800) 726-9626

lstributlon

MSDS Form No. : MSDS8889474
Item No. : C87370, C8889474

**** MATERIAL SAFETY DATA SHEET ****

PERMATEX(R) BLACK SILICONE ADHESIVE SEALANT

Part # MSDS8889474

**** SECTION 1 - CHEMICAL PRODUCT AND COMPANY IDENTIFICATION ****

MSDS Name: PERMATEX(R) BLACK SILICONE ADHESIVE SEALANT
Product CAS: (none)
Product Code:
Synonyms: 87370; 8889474; C87370; C8889474; PERMATEX(R) BLACK SILICONE ADHESIVE
SEALANT
Company Identification:
Name: LOCTITE CORPORATION
Address: 4450 CRANWOOD PKY.
Address:
City: CLEVELAND State: OH Zip: 44128
For information, call: (203) 571-5100
Emergency Number:
Emergency Agency:
Number:
MSDS Creation Date: 1/2/2006
Supersedes Date: 1/1/2003
Miscellaneous:
PRODUCT/TRADE NAME(S): 8889474

CAS #, N/A

CHEMICAL NAME: N/A

BRIEF DESCRIPTION: PRODUCT TYPE: RTV SILICONE.

**** SECTION 2 - COMPOSITION, INFORMATION ON INGREDIENTS ****

hllp:l/apps.barnesdislribulion.comNJebSile/msds.~~~~Cf"I!N4JJQ~mMenl(1 of 7) [51231200f8RIX:1:N1I10USEOO 1558
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Chemical Name
ACETIC ACID
CARBON BLACK
ETHYLTRIACETOXYSILANE
METHYLTRIACETOXYSILANE
POLY (DIMETHYLSILOXANE), DIMETHYL
SILICA, AMORPHOUS TREATED

CAS
64-19-7

1333-86-4
17689-77 -9

4253-34-3
63148-62-9

112945-52-5

MIN
5
1
5
5

90
10

MAX
5
1
5
5

90
10

Miscellaneous:
COMPOSITION:
ACETIC ACID - WHEN THIS PRODUCT IS EXPOSURE TO MOISTURE, 3-5% ACETIC ACID MAY BE
FORMED.

TOXICITY:
EYE AND SKIN IRRITANT. ORAL LD50 MORE THAN 10,000 MG/KG

EXPOSURE LIMITS (TWA):
INGREDIENT
SILICA, AMORPHOUS

TREATED
CARBON BLACK
ACETIC ACID

ACGIH TLV

10 MG/M3 TWA
3.5 MG/M3 TWA

10 PPM TWA
25 MG/M3

OSHA PEL

6 MG/M3 TWA
3.5 MG/M3 TWA

10 PPM TWA
25 MG/M3

OTHER

NONE
5 PPM

NONE

EXPOSURE LIMITS (STEL):
INGREDIENT ACGIH TLV
ACETIC ACID 15 PPM
37 MG/M3

OSHA PEL
NONE

INGREDIENTS FOR WHICH NO EXPOSURE LIMITS HAVE BEEN ESTABLISHED ARE NOT LISTED
ABOVE.

Lbs of VOC per Gallon Coating (minus water): 0.40125
Coating Density (lbs/gal): 0
Solvent Density (lbs/gal): 0
Percent Solvent (volume): 0
Percent Solids (volume): 0
Percent Water (volume): 0

**** SECTION 3 - HAZARDS IDENTIFICATION ****

NFPA: Health: 2 Fire: 1 Reactivity: 1 Other:
HMIS: Health: 2 Fire: 1 Reactivity: 1 Special Protection:

POTENTIAL HEALTH EFFECTS

Target Organs:

Eye:
SIGNS AND SYMPTOMS: ACETIC ACID PRODUCED DURING CURE IRRITATES EYES. EXISTING
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CONDITIONS
AGGRAVATED BY EXPOSURE: METHYLTRIACETOXYSILANE: EYE DISORDERS.

Skin:
EXISTING CONDITIONS AGGRAVATED BY EXPOSURE: METHYLTRIACETOXYSILANE: SKIN
DISORDERS.

Ingestion:

Inhalation:
SIGNS AND SYMPTOMS: ACETIC ACID PRODUCED DURING CURE IRRITATES NOSE AND THROAT.

EXISTING
CONDITIONS AGGRAVATED BY EXPOSURE: CARBON BLACK - RESPIRATORY DISORDERS.
METHYLTRIACETOXYSILANE - PULMONARY DISORDERS.

Miscellaneous:

**** SECTION 4 - FIRST AID MEASURES ****

Eye:
FLUSH AT LEAST 15 MINUTES WITH WATER. OBTAIN MEDICAL ATTENTION.

Skin:
WIPE OFF PASTE WITH PAPER TOWEL OR CLOTH. WASH EXPOSED AREA WITH SOAP AND WATER.

FLUSH AT
LEAST 15 MINUTES WITH WATER. OBTAIN MEDICAL ATTENTION.

Ingestion:
DO NOT INDUCE VOMITING. KEEP INDIVIDUAL CALM. OBTAIN MEDICAL ATTENTION.

Inhalation:
REMOVE TO FRESH AIR. TREAT SYMPTOMATICALLY.

Notes to Physician:

**** SECTION 5 - FIRE FIGHTING MEASURES ****

Unusual Fire and Explosion Hazards:
NONE. COMPRESSED GASES: NONE. PRESSURE AT ROOM TEMP: DOES NOT APPLY.

Special Fire Fighting Procedures:
ACETIC ACID, FORMALDEHYDE, SILICA FUME.

Extinguishing Media:
CARBON DIOXIDE, FOAM, DRY CHEMICAL.
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Flash Point:
MORE THAN 200 F. METHOD: TAG CLOSED CUP

Flammable Limits:
Lower Limit:
(LEL): ACETIC ACID 4%
Upper Limit:
(UEL): ACETIC ACID: 19.9% AT 200 F

AutoIgnition Temperature:
N.A.

General Information:
FLAMMABLE LIMITS: NO DATA

**** SECTION 6 - ACCIDENTAL RELEASE MEASURES ****

Disposal:
CURED RUBBER CAN BE INCINERATED. FOLLOW EPA LOCAL REGULATIONS.

Spills/Leaks:
WIPE OR SCRAPE UP SPILLED MATERIAL. MAINTAIN GOOD VENTILATION FOR LARGE SPILLS.

PLACE SCRAP
MATERIAL IN A WELL VENTILATED PLACE AND ALLOW TO CURE TO RUBBER.

**** SECTION 7 - HANDLING and STORAGE ****

Handling:

Storage:
STORE IN A DRY AREA BELOW 90 F. KEEP CONTAINER CLOSED WHEN NOT IN USE. (CONTACT
LOCTITE
CUSTOMER SERVICE 1-800-243-4874 FOR SHELF LIFE INFORMATION). HANDLING: AVOID EYE
OR SKIN
CONTACT. AVOID BREATHING VAPOR.

**** SECTION 8 - EXPOSURE CONTROLS, PERSONAL PROTECTION ****

Engineering Controls:
LOCAL EXHAUST: PROVIDE LOCAL VENTILATION FOR PROLONGED USE IN CONFINED AREA.

Eyes:
SAFETY GLASSES OR GOGGLES.

Skin:
PROTECTIVE GLOVES: RUBBER OR PLASTIC GLOVES.
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Clothing:

Respirators:

**** SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES ****

Appearance/Odor:
BLACK PASTE; ACETIC ACID.

pH: DOES NOT APPLY
Vapor Pressure: (MM HG.): LESS THAN 5 MM AT 70 F
Vapor Density: (AIR = 1): NOT AVAILABLE
Evaporation Rate: NOT AVAILABLE
Viscosity: N.A.
Boiling Point: NOT APPLICABLE, POLYMERIC MATERIAL
Freezing/Melting Point: N.A.
Decomposition Temperature: N.A.
Solubility: IN WATER: POLYMERIZED
Specific Gravity: 1.07
Molecular Formula: N.A.
Molecular Weight: N.A.
Miscellaneous:
% VOLATILE / VOLUME: NO DATA

VOLATILE ORGANIC COMPOUND (EPA METHOD 24): 4.5%; 48.15 G/L.

**** SECTION 10 - STABILITY AND REACTIVITY ****

Chemical Stability:
YES

Conditions to Avoid:

Incompatibilities with Other Materials:
POLYMERIZED BY CONTACT WITH MOISTURE. ACETIC ACID LIBERATED.

Hazardous Decomposition Products:
NON-THERMAL: NONE

Hazardous Polymerization:
MAY OCCUR: NO

**** SECTION 11 - TOXICOLOGICAL INFORMATION ****

Toxicological Information:
LITERATURE REFERENCED
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TARGET ORGAN AND OTHER HEALTH EFFECTS:
POLY(DIMETHYLSILOXANE), DIMETHYL: IRRITANT. CARCINOGEN - NO.

SILICA, AMORPHOUS TREATED: NUISANCE DUST. CARCINOGEN - NTP, OSHA - NO. IARC­
N/A.

ETHYLTRIACETOXYSILANE: NO DATA. CARCINOGEN - NO.

METHYLTRIACETOXYSILANE: NO DATA. CARCINOGEN - NO.

CARBON BLACK: RESPIRATORY SYSTEM. CARCINOGEN - NTP, OSHA - NO. IARC - N/A

ACETIC ACID: CORROSIVE; EYES; GASTROINTESTINAL; IMMUNE SYSTEM; IRRITANT.
CARCINOGEN - NO.

**** SECTION 12 - ECOLOGICAL INFORMATION ****

Ecological Information:

**** SECTION 13 - OTHER PRECAUTIONS ****

Other Precautions:

Work/Hygienic Practices:

**** SECTION 14 - TRANSPORT INFORMATION ****

Transportation Information:
CATEGORY: UNRESTRICTED

SHIPPING REGULATIONS:
DOT (49 CFR 172)
DOMESTIC GROUND TRANSPORT
PROPER SHIPPING NAME: UNRESTRICTED
HAZARD CLASS OR DIVISION: UNRESTRICTED
IDENTIFCATION NUMBER: NONE
MARINE POLLUTANT: NONE

lATA
PROPER SHIPPING NAME: UNRESTRICTED
CLASS OR DIVISION: UNRESTRICTED
UN OR ID NUMBER: NONE
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Label Information:

**** SECTION 15 - REGULATORY INFORMATION ****

Regulatory Information:

**** SECTION 16 - ADDITIONAL INFORMATION ****

Additional Information:
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MATERIAL SAFETY DATA SHEET

JohnsonDiversey

PLEDGE - Lemon (Aerosol)
HMIS NFPA II Personal rotective equipment

Health 0 I 0 I
Fire Hazard 4 I 4 I None / Aucune / Ninguno
Reactivity 0 I 0 I
Version Number. 1 Preparation date. 2006-10-17

Product name:

MSDS#:
Product code:
Recommended use:

Manufacturer, importer, supplier:
US Headquarters
JohrisonDiversey Inc
8310 16th St
Sturtevant, Wisconsin 53177-0902
Phone: 1-888-352-2249
MSDS Internet Address:
wwwjohnsondiverseycom

Emergency telephone number:

PLEDGE - Lemon (Aerosol)

126026-009
94430,3694028
Furniture care Industrial/Institutional

Canadian Headquarters
Johnsonuiversey - Canada; Inc
2401 Bristol' Circle
Oakville, Ontario L6H 6P1
Phone: 1-800-668~3131

1-800-851-7145 (Prasar); 1-651-917-6133 (In! I Prosar): 01-800-710-3400 (Mexico)

EMERGENCY OVERVIEW
ARNING. CONTENTS UNDER PRESSURE. FLAMMABLE.

Principle routes of exposure:
Eye contact:
Skin contact:
Inhalation:
Ingestion:

Eye contact Skin contact Inhalation. lngestion
None known
None known
None known
None known

HAZARDOUS COMPONENTS
Ingredient(s) CAS # Weight % LD50 Oral - Rat LD50 Dermal - LC50 Inhalation - Rat

Rabbit
Butane 106-97-8 1 ~ 5% Not available Not available -658 Q/m' (4 h)

Pro ane 74-98-6 1 - 5% Not available Not available Nor available

Eye contact:
Skin contact:
Inhalation:
Ingestion:
Aggravated Medical Conditions:

Rinse with plenty of water
Rinse with plenty of water,
No specific first aid measures are required
No specific first aid measures are required
None known

Suitable extinguishing media:
Specific hazards:
Unusual hazards:
Specific methods:

Dry chemical, water spray, foam, carbon dioxide.
Aerosol product ~ Containers may rocket or explode in heat of tire NFPA 30B Lev-e11 Aerosol
None known
Aerosol Product- Containers may rocket or expode in heat of tire Use water spray to keep fire-exposed
containers cool

Special protective equipment for firefighters: As in any fire wear self-contained breathing apparatus pressure-demand MSHAINIOSH (approved or
equivalent) and full protective gear
Extinguishing media which must not be used for safety reasons: No information available

PLEDGE - Lemon (Aerosol) 1 of 3
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Personal precautions:
Environmental precautions
and clean-up methods:

Remove all sources of ignition. Ensure adequate ventilation
Soak up with oil absorbent material

1\!9 special requirements under normal use conditions
No special requirements under normal use conditions
No special requirements under normal use conditions
No special requirements under normal use conditions
Handle in accordance with good industrial hygiene and safety practice

Handling:
CONTENTS UNDER PRESSURE Do not puncture or incinerate. Keep away from open flames. hot surfaces and sources of ignition FOR
COMMERCIAL AND INDUSTRIAL USE ONLY
Storage:
Store in a cool, dry, weI! ventilated area away from heat or open flame Pressurized container: protect from sunlight and do not expose to temperatures
exceedlnq 50 degrees C or 120 degrees F Do not pierce or burn, even after use Protect from freezing KEEP OUT OF THE REACH OF CHILDREN

Engineering measures to reduce exposure:
No special ventilation requirements

Personal Protective Equipment
Eye protection:
Hand protection:
Skin and body protection:
Respiratory protection:
Hygiene measures:

Ingredient s) CAS # ACGIH OSHA Mexico--
Butane 106978 1000 ppm (TWA) 800 ppm (TWA)

1900 maim; (TWA)
Propane 74-98-6 1000 ppm (TWA) 1000 ppm (TWA)

1800 ma/m3' (TWA)

Physical State:
pH:
Appearance:
Color:
Odor:
Specific gravity:
Density:
VOC:
Flash point:
Solubility:
Viscosity:

Aerosol
No information available
Emulsion
White Milky appearance
Lemon
0916
7.63 Ibs/ga!
16.8% *
<20 ("F) <-6 67 ('C)
Insoluble
No information available

Bulk density: No information available
Dilution pH: No information available
Vapor density: No information available
Evaporation Rate No information available
Boiling point/range: Not determined
Melting point/range: Not determined
Decomposition temperature: Not determined
Autoignition temperature: No information available
Partition coefficient (n-octanot/water): No information available
Solubility in other solvents: No information available
Elemental Phosphorus: a%P

* - Title 17, California Code of Regulations, Division 3 Chapter 1 SUbchapter 8 5 Article 2 Consumer Products Sections 94508

Stability:
Polymerization:
Hazardous decomposition products:
Conditions to avoid:

The product is stable
Hazardous polymerization does not occur
None reasonably foreseeable.
Do not freeze. Keep away from open flames hot surfaces and sources of ignition

Acute toxicity
Component Information:

Chronic toxicity:

Specific effects
Carcinogenic effects:
Mutagenic effects:
Reproductive toxicity:
Target organ effects:

PLEDGE - Lemon (Aerosol)

Oral LD50 estimated to be greater than 5000 mg/kg
See Section 3

None known

None known
None known
None known
None known
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Environmental Information: No data available

Waste from residues I unused products:
Dispose of according to all federal, state and local applicable regulations

DOTrrDG: Please refer to the Bill of Lading/receiving documents for up to date shipping information

I nternational Inventories
All components of this product are listed on the following inventories: USA (TSCA), Canada (DSUNDSL)

U.S. Regulations
California Proposition 65: This product is not subject to the reporting requirements under California s Proposition 65

STATE RIGHT TO KNOW
Ingredient(s) CAS # MARTK: NJRTK: PARTK: RIRTK:

Water 7732-18-5 - - -
Silicones 63148-62-9 - - - -

Naphtha, petroleum, ll ht alkvlate 64741-66-8 - - - -
Butane 106-97-8 X X X X

Propane 74-98-6 X X X X
Jsobutane 75-28-5 X X X -

CERCLAI SARA
SARA311/312 Hazard Categories

Immediate: N
Delayed: N
Fire: Y
Reactivity: N
Sudden Release of Pressure: Y

Canada
WHMIS hazard class: A Compressed gases 85 Flammable aerosol

lnqredlentts} CAS # NPRI
Butane 106-97-8 X

Propane 74-98-6 X
Isobutane 75-28-5 X

Reason for revision:
Prepared by:
Additional advice:

Not applicable
NAPRAC
None

Notice to Reader;' This document has been prepared using data from sources considered technically reliable It does not constitute a warranty, express
or implied, as to the accuracy of the information contained within Actual conditions of use and handling are beyond seifer's control User is responsible
to evaluate all available information when using product for any particular use and to comply with all Federal State, Provincial and Local laws and
regulations

PLEDGE - Lemon (Aerosol)
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DOD Hazardous Materials Information System
DoD 6050.5-L

AS OF July 1998
FSC: 8040
NIIN: 00N021891
Manufacturer's CAGE: 11111
Part No. Indicator: A
Part Number/Trade Name: POLYPOXY WHITE AND COLORS PART A, 4170

General Information

Item Name:
Company's Name: PETTIT PAINT CO INC
Company's Street: 36 PINE 5T
Company's P. O. Box:
Company's City: ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-548-0489
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 001
Status: SMJ
Date MSDS Prepared: 16MAY89
Safety Data Review Date: 08NOV91
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BLMNW
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: F3
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00N021891

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information
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Proprietary: NO
Ingredient: XYLENES (O-,M-,P- ISOMERS) (SARA III)
Ingredient Sequence Number: 01
Percent: 8-17
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: ZE2100000
CAS Number: 1330-20-7
OSHA PEL: 100 PPM/ISO STEL
ACGIH TLV: 100 PPM/150STEL;9192
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: METHYL ISOBUTYL KETONE (SARA III)
Ingredient Sequence Number: 02
Percent: 14-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: SA9275000
CAS Number: 108-10-1
OSHA PEL: 100 PPM/75 STEL
ACGIH TLV: 50 PPM/75 STEL; 9293
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: RUTILE; (TITANIUM DIOXIDE). LD50: ORL(RAT) >9500 MG/KG.
Ingredient Sequence Number: 03
Percent: 0-45
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: VM2940000
CAS Number: 1317-80-2
OSHA PEL: 15 MG/M3 TDUST
ACGIH TLV: 10 MG/M3 TDUST
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CARBON BLACK
Ingredient Sequence Number: 04
Percent: 0-4
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: FF5800000
CAS Number: 1333-86-4
OSHA PEL: 3.5 MG/M3
ACGIH TLV: 3.5 MG/M3; 9192

Report for NIIN: 00N021891

Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CADMIUM SULFOSELENIDE. LD50: ORL(RAT) >10,000 MG/KG.
Ingredient Sequence Number: 05
Percent: 0-15
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1003454CS
CAS Number: 58339-34-7
OSHA PEL: NOT APPLICABLE
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ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: BARIUM SULFATE
Ingredient Sequence Number: 06
Percent: 0-10
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: CR0600000
CAS Number: 7727-43-7
OSHA PEL: 15 MG/M3 TDUST
ACGIH TLV: 10 MG/M3 TDUST; 9293
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CALCIUM CARBONATE (MARBLE) (LIMESTONE)
Ingredient Sequence Number: 07
Percent: 0-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH IRTECS) Number: EV9580000
CAS Number: 1317-65-3
OSHA PEL: 15 MG/M3 TDUST
ACGIH TLV: 10 MG/M3 TDUST; 9192
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: NONE SPECIFIED BY MANUFACTURER.
Boiling Point: 241F,116C
Melting Point: N/K
Vapor Pressure (MM Hg/70 F): ING 1 & 2
Vapor Density (Air=l): HVR/AIR
Specific Gravity: N/K
Decomposition Temperature: N/K
Evaporation Rate And Ref: SLOWER THAN ETHER
Solubility In Water: N/K
Percent Volatiles By Volume: 45-50
Viscosity:
pH: N/K
Radioactivity:

Report for NIIN: 00N021891

Form (Radioactive MatI):
Magnetism (Milligauss): N/P
Corrosion Rate (IPY): N/K
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: 70.0F,21.1C
Flash Point Method: CC
Lower Explosive Limit: 1%
Upper Explosive Limit: N/K
Extinguishing Media: C02, DRY CHEMICAL, WATER FOG.
Special Fire Fighting Proc: WEAR NIOSH/MSHA APPROVED SCBA & FULL
PROTECTIVE EQUIPMENT IFP N) .
Unusual Fire And Expl Hazrds: CONTAINERS EXPOSED TO INTENSE HEAT FROM
FIRES SHOULD BE COOLED W/WATER TO PREVENT VAPOR PRESSURE BUILDUP WHICH
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COULD RESULT IN CONTAINER RUPTURE.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): HEAT, SPARK AND OPEN FLAME.
Materials To Avoid: STRONG OXIDIZING AGENTS.
Hazardous Decamp Products: CO AND OTHER ORGANIC COMPOUNDS.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT

Health Hazard Data

LDSO-LCSO Mixture: SEE INGREDIENTS
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES
Route Of Entry - Ingestion: YES
Health Haz Acute And Chronic: CAN LEAD TO CENTRAL NERVOUS SYSTEM
DEPRESSION PRODUCING SUCH EFFECTS AS HEADACHE, DIZZINESS, AND LOSS OF
CONSCIOUSNESS. EYE: MAY BE IRRITATING. SKIN: CAN BE IRRITATING & CAUSE
DERMATITIS. INGEST: MAY RESULT IN VOMITING. BRTHG IN ANY VOMITUS INTO LUNGS
CAN CAUSE CHEMICAL PNEUMONITIS.
Carcinogenicity - NTP: NO
Carcinogenicity - IARe: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT
Signs/Symptoms Of Overexp: SEE HEALTH HAZARDS.
Med Cond Aggravated By Exp: NONE SPECIFIED BY MANUFACTURER.
Emergency/First Aid Proc: EYES: FLUSH W/WATER FOR A MINIMUM OF 15 MINUTES.
SKIN: WASH W/SOAP & WATER. INHAL: GIVE FRESH AIR OR OXYGEN. GIVE ARTIFICIAL
RESPIRATION IF NOT BREATHING. INGEST: DO NOT INDUCE VOMITING. KEEP HEAD
BELOW HIPS IF VOMITING OCCURS.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: ELIMINATE ALL IGNITION SOURCES. TAKE UP W/AN
ABSORBENT MATERIAL AND PLACE IN NON-LEAKING CONTAINERS. SEAL TIGHTLY.

Report for NIIN: 00N021891

Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Method: PLACE IN A DISPOSAL FACILITY APPROVED UNDER RCRA
REGULATIONS FOR HAZARDOUS WASTE. LABEL PROPERLY. DISPOSAL MUST BE IN
ACCORDANCE WITH FEDERAL, STATE, AND LOCAL REGULATIONS (FP N) .
Precautions-Handling/Storing: KEEP CONTRS TIGHTLY CLOSED. KEEP AWAY FROM
HEAT, SPARKS, AND OPEN FLAMES. STORE AWAY FROM STRONG OXIDIZING AGENTS IN A
COOL, DRY PLACE.
Other Precautions: MINIMIZE SKIN CONTACT. WASH WITH SOAP AND WATER BEFORE
EATING, DRINKING, SMOKING OR USING TOILET FACILITIES. THIS PRODUCT CONTAINS
CHEMICALS UNDER SARA TITLE III SECTION 313.

Control Measures

Respiratory Protection: IF EXPOSURE MAY OR DOES EXCEED OCCUPATIONAL
EXPOSURE LIMITS, USE A NIOSH/MSHA APPROVED RESPIRATOR.
Ventilation: USE PROPER VENTILATION TO KEEP VAPOR CONCENTRATION BELOW 100
PPM.
Protective Gloves: IMPERVIOUS GLOVES.
Eye Protection: CHEMICAL WORKERS GOGGLES (FP N) .
Other Protective Equipment: NONE.
Work Hygienic Practices: WASH W/SOAP & WATER BEFORE EATING, DRINKING,
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SMOKING OR USING TOILET FACILITIES.
Suppl. Safety & Health Data: NONE SPECIFIED BY MANUFACTURER.

Transportation Data

Transportation Action Code:
Transportation Focal Point: N
Trans Data Review Date: 92009
DOT PSN Code: GJJ
DOT Symbol:
DOT Proper Shipping Name: FLAMMABLE LIQUIDS, N.O.S.
DOT Class: 3
DOT ID Number: UN1993
DOT Pack Group: II
DOT Label: FLAMMABLE LIQUID
DOT/DoD Exemption Number:
IMO PSN Code: HIN
IMO Proper Shipping Name: FLAMMABLE LIQUID, N.O.S. 0

IMO Regulations Page Number: 3230
IMO UN Number: 1993
IMO UN Class: 3.2
IMO Subsidiary Risk Label: ­
lATA PSN Code: MEV
lATA UN ID Number: 1993
lATA Proper Shipping Name: FLAMMABLE LIQUID, N.O.S. *
lATA UN Class: 3
lATA Subsidiary Risk Class:
lATA Label: FLAMMABLE LIQUID
AFI PSN Code: MEV
AFI Symbols:
AFI Prop. Shipping Name: FLAMMABLE LIQUIDS, N.O.S.
AFI Class: 3

Report for NIIN: OON021891

AFI ID Number: UN1993
AFI Pack Group: II
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref: 7-7
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
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3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Label Data

Label Required: YES
Technical Review Date: 08NOV91
Label Date: 08NOV91
MFR Label Number:
Label Status: G
Common Name: POLYPOXY WHITE AND COLORS PART A, 4170
Chronic Hazard: NO
Signal Word: DANGER!
Acute Health Hazard-None:
Acute Health Hazard-Slight: X
Acute Health Hazard-Moderate:
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate:
Fire Hazard-Severe: X

Report for NIIN: OON021891

Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
Special Hazard Precautions: HIGHLY FLAMMABLE.ACUTE: INHALATION CAN LEAD TO
CENTRAL NERVOUS SYSTEM DEPRESSION PRODUCING SUCH EFFECTS AS HEADACHE,
DIZZINESS, AND LOSS OF CONSCIOUSNESS. SWALLOWING MAY RESULT IN VOMITING.
MAY CAUSE EYE IRRITATION. CAN BE IRRITATING TO SKIN AND CAUSE DERMATITIS.
CHRONIC: NONE LISTED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT CO INC
Label Street: 36 PINE ST
Label P.O. Box:
Label City: ROCKAWAY
Label State: NJ
Label Zip Code: 07866
Label Country: US
Label Emergency Number: 800-548-0489
Year Procured:
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MATERIAL SAFETY DATA SHEET

PRODUCT NAME: PREMIUM ENAMEL SPAR FINISH
PRODUCT CODE: 2558

Neutral Base

SECTION I - MANUFACTURING IDENTIFICATION

HMIS CODE:

Page 1 of 2

H F R P
220

OIL

MANUFACTURING'S NAME: Miller Paint Co., Inc
ADDRESS: 12812 N.E. Whitaker Way, Portland, OR 97230
NAME OF PREPARER:: BuckingerlSerra
DATE OF PREPARATION: 8f7/1997
D,O,T, CLASSIFICATION Not Applicable CLASS: NA

EMERGENCY PHONE: (800) 424-9300
INFORMATION PHONE: (503) 255-0190

DATE REVISED: 8/28/1998
UN: NA PACKING GROUP: NA

Mineral Thinner (comparable to Stoddard
Odorless Mineral Thinner (see Stoddard Solvent)
Iron Oxide (d)
Titanium Dioxide (d)
Calcium Carbonate (d)
Carbon Black (d)

CAS#

64741-41-9
64741-65-7
1309-37-1
13463-67-7
1317-65-3
1333-86-4

SECTION II

HAZARDOUS COMPONENTS

HAZARDOUS INGRDIENTS/SARA III INFORMATION

OCCUPATION EXPOSURE LIMITS VAPOR PRESSURE Weight
OSHA TWA ACGIH TWA OSHA STEL mmHg @ TEMP Percent

100 ppm 100 ppm None 5 77F 20 - 30
100 ppm 100 ppm None 1.0 77F 5-15
10mg/m3 10mg/m3 None N/A N/A <5
10mg/m3 10mg/m3 None N/A N/A <10
10mg/m3 10mg/m3 None N/A N/A 5 - 20
3.5mg/m3 3.5mg/m3 None N/A N/A 5

-* No toxic chemical(s) subject to the reporting requirements of section 313 of Title III and of 40 CFR 372 are present *-.

(d) Hazardous as dust when product is sanded

CARCINOGENICITY: NO IARC MONOGRAPHS? NO

SECTION III - PHYSICAL/CHEMICAL CHARACTERISTICS

OSHA REGULATED? NO

BOILING RANGE: 248 to 310 Deg F

VAPOR DENSITY: HEAVIER THAN AIR

SOLUBILITY IN WATER: N/A

POUNDS PER GALLON 9.42 SPECIFIC GRAVITY (H20=1) 1.1

EVAPORATION RATE: SLOWER THAN ETHER

APPEARANCE AND ODOR: N/A

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT: 104 Deg F METHOD USED: SETAFLASH

FLAMMABLE LIMITS IN AIR BY VOLUME - LOWER: 0.9% UPPER: 6.0%

EXTINGUISHING MEDIA: FOAM, ALCOHOL FOAM, C02, DRY CHEMICAL, WATER FOG

SPECIAL FIRE FIGHTING PROCEDURES
Keep people away. Do not enter confined fire space without proper protective equipment including NIOSH approved self-contained
breathing apparatus. Cool closed containers with water. Avoid spreading burning liquid with water.

UNUSUAL FIRE AND EXPLOSIVE HAZARDS
"Closed containers may explode when exposed to heat. Isolate from heat, sparks and electrical equipment. Application to hot surfaces
requires special precautions. Solvent vapors can travel to an ignition source and flash. Mists may be combustible at temperature below
normal flash point. During emergency conditions, decomposition of products may cause a xc health hazard."

N/A = Not Applicable Date Printed Tuesday, February 13, 2001
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Product Code: 2558 Product Name: PREMIUM ENAMEL SPAR FINISH
SECTION V - REACTIVITY DATA

page 2 of 2

Stability: Stable
CONDITIONS TO AVOID: "Oxidizing materials, high temperatures or extreme heat."
INCOMPATIBILITY (MATERIAL TO AVOID): May react with oxidizing materials. Avoid hot surfaces, sparks and open
HAZARDOUS DECOMPOSIllON OR BYPRODUCTS:
Oxides of carbon, possible low molecular weight hydrocarbons, hydrogen cyanide, toluene diisocyanate or acrolein.
HAZARDOUS POLYMERIZATION: Will not occur

SECTION VI - HEALTH HAZARD DATA

INHALATION HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
Excessive inhalation of vapors or sprays can cause nasal and respiratory irritiation, dizziness, incoordination, weakness, fatigue,
nausea & headache. High concentration may result in central nervous system depression.
SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
Skin: Prolonged or repeated exposure can cause moderate irritation, defatting and dermatitis.
Eyes: Severe irritation, redness, tearing and blurred vision.
SKIN ABSORPTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
"May cause irritation, drying or defatting of the skin."
INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE:
"Can cause gastrointestinal irritation, nausea, vomiting and diarrhea. Aspiration of material into lungs can cause chemical pneumonitis
HEALTH HAZARDS (ACUTE AND CHRONIC) INCLUDING TARGET ORGANS::
"Chronic exposure to the hazardous materials contained in this product (see section II) may cause damage to the central nervous
MEDICALCONDITIONS GENERALLY AGGRAVATED BY EXPOSURE: Any respiratory or skin condition may be aggravate.
EMERGENCY AND FIRST AID PROCEDURES:
Inhalation: Remove to fresh air. Apply artificial respiration or administer oxygen if necessary. Consult physician. Splash (eyes): Flush
immediately with large amounts of water for at least 15 minutes. Take to physician for treatment. Splash (eyes): Flush immediately
with large amounts of water for at least 15 minutes. Take to physician for treatment. Splash (skin): Wash with soap and water.
Remove contaminated clothing. Consult physician ifirritiation persists. Ingestion: Keep person warm, quiet and get immediate medical
attention. DO NOT induce vomiting because aspiration of material into the lungs can cause chemical pneumonitis which can be fatal.

SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:
"Keep unnecessary people away. Clean up spills as soon as possible. Eliminate all sources of ignition. Use non-sparking tools.
Ventilate area and wear proper protective equipment. Dike and contain spill with inert material (clay, sand, etc.)."

WASTE DISPOSAL METHOD:
Place in non-leaking containers, seal tightly and label properly for disposal. A fire or health hazard may still exist since absorbent materials will only
absorb liquid: they will not absorb vapors or spray mist. Observe all federal, state and local regulations concerning disposal of hazardous waste.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE:
Keep containers closed when not in use. Store and use only in well ventilated areas. Do not store or use near heat, spark open flame or oxidizers. Avoid
breathing vapors or spray mist. Avoid eye or skin contact. Wash thoroughly after handling. Never transfer material to an unlabeled container.

OTHER PRECAUTIONS:
Read and observe precautions on product label and this sheet. Keep out of reach of children. Empty containers may be hazardous from
residues of product and vapor and all caution of this sheet apply to them.

SECTION VIII - CONTROL MEASURES
RESPIRATORY PROTECTION:
Use self-contained breathing apparatus where vapor concentration may be above Threshold Limit Value (TLV) or for spray
application. Below the TLV limits, use a NIOSH-approved vapor respirator or an air line respirator with escape bottle provisions. If
exposure data is lacking, assume TLV is exceeded.
Ventilation:
Local exhaust must be sufficient to keep airborne vapor concentrations below TLV limit. Provide adequate ventilation (with explosion
proof equipment) to maintain exposure below TLV.
PROTECTIVE GLOVES: Use solvent resistant gloves to prevent contact.
EYE PROTECTION: "Safety eyewear including splash guards, chemical goggles or face shields recommended (required for spray
OTHER PROTECTIVE CLOTHING OR EQUIPMENT: Remove contaminated clothing and allow solvent to evaporate before re-use.
WORK I HYGIENIC PRACTICES: "Wash hands after handling material and before eating, drinking, smoking or using the washroom."

SECTION IX - DISCLAIMER
The information contained in this Material Safety Data Sheet is based on the data available to us and is believed to be correct.
However, we assume no responsibility for any inaccuracies that may subsequently be proven. Purchaser assumes all risk in his use
of the material even when recommended saftey procedures are followed.

N/A = Not Applicable Date Printed Tuesday, February 13, 2001
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MATERIAL SAFETY DATA SHEET
PREMUIM PAINT & EPOXY REMOVER

PRODUCT NAME: PREMUIM PAINT & EPOXY REMOVER
PROCUCT CODE: 0200-0205

Page: 1

HMIS CODES: H F R P
2' 10 C

======================== SECTION I - MANUFACTURER IDENTIFICATION =====================

MANUFACTURER'S NAME

ADDRESS

EMERGENCY PHONE
INFORMATION PHONE

JASCO Chemical Corp.
1008 N. Fuller St.
Santa Ana, CA. 92701

800-424-9300
(714)547-6951

DATE PRINTED
NAME OF PREPARER

11/02
RE

================ SECTION II HAZARDOUS INGREDIENTS/SARA III INFORMATION ===============

REPORTABLE COMPONENTS CAS NUMBER

VAPOR PRESSURE

mm Hg@TEMP

WEIGHT

PERCENT

METHYLENE CHLORIDE; DICHLOROMETHANE

OSHA PEL: 25 PPM, ACGIH TLV: 25 PPM, OTHER: 25PPM IARC

METHYL ALCOHOL; CARBINOL; COLONIAL SPIRIT

OSHA PEL: 200 PPM, ACGIH TLV: 200 PPM, OTHER: POISONOUS

ALIPHATIC PETROLEUM DISTILLATES

OSHA PEL: 400 PPM, ACGIH TLV: 100 PPM, OTHER: N / A

75-09-2

67-56-1

64742-96-7

350

97.68

2

68

68

68

82.38

10

o

*** No toxic chemical (s) subject to the reporting requirements of section 313 of Title III of 40 CFR 372 are present. ***

WARNING: THIS PRODUCT CONTAINS A CHEMICAL(S) KNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER.

=================== SECTION III PHYSICAL/CHEMICAL CHARACTERISTICS ======================

SPECIFIC GRAVITY (H20=1) : 1.19
EVAPORATION RATE: SLOWER THAN ETHER

BOILING RANGE: 104 DEG. F
VAPOR DENSITY: HEAVIER THAN AIR
COATING V.O.C.: 661.2 gil
SOLUBILITY IN WATER: 2%
APPEARANCE AND ODOR: VISCOUS LIQUID, WATER-WHITE TO AMBER; PUNGENT ODOR.

===================== SECTION IV - FIRE AND EXPLOSION HAZARD DATA ========================

FLASH POINT: NONE METHOD USED: N/A
FLAMMABLE LIMITS IN AIR BY VOLUME- LOWER: 1 UPPER: 36

EXTINGUISHING MEDIA: WATER FOG

SPECIAL FIREFIGHTING PROCEDURES

FIREFIGHTERS SHOULD WEAR SELF-CONTAINED BREATHING APPARATUS AND PROTECTIVE CLOTHING WHEN FIGHTING FIRES.

UNUSUAL FIRE AND EXPLOSION HAZARDS

FORMS FLAMMABLE VAPOR-AIR MIXTURES AT TEMPERATURES ABOVE AMBIENT. LOWER TEMPERATURES-LOWER IGNITABILITY.

============================= SECTION V - REACTIVITY DATA =================================

STABILITY: STABLE
CONDITIONS TO AVOID

HYDROLYSIS PRODUCING SMALL AMOUNTS OF HYDROCHLORIC ACID POSSIBLE WITH GROSS WATER CONTAMINATION.

INCOMPATIBILITY (MATERIALS TO AVOID)

ALUMINUM, POSSIBLY SODIUM, POTASSIUM AND MAGNESIUM.
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MATERIAL
PREMUIM PAINT & EPOXY REMOVER

SAFETY DATA SHEET
Page: 2

HAZARDOUS DECOMPOSITION OR BYPRODUCTS

HEAT CAUSES THERMAL DEGRADATION WITH EVOLUTION OF HYDROCHLORIC ACID.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR

============================= SECTION VI - HEALTH HAZARD DATA =============================

INHALATION HEALTH RISKS AND SYMPTOMS OF EXPOSURE

DIZZINESS, NAUSEA, RESPIRATORY TRACT IRRITATION.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE

MAY CAUSE A BURNING SENSATION, ITCHING, DRYNESS.

SKIN ABSORPRTION HEALTH RISKS AND SYMPTONS OF EXPOSURE

DRYNESS, CRACKING, ITCHING, DERMATITIS.

INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE

COUGHING, CHOKING VOMITING.

HEALTH HAZARDS (ACUTE AND CHRONIC)

POSSIBLE NERVOUS SYSTEM, LIVER OR KIDNEY DAMAGE WITH EXCESSIVE EXPOSURES. MAY CAUSE CARDIAC ARRYTHMIA AND

CARBOXYHEMAGLOBINEMIA. EXCESSIVE EXPOSURE MAY IRRITATE RESPIRATORY TRACT.

CARCINOGENICITY: NTP CARCINOGEN: YES IARC MONOGRAPHS: YES OSHA REGULATED: YES

THIS PRODUCT CONTAINS A CHEMICAL WHICH IS LISTED ON THE NTP FOR CARCINOGENICITY. HOWEVER, OSHA AND IARe LISTS ARE NOT APPLICABLE AT

THIS TIME.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE

SOME SKIN CONDITIONS MAY BE AGGRAVATED.

EMERGENCY AND FIRST AID PROCEDURES

SKIN: FLUSH WITH WATER FOR AT LEAST 15 MINUTES. SEEK MEDICALATIENTION IF IRRITATION PERSISTS. EYES: FLUSH WITH WATER FOR AT LEAST 15

MINUTES. SEEK MEDICAL ATTENTION IF IRRITATION PERSISTS. INHALATION: REMOVE TO FRESH AIR. RESTORE BREATHING IF NECESSARY. SEEK

MEDICAL ATTENTION IF IRRITATION PERSISTS. INGESTION: DO NOT INDUCE VOMITING. SEEK IMMEDIATE MEDICAL ATTENTION.

=============== SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE ======================

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

CONTAIN LIQUID AND ABSORB WITH INERT MATERIAL. COLLECT INTO CLOSED METAL CONTAINERS. KEEP OUT OF SEWERS AND WATER SOURCES.

WASTE DISPOSAL METHOD

DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE AND FEDERAL REGULATIONS.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

AVOID BREATHING VAPORS. STORE IN COOL PLACES. VAPORS ARE HEAVIER THAN AIR AND WILL COLLECT IN LOW PLACES.

OTHER PRECAUTIONS

REMOVE CONTAINER CAP SLOWLY TO RELEASE PRESSURE.
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MATERIAL
PREMUIM PAINT & EPOXY REMOVER

SAFETY DATA SHEET
Page: 3

=========================== SECTION VIII - CONTROL MEASURES ===============================

REPIRATORY PROTECTION

NIOSH-APPROVED RESPIRATOR TO CONTROL TLV.

VENTILATION

LOCAL EXHAUST IS PREFERRED BUT, MECHANICAL EXHAUST IS ACCEPTABLE.

PROTECTIVE GLOVES

CHEMICAL RESISTANT SUCH AS NEOPRENE.

EYE PROTECTION

SAFETY GLASSES/GOGGLES.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT

SAFETY SHOWER/ EYEWASH.

WORK/HYGIENIC PRACTICES

DO NOT EAT, DRINK OR SMOKE AROUND PRODUCT.

=============================== SECTION IX - DISCLAIMER ===================================

THIS INFORMATION IS TO THE BEST OF OUR KNOWLEDGE AND BELIEF ACCURATE AS OF THE DATE COMPILED. HOWEVER, NO REPRESENTATION OR

GUARANTEE IS MADE AS TO ITS ACCURACY, RELIABILITY OR COMPLETENESS.
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MATERIAL SAFETY DATA SHEET

Page 1 of 4 MSDS # 111671001

RAID HOUSE & GARDEN BUG KILLER FORMULA 7 (HOUSE & YA
Date Issued: 05Aug2004

US MANUFACTURER,
S.C. Johnson & Son, Inc.
Phone, (800) 725-6737
Racine, Wisconsin 53403-2236
Emergency Phone, (888) 779-7920
International Emergency Phone:

(262) 886-1480

Supersedes: 14Dec1999

CANADIAN MANUFACTURER,
S.C. Johnson and Son, Limited
Phone, (800) 725-6737
1 Webster Street
Brantford, Ontario N3T 5R1
Transportation Emergency:

CANUTEC (collect) (613) 996-6666
Poison Control: (888) 779-7920

HAZARD RATING

4-Very High
3 -High
2-Moderate
1-Slight
O-Insignificant

HMIS HAZARD NFPA

1 Health 1
4 Flammability 4
o Reactivity 0

Special

DISTRIBUTED IN CANADA BY,
S.C. Johnson and Son, Limited
Phone, (800) 725-6737
1 Webster Street
Brantford, Ontario N3T SRI

--------------- SECTION 1 - PRODUCT IDENTIFICATION ----------------------------------------------------------------

PRODUCT NAME .
REASON FOR CHANGE .
PRODUCT USE .

RAID HOUSE & GARDEN BUG KILLER FORMULA 7 (HOUSE & YARD LINE)
No significant changes.
Household: Insecticide

--------------- SECTION 2 - IN(;REDIENT INFORMATION ---------------------------------------------------------------

INGREDIENT

d-phenothrin .
D-cis, trans allethrin .
Isoparaffinic Hydrocarbon Solvent .
Hydrocarbon Propellent Blend .
~ter .

WEIGHT%

0.096
0.239
3-7
<20

65-85

EXPOSURE LIMIT/TOXICITY

NOT ESTABLISHED
NOT ESTABLISHED
100 ppm TWA (STODDARD SOLVENT)
1000 ppm ACGIH/OSHA TWA
NOT ESTABLISHED

--------------- SECTION 3 - HEALTH HAZARDS IDENTIFICATION (Also See Section 11) -----------------------.

ROUTE(S) OF ENTRy Eye contact. Skin contact. Inhalation.
EFFECTS OF ACUTE EXPOSURE,

EyE May cause: Mild eye irritation.
SKIN None known.
INHALATION None known.
INGESTION None known.

MEDICAL CONDITIONS None known.
GENERALLY RECOGNIZED
AS BEING AGGRAVATED
BY EXPOSURE

--------------- SECTION 4 - FIRST AID MEASURES ------------------------------------------------------------------------.

EYE CONTACT Rinse with plenty of water. If irritation persists, get medical
attention.

SKIN CONTACT Wash contaminated area with water and soap. If irritation
persists, get medical attention.

INHALATION No special requirements.
INGESTION No special requirements.

--------------- SECTION 5 - FIRE AND EXPLOSION INFORMATION -------------------------------------------------.

FLASH POINT............ < 20°F « -7°C) (TCC) (propellant)
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MATERIAL SAFETY DATA SHEET

Page 2 of 4 MSDS # 111671001

RAID HOUSE & GARDEN BUG KILLER FORMULA 7 (HOUSE & YA
Date Issued: 05Aug2004 Supersedes: 14Dec1999

--------------- SECTION 5 - FIRE AND EXPLOSION INFORMATION (continued) ----------------------------------

FLAMMABLE LIMITS .
AUTOIGNITION .

TEMPERATURE
EXTINGUISHING MEDIA .
SPECIAL FIREFIGHTING .

PROCEDURES

UNUSUAL FIRE AND .
EXPLOSION HAZARDS

Not available.
Not available.

Foam. C02. Dry chemical. Water fog.
Fight fire from maximum distance or protected area. Cool and use
caution when approaching or handling fire-exposed containers.
Fire fighters should wear self-contained breathing apparatus and
protective clothing.
Aerosol product - Containers may rocket or explode in heat of
fire.

--------------- SECTION 6 - PREVENTIVE RELEASE MEASURES ------------------------------------------------------

STEPS TO BE TAKEN IN ...
CASE MATERIAL IS
RELEASED OR SPILLED

Eliminate all ignition sources. Dike large spills. Absorb with
oil-dri or similar inert material. Sweep or scrape up and
containerize. Do not let spilled or leaking material enter
watercourse.

--------------- SECTION 7 - HANDLING AND STORAGE ------------------------------------------------------------------

PRECAUTIONARy CAUTION: Harmful if absorbed through skin. Keep out of reach of
INFORMATION children. Avoid contact with skin, eyes and clothing. Do not

remain in enclosed areas after use. Ventilate enclosed areas
before returning. Keep away from food, foodstuffs and domestic
water supplies. Remove plants, pets, birds and cover and turn
off fish aquariums before spraying. Wash thoroughly after
handling. CONTENTS UNDER PRESSURE. Do not store at temperatures
above 120 OF (50°C). Do not use near open fire, flames or heat.
Do not puncture or incinerate.

OTHER HANDLING AND ..... Observe good personal hygiene practices.
STORAGE CONDITIONS

--------------- SECTION 8 - SPECIAL PROTECTION INFORMATION -------------------------------------------------

RESPIRATORY PROTECTION.
VENTILATION .
PROTECTIVE GLOVES .

EYE PROTECTION .
OTHER PROTECTIVE .

MEASURES

If ventilation is adequate, respiratory protection not required.
No special requirements.
If prolonged or repeated contact is possible: Any impervious
material.
No special requirements under normal use conditions.
If major exposure is possible to eyes/skin, wear/use appropriate
protective equipment.

--------------- SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES ---------------------------------------------

COLOR .
PRODUCT STATE .
ODOR .
pH .
ODOR THRESHOLD .
SOLUBILITY IN WATER .
SPECIFIC GRAVITy .

(H20=1)
VAPOR DENSITY (AIR=l) ..
EVAPORATION RATE (BUTYL

ACETATE=l)

Opaque
Dispensed as a spray mist.
Characteristic
Not available.
Not available.
Appreciable
0.86

Not applicable.
Not available.
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MATERIAL SAFETY DATA SHEET

Page 3 of 4 MSDS # 111671001

RAID HOUSE & GARDEN BUG KILLER FORMULA 7 (HOUSE & YA
Date Issued: 05Aug2004 Supersedes: 14Dec1999

--------------- SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES (continued) ------------------------------

VAPOR PRESSURE (mm HG) .
BOILING POINT .
FREEZING POINT .
COEFFICIENT OF .

WATER/OIL
PERCENT VOLATILE By ....

VOLUME (~)

VOLATILE ORGANIC .
COMPOUND (VOC)

THEORETICAL VOC .
(LB/GAL)

Not available.
Not available.
Not available.
Not available.

Not available.

< 20 Hydrocarbon Propellant.

Not available.

--------------- SECTION 10 - STABILITY AND REACTIVITY ------------------------------------------------------------.

STABILITy .
STABILITY - CONDITIONS.

TO AVOID
INCOMPATIBILITy .
HAZARDOUS DECOMPOSITION

PRODUCTS
HAZARDOUS .

POLYMERIZATION
HAZARDOUS .

POLYMERIZATION ­
CONDITIONS TO AVOID

Stable
None known.

None known.
When exposed to fire: Produces normal products of combustion.

Will not occur.

None known.

--------------- SECTION 11 - TOXICOLOGY INFORMATION (Also See Section 3) ----------------------------------

LD50 (ACUTE ORAL TOX) ..
LD50 (ACUTE DERMAL TOX)
LC50 (ACUTE INHALATION.

TOX)
EFFECTS OF CHRONIC.....

EXPOSURE
SENSITIZATION .
CARCINOGENICITy .
REPRODUCTIVE TOXICITY ..
TERATOGENICITy .
MUTAGENICITy .

Estimated to be greater than 5000 mg/kg (rats).
Estimated to be greater than 2000 mg/kg.
Not available.

None known.

None known.
None known.
None known.
None known.
None known.

--------------- SECTION 12 - ECOLOGICAL INFORMATION ------------------------------------------------------------

ENVIRONMENTAL DATA..... Not available.

--------------- SECTION 13 - DISPOSAL CONSIDERATIONS -------------------------------------------------------------

WASTE DISPOSAL If possible, recycle empty aerosol can to nearest steel
INFORMATION recycling center. Use up package or give to someone who can.

--------------- SECTION 14 - TRANSPORTATION INFORMATION -----------------------------------------------------

US DOT INFORMATION..... Insecticides or insect repellents, N.O.I., other than poison
Consumer commodity, ORM-D.
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MATERIAL SAFETY DATA SHEET

Page 4 of 4 MSDS # 111671001

RAID HOUSE & GARDEN BUG KILLER FORMULA 7 (HOUSE & YA
Date Issued: 05Aug2004 Supersedes: 14Dec1999

--------------- SECTION 14 - TRANSPORTATION INFORMATION (continued) -------------------------------------.

CANADIAN SHIPPING NAME.
TDG CLASSIFICATION .
PIN/NIP .
PACKING GROUP .
EXEMPTION NAME .

RAID HOUSE & GARDEN BUG KILLER FORMULA 7 (HOUSE & YARD LINE)
2.1
1950
Not applicable.
Not applicable.

--------------- SECTION 15 - REGULATORY INFORMATION -----------------------------------------------------------.

WHMIS CLASSIFICATION ... REGULATED UNDER P.C.P. NO. 15337

All ingredients of this product are listed or are excluded from listing on the U.S. Toxic
Substances Control Act (TSCA) Chemical Substance Inventory_

All ingredients in this product comply with the New Substances Notification requirements
under the Canadian Environmental Protection Act (CEPA).

This product is not subject to the reporting requirements under California's Proposition 65.

--------------- SECTION 16 - OTHER INFORMATION ----------------------------------------------------------------------

ADDITIONAL INFORMATION. NFPA 30B Levell Aerosol.
EPA REGISTRATION # ..... 4822-283

--------------- PREPARATION INFORMATION -------------------------------------------------------------------------------

PREPARED By Manufacturer's Technical Support Department. Refer to page 1
(Manufacturer) for contact information.

This document has been prepared using data from sources considered technically reliable.
It does not constitute a warranty, express or implied, as to the accuracy of the
information contained herein. Actual conditions of use and handling are beyond seller's
control. User is responsible to evaluate all available information when using product for
any particular use and to comply with all Federal, State, Provincial and Local laws and
regulations.
PRINT DATE: 05Aug2004
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+-------------------------------------------------------+

MATERIAL SAFETY D A T A SHE E T
+-------------------------------------------------------+

+-------------------------------------------------------------------------+

SECTION 1 - CHEMICAL PRODUCT AND COMPANY IDENTIFICATION
+-------------------------------------------------------------------------+

PRODUCT NAME
IDENTIFICATION NUMBER:
DATE PRINTED

RUST-INHIBITIVE PRIMER
1573 402

04/02/99

PRODUCT USE/CLASS SPEEDY DRY SYSTEM

SUPPLIER:
Rust-Oleum Corporation
11 Hawthorn Parkway
Vernon Hills, Illinois
60061 USA

MANUFACTURER:
Rust-Oleum Corporation
11 Hawthorn Parkway
Vernon Hills, Illinois
60061 USA

(847) 367-7700 Rust-Oleum Corp. (847) 367-7700 Rust-Oleum Corp.
Mon.-Fri, 8:00 AM-4:30 PM Mon.-Fri, 8:00 AM-4:30 PM

PREPARER: LJW, PHONE: , PREPARE DATE: 04/02/99

CAS NUMBER------------ CHEMICAL NAME -------------

+-------------------------------------------------------------------------+

SECTION 2 - COMPOSITION/INFORMATION ON INGREDIENTS
+-------------------------------------------------------------------------+

WT/WT %
LESS THANITEM

01
02
03

Magnesium Silicate
XYLENE
ETHYLBENZENE

14807-96-6
1330-20-7
100-41-4

30.0 %

20.0 %

5.0 %

ITEM
ACGIH

TLV-TWA TLV-STEL

EXPOSURE LIMITS
OSHA

PEL-TWA
MEXICAN

PEL-CEILING TLV-TWA SKIN

01
02
03

10mg/m3
100PPM
100 PPM

N.E.
150PPM
125 PPM

15mg/m3
100PPM
100 PPM

N.E.
N.E.
N.E.

N.E.
N.E.
N.E.

NO
NO
NO

(See Section 16 for abbreviation legend)
+-------------------------------------------------------------------------+

SECTION 3 - HAZARDS IDENTIFICATION
+-------------------------------------------------------------------------+

*** EMERGENCY OVERVIEW ***: Harmful if swallowed. Causes eye irritation.
Flammable liquid and vapor. Causes nose and throat irritation. Harmful if
inhaled. May effect the brain or nervous system causing
dizziness, headache or nausea. High vapor concentrations can irritate
eyes, nose and respiratory

(Continued on Page 2)

Product: 1573 402 Preparation Date: 04/02/99 Page 2
+-------------------------------------------------------------------------+
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SECTION 3 - HAZARDS IDENTIFICATION
+-------------------------------------------------------------------------+

passages.

EFFECTS OF OVEREXPOSURE - EYE CONTACT: Causes eye irritation.

EFFECTS OF OVEREXPOSURE - SKIN CONTACT: Prolonged or repeated skin contact
may cause irritation.

EFFECTS OF OVEREXPOSURE - INHALATION: Harmful if inhaled. Avoid breathing
vapors or mists. High vapor concentrations are irritating to the eyes,
nose, throat and lungs.

EFFECTS OF OVEREXPOSURE - INGESTION: Harmful if swallowed. Aspiration
hazard if swallowed; can enter lungs and cause damage.

EFFECTS OF OVEREXPOSURE - CHRONIC HAZARDS: Reports have associated
repeated and prolonged occupational overexposure to solvents with permanent
brain and nervous system damage. Overexposure to xylene in laboratory
animals has been associated with liver abnormalities, kidney, lung, spleen,
eye and blood damage as well as reproductive disorders. Effects in humans,
due to chronic overexposure, have included liver, cardiac abnormalities and
hearing loss.

PRIMARY ROUTE IS) OF ENTRY: SKIN ABSORPTION INHALATION EYE CONTACT

+-------------------------------------------------------------------------+

SECTION 4 - FIRST AID MEASURES
+-------------------------------------------------------------------------+

FIRST AID - EYE CONTACT: Hold eyelids apart and flush with plenty of water
for at lease 15 minutes. Get medical attention.

FIRST AID - SKIN CONTACT: Wash with soap and water.
if irritation develops or persists.

Get medical attention

FIRST AID - INHALATION: Remove to fresh air. If not breathing,
artificial respiration. If breathing is difficult, give oxygen.
immediate medical attention.

give
Get

FIRST AID - INGESTION: Aspiration hazard: Do not induce vomiting or give
anything by mouth because this material can enter the lungs and cause
severe lung damage. Get immediate medical attention.

+-------------------------------------------------------------------------+

SECTION 5 - FIRE FIGHTING MEASURES
+-------------------------------------------------------------------------+

FLASH POINT: 81 F
ISETAFLASH CLOSED CUP)

AUTOIGNITION TEMPERATURE: ND

LOWER EXPLOSIVE LIMIT:
UPPER EXPLOSIVE LIMIT:

1.0 %
6.7 %

(Continued on Page 3)
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+-------------------------------------------------------------------------+

SECTION 5 - FIRE FIGHTING MEASURES
+-------------------------------------------------------------------------+
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EXTINGUISHING MEDIA: DRY CHEMICAL FOAM WATER FOG

UNUSUAL FIRE AND EXPLOSION HAZARDS: Vapors may form explosive mixtures
with air. Vapors can travel to a source of ignition and flash back.
Isolate from heat, electrical equipment, sparks and open flame.

SPECIAL FIREFIGHTING PROCEDURES: Water may be used to cool closed
containers to prevent pressure buildup and possible autoignition or
explosion. Evacuate area and fight fire from a safe distance.

+-------------------------------------------------------------------------+

SECTION 6 - ACCIDENTAL RELEASE MEASURES
+-------------------------------------------------------------------------+

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Contain spilled
liquid with sand or earth. DO NOT use combustible materials such as
sawdust. Eliminate all ignition sources; use explosion-proof equipment.
Place material in a container and dispose of according to local,
provincial, state and federal regulations.

+-------------------------------------------------------------------------+

SECTION 7 - HANDLING AND STORAGE
+-------------------------------------------------------------------------+

HANDLING: Wash thoroughly after handling. Wash hands before eating. Use
with adequate ventilation. Follow all MSDS/label precautions even after
container is emptied because it may retain product residues.

STORAGE: Keep containers tightly closed. Isolate from heat, electrical
equipment, sparks and open flame. Keep away from heat, sparks, flame and
sources of ignition. Keep container closed when not in use.

+-------------------------------------------------------------------------+

SECTION 8 - EXPOSURE CONTROLS/PERSONAL PROTECTION
+-------------------------------------------------------------------------+

ENGINEERING CONTROLS: Use process enclosures, local exhaust ventilation,
or other engineering controls to control airborne levels below recommended
exposure limits. Prevent build-up of vapors by opening all doors and
windows to achieve cross-ventilation.

RESPIRATORY PROTECTION:
1910.134 and ANSI 288.2

A respiratory protection program that meets OSHA
requirements must be followed whenever workplace

conditions warrant a respirator's use. A NIOSH/MSHA approved air purifying
respirator with an organic vapor cartridge or canister may be permissible
under certain circumstances where airborne concentrations are expected to
exceed exposure limits. Protection provided by air purifying respirators
is limited. Use a positive pressure air supplied respirator if there is
any potential for an uncontrolled release, exposure levels are not known,
or any other circumstances where air purifying respirators may not provide
adequate protection.

(Continued on Page 4)

Product: 1573 402 Preparation Date: 04/02/99 Page 4
+-------------------------------------------------------------------------+

SECTION 8 - EXPOSURE CONTROLS/PERSONAL PROTECTION
+-------------------------------------------------------------------------+

SKIN PROTECTION: Use impervious gloves to prevent skin contact and
absorption of this material through the skin. Nitrile or Neoprene gloves
may afford adequate skin protection.
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EYE PROTECTION: Use safety eyewear designed to protect against splash of
liquids.

OTHER PROTECTIVE EQUIPMENT: Refer to safety supervisor or industrial
hygienist for further information regarding personal protective equipment
and its application.

HYGIENIC PRACTICES: Wash thoroughly with soap and water before eating,
drinking or smoking.

+-------------------------------------------------------------------------+

SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES
+-------------------------------------------------------------------------+

1.3756
ND
ND

Is heavier than air
ND
Is slower than Ether

VAPOR DENSITY
ODOR THRESHOLD
EVAPORATION RATE:

276-284F
SOLVENT
LIQUID
INSOLUBLE
ND SPECIFIC GRAVITY:
ND pH @ 0.0 %

LIQUID VISCOSITY
WATER/OIL DISTRIBUTION: ND

BOILING RANGE
ODOR
APPEARANCE
SOLUBILITY IN H20
FREEZE POINT
VAPOR PRESSURE
PHYSICAL STATE
COEFFICIENT OF

(See Section 16 for abbreviation legend)
+-------------------------------------------------------------------------+

SECTION 10 - STABILITY AND REACTIVITY
+-------------------------------------------------------------------------+

CONDITIONS TO AVOID: Avoid all possible sources of ignition.

INCOMPATIBILITY: Incompatible with strong oxidizing agents, strong acids
and strong alkalies.

HAZARDOUS DECOMPOSITION PRODUCTS: By open flame, carbon monoxide and
carbon dioxide. When heated to decomposition it emits acrid smoke and
irritating fumes.

HAZARDOUS POLYMERIZATION: Will not occur under normal conditions.

STABILITY: This product is stable under normal storage conditions.

+-------------------------------------------------------------------------+

SECTION 11 - TOXICOLOGICAL PROPERTIES
+-------------------------------------------------------------------------+

COMPONENT TOXICOLOGICAL INFORMATION:

----------- CHEMICAL NAME ----------- ------ LD50 ------ ------ LC50 ------

(Continued on Page 5)

Product: 1573 402 Preparation Date: 04/02/99 Page 5
+-------------------------------------------------------------------------+

SECTION 11 - TOXICOLOGICAL PROPERTIES
+-------------------------------------------------------------------------+

----------- CHEMICAL NAME ----------- ------ LD50 ------
Magnesium Silicate
XYLENE
ETHYL BENZENE

None
RAT 4300MG/KG
RAT 3500MG/KG

------ LC50 -----­
TCLo:11mg/m3 inh.
RAT 5000PPM 4HR
N.A.
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+-------------------------------------------------------------------------+

SECTION 12 - ECOLOGICAL INFORMATION
+-------------------------------------------------------------------------+

ECOLOGICAL INFORMATION: Product is a mixture of listed components.

+-------------------------------------------------------------------------+

SECTION 13 - DISPOSAL CONSIDERATIONS
+-------------------------------------------------------------------------+

DISPOSAL METHOD: Dispose of material in accordance to local, state and
federal regulations and ordinances. Do not allow to enter storm drains or
sewer systems.

+-------------------------------------------------------------------------+

SECTION 14 - TRANSPORTATION INFORMATION
+-------------------------------------------------------------------------+

DOT PROPER SHIPPING NAME: PAINT

DOT TECHNICAL NAME:

DOT HAZARD CLASS: 3 HAZARD SUBCLASS:

DOT UN/NA NUMBER: UN1263 PACKING GROUP: III RESP. GUIDE PAGE: 127

+-------------------------------------------------------------------------+

SECTION 15 - REGULATORY INFORMATION
+-------------------------------------------------------------------------+

U.S. FEDERAL REGULATIONS: AS FOLLOWS -

OSHA: Hazardous by definition of Hazard Communication Standard (29 CFR
1910.1200)

CERCLA - SARA HAZARD CATEGORY:
This product has been reviewed according to the EPA 'Hazard Categories'
promulgated under Sections 311 and 312 of the Superfund Amendment and
Reauthorization Act of 1986 (SARA Title III) and is considered, under
applicable definitions, to meet the following categories:

IMMEDIATE HEALTH HAZARD CHRONIC HEALTH HAZARD FIRE HAZARD

(Continued on Page 6)

Product: 1573 402 Preparation Date: 04/02/99 Page 6
+-------------------------------------------------------------------------+

SECTION 15 - REGULATORY INFORMATION
+-------------------------------------------------------------------------+

SARA SECTION 313:
This product contains the following substances subject to the reporting
requirements of Section 313 of Title III of the Superfund Amendments and
Reauthorization Act of 1986 and 40 CFR Part 372:

----------- CHEMICAL NAME ----------­
XYLENE
ETHYL BENZENE

CAS NUMBER
1330-20-7
100-41-4

WT/WT % IS LESS THAN
20.0 %
5.0 %
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TOXIC SUBSTANCES CONTROL ACT:
This product contains the following chemical substances subject to the
reporting requirements of TSCA 12(B) if exported from the United States:

----------- CHEMICAL NAME ----------­
No information is available.

U.S. STATE REGULATIONS: AS FOLLOWS -

CAS NUMBER

NEW JERSEY RIGHT-TO-KNOW:
The following materials are non-hazardous, but are among the top five
components in this product:

----------- CHEMICAL NAME ----------­
ALKYD RESIN
Yellow Iron Oxide
Zinc Phosphate

CAS NUMBER
PROPRIETARY
51274-00-1
7779-90-0

PENNSYLVANIA RIGHT-TO-KNOW:
The following non-hazardous ingredients are present in the product at
greater than 3%:

----------- CHEMICAL NAME ----------­
ALKYD RESIN
Yellow Iron Oxide
Zinc Phosphate

CAS NUMBER
PROPRIETARY
51274-00-1
7779-90-0

CALIFORNIA PROPOSITION 65:
WARNING: The chemical(s) noted below and contained in this product, are
known to the state of California to cause cancer, birth defects or other
reproductive harm:

----------- CHEMICAL NAME ----------- CAS NUMBER
According to our raw material suppliers no Proposition 65 chemicals exist
in this product above OSHA de minimus levels. All products comply with
label provisions of Proposition 65.

INTERNATIONAL REGULATIONS: AS FOLLOWS -

CANADIAN WHMIS: This MSDS has been prepared in compliance with Controlled
Product Regulations except for use of the 16 headings.

(Continued on Page 7)

Product: 1573 402 Preparation Date: 04/02/99 Page 7
+-------------------------------------------------------------------------+

SECTION 15 - REGULATORY INFORMATION
+-------------------------------------------------------------------------+

CANADIAN WHMIS CLASS: B2 D2A

+-------------------------------------------------------------------------+

SECTION 16 - OTHER INFORMATION
+-------------------------------------------------------------------------+

HMIS RATINGS - HEALTH: 2* FLAMMABILITY: 3 REACTIVITY: 0

PREVIOUS MSDS REVISION DATE: 04/02/99

REASON FOR REVISION: TRANSPORTATION INFORMATION
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LEGEND: N.A. - Not Applicable, N.E. - Not Established,
N.D. - Not Determined

No Information.

The information contained on this MSDS has been checked and should be
accurate. However, it is the responsibility of the user to comply with all
Federal, State, and Local laws and regulations.

Confidential Business Information BRIXINHOUSEOOl589



;sos
I Product"

The Clorox Company
1221 Broactway
Oakland, CA 94612
Tel. (510) 271-7000

SO S@STEEL WOOL SOAP PADS

Material Safety
Data Sheet

Description: SOAP MIXTURE IMPREGNATED INTO STEEL WOOL PAD

Other Deslqnatlons Distributor Emerqencv Telephone Nos.

S.O.S®Lemon Fresh Scent SteelWool Soap Pads Clorox SalesCompany For Medical Emergencies call:
S.O.S® Orange Scent SteelWool SoapPads 1221 Broadway (800) 446-1014
S.O.S ~ Clean n' TossSteelWoolSoap Pads Oakland, CA 94612 For Transportation Emergencies Chemlrec
S.O.S® Industrial Size SteelWool SoapPads (800) 424-9300
S.O.S® Heavy DulySteelWool SoapPads
Commercial scutcns" S.O.S® steel Wool Soap Pads

II Health Hazard Data III Hazardous lnqredlents
Contact with eyes may practice imtaion and redness If ingested, gastric This product is net hazardous as defined by 29 CFR Pa1191 0.1200 (OSHA)
irritation ai o nauseaiv cmiting are possible

Nooe of the inceoents in this product is 00 the IARC, NTP, or OSHA
FIRST AID carcinogen list

EYE CONTACT lmrnediatety flush ffles with plenty of water for 15 minutes
If irrnaion persists, cal a physician

SKIN CONTACT Remove cootamn aec clothing Flush skin with water If
irritation persists. call p'lysicioo

INGESTION. Soap - Drink a glassful otwaerto dilute. Steel wool pad-
inunedietety contact a p'lysicioo or call Posm Control Center

IV Soecial Protection and Precautions V Transoortation and Reaulatorv Data
Wash hoods Etter contact OOT/IMCG/IATA- Net restricted

Personal protection For industrial/manufacturing settings, wear chemical safety TSCA Status All components of this procuct are 00 the TSCA inventory
goggles ai o protective g oves

EPA - SARA Title III/CERCLA This product is regulated under Sections
311/312. This product contains sodium nitrite (CAS #7632-00-0, <2%) which
is regulated under Section 313 and Section 304/CERCLA and contains
sodium hydroxide (CAS #1310-73-2, <05%) which is regulated under
Section 304/CERCLA

VI Spill ProcedureslWaste Disposal VII Reactivity Data
Spill Prccerures c cntanetze. Wash resku a dorm to sanitary sewer Contact Stabi ity stable under norma use and storage cooditioos
the sanitary ne arnen t facility in advance to assure ability to process washed- Pofvrneizatico will net occur
dorm material Conditions to avoid none

IncompEtibie Maenas strong mineral acids and stroog ccrczers
Waste Dispos e: Dispose ct in eccoroaice with all eopjcatt e teoer a. state, and Hazardoos DeccmDosition EToducts none
toea reorletioos

VIII Fire and Exolosion Data IX Phvsical Data
Flash Pun t None Solubility in wEter soap is completely soluble
Not tlarnrnane or explosive

@1 003, 1991 THE CLOROX COMPANY

DATA SUPPLIED IS FOR USE 00 LY IN CONNECTION INITH OC CUPATIONAL SAFETY AND HEALTH
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DOD Hazardous Materials Information System
DoD 60S0.S-L

AS OF July 1998
FSC: 8010
NIIN: 00N039623
Manufacturer's CAGE: 11111
Part No. Indicator: A
Part Number/Trade Name: SHIPENDEC PLATINUM, 3714

General Information

Item Name:
Company's Name: PETTIT PAINT CO
Company's Street: 36 PINE 5T
Company's P. O. Box:
Company's City: BOROUGH OF ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-548-0489
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 001
Status: SMJ
Date MSDS Prepared: 13JUL90
Safety Data Review Date: 04FEB93
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BRJFT
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: NK
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00N039623

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information

Page 1
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Proprietary: NO
Ingredient: SOLVENT NAPHTHA (PETROLEUM), MEDIUM ALIPHATIC; (ALIPHATIC
SOLVENT NAPHTHA (PETROLEUM) MINERAL SPIRITS. VP: 10. (ING 2)
Ingredient Sequence Number: 01
Percent: 25-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1003692SN
CAS Number: 64742-88-7
OSHA PEL: 100 PPM (MFR)
ACGIH TLV: 100 PPM (MFR)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 1: LDSO (ORAL, RAT) : >25 ML/KG.
Ingredient Sequence Number: 02
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: TIT.AJ:\fIUM OXIDE; (TITAJ:\fIUM DIOXIDE)
Ingredient Sequence Number: 03
Percent: 0-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: XR2275000
CAS Number: 13463-67-7
OSHA PEL: 15 MG/M3 TDUST
ACGIH TLV: 10 MG/M3 TDUST; 9293
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CALCIUM CARBONATE. LD50 (ORAL, RAT) : >500 MG/KG.
Ingredient Sequence Number: 04
Percent: 0-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: EV9580000
CAS Number: 1317-65-3
OSHA PEL: 15 MG/M3 TDUST

Report for NIIN: 00N039623

ACGIH TLV: 10 MG/M3 TDUST
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: NONE SPECIFIED BY MANUFACTURER.
Boiling Point: >310F,>154C
Melting Point: N/K
Vapor Pressure (MM Hg/70 F): SEE ING 1
Vapor Density (Air=l): HVR/AIR
Specific Gravity: 0.96-1.26(FP N)

Page 2
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Decomposition Temperature: N/K
Evaporation Rate And Ref: SLOWER THAN ETHER
Solubility In Water: N/K
Percent Volatiles By Volume: 40-50
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligau5s):
Corrosion Rate (IPYj: N/K
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: lOSF,41C
Flash Point Method: Tee
Lower Explosive Limit: 1%
Upper Explosive Limit: N/K
Extinguishing Media: FOAM, CARBON DIOXIDE, DRY CHEMICAL, WATER FOG.
Special Fire Fighting Proc: WEAR NIOSH/MSHA APPROVED SCBA AND FULL
PROTECTIVE EQUIPMENT IFP N). DO NOT USE DIRECT STREAM OF WATER. PRODUCT
WILL FLOAT AND CAN BE REIGNITED.
Unusual Fire And Expl Hazrds: CONTAINERS EXPOSED TO INTENSE HEAT FROM
FIRES SHOULD BE COOLED WITH WATER TO PREVENT VAPOR PRESSURE BUILDUP WHICH
COULD RESULT IN CONTAINER RUPTURE.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE.
Materials To Avoid: STRONG OXIDANTS LIKE: LIQUID CHLORINE, CONCENTRATED
OXYGEN, SODIUM OR CALCIUM HYPOCHLORITE.
Hazardous Decomp Products: FUMES, SMOKE AND CARBON MONOXIDE, IN CASE OF
INCOMPLETE COMBUSTION.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT.

Health Hazard Data

LDSO-LCSO Mixture: SEE INGREDIENTS.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES

Report for NIIN: OON039623

Route Of Entry - Ingestion: NO
Health Haz Acute And Chronic: INHALATION OF HIGH VAPOR CONCENTRATIONS MAY
HAVE RESULTS RANGING FROM DIZZINESS, HEADACHE, GIDDINESS, NAUSEA TO
UNCONSCIOUSNESS. PROLONGED OR REPEATED LIQUID CONTACT WITH SKIN WILL DRY
AND DEFAT SKIN, LEADING TO IRRITATION AND DERMATITIS.
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT.
Signs/Symptoms Of Overexp: SEE HEALTH HAZARDS.
Med Cond Aggravated By Exp: NONE SPECIFIED BY MANUFACTURER.
Emergency/First Aid Proc: INHAL: REMOVE FROM EXPOSURE IMMED; CALL
PHYSICIAN. IF BREATHING IS IRREGULAR OR STOPPED, START RESUSCITATION,
ADMINISTER OXYGEN. INGESTION: DO NOT INDUCE VOMITING; CALL PHYSICIAN. IF
VOMITING OCCURS, KEEP HEAD BELOW HIPS TO KEEP LIQUID OUT OF LUNGS. SKIN:
REMOVE ANY CONTAMD CLOTHING & WASH SKIN W/SOAP & WARM WATER. IF SPLASHED

Page 3
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INTO EYES, FLUSH W/CLEAR WATER FOR AT LST 15 MINS/UNTIL IRRIT SUBSIDES.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: REMOVE ALL IGNIT SOURCES. KEEP PEOPLE AWAY.
RECOVER FREE LIQ. ADD ABSORB (SAND, EARTH, SAWDUST, ETC.) TO SPILL AREA.
AVOID BRTHG VAPS. VENT CONFINED SPACES. OPEN ALL WINDOWS & DOORS. KEEP
PETRO PRODS OUT OF SEWERS & WATERCOURSES BY DIKING OR (SUPDAT)
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Method: ASSURE CONFORMITY WITH APPLICABLE FEDERAL, STATE,
AND LOCAL DISPOSAL REGULATIONS. DISPOSE OF ABSORBED MATERIAL AT AN RCRA
APPROVED DISPOSAL SITE OR FACILITY.
Precautions-Handling/Storing: KEEP CONTAINERS CLOSED WHEN NOT IN USE. DO
NOT HANDLE OR STORE NEAR HEAT, SPARK, FLAME OR STRONG OXIDANTS.
Other Precautions: NONE.

Control Measures

Respiratory Protection: USE A NIOSH/MSHA APPROVED HYDROCARBON VAPOR
CANNISTER OR SUPPLIED-AIR RESPIRATORY PROTECTION IN CONFINED OR ENCLOSED
PLACES IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Ventilation: EXHAUST AT OVER 60 FPM.
Protective Gloves: CHEMICAL RESISTANT GLOVES.
Eye Protection: CHEM WORK GOG &/FULL LGTH FSHLD (FP N) .
Other Protective Equipment: NONE SPECIFIED BY MANUFACTURER.
Work Hygienic Practices: NONE SPECIFIED BY MANUFACTURER.
Suppl. Safety & Health Data: SPILL PROCEDURE: IMPOUNDING. ADVISE
AUTHORITIES IF PRODUCT HAS ENTERED OR MAY ENTER SEWERS, WATERCOURSES, OR
EXTENSIVE LAND AREAS.

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:

Report for NIIN: OON039623

DOT Proper Shipping Name:
DOT Class:
DOT ID Number:
DOT Pack Group:
DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UN Number:
IMO UN Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UN ID Number:
lATA Proper Shipping Name:
lATA UN Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:

Page 4
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AFI Class:
AFI ID Number:
AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Report for NIIN: OON039623

Label Data

Label Required: YES
Technical Review Date: 04FEB93
Label Date: 03FEB93
MFR Label Number:
Label Status: G
Common Name: SHIPENDEC PLATINUM, 3714
Chronic Hazard: NO
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight: X
Acute Health Hazard-Moderate:
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:
Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:

Page 5
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Special Hazard Precautions: COMBUSTIBLE LIQUID! DO NOT HANDLE OR STORE
NEAR HEAT, SPARK, FLAME OR STRONG OXIDANTS. ACUTE: INHALATION OF HIGH VAPOR
CONCENTRATIONS MAY HAVE RESULTS RANGING FROM DIZZINESS, HEADACHE,
GIDDINESS, NAUSEA TO UNCONSCIOUSNESS. PROLONGED OR REPEATED LIQUID CONTACT
WITH SKIN WILL DRY AND DEFAT SKIN, LEADING TO IRRITATION AND DERMATITIS.
CHRONIC: NONE LISTED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT CO
Label Street: 36 PINE 5T
Label P.O. Box:
Label City: BOROUGH OF ROCKAWAY
Label State: NJ
Label Zip Code: 07866
Label Country: US
Label Emergency Number: 800-548-0489
Year Procured:

Page 6
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DOD Hazardous Materials Information System
DoD 60S0.S-L

AS OF July 1998
FSC: 8010
NIIN: 00N039612
Manufacturer's CAGE: 11111
Part No. Indicator: A
Part Number/Trade Name: SHIPENDEC WHITE, 3147

General Information

Item Name:
Company's Name: PETTIT PAINT CO
Company's Street: 36 PINE 5T
Company's P. O. Box:
Company's City: BOROUGH OF ROCKAWAY
Company's State: NJ
Company's Country: US
Company's Zip Code: 07866
Company's Emerg Ph #: 800-548-0489
Company's Info Ph #: 201-625-3100
Distributor/Vendor # 1:
Distributor/Vendor # 1 Cage:
Distributor/Vendor # 2:
Distributor/Vendor # 2 Cage:
Distributor/Vendor # 3:
Distributor/Vendor # 3 Cage:
Distributor/Vendor # 4:
Distributor/Vendor # 4 Cage:
Safety Data Action Code:
Safety Focal Point: N
Record No. For Safety Entry: 001
Tot Safety Entries This Stk#: 001
Status: SMJ
Date MSDS Prepared: 13JUL90
Safety Data Review Date: 04FEB93
Supply Item Manager:
MSDS Preparer's Name:
Preparer's Company:
Preparer's St Or P. O. Box:
Preparer's City:
Preparer's State:
Preparer's Zip Code:
Other MSDS Number:
MSDS Serial Number: BRJFG
Specification Number:
Spec Type, Grade, Class:
Hazard Characteristic Code: NK
Unit Of Issue:
Unit Of Issue Container Qty:
Type Of Container:
Net Unit Weight:

Report for NIIN: 00N039612

NRC/State License Number:
Net Explosive Weight:
Net Propellant Weight-Ammo:
Coast Guard Ammunition Code:

Ingredients/Identity Information

Page 1
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Proprietary: NO
Ingredient: SOLVENT NAPHTHA (PETROLEUM), MEDIUM ALIPHATIC; (ALIPHATIC
SOLVENT NAPHTHA (PETROLEUM) MINERAL SPIRITS. VP: 10. (ING 2)
Ingredient Sequence Number: 01
Percent: 25-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 1003692SN
CAS Number: 64742-88-7
OSHA PEL: 100 PPM (MFR)
ACGIH TLV: 100 PPM (MFR)
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: ING 1: LDSO (ORAL, RAT) : >25 ML/KG.
Ingredient Sequence Number: 02
Percent: N/K
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: 999999922
CAS Number:
OSHA PEL: NOT APPLICABLE
ACGIH TLV: NOT APPLICABLE
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: TIT.AJ:\fIUM OXIDE; (TITAJ:\fIUM DIOXIDE)
Ingredient Sequence Number: 03
Percent: 0-35
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: XR2275000
CAS Number: 13463-67-7
OSHA PEL: 15 MG/M3 TDUST
ACGIH TLV: 10 MG/M3 TDUST; 9293
Other Recommended Limit: N/K

Proprietary: NO
Ingredient: CALCIUM CARBONATE. LD50 (ORAL, RAT) : >500 MG/KG.
Ingredient Sequence Number: 04
Percent: 0-20
Ingredient Action Code:
Ingredient Focal Point: N
NIOSH (RTECS) Number: EV9580000
CAS Number: 1317-65-3
OSHA PEL: 15 MG/M3 TDUST

Report for NIIN: 00N039612

ACGIH TLV: 10 MG/M3 TDUST
Other Recommended Limit: N/K

Physical/Chemical Characteristics

Appearance And Odor: NONE SPECIFIED BY MANUFACTURER.
Boiling Point: >310F,>154C
Melting Point: N/K
Vapor Pressure (MM Hg/70 F): SEE ING 1
Vapor Density (Air=l): HVR/AIR
Specific Gravity: 0.96-1.26(FP N)
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Decomposition Temperature: N/K
Evaporation Rate And Ref: SLOWER THAN ETHER
Solubility In Water: N/K
Percent Volatiles By Volume: 40-50
Viscosity:
pH: N/K
Radioactivity:
Form (Radioactive MatI):
Magnetism (Milligau5s):
Corrosion Rate (IPYj: N/K
Autoignition Temperature:

Fire and Explosion Hazard Data

Flash Point: lOSF,41C
Flash Point Method: Tee
Lower Explosive Limit: 1%
Upper Explosive Limit: N/K
Extinguishing Media: FOAM, CARBON DIOXIDE, DRY CHEMICAL, WATER FOG.
Special Fire Fighting Proc: WEAR NIOSH/MSHA APPROVED SCBA AND FULL
PROTECTIVE EQUIPMENT IFP N). DO NOT USE DIRECT STREAM OF WATER. PRODUCT
WILL FLOAT AND CAN BE REIGNITED.
Unusual Fire And Expl Hazrds: CONTAINERS EXPOSED TO INTENSE HEAT FROM
FIRES SHOULD BE COOLED WITH WATER TO PREVENT VAPOR PRESSURE BUILDUP WHICH
COULD RESULT IN CONTAINER RUPTURE.

Reactivity Data

Stability: YES
Cond To Avoid (Stability): NONE.
Materials To Avoid: STRONG OXIDANTS LIKE: LIQUID CHLORINE, CONCENTRATED
OXYGEN, SODIUM OR CALCIUM HYPOCHLORITE.
Hazardous Decomp Products: FUMES, SMOKE AND CARBON MONOXIDE, IN CASE OF
INCOMPLETE COMBUSTION.
Hazardous Poly Occur: NO
Conditions To Avoid (Poly): NOT RELEVANT.

Health Hazard Data

LDSO-LCSO Mixture: SEE INGREDIENTS.
Route Of Entry - Inhalation: YES
Route Of Entry - Skin: YES

Report for NIIN: OON039612

Route Of Entry - Ingestion: NO
Health Haz Acute And Chronic: INHALATION OF HIGH VAPOR CONCENTRATIONS MAY
HAVE RESULTS RANGING FROM DIZZINESS, HEADACHE, GIDDINESS, NAUSEA TO
UNCONSCIOUSNESS. PROLONGED OR REPEATED LIQUID CONTACT WITH SKIN WILL DRY
AND DEFAT SKIN, LEADING TO IRRITATION AND DERMATITIS.
Carcinogenicity - NTP: NO
Carcinogenicity - IARC: NO
Carcinogenicity - OSHA: NO
Explanation Carcinogenicity: NOT RELEVANT.
Signs/Symptoms Of Overexp: SEE HEALTH HAZARDS.
Med Cond Aggravated By Exp: NONE SPECIFIED BY MANUFACTURER.
Emergency/First Aid Proc: INHAL: REMOVE FROM EXPOSURE IMMED; CALL
PHYSICIAN. IF BREATHING IS IRREGULAR OR STOPPED, START RESUSCITATION,
ADMINISTER OXYGEN. INGESTION: DO NOT INDUCE VOMITING; CALL PHYSICIAN. IF
VOMITING OCCURS, KEEP HEAD BELOW HIPS TO KEEP LIQUID OUT OF LUNGS. SKIN:
REMOVE ANY CONTAMD CLOTHING & WASH SKIN W/SOAP & WARM WATER. IF SPLASHED
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INTO EYES, FLUSH W/CLEAR WATER FOR AT LST 15 MINS/UNTIL IRRIT SUBSIDES.

Precautions for Safe Handling and Use

Steps If MatI Released/Spill: REMOVE ALL IGNIT SOURCES. KEEP PEOPLE AWAY.
RECOVER FREE LIQ. ADD ABSORB (SAND, EARTH, SAWDUST, ETC.) TO SPILL AREA.
AVOID BRTHG VAPS. VENT CONFINED SPACES. OPEN ALL WINDOWS & DOORS. KEEP
PETRO PRODS OUT OF SEWERS & WATERCOURSES BY DIKING OR (SUPDAT)
Neutralizing Agent: NONE SPECIFIED BY MANUFACTURER.
Waste Disposal Method: ASSURE CONFORMITY WITH APPLICABLE FEDERAL, STATE,
AND LOCAL DISPOSAL REGULATIONS. DISPOSE OF ABSORBED MATERIAL AT AN RCRA
APPROVED DISPOSAL SITE OR FACILITY.
Precautions-Handling/Storing: KEEP CONTAINERS CLOSED WHEN NOT IN USE. DO
NOT HANDLE OR STORE NEAR HEAT, SPARK, FLAME OR STRONG OXIDANTS.
Other Precautions: NONE.

Control Measures

Respiratory Protection: USE A NIOSH/MSHA APPROVED HYDROCARBON VAPOR
CANNISTER OR SUPPLIED-AIR RESPIRATORY PROTECTION IN CONFINED OR ENCLOSED
PLACES IF OCCUPATIONAL EXPOSURE LIMITS ARE EXCEEDED.
Ventilation: EXHAUST AT OVER 60 FPM.
Protective Gloves: CHEMICAL RESISTANT GLOVES.
Eye Protection: CHEM WORK GOG &/FULL LGTH FSHLD (FP N) .
Other Protective Equipment: NONE SPECIFIED BY MANUFACTURER.
Work Hygienic Practices: NONE SPECIFIED BY MANUFACTURER.
Suppl. Safety & Health Data: SPILL PROCEDURE: IMPOUNDING. ADVISE
AUTHORITIES IF PRODUCT HAS ENTERED OR MAY ENTER SEWERS, WATERCOURSES, OR
EXTENSIVE LAND AREAS.

Transportation Data

Transportation Action Code:
Transportation Focal Point:
Trans Data Review Date:
DOT PSN Code:
DOT Symbol:

Report for NIIN: OON039612

DOT Proper Shipping Name:
DOT Class:
DOT ID Number:
DOT Pack Group:
DOT Label:
DOT/DoD Exemption Number:
IMO PSN Code:
IMO Proper Shipping Name:
IMO Regulations Page Number:
IMO UN Number:
IMO UN Class:
IMO Subsidiary Risk Label:
lATA PSN Code:
lATA UN ID Number:
lATA Proper Shipping Name:
lATA UN Class:
lATA Subsidiary Risk Class:
lATA Label:
AFI PSN Code:
AFI Symbols:
AFI Prop. Shipping Name:
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AFI Class:
AFI ID Number:
AFI Pack Group:
AFI Label:
AFI Special Prov:
AFI Basic Pac Ref:
MJVIAC Code:
N.O.S. Shipping Name:
Additional Trans Data:

Disposal Data

Disposal Data Action Code:
Disposal Data Focal Point:
Disposal Data Review Date:
Rec # For This Disp Entry:
Tot Disp Entries Per NSN:
Landfill Ban Item:
Disposal Supplemental Data:
1st EPA Haz Wst Code New:
1st EPA Haz Wst Name New:
1st EPA Haz Wst Char New:
1st EPA Acute Hazard New:
2nd EPA Haz Wst Code New:
2nd EPA Haz Wst Name New:
2nd EPA Haz Wst Char New:
2nd EPA Acute Hazard New:
3rd EPA Haz Wst Code New:
3rd EPA Haz Wst Name New:
3rd EPA Haz Wst Char New:
3rd EPA Acute Hazard New:

Report for NIIN: OON039612

Label Data

Label Required: YES
Technical Review Date: 03FEB93
Label Date: 03FEB93
MFR Label Number:
Label Status: G
Common Name: SHIPENDEC WHITE, 3147
Chronic Hazard: NO
Signal Word: WARNING!
Acute Health Hazard-None:
Acute Health Hazard-Slight: X
Acute Health Hazard-Moderate:
Acute Health Hazard-Severe:
Contact Hazard-None:
Contact Hazard-Slight: X
Contact Hazard-Moderate:
Contact Hazard-Severe:
Fire Hazard-None:
Fire Hazard-Slight:
Fire Hazard-Moderate: X
Fire Hazard-Severe:
Reactivity Hazard-None: X
Reactivity Hazard-Slight:
Reactivity Hazard-Moderate:
Reactivity Hazard-Severe:
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Special Hazard Precautions: COMBUSTIBLE LIQUID! DO NOT HANDLE OR STORE
NEAR HEAT, SPARK, FLAME OR STRONG OXIDANTS. ACUTE: INHALATION OF HIGH VAPOR
CONCENTRATIONS MAY HAVE RESULTS RANGING FROM DIZZINESS, HEADACHE,
GIDDINESS, NAUSEA TO UNCONSCIOUSNESS. PROLONGED OR REPEATED LIQUID CONTACT
WITH SKIN WILL DRY AND DEFAT SKIN, LEADING TO IRRITATION AND DERMATITIS.
CHRONIC: NONE LISTED BY MANUFACTURER.
Protect Eye: Y
Protect Skin: Y
Protect Respiratory: Y
Label Name: PETTIT PAINT CO
Label Street: 36 PINE 5T
Label P.O. Box:
Label City: BOROUGH OF ROCKAWAY
Label State: NJ
Label Zip Code: 07866
Label Country: US
Label Emergency Number: 800-548-0489
Year Procured:
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Spartan Chemical Company, Inc.
Material Safety Data Sheeta

Spatart
....SECTION I: PRODUCT INFORMATION

Product Name or Number (as it appears on label): Product Division:
STERIPHENE II BRAND DISINFECTANT DEODORANT.Ianltortal
Product Number: 6075; 6081

Spartan Chemical Company, Inc.

1110 Spartan Drive

Marnnee OH 43537

Productffechn.ical 1_(800)_537-8990
Information:

Medical Emergency:l-(888)-314-6171 (24 hours)

Chemical Leak/SpilCHEMTREC 1-(800) 424-9300 (24 hours)
Emergency·

I Shipping DescriptiOI1:[loRM-D, Consumer commodity, deodorants, aerosol, n.o.s. II

I NFPARatings:11 [I HMIS Ratingd [

I Health:l1- Slight [I Health::[i=Siight [

I Fire::14 -Extreme [I Fire: :14- Extreme [

I Reactivity: llo - Minimal [I ReaCtivityJO - Minimal [

I [I [[Per s. Prot. EquipJSee Section VIII [

....SECTION II: HAZARDOUS INGREDIENTS
(Listed when present at 1% or greater, carcinogens at 0.1% or greater) All component chemicals are listed or exempted
from listing on the "TSCA Inventory" of chemical substances maintained by the u.s.Environmental Protection Agency.

DCAS Registry i

TableZ-l-A
[ NTP,IARC

TWAmg::]

CELING or OSHA
Chemical Name(s) STEL mg/m 3 mg/m3 Carcinogen%W No.

IEthanOI [8 164-17-5 [I 1900 [
Not Not I No [Established Established

IPropane [B I 74-98-6 [I 1800 [
Not Not I No [Established Established

IIsobutane [B I 75-28-5 [11900(NIOSH) [
Not Not I No [Established Established

I*Ortho phenyl phenol [8 190-43-7 [I 1 (Dow) [
Not Not I No [Established Established

l° rtho 8 1120-32-1 [
Not Not Not I No [Ibenzy I-para-chioropheno I Established Established Established

Comment *This substance is subject to the reporting requirements of Section 313 of the Emergency Planning and
Community Right-To-Know Act of 1986 (SARA) and of 40 CFR 372.

Specific Gravity iO.84
(H20~1),

-------

Vapor Pressure: :135 mm Hg_@ 75°C

Solubility in water: i:Complete

....SECTION III: PHYSICAL:,D:"A"T"A~==~~~~~r~~~~~~~r~~~====~~~~~
1 Boiling Point11165-175 OF [I
Q apor Density (AIR -l)J~u;;nO=kn;;o;;wn~~~~~~~[ I~o===O=~~~~;;;~F'~~~~~~~~~~~

I PHi180-90 [
---~~
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Evaporation ~ate11.5(concentrate)
[

Percent Solid by ITrace
[(butace.-l)J Weight

I Physical State: [[!:{quid [I [I [

I Appearance & Odor: [[ ight yellow liquid, citrus, floral fragrance [
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..... SECTION IV: FIRE & EXPLOSIVE HAZARD DATA

I Flash Poin< IPropellant : < OaF [I Method Used: [IASTM-D3065 [
Flammable Limits: IN/A

I
Flame Extension: 20"

This product is a NFPA 30 B
Storage Level II aerosol.

[
Extinguishing Media: [[Foam or Carbon dioxide'; [

Special Fire Fighting Use equipment or shielding required to protect personnel against bursting, rupturing or
Procedures: venting containers.

Unusual Fire & Explosive At elevated temperatures (54°C/130°F), containers may vent, rupture or burst.
Hazards:

..... SECTIONV· HEALTH HAZARD DATA

I Threshold Limit Value: :INot Established [I Primary Routes ofEntry: :llnhalation, Skin Contact, Eyes [

Effects of Overexposure- Causes substantial but temporary eye injury. Harmful if absorbed through the
Conditions to Avoid: skin. Inhalation of product mist may cause respiratory irritation.

Ortho phenyl phenol has been shown to produce urinary bladder tumors in male rats and
liver tumors in male mice fed exaggerated doses.
Do not get in eyes, on skin or on clothing. Avoid inhalation of product mist. Do not
spray on food or food utensils.

Conditions Aggravated by Use: Use of this product may aggravate preexisting skin; eye and respiratory disorders
including asthma and dermatitis.

Emergency & First Aid Procedures'

I

Eyes: 1Hold eye open and rinse slowly and gently with water for 15-20 minutes. Remove
contact lenses; If present; after the first 5 minutes; then continue rinsing eye. Call a
poison control center or doctor for treatment advice.

=======

I

Skin: 1Take off contaminated clothing. Rinse skin immediately with plenty of water for 15-20
minutes. Call a poison control center or doctor for treatment advice. Wash contaminated
clothing before reuse.

=======

I

InhalatiOn: ! ~n .cas.e of res~iratory irritation; move person to fresh air. Get medical attention if
irritation persists .

..... SECTION VI: REACTIVITY DATA

StabilityJ!Stable

Hazardous Decomposition:iC0 2' CO
Products .l]

..... SECTION VII' SPILL OR LEAK PROCEDURES

Steps to be Taken in Case Remove ignition sources. Avoid breathing vapors or contact with liquid. Soak up with
Material is Released or Spilled: absorbent material and transfer to containers for disposal. Rinse area with water and

flush to sanitary sewer. Keep spill out of storm sewers and waterways.

I

Waste Disposal Method: !Do not incinerate or puncture aerosol container. Dispose of in accordance with federal,
state and local regulations.
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.... SECTION VIII: SPECIAL PROTECTION INFORMATION

Respiratory Protection: Not normally required when good general ventilation is provided. However, if exposure
limits (see Section II) are exceeded or if respiratory irritation occurs, use of a NIOSH
approved respirator suitable for the use-conditions and chemicals in Section II should be
considered.

I

VentilatiOn: !Provide good general ventilation. Local exhaust ventilation may be necessary for some
operations.

Protective Gloves(Specify Impervious gloves are recommended for prolonged or repeated contact.
Type)

[iy e Protection(Specify Typ:ii] Splash goggles are recommended to prevent eye contact

I Other Protective EquipMIltlISee CFR 1910.132-138. [
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..... SECTION IX: SPECIAL PRECAUTIONS

Precautions; Handlin? & : I~lammable! Contents under pressure. ~o not use near fires, s~arks or flame. Do not store
Stonng: IIwhere temperatures could exceed 120 F. Wash thoroughly with soap and water after

handling. Remove contaminated clothing and wash before reuse. Do not contaminate
:water, food or feed by storage or disposal.

Other Precautions: l~p out of reach of children.

Manager, Regulatory Affairs
06/01/2004

Title:
Supercedes:

Update Section IX

Ronald T. Cook
06/30/2005

Name:
Effective
Date:
Changes:

© SCC 06/30/2005
STERIPHENE II BRAND
DISINFECTANT DEODORANT

Ref 29 CFR 1910.1200
(OSHA)
This document has been prepared using data from sources considered technically reliable. It does not constitute a
warranty, express or implied, as to the accuracy of the information contained herein. Actual conditions of use and
handling are beyond sellers control. User is responsible to evaluate all available information when using product for any
particular use and to comply with all Federal, State and Local laws and regulations.
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Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ CHEMICAL PRODUCT AND COMPANY IDENTIFICATION

STP® Heavy Duty Brake Fluid, DOT 3

Product Type

Stock

Formula

Manufactured for:
The Armor AliI STP Products Company
1221 Broadway
Oakland, CA 94612
Telephone: (510)271-7000

Auto Brake Fluid

ST0925, ST0925CAN, ST0925SP, ST0925PR, ST0926, ST0926CAN,
Z-302

RM3715, RM3725, RM3837, RM3941, RM3950

Emergency Phone
Numbers

For Medical Emergencies Call:
1-800-446-1014

For Transportation Emergencies
Call: 1-800-424-9300 (Chemtrec)

___COMPOSITION I INFORMATION ON INGREDIENTS

, razardous Materials Material % CAS # Exposure
Limit

Source

(3)

(3)

(3)

(3)

(3)

(3)

(3)

(3)None Established

None Established

None Established

None Established

111-77-3

9038-95-3

111-90-0

/

112-34-5

0-2

0-10

0-10
~

0-5

Triethylene Glycol
0-70 143-22~ None Established

Monobulyl Ether
Triethylene Glycol

0-45 112-50-5 None Established
Monoethyl Ether
Triethylene Glycol

0-35 112-35~ None Established
Monomethyl Ether

Glycol Heavies 0-35 25322~8-3 None Established

Polyalkylene Glycol

DiethyleneGlycol
Monobulyl Ether
Diethylene Glycol
Monomethyl Ether
Diethylene Glycol
Monoethyl Ether

None of the ingredients is listed as a carcinogen or potential carcinogen
by IARC, NTP or OSHA.

The Permissible Exposure Limits (PEL) reported above are the pre-1989 limits
that were reinstated by OSHA following a decision by the 11th Circuit Court of
Appeals. These PELs are being enforced by Federal OSHA. Be aware that
more restrictive limits may be enforced by some states. The Armor Alii STP
Products Company recommends that the lower exposure limits be observed
as reasonable worker protection.

Document: MSDS0093, October 20, 1999 Page 1 of7
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Skin

Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ COMPOSITION I INFORMATION ON INGREDIENTS (continued)

The source for exposure limits listed above are:
1. OSHA Permissible Exposure Limit (PEL)
2. ACGIH Threshold Limit Value (TLV)
3. Both the OSHA PEL and ACGIH TLV
4. Recommended by the Manufacturer

_ HAZARDS IDENTIFICATION

Principal Hazards Warning
• Clear amber liquid with a mild odor.
• Accidental ingestion of this material may cause gastrointestinal

disturbances including irritation, nausea, vomiting and diarrhea.
• Aspiration from ingestion may cause central nervous system

depression and kidney and liver damage.
• Breathing vapors or mists may cause mucous membrane irritation.
• May cause eye irritation or possible comeal injury.
• Prolonged skin contact may cause irritation.

See Section 11 for complete health hazard information

KEEP OUT OF REACH OF CHILDREN
_"""F...;.;IR...;.;S;..;T"""A...;.;ID"'--- _

Swallowing If swallowed, get immediate medical advice by calling a Poison Control
Center or emergency room. If advice is not available, then give 1 or 2
glasses of water or milk and induce vomiting. Take victim and product
container to the nearest emergency treatment center or hospital. Do
not attempt to give anything by mouth to an unconscious person.

Remove contaminated clothing. Wash all affected and exposed areas
with soap and water. If irritation or redness develops or persists, seek
medical attention.

Inhalation

Eyes

Notes To Physician

Remove to fresh air if effects occur and seek medical attention.

Exposed eyes should be immediately flushed with copious amounts of
water using a steady stream for a minimum of 15 minutes. If irritation,
pain, swelling or tearing develops, seek medical attention.

There is no specific antidote. Treatment should be directed at the
control of symptoms and clinical conditions.

Document: MSDS0093, October 20, 1999
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Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ FIRE FIGHTING MEASURES I

Flash Point (Method) 250-275 of (121-135°C) PMCC

Upper Flammable Limit

Lower Flammable Limit

Extinguishing Media

Special Firefighting
Procedures

Unusual Fire and
Explosion Hazards

Combustion
Decomposition

Auto-ignition
smperature

Explosion Data

Not determined

Not determined

Use water fog, foam, alcohol foam, carbon dioxide or dry chemical.

Use self contained breathing apparatus and full protective clothing.
Use water to cool fire-exposed containers. A direct stream of water or
foam may cause frothing.

None

Burning can produce carbon dioxide, carbon monoxide and oxides of
nitrogen.

Not determined

None determined.

_ ACCIDENTAL RELEASE MEASURES

Spill Wear appropriate personal protective equipment. Collect material with
suitable absorbent material. Place into an appropriate container for
disposal. Keep out of sewers and waterways.

_ HANDLING AND STORAGE

Handling Procedures

Storage Procedures

• Avoid contact with eyes.
• Avoid prolonged skin contact.
• Wash exposed skin with soap and water after use.
• Avoid breathing vapors and mists.
• Use only with adequate ventilation.
• Keep away from excessive heat or open flames
• Do not add nitrites or other nitrosating agents. A nitosamine, which

may cause cancer, may be formed.
• Store in a cool, well ventilated area. Keep container tightly closed

when not in use.

Document: MSDS0093, October 20, 1999
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Gloves Protection

Eye Protection

Respiratory Protection

Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ EXPOSURE CONTROLS / PERSONAL PROTECTION I
Ventilation Procedures General ventilation should be adequate for normal use. For operations

where the product is heated or misted and exposures may be
excessive, mechanical ventilation such as local exhaust may be
needed to minimize exposure.

Chemical resistant gloves such as PVC coated gloves are
recommended to prevent prolonged/repeated skin contact.

Splash proof goggles are recommended to prevent eye contact.

None needed under normal use conditions. For operations where the
exposures may be excessive, a NIOSHIMSHA approved organic vapor
respirator with a dusUmist pre-filter or supplied air respirator is
recommended. Equipment selection depends on contaminant type and
concentration, select in accordance with 29 CFR 1910.134 and good
industrial hygiene practice. For firefighting, use self-contained
breathing apparatus.

Clothing
Recommendation

Protective clothing if needed to avoid prolonged I repeated skin
contact. Suitable washing and eye flushing facilities should be
available in the work area. Contaminated clothing should be removed
and laundered or dry-cleaned before re-use.

_ PHYSICAL AND CHEMICAL PROPERTIES

Vapor Pressure Not determined

pH

Specific Gravity

Water Solubility

Vapor Density

Evaporation Rate

Odor

Not determined

1.02-1.05

100%

Not determined

Not determined

Characteristic odor

Appearance Clear amber to yellow liquid

Viscosity Not determined

Boiling Point Greater than 430 OF

Freezing Point Less than -40 OF

...-----------------------_ STABILITY AND REACTIVITY

tability Stable

Incompatibility Avoid strong oxidizing agents and peroxides.

Document: MSDS0093, October 20, 1999
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Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ STABILITY AND REACTIVITY (continued) I
Conditions to Avoid Contact with nitrites or other nitrosating agents may produce

nitrosamine, a known animal carcinogen.

Polymerization

Hazardous
Decomposition

Will not occur

Burning can produce carbon monoxide, carbon dioxide, and oxides of
nitrogen.

Eye Irritation

Skin Irritation

Dermal Toxicity

_ TOXICOLOGICAL INFORMATION

Oral Toxicity Accidental ingestion of a small amount may cause gastrointestinal
discomfort with nausea, vomiting and diarrhea. A large ingestion may
produce central nervous system depression and kidney and liver
damage.

May cause moderate to severe eye irritation and possible corneal
damage.

Prolonged or repeated exposure may cause skin irritation.

A single prolonged exposure is not likely to result in material being
absorbed in harmful amounts. Prolonged or repeated skin exposure to
a very large amount of some of the ingredients of this formulation may
cause drowsiness.

Inhalation Toxicity

Acute Toxicity Values

Sensitization

Chronic Toxicity

Medical Conditions
Aggravated by Exposure

Carcinogenicity

Mutagenicity

"'eproductive Toxicity
.nd Teratogenicity

High concentrations of vapors may cause respiratory irritation
experienced as nasal discomfort and discharge.

Product: No information available.

No evidence of sensitization from available data.

Prolonged or repeated skin contact with this product may possibly lead
to irritation and dermatitis. Prolonged or repeated inhalation or
ingestion may lead to central nervous system, gastrointestinal
disturbances and possible adverse reproductive effects.

A knowledge of the available toxicology information and of the physical
and clinical properties of this material suggests that overexposure is
unlikely to aggravate existing medical conditions.

None of the components of this product is listed as a carcinogen or
suspected carcinogen by IARC, NTP or OSHA.

No evidence of mutagencity from available data.

Minor components of this products, when tested separately, have
resulted in fetal toxicity in animal studies. One component caused birth
defects in animals following ingestion of large doses.

Document: MSDS0093, October 20,1999
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NONE - NOT REGULATED

None - Not regulated

Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ ECOLOGICAL INFORMATION I
Aqu.a~crrerrestrial No data is available at this time.
ToxIcity
Environmental Fate

_ DISPOSAL CONSIDERATIONS

Waste Disposal Incinerate, recycled, treat or landfilled in accordance with federal, state
and local regulations.

_ TRANSPORT INFORMATION

U.S. DOT Non-Bulk None - Not Regulated
Shipping Description

ID Number None
Hazard Class None

Packing Group None
Label None

Markings None
Placards None

IMDG Code Shipping
ascription

ID Number NONE
Hazard Class NONE

Packing Group NONE
Label NONE

Placards NONE

IMDG PG NONE

Air -lATA Shipping
Description

Technical Name None
ID Number None

Hazard Class None
Packing Group None

Markings None
Label None

_~R:-:E:::G~U::-LA-::-T=O=:R:::Y-:-I~N::F-=O=R:-::M-::-AT=I-=O~N-----------""

U.S. TSCA Inventoryl All of the components of this product are listed on the TSCA inventory.
other TSCA Regulations. This product is subject to export notification.
SARA Ext. Haz. Subst. None.

Document: MSDS0093, October 20, 1999
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Material Safety Data Sheet

STP® Heavy Duty Brake Fluid, DOT 3
_ REGULATORY INFORMATION (continued) I
SARA Section 313 This product contains the following toxic chemicals subject to the

reporting requirements of section 313 ofTitle III of the Superfund
Amendments and Reauthorization Act of 1986 and 40 CFR Part 372
(SARA 313 - Toxic Chemical Release Reporting)

Chemical Name CAS# Weight %

Glycol Ethers Not available 85-100

Canada

General

Revision Indicators

CERCLA Hazardous
Substances (Section
103)/RQ

This product is not subject to CERCLA reporting requirements,
however, many states have more stringent release reporting
requirements. Report spills required under federal, state and local
regulations.

California Proposition 65 This product does not contain chemicals regulated under California
Proposition 65.

All of the components of this product are listed on the Canadian
Domestic Substances List (DSL).

EEC EINECS All of the ingredients are listed on the EINECS inventory.

.._L-0:..T:..H.;.,E;,...R_I;.;,.N;.;,.F..,;;O.;.,R..;,;M,;;..A:..T.;.,IO:..N ____

NFPA Code Health: 2 Fire: 1 Reactivity: 1

HMIS Code Health: 2* Fire: 1 Reactivity: 1

Precautionary Labels Observe all requirements of plant, company or government regulations.
"Empty" containers retain product residue and can be hazardous. Keep
out of the reach of children. Do not take internally.

Supersedes: JUly 23, 1999 Revised Sections: Sections 2
(Composition)

This MSDS is directed to professional users and bulk handlers of the
product or its ingredients. Consumer products are labeled in
accordance with Federal Hazardous Substances Act regulations and in
some instances might differ from the information provided herein.

Document: MSDS0093, October 20, 1999 Page 7 of7
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MSDS - Material Safety Data Sheet
Product Name: THRUST INSTANT STARTING FLUID

MSDS No.: M3815

IL Basic ItifonnaJion:

Manufacturer: RADIATOR SPECIALTY COMPANY

Address: 600RADIATOR ROAD

City, ST Zip: INDIAN TRAIL, NC 28079

Emergency Contact: Rocky Mountain Poision Control Center

EmergencyTelephone Number: 303-623- 5716

Contact: Robert Geer

Information Telephone Number: 704-688-3430

Last Update: 04/25/2006

Chemical State:

Chemical Type:

III. Ingredients:

D Trade Secret

00 Liquid

D Pure

D Gas

00 Mixture

4 FI.srvn&Hlit:v

DSOlid 0 Reactivity

H Pers. Protection

124389 Carbon dioxide

60297 Ethane, 1,1'-oxybis-

142825 Heptane

64742525 Naphthenic Petroleum Distillate

64742536 Naphthenic Petroluem Oil

CAS No. Chemical Name

EHS IARC
OSHA ACGIH other

% Range PEL TLV Limits

1.0-10.0 N/AV 5000 ppm

15.0-40.0 400 ppm 400 ppm

40.0 - 70.0 400 ppm 400 ppm

< 1.0 5 mg/m3 5 mg/m3

< 1.0 5 mg/m3 5 mg/m3

IIII. Hazardous I dentificaJion:

HazardCategory:

00 Acute D Chronic 00 Fire lRJ Pressure D Reactive

Hazardous Identification Information:
DANGER: EXTREMELY FLAMMABLE. HARMFUL OR FATAL IF SWALLOWED. VAPOR TOXIC. EXCESSIVE INHALATION
MAY BE FATAL. VAPORS MAY CAUSE FLASH FIRES. EYE IRRITANT. CONTENTS UNDER PRESSURE.

Level 3 AerosolIn: FirstAid Measures:

Route(s) of Entry:

Inhalation, eye and skin contact.

Health Hazards (Acute and Chronic):

See signs and symptoms below.

Signs and Symptoms:

Eye Contact: Direct spray or vapors will irritate and may harm eyes
Skin Contact: Product may cause irritation due to defalling of skin.
Inhalation: High concentrations of vapors may irritate nose and throat and cause symptoms of intoxication such as dizziness,
nausea, headache, or indigestion.
Ingestion: Gastrointestinal irritation, nausea, cramps, diarrhea. May be harmful or fatal if swallowed ..
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MSDS - Material Safety Data Sheet
Product Name: THRUST INSTANT STARTING FLUID

MSDSNo.: M3815

Medical Conditions Generally Aggravated by Exposure:

None Known

Emergency and First Aid Procedures:

Eye Contact: Flush eyes with clean water for 15 minutes while lifting eyelids. Get prompt medical attention.
Skin Contact: Wash with soap and water thoroughly. If adverse effects persist, get prompt medical attention. Launder
contaminated clothing before reuse.
Inhalation: Remove to fresh air. If breathing becomes difficult get prompt medical attention.
Ingestion: DO NOT INDUCE VOMITINGI Call Poison Control Center, physician, or hospital emergency room immediately.

Other Health Warnings:

Vomiting and subsequent aspiration into the lungs may lead to chemical pneumonia and pulmonary edema which is a
potentially fatal condition.

IV. Fire Fighting Measures:

Flash Point: < OaF

F.P. Method: Calculated

Lower Explosive Limit: N/D Upper Explosive Limit: N/D

Fire Extinguishing Media: Foam, Dry Chemical (B-C), Carbon Dioxide

Special Fire Fighting Procedures:

Wear self- contained, positive pressure breathing apparatus and protective clothing. Use water fog to keep container cool.
Protect from venting, rupturing, and bursting containers.

Unusual Fire and Explosion:

At temperatures above 120°F, containers may vent, rupture, or burst, even violently. Contents under pressure. Do not use near
fire, sparks, or flame.

IVI. Accidental Release Measures:

Steps to be Taken in Case Material is Released or Spilled:

Eliminate all ignition sources. Persons not wearing protective equipment should be excluded from area of spill until clean-up has
been completed. Dike or contain spill and absorb with inert materials (sand, sawdust, absorbent sweeping compounds, rags,
etc). Using a non-metalic scoop, place contaminated material into an approved chemical waste container. Where possible,
vacuum spilled liquid using an explosion proof vacuum to recover material. Prevent run-off to sewers, streams, or other bodies of
water. If run-off occurs, notify proper authorities as required that a spill has occured.IVII. Handling and Storage:

Precautions to be Taken:

Use with adequate ventilation and proper protective equipment.
Do not use or store near fire, sparks, open flame or heat sources. Do not puncture or incinerate container. Exposure to
temperatures above 120° may cause container to vent, rupture, or burst. Store in a cool, dry place, out of direct sunlight.

Other Precautions:

Do not used in confined area without proper ventilation. Contact lenses may cause further damage in case of splash into eye.
KEEP AWAY FROM CHILDREN AND ANIMALSI

VIII. Exposure ControlslPersonal Protection:

Ventilation Requirements:

See Section 2 for applicable exposure limits. Maintain adequate ventilation.
Avoid breathing vapors. In restricted areas, use approved chemical/mechanical filters designed to remove a combination of
particles and vapor. In confined areas, use approved air line type respirator or hood. A self-contained breathing apparatus is
required for vapor concentrations above TLV limits.
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MSDS - Material Safety Data Sheet
Product Name: THRUST INSTANT STARTING FLUID

MSDSNo.: M3815
Personal Protective Equipment:

See Section 2 for applicable exposure limits. For prolonged exposure wear protective safety glasses, gloves, and apron.

IIX Physical and Chemical Properties:

Boiling Point: N/D

Evaporation Rate (Butyl Acetate = 1): N/D

Specific Gravity (H20 = 1): 0.68500

Solubility In Water: Partial solubility

Other Infonnation: % vac: 93%

Ix Stability and Reactivity:

Stability:

Product is stable

Incompatibility (Materials to Avoid):

Avoid contact with oxidizing agents.

Decomposition/By Products:

Carbon Dioxide, Carbon Monoxide.

Hazardous Polymerization:

Will not occur.

IXI. Toxicological Information:

N/D

IXII. Ecological Information:

N/D

IXIII. Disposal Considerations:

Melting Point: N/A

Vapor Pressure (mm Hg.): N/D

Vapor Density (AIR = 1): N/D.

Appearance and Odor: Clear liquid with solvent/ether odor.

DISPOSAL: This container may be recycled in aerosol recycling centers when empty. Before offering for recycling, empty the can
by using the product according to the label. DO NOT PUNCTUREI If recycling is not available, wrap the container and discard in
the trash. Dis ose of unused roduct in accordance with all local, state overnment and federal laws and re ulations.

XlV. Transport Information:

DOT Hazard Class: ORM-D
Shipping Name: Consumer Commodity

IXv. Regnlatory Information:

See Section 2 for SARA Reportable Chemicals.

USA TSCA: All components of this material are either exempt or listed on the US TSCA Inventory.
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MSDS - Material Safety Data Sheet
Product Name: THRUST INSTANT STARTING FLUID

MSDSNo.: M3815

IXVI. Other Information:

Do not used in confined area without proper ventilation. Contact lenses may cause further damage in case of splash into eye.
KEEP AWAY FROM CHILDREN AND ANIMALSI

N/E: Not Established
N/D: Not Determined
N/A: Not Applicable
N/AV: Not Available

WEARING CONTACT LENSES WHEN HANDLING THIS MATERIAL IS INADVISABLEI KEEP AWAY FROM CHILDREN AND
ANIMALS.

While Radiator Specialty Company believes this data is accurate as of the revision date, we make no warranty with respect to the
data and we expressly disclaim all liability for reliance thereon. The data is offered soley for information, investigation, and
verification. Various government agencies may have specific regulations regarding the transportation, handling, storage, use, or
disposal of this product which may not be covered by this MSDS. The user is repsonsible for full compliance.
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turtle
wax

nude wax, inc
5655 West 73rd St.

Chicago, Illinois 60638-6211

Material Safety Data Sheet

EMERGENCY SPILL PHONE: 1(800) 424-9300 (CHEMTREC)MSDS No: T-70171175177/
EMERGENCY MEDICAL PHONE: (Contact your local poison control center)78179/80/82(C), D-7
PRODUCT INFORMATION PHONE: 1 (708) 563-3600

NFPA Hazard Ratings Health 1, Flammability1, Reactivity 0
HMIS Hazard Ratings Health 1, Flammabilityl, Reactivity 0, Protection B.

Prepared By: Research and Development, Phone: 1(708) 563-3600
Date Issued: June 17, 2005

1 - MATERIAL IDENTIFICATION
PRODUCT NAME: TURTLE WAX ZIP WAX CAR WASH (T-70171175/77178179/80/82)
Chemical Family: Mixture: water, soap, additives
Material Use or Occurrence: Washing compound
Product Identification No.: None (Canada)

2 -IMPORTANT INGREDIENTS
CHEMICAL NAME CAS No.
(Synonyms)
(None)

PERCENT PELlTLVITWA
OSHA ACGIH

CARCINOGEN
(OSHA,NPT, IARC)

3 - CHEMICAL AND PHYSICAL PROPERTIES

Boiling Point: n/av Melting Point: n/av
Specific Gravity: 1.040 Vapor Pressure: n/av
Solubility In Water Complete Vapor Density (Air=1) n/av
Evaporation Rate: n/av % Non-volatile: 17.0%
Coefficient of OillWater Distribution: n/av pH: 7.5
Appearance and Odor: Green Opaque Viscous Liquid. Odor: Citrus Lemon

4 - FIRE AND EXPLOSION DATA
Flash Point (CL Cup): >200'F (93'C) Explosive Limits: Lower: n/av Upper: n/av
Extinguishing Media: Water spray, Chemical foam, Dry chemical, Carbon dioxide.
Special Fire Fighting Procedures and Hazards: May be combustible if heated above flash point: Protect eyes from
splashes. See Section 6 for other personnel protection.

5 - REACTIVITY INFORMATION

Stable: X Unstable: Precautions: None
Hazardous Polymerization Occurs: Does Not Occur: X
Incompatibility: Strong oxidizers such as peroxides.
Hazardous Decomposition Product: If burning: CO" CO, Hydrocarbons.

Confidential Business Information BRIXINHOUSEOOl6l9



Turtle Wax, Inc. MSOS No. T-70/71175/77/78179/80/82, 0-7 -June 17, 2005
6 - HEALTH HAZARDS - PROTECTIVE MEASURES - FIRST AID

Inhalation:
• Mist or spray may cause irritation to nose throat and lungs. No chronic effects known.
• Use facemask or approved respirator as appropriate for concentration of mists.
• Remove to fresh air. Use artificial respiration and oxygen if needed.
Skin
• Can cause irritation with excessive or repeated contact. No chronic effects known.
• Wear soap resistant gloves as needed to reduce exposure.
• Remove contaminated clothing. Rinse affected areas thoroughly with water.
Eyes:
• Can cause irritation. No chronic effects known.
• Wear slash proof goggles. Have convenient eye wash stations.
• Flush with water for 15 minutes. Get prompt medical attention if effects persist
Ingestion:
• May cause digestive system upsets and/or nausea. No chronic effects known.
• Avoid swallowing or sucking liquid into lungs. Wear face shield if face contact is likely.
• Rinse mouth. Drink large amounts of water. Do not induce vomiting. If liquid is sucked into lungs, get prompt

medical attention.

IN ALL CASES GET PROMPT MEDICAL ATTENTION IF EFFECTS PERSIST
KEEP OUT OF REACH OF CHILDREN.

Most likely routes of entry: Skin, Eyes

7 - PRECAUTIONS FOR SAFE HANDLING AND USE

Spills and Leaks: Flush material to sewer or ground if permitted by local regulations. Floor may be slippery. See
Sec. 6 for other measures.

Storage and Handling: Keep away from strong acids or oxidizers, such as peroxides. Keep containers closed. Keep
from freezing.

Waste Disposal: In accordance with applicable local, state, and federal regulations. This is not a RCRA
hazardous waste.

Empty Containers: Rinse thoroughly before handling, reuse, or disposal.

8 - REGULATORY INFORMATION

DOT(HM-181) USA & Inn Not regulated as a hazardous material.

SARA Title III Reportable for Section 313(Form R) None
TSCA INVENTORY: All ingredients are commercially available and presumed to be listed by manufacturer.
CALIFORNIA PROP. 65: No listed substances are known to be present
NEW JERSEY LABEL INGREDIENTS Water (CAS # 7732-18-5), Sodium Alkyl Aryl Sulfonate (CAS # 25155- 30­
0), Sodium Alpha Olefin Sulfonate (CAS # 68439-57-6), Alkanolamide (CAS # 68603-42-9), Potassium Chloride
(CAS # 7447-40-7)
CANADA EPA DSL INVENTORY Consult Turtle Wax, Inc. regarding status of ingredients.
EEC SIXTH AMENDMENT INVENTORY Consult Turtle Wax, Inc. regarding status of ingredients.

The information contained here in has been compiled from sources believed to be reliable and is accurate to the best of our knowledge at this date. It is provided
without warranty, expressed or implied, as to the results of use of this information or to the product to which itrelates. Recipient assumes all responsibility for the use
of this information and the use, storage, or disposal of the product, including any resultant personal injury or property damage.
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MSDS - MSDS10011

Click here to go back to MSDS

1301 E. 9th Street, #700
Cleveland OH 44114

(800) 726-9626

lstributlon

MSDS Form No.: MSDS10011
Item No.: 10011, 10016

**** MATERIAL SAFETY DATA SHEET ****

WD-40

Part # MSDS10011

**** SECTION 1 - CHEMICAL PRODUCT AND COMPANY IDENTIFICATION ****

MSDS Name: WD-40
Product CAS: (none)
Product Code:
Synonyms: 10011; 10016; WD-40
Company Identification:
Name: WD-40 Company
Address: PO Box 30638
Address:
City: Los Angeles State: CA Zip: 90030
For information, call: HEALTH AND TECHNICAL CONTACTS: HEALTH ISSUES AND TECHNICAL
INFORMATION
(8AM-5PM ET): 1-216-416-7200 X 5860
Emergency Number: ROCKY MOUNTAIN POISON CONTROL CENTER (24 HOURS EVERYDAY) :
1-303-623-5716
Emergency Agency: CHEMTREC (24 HOURS EVERYDAY):
Number: 1-800-424-9300
MSDS Creation Date: 1/25/2006
Supersedes Date: 1/1/2003

**** SECTION 2 - COMPOSITION, INFORMATION ON INGREDIENTS ****

Chemical Name
ALIPHATIC PETROLEUM DISTILLATES
PETROLEUM BASE OIL
CARBON DIOXIDE
NON-HAZARDOUS INGREDIENTS

Miscellaneous:

CAS
8052-41-3

64742-65-0
124-38-9

(none)

MIN
45
15

2
10

MAX
50
25

3
10

hllp:l/apps.barnesdislribulion.comNJebSile/msds.~~~~weim;t>I6J*~(iln1(1 of 7) [5/23/2006 9BR1"NDJHOUSEOO 1621



MSDS - MSDS10011

NON-HAZARDOUS INGREDIENTS LT 10

INGREDIENT OSHA TWA

ALIPHATIC PETROLEUM DISTILLATES 100 PPM PEL
PETROLEUM BASE OIL 5 MG/M3 TWA (MIST)

CARBON DIOXIDE 5000 PPM PEL
NON-HAZARDOUS INGREDIENTS

Lbs of VOC per Gallon Coating (minus water): 4.6
Coating Density (lbs/ga1): a
Solvent Density (lbs/ga1): a
Percent Solvent (volume): a
Percent Solids (volume): a
Percent Water (volume): a

ACGIH TWA

100 PPM PEL
5 MG/M3 TWA

(MIST)
5000 PPM PEL

**** SECTION 3 - HAZARDS IDENTIFICATION ****

NFPA: Health: 2 Fire: 2 Reactivity: a Other: ­
HMIS: Health: Fire: Reactivity: Special Protection:

Miscellaneous:

POTENTIAL HEALTH EFFECTS

Target Organs:
TARGET ORGAN AND OTHER EFFECTS: NOT APPLICABLE.

PRIMARY ROUTES OF EXPOSURE: NO INFORMATION.

CHRONIC: NO INFORMATION

Eye:
SIGNS AND SYMPTOMS OF OVEREXPOSURE: MAY CAUSE IRRITATION, TEARING AND REDNESS.

Skin:
SIGNS AND SYMPTOMS OF OVEREXPOSURE:
AND/OR
IRRITATION.

SKIN CONTACT: MAY CAUSE DRYING OF SKIN

Ingestion:
SIGNS AND SYMPTOMS OF OVEREXPOSURE: INGESTION (SWALLOWED): MAY CAUSE IRRITATION,
NAUSEA
VOMITING AND DIARRHEA.

Inhalation:

httpl/apps.barnesdistribution.com/website/msds.n~-.ir<!~Bwi:ffl~f'1oflIDl!dliU\ent(2 of 7) [5/23/200690BRlIMJl/HOUSE001622



UPPER RESPIRATORY IRRITATION.

MSDS - MSDS10011

SIGNS AND SYMPTOMS OF
ANESTHESIA, HEADACHE,
DIZZINESS, NAUSEA AND

OVEREXPOSURE: INHALATION (BREATHING): MAY CAUSE

Miscellaneous:
CONDITIONS TO AVOID: NO INFORMATION.

MEDICAL CONDITIONS AGGRAVATED BY EXPOSURE: PRE-EXISTING MEDICAL CONDITIONS SUCH
AS EYE, SKIN
AND RESPIRATORY DISORDERS MAY BE AGGRAVATED BY EXPOSURE.

ACUTE: NO INFORMATION.

SUSPECTED CANCER AGENT: NO

**** SECTION 4 - FIRST AID MEASURES ****

Eye:
IMMEDIATELY FLUSH EYES WITH LARGE AMOUNTS OF WATER FOR 15 MINUTES.

Skin:
WASH WITH SOAP AND WATER.

Ingestion:
DO NOT INDUCE VOMITING, SEEK MEDICAL ATTENTION.

Inhalation:
REMOVE TO FRESH AIR. GIVE ARTIFICIAL RESPIRATION, IF NECESSARY. IF BREATHING IS
DIFFICULT,
GIVE OXYGEN.

Notes to Physician:

**** SECTION 5 - FIRE FIGHTING MEASURES ****

Unusual Fire and Explosion Hazards:
FLAMMABLE - U.F.C. LEVEL 3 AEROSOL.

Special Fire Fighting Procedures:
CONTENTS UNDER PRESSURE.

Extinguishing Media:
CARBON DIOXIDE, DRY CHEMICAL, FOAM

Flash Point:
AND METHOD: 131 TAG CLOSED CUP

Flammable Limits:
Lower Limit:
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MSDS - MSDS10011

(%): LEL - 1. 0%
Upper Limit:
(%): UEL - 6.0%

AutoIgnition Temperature:
AUTOIGNITION TEMPERATURE (F): NOT AVAILABLE.

General Information:

**** SECTION 6 - ACCIDENTAL RELEASE MEASURES ****

Disposal:
EMPTY AEROSOL CANS SHOULD NOT BE PUNCTURED OR INCINERATED; BURY IN LANDFILL.

LIQUID SHOULD BE
INCINERATED OR BURIED IN LANDFILL. DISPOSE OF IN ACCORDANCE WITH LOCAL, STATE
AND FEDERAL REG
LATIONS.

Spills/Leaks:
AEROSOL CANS. LEAKING CAN SHOULD BE PLACED IN PLASTIC BAG OR OPEN PAIL UNTIL
PRESSURE HAS DISS
OPATED.

**** SECTION 7 - HANDLING and STORAGE ****

Handling:
SEE "STORAGE" BELOW.

Storage:
KEEP FROM SOURCES OF IGNITION. AVOID EXCESSIVE INHALATION OF SPRAY PARTICLES, DO
NOT TAKE
INTERNALLY DO NOT PUNCTURE, INCINERATE OR STORE CONTAINER ABOVE 120 (F. EXPOSURE
TO HEAT MAY
CAUSE BURSTING. DEEP CAN AWAY FROM ELECTRICAL CURRANT OR BATTERY TERMINALS.

ELECTRICAL ARCING
OCAN CAUSE BURN-THROUGH (PUNCTURE) WHICH MAY RESULT IN FLASH FIRE, CAUSING SERIOUS
INJURY. KEEP
1FROM CHILDREN.

**** SECTION 8 - EXPOSURE CONTROLS, PERSONAL PROTECTION ****

Engineering Controls:
NO INFORMATION.

Eyes:
APPROVED EYE PROTECTION TO SAFEGUARD AGAINST POTENTIAL EYE CONTACT, IRRITATION OR
INJURY.
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MSDS - MSDS10011

Skin:
NO INFORMATION.

Clothing:
OTHER PROTECTIVE EQUIPMENT: NONE REQUIRED.

Respirators:
ADVISE WHEN CONCENTRATIONS EXCEED TLV.

**** SECTION 9 - PHYSICAL AND CHEMICAL PROPERTIES ****

Appearance/Odor:
LIGHT AMBER AND CHARACTERISTIC ODOR.
PHYSICAL STATE: LIQUID (AEROSOL)

pH: N .A.
Vapor Pressure: 110 5 PSI @ 70 F
Vapor Density: (AIR = 1): GT 1
Evaporation Rate: (ETHER = 1): LT 1
Viscosity: NOT DETERMINED
Boiling Point: 323 F
Freezing/Melting Point: FREEZING POINT: NOT DETERMINED
Decomposition Temperature:
Solubility: IN WATER: INSOLUBLE
Specific Gravity: .816
Molecular Formula:
Molecular Weight:
Miscellaneous:
SPECIFIC GRAVITY (WATER = 1): 0.816 @ 70 F
PERCENT VOLATILE (VOLUME) 74%
VOC (LB./GAL): 4.6
VOC: 412 GRAMS/LITER 49.5%

**** SECTION 10 - STABILITY AND REACTIVITY ****

Chemical Stability:
STABLE.

Conditions to Avoid:
N/A

Incompatibilities with Other Materials:
INCOMPATIBLE MATERIALS AND CONDITIONS TO AVOID: STRONG OXIDIZING MATERIALS.

Hazardous Decomposition Products:
THERMAL DECOMPOSITION MAY YIELD CARBON MONOXIDE AND CARBON DIOXIDE.

Hazardous Polymerization:
WILL NOT OCCUR.
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MSDS - MSDS10011

**** SECTION 11 - TOXICOLOGICAL INFORMATION ****

Toxicological Information:
CARCINOGENICITY: NOT AVAILABLE.

INGREDIENT
ALIPHATIC PETROLEUM DISTILLATES
PETROLEUM BASE OIL
CARBON DIOXIDE
NON-HAZARDOUS INGREDIENTS

ACGIH
NO
NO
NO
NO

IARC
NO
NO
NO
NO

NTP
NO
NO
NO
NO

OSHA
NO
NO
NO
NO

**** SECTION 12 - ECOLOGICAL INFORMATION ****

Ecological Information:
NO DATA

**** SECTION 13 - OTHER PRECAUTIONS ****

Other Precautions:

Work/Hygienic Practices:

**** SECTION 14 - TRANSPORT INFORMATION ****

Transportation Information:
DOMESTIC SURFACE AND DOMESTIC AIR

DOT SHIPPING NAME: CONSUMER COMMODITY

HAZARD CLASS OR DIVISION: ORM-D,

CARTON MARKINGS: CONSUMER COMMODITY (NON-FLAMMABLE GAS - AEROSOL

IDENTIFICATION NUMBER: NOT AVAILABLE.

PACKING GROUP: NOT AVAILABLE.

LABELS: CONSUMER COMMODITY (ORM-D)
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MSDS - MSDS10011

Label Information:

**** SECTION 15 - REGULATORY INFORMATION ****

Regulatory Information:
TSCA STATUS: EACH INGREDIENT IS ON THE TSCA INVENTORY.

NSR STATUS (CANADA): NOT DETERMINED.

SARA TITLE III: NONE

HAZARD CATEGORIES:
ACUTE HEALTH: YES
CHRONIC HEALTH: YES
FIRE HAZARD: YES
PRESSURE HAZARD: NO.

REPORTABLE INGREDIENTS:
SECTION 302/303: NONE.
SECTION 313: NO SARA SECTION 313 COMPONENTS EXIST IN THIS PRODUCT.

CERCLA RQ: THIS PRODUCT HAS BEEN REVIEWED ACCORDING TO THE EPA
"HAZARD CATEGORIES' PROMULGATED UNDER SECTIONS 311 AND 312 OF THE
SUPERFUND AMENDMENT AND REAUTHORIZATION ACT OF 1986 (SARA TITLE III)
AND IS CONSIDERED, UNDER APPLICABLE DEFINITIONS, TO MEET THE FOLLOWING
CATEGORIES: IMMEDIATE HEALTH HAZARD, CHRONIC HEALTH HAZARD, FIRE HAZARD.

**** SECTION 16 - ADDITIONAL INFORMATION ****

Additional Information:
N.A.=NOT APPLICABLE
N.D.=NOT DETERMINED
N.E.=NOT ESTABLISHED
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MATERIAL SAFETY DATA SHEET
BISSELL INCORPORATED

PRINT DATE: March 28,2006

1. PRODUCT AND COMPANY IDENTIFICATION

Product Name:
Product No.
Chemical Formula:

MANUFACTURER:

BISSELL INC.
P.O. Box 1888
Grand Rapids, MI 49501
(616) 453-4451

WOOLITE OXY DEEP Spot & Stain Carpet Cleaner
805 I 7500 16260A
Mixture

24-Hour Emergency Phone Number:

1-866-303-6951

2. COMPOSITIONIINFORMATION ON INGREDIENTS

Ingredient Percent OSHA TWA ACGffi TWA CAS Number

Hydrogen Peroxide <4.5 % I ppm - Ippm 7722-84-1

DPM Glycol Ether <2.0% 100 ppm - 150ppm 034590-94-8

PM Glycol Ether <2.0% 100 ppm - 150ppm 0000107-98-2

Also contain Surfactants, chelant, acrylic copolymer and water.

3. HAZARDS IDENTIFICATION

Emergency Overview:

KEEP OUT OF REACH OF CHILDREN

Poteutial Health Effects:

Eye: Prolonged contact with eyes may cause mild to moderate irritation.

Skin: Prolonged contact with skin may cause mild to moderate irritation.

Inhalation: Inhalation is not expected route of exposure. Inhalation ofproduct
mist or spray may cause respiratory irritation.

Ingestion: Ingestion is not an expected route ofexposure. Ingestion of small
amount may cause gastrointestinal irritation, and more serious effects
are possible if large quantities ofproduct are swallowed.
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MATERIAL SAFETY DATA SHEET
BISSELL INCORPORATED

PRINT DATE: March 28, 2006

WOOLITE OXY DEEP Spot & Stain Carpet Cleaner

4. FIRST AID MEASURES

EYE:

SKIN:

INGESTION:

INHALATION:

Immediately flush eyes with plenty ofwater for at least 15
minutes. Get medical attention, if irritation develops or persists.

Wash skin with water. Remove contaminated clothing.

Ifswallowed, call a physician or poison control center immediately.
Do not induce vomiting or give anything to drink unless instructed to do
so by a physician. Never give anything by mouth to an unconscious
person.

Remove affected person to fresh air. Get medical attention ifperson has
difficulty breathing or irritation develops or persists.

5. FIRE FIGHTING MEASURES

FLASH POINT:

FLAMMABILITY:

EXTINGUISHING MEDIA:

FIRE and EXPLOSION HAZARDS

FIRE FIGHTING EQUIPMENT:

6. ACCIDENTAL RELEASE MEASURES

None at/or below 200 0 F.

NONE.

Use water, dry chemical or foam.

NONE.

Fire fighters should wear self-contained
breathing apparatus and protective clothing.

SMALL SPILLS: Absorb and wipe up or rinse away with water.

LARGE SPILL: Contain spilled liquid with sand or earth. Collect for later
disposal.

WASTE DISPOSAL: Follow all Local, State and Federal Regulations for large
spills.

7. HANDLING AND STORAGE

HANDLING:

STORAGE:

Use only as directed. Avoid contact with eyes.

Store out of reach of children. Store in a cool place. Keep container
tightly closed when not in use.
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MATERIAL SAFETY DATA SHEET
BISSELL INCORPORATED

PRINT DATE: March 28,2006

WOQI.ITE OXY DEEP Spot & Stain Carnet Cleaner

8. PERSONAL PROTECTION

RESPIRATORY PROTECTION:
PROTECTIVE GLOVES:
EYE PROTECTION:
VENTILATION:

Not required under normal conditions.
Use gloves for prolonged operated contact.
Not required under normal condition.
Normal

9. PHYSICAL AND CHEMICAL PROPERTIES

APPEARANCE:
ODOR:
BOILING POINT, 760mm Hg:
VAPOR PRESSURE:
VAPOR DENSITY:
SOLUBILITY IN WATER:
SPECIFIC GRAVITY:
pH:

10. STABILITY AND REACTIVITY

Slightly hazy liquid
Pleasant Soapy Scent
212' F
Not Determined
Not Applicable
Complete
1.00 ± 0.2
5.6 - 6.0

CHEMICAL STABILITY: Stable

CONDITIONS TO AVOID: None Known.

INCOMPATIBILITY: Hydrogen Peroxide is an oxidizing agent, avoid acids,
bases, metals, salts ofmetals, reducing agents, organic
materials, and flammable substances

HAZARDOUS DECOMPOSITION: NONE.

HAZARDOUS POLYMERIZATION: Will not occur.

11. TOXICOLOGICAL INFORMATION

INGESTION:
INHALATION:
SKIN:

Not Tested
Not Tested
Not Tested
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MATERIAL SAFETY DATA SHEET
BISSELL INCORPORATED

PRINT DATE: March 28, 2006

WOOLITE OXY DEEP Spot & Stain Carpet Cleaner

12. ECOLOGICAL INFORMATION

AQUATIC TOXICITY:
ENVIRONMENTAL EFFECTS:

13. DISPOSAL CONSIDERATION

DISPOSAL OF PRODUCT:

DISPOSAL OF PACKAGING:

14. TRANSPORT INFORMATION

No information available.
Product is expected to rapidly disperse in the aquatic
environment.

Disposal methods must be in compliance with all Federal,
State or Provincial, and local laws and regulations.

Disposal methods must be in compliance with all Federal,
State or Provincial, and local laws and regulations

HAZARD RATING: Fire: 0
HAZARD RATING SCALE:

O=Insignificant I=Slight

Transportation:
DOT Labeling:
DOT Proper Shipping Name:
DOT Hazard Class:

Toxicity:

2=Moderate

NONE.
Not Regulated
NONE

3=High

Reactivity: I

4=Extreme

U.S. Surface Freight Classification: Cleaning Compound, Liquid N01

15. REGULATORY INFORMATION:

EEe LABELLING INFORMATION:

No Information is applicable.
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MATERIAL SAFETY DATA SHEET
BISSELL Homecare Inc.

PRINT DATE: March 28,2006

WOO LITE OXY DEEP Spot & Stain Carpet Cleaner

16. OTHER INFORMATION

Notice:
The information herein is presented in goodfaith and believed to be accurate as of
the effective date shown below. However, no warranty, expressed or implied, is given.
Regulatory requirements are subject to change and may differ from one location to
another. It is the buyer's responsibility to ensure that its activities comply with
federal, state or Provincia/laws.

Effective Date:
Supersedes:
Prepared by:

March 20, 2006
November 9, 2005
Jesse 1. Williams

This MSDS has been revised in the following section(s): (GENERAL UPDATE)

JJW/sth
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MATERIAL SAFETY DATA SHEET PAGE 1 OF 4

HEALTH/SPILLS .•.... : 800-548-0489
CHEMTREC ASSISTANCE: 800-424-9300
CHEMTREC OUTSIDE US: 703-527-3B87
CANUTEC., .....•.... , 613-996-6666

KOP-COAT INC

EMERGENCIESKOP-COAT, INC
Ml\ll.INE GROUP EAST
36 PINE STREET
ROClCAWAY
NJ 07866

--------------------------------------------------------------------------------
1 PRODUCT IDENTIFICATION

-----------------------------------------------------------------------------.--
PRODUCT NAME:
PRODUCT USE.:
APPEARANCE .. :
CAS NUMBER .. :
SYNONYMS .... :

~*SPAR Splash Zone Compound A & B
2 component Epoxy putty
Greenish epoxy putt
Mixture
None REVISION ... :

DATE ..•.... :
MSDS NUMBER:

5
1/31/03

84788/8478916

2 HAZARDOUS INGREDIENTS
----------------------------------------------.---------------------------------
HAZARDOUS COMPONENT REG AGENCY PPM NOTES MG/M3 NOTES

Triethylenetetramine
CAS NUMBER:112-24-3
PERCENT BY WGT: 1 TO 5

(None established.)

3.5
3.5 8 (+)
3.5

2 2
2
2 3

0.1 2
0.05 3 (+)
0.1 3

(+)

ACGIR TWA
NIOSR
OSHA TWA

ACGIH-TWA
NIOSH
OSHA TWA

ACGIR TWA
NIOSR
OSHA TWA

Talc (containing no
asbestos)
CAS NUMBER:14807-96-6
PERCENT BY WGT: 30 TO 35

Crystalline silicon
dioxide
CAS NUMBER:14B08-60-7
PERCENT BY WGT: 20 TO 25

EPOXY Resin (None established.)
CAS NUMBER:2506B-3B-6
PERCENT BY WGT: 20 TO 25

Carbon black
CAS NUMBER:1333-86-4
PERCENT BY WGT: < 1

Tris-2,4,5-(Dimethyl (None established.)
aminoethyl) Phenol
CAS NUMBER:90-72-2
PERCENT BY WGT: 1 TO 5

NOTES:
2) Respirable fraction
3) Respirable dust
B) 0.1 mg/m3 in presence of polycyclic aromatic hydrocarbons

(+» NIOSR Occupational Carcinogen

--------------------------------------------------------------.-------_.-----.--
3 HAZARDS IDENTIFICATION

-----------------------------------------------------.--------------------------
EYE: Contact with the eye may cause irritation and corneal damage.

SKIN: Contact with the skin may cause irritation and/or dermatitis (rash).
sensitization may occur in some individuals. May he absorbed through the skin.
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PRODUCT NAME: Z'SPAR Splash Zone Compound A « B PAGE 2 OF 4

----------------------------------------------------------------------------
3 HAZARDS IDENTIFICATION

-----------------------------------------------------------------------------.--
INHALATION: Inhala"ion of vapors may cause respiratory tract irritation. Pro­
longed inhalation of excessive quant~ties of this product may lead.to
respiratory effects, such as silicosis, talcosis, and other lung d~eorders.
Symptoms (coughing, and shortness of breath) mayor may not occur.

INGESTION: May cause gastrointestinal disturbances suCh as nausea.
vomiting, and aiarrhea.

OTHER: This is a two component system. Any mi~tures of components A and B will
have the ha2ards of both components.

Medical Conditions Aggravated by Exposure: Asthma, respiratory, skin and eye
disorders.

-.-----------------.----------------------------------.-------------------------
4 FIRST AID MEASURES

--------.------.------------------------------------------------.---------------
EYE CONTACT: Immedia"ely flush with plen"y of water for at least 15 minutes.
Get medical attention.

SKIN CONTACT: Remove contaminated clothing. Wash choroughly with soali' and
water. If redPess, itching, burning or OCher symptoms develop or pers~st, get
medical attention. WaSh contaminated clo"hing before reuse.

INHALATION:
freSh air.
respiration
Get medical

INGESTION:
attention.

If you experience difficulty in breaching, leave che area to obtain
If breathing has stopped have a trained person administer artificial
preferably mouth-to-mouth. If breathing is difficult. give oxygen.
at.tention.

If swallowed do NOT induce vomiting. Get immediate medical
NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

NOTE TO PHYSICIAN: There is no specific antidcte for effects from overexposure
co Chis material. Treatment should be directed at the control of symptoms and
the clinical condition.

5 FIRE FIGHTING MEASURES
----------------------------------.-----------.-----------.---------------------
FLASH POINT, 300F/149C Component B; 400F/204C Component A

EXTINGUISHING MEDIA: Use dry chemical, carbon dioxide, water spray or foam.

FIRE FIGHTING PROCEDURES: As in any fire, wear complete fire service protective
equipment. including full-face MSHAjNIOSH approved or equivalent self-con"ained
breathing apparatus. Use water Co cool fire-exposed container/structure/pro"ecc
personnel.

FIRE AND EXPLOSION HAZARDS: Can release vapors that form explosive mixtures.
Vapors can travel to a source of ignition and flash back. Closed conCainers may
explode when exposed to extreme heat (fire). Toxic vapors may be given off in a
fire.

----------------------------------------------------------------.---------------
6 SPILL AND LEAK PROCEDURES

--------------------------------------------------------------------------------
Stop spill/leak if no risk involved. Avoid brea"hing vapors. Eliminate ALL
sources of ignition. Use an inert absorben" to complece a clean-up. This
material reacts wi"h oxidizing materials. Absorb spilled maCerial and place in
closed container for disposal.

--------------.-----.-------------------------------------------------.---------
7 HANDLING AND STORAGE

HANDLING: Avoid prolonged or repeated contact with skin or eyes. Avoid
prolonged or repeated breathing of vapors. Use with adequate ventilation.
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PRODUCT NAME: Z*SPAR Splash Zone Compound A ~ B PAGE 3 OF 4

~-----------------------------------------------------------------------~-------
7 HANDLING AND STORAGE

-------------------------------------------.------------------------------------
Observe good personal hygiene practices and recommended procedures. wash
thoroughly after handling,

STORAGE: Keep in a closed, labeled container within a cool (well-shaded), dry,
ventilated area. Protect from ~hysical damage. Keep containers closed when
material is not in use. Mainta~n good housekeeping.

OTHER: Keep away from heat and open flame. If post application/use processing
of this proauct generates dust, exposure limits in Section 2 apply.

-------.------------------------------.-------.------------------------------.--
8 EXPOSURE CONTROLS/pERSONAL PROTECTION

----------------------------------.--------------------------.------------------
ENGINEERING CONTROLS: Ventilation is normally not required when handling or
using this product to keep exposure to airborne contaminants below the exposure
limit. Facilities storing or utilizing this product should be equipped with an
eyewash facility.

RESPIRATORS: Not normally required. Close container after each use.

PERSONAL PROTECTIVE EQUIPMENT: Industrial safet¥ glasses at a minimum. AB
necessarv for work area condition~: use side sh~elds. goggles, or faceshield.
use chemical resistant flexible-type gloves (heavy duty neoprene or equal). Wear
industrial-trPe work clothing and safety footwear. Depending on
working cond~tions, i.e .• contact potential, wear resistant protective garments
such as head/neck cover, aprons, jackets, pants, coveralls, bootS, etc.

9 PHYSICAL AND CHEMICAL PROPERTIES

Weight Per Gallon (lbS): 29.000
Vapor Density.: (air~l»l
Vapor Pressure: Not determined
pH •••.• , ••.••. : Not determined
Solubility In Water; Negligible
voe Content. , : a gil

~ VOL by Weight.:
Boiling point ... :
Evaporation Rate:
specif~c Gravity:
VlsCOS:Lty :

0.00 %
Not determined
Not applicable
> 1
Not determined

10 STABILITY AND REACTIVITY DATA

STABILITY: Stable
HAZARDOOS POLYMERIZATION: Will not OCcur.
INCOMPATIBILITY: Avoid oxidizing agents, heat, s~arks and open flames.
HAZARDOUS DECOMPOSITION PRODUCT(S): Carbon monox~de, carbon dioxide upon
thermal decomposition.

--------------------------------------------------------------------------------
11 TOXICOLOGICAL INFORMATION

Contact Kop-coat for applicable information.

12 ECOLOGICAL INFORMATION

Product has not been tested for ecotoxicity.

13 DISPOSAL CONSIDERATIONS
.----------------------------------------------------.--------------------------
Dispose of unusable product in accordance with local, state and federal
regulations.

14 TRANSPORTATION INFORMATION
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PRODUCT NAME: Z*SPAR Splash Zone Compound A , B

14 TRANSPORTATION INFORMATION

DOT PROPER SHIPPING NAME: None
DOT HAZARD CLASS: None
LABEL: Non-Ha2ardous
DOT IDENTIFICATION NUMBER: None
DOT informaeion for domeecic ground eransporeation.

15 REGULATORY INFORMATION

No informaeion available.

16 OTHER INFORMATION

PAGE 4 OF

IARC Monograph Vol. 65 reports carbon black is widely used in rubber tires,
hoses, gaskees and coated fabrics; smaller amounts are used in prineing inks,
paints and plastics. Although one cohort stUdy on carbon black produceion
workers showed slight excesses of lung cancer, the totality of the epidemio­
logical seudies boeh in the carbon black produceion industry and in some user
induseries suggested that there is inadequaee evidence for ehe carcinogenicity
in humans of carbon black. Carbon black was thus evaluated as possibly
carcinogenic to humans (Group 2B) .

IARC lists silica as a Group 1 - Known Human Carcinogen. The Naeional Tox.
Program (NTP) lises silica as a Known Human Carcinogen. The ACGIH lists silica
as an A2 - Suspeceed Human carcinogen. OSHA lists silica as a possible Select
carcinogen.

NOTICE: While the information and recommendations set forth herein are believed
to be accurate as of the date hereof, Ko~-Coat. Inc. makes no warranty with
respect thereto and disclaims all liabil~ty from reliance thereon.

PREPARED BY: Manager Of Health Safety and Environmental Affairs
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